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PREFACE. 



ne eammon roads of (he United States are inferior to those 
of any other civilized country. Their faults are those of direc- 
tion, of slopes, of shape, of surface, and generally of defi- 
ciency in all the attributes of good roads. Some of these 
defects are indeed the unavoidable results of the scantiness 
of capital and of labor in a new country, but most of them arise 
from an ignorance either of the true principles of road-making, 
or of the advantages of putting these principles into prac- 
tice. They may therefore be removed by a more general diffu- 
sion of scientific instruction upon this subject, and to assist in 
bringing about this consummation is the object of the present 
volume.. In it the author has endeavored to combine, in a 
systematic and symmetrical form, the results of ap engineer, 
ing experience in all parts of the United States, and of an 
examination of the great roads of Europe, with a careful di- 
gestion of all accessible authorities; an important portion of 
the matter having never before appeared in English. He has 
striven to reconcile the many contradictory theories and 
practices of road-making ; to select from them those which 
are most in accordance with the teachings of science ; to 
present as clearly and precisely as possible the leading fea- 
tures of those approved, laying particular stress on such as 
are most oflen violated or neglected ; and to harmonize the 
successful but empirical practice of the English engineers 
with the theoretical but elegant deductions of the French. 



4 PREFACB. 

Before the construction of a road is commenced, its makers 
should well determine " What it ougJU to be,'' in the vital 
points of direction, slopes, shape, surface and cost. This is 
therefore the first topic discussed in this volume. The next 
is the " Location" of the road, or the choice of the ground 
over which it should pass, that it may fulfil the desired 
conditions. In this chapter are given methods of perform- 
ing all the necessary measurements of distances, directions 
and heights, without the use of any instruments hut such as 
any mechanic can make, and any farmer use. The ** Con- 
struction" of the road is next explained in its details of Exca- 
vation. Embankment, Bridges, Culverts, &c. At this stage 
of progress our road-makers too generally stop short, but the 
road should not be considered complete till " The Improve- 
ment of its surface" has been carried to as high a degree of 
perfection as the funds of the work will permit. Under this 
head are examined earth, gravel, McAdam, paved, plank and 
other roads. " Rail-roads" and their motive powers, are 
treated of in the next chapter. The " Management, of town 
roads" is last taken up, the evils of the present system of 
Road-tax are shown, and a better system is suggested. In 
the " Appendix" are minute and practical examples of the 
calculations of Excavation and Embankment. 

To enable this volume the better to attain its aim of being 
doubly useful, as a popular guide for the farmer in improving 
the roads in his - neighborhood, and as a College Text-book, 
introductory to the general study of Civil Engineering, the 
mathematical investigations and professional details have been 
printed in smaller type, so as to be readily passed over by 
the unscientific reader. 
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MANUAL OF ROAD-MAKING. 



INTRODUCTION. 

The Roads of a country are accurate and certain tests 
of the degree of its civilization. Their construction is 
one of the first indications of the emergence of a people 
from the savage state ; and their improvement keeps pace 
with the advances of the nation in numbers, wealth, in- 
dust||r) and science — of all which it is at once an element 
and an evidence. 

Roads are the veins and arteries of the body politic, 
for through them flow the agricultural productions and the 
commercial supplies which are the life-blood of the state. 
Upon the sufficiency of their number, the propriety of 
their directions, and the unobstructedness of their courses, 
depend the ease and the rapidity with which the more 
distant portions of the system receive the nutriment which 
is essential to their life, health, and vigor, and without a 
copious supply of which the extremities must languish 
and die. 

But roads belong to that unappreciated class of bless- 
ings, of which the value and importance are not fully felt, 
because of the very greatness of their advantages, which 
are so manifold and indispensable, as to have rendered 
their extent almost universal and their origin forgotten. 
Perhaps we will better appreciate them, if we endeavor to 



16 A MANUAL OF ROAD-MAKING. 

imagine what would be our condition if none had ever 
been constructed. 

Suppose, then, that a traveller had occasion to go from 
Boston to Albany, and that no road between the two 
places was yet in existence. In the first place, how would 
he find his way ? Even if he knew that his general di- 
rection should be towards the setting sun, the sun would 
be often hidden by day, and the stars by night ; and, there 
* being no roads, there would be no engineers and no sur- 
veyor's compass. The moss upon the north side of the 
trees might be in some degree a guide to him, if he were 
skilled in woodcraft ; but he would at last become so be- 
wildered, that, like lost hunters on the prairies, he would 
begin to believe that the sun rose in the west, set in the 
east, and was due north at mid-day. 

Allowing, however, that he was. fortunate enough to 
retain the true direction, would he be able to follow it ? 
In the forest he must force for himself a passage through 
the tangled underwood, and make long circuits around the 
fallen trees, which no axe-men have as yet cleared away. 
Through the swamp he must struggle amid the slippery 
and deceitful mud, for no road-maker has yet built the 
causeway. Over the mountain he must clamber only to 
again descend, for topographical science has not taught 
him how much he would gain by winding around its base. 
The rocky walls of precipices he must arduously climb, 
and perilously descend, for no engineer has as yet blasted 
a passage through them. Meeting a deep river, or even 
a mere mountain torrent,, if he cannot ford or swim it, he 
must seek its head with many miles of added travel, to be 
doubled again by his return to his original direction. All 
this while, too, he can subsist only by precarious hunting ; 
for, there being no roads, there would be no inns, and 
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he can scarcely carry himself along, much less a store of 
proYisioni#< 

Look now at the contrast, and at the ease, speed, and 
comfort with which the modem traveller flies from place 
to place upon that best of all roads, a railroad. 

. But the increase of personal comfort is only a petty 
item in estimating the importance of roads, even iji despite 
of Dr. Johnson's exclamation, that life has no greater 
pleasure than being whirled over a good road in a post- 
chaise. More important is the consideration, that, in 
the absence of such facilities, the richest productions 
of nature waste on the spot of their growth. The lux- 
uriant crops of our western prairies are sometimes left 
to decay on the ground, because there are no rapid and 
easy means of conveying them to a market. The rich 
mines in the northern part of the state of New York ar^ 
comparatively valueless, beqause the roads among the 
mountains are so few and so bad, that the expense of the 
transportation of the metal would exceed its value. So, 
too, in Spaiil, it has been known after a succession of 
abundant harvests, that the wheat has actually been al- 
lowed to rot, because it would- not repay the cost of car- 
riage.* • In that country, for similar reasons, sheep ar6 
killed for their fleece only, and the flesh is abandoned ; as 
is likewise the case with cattle in Brazil, slaughtered 
merely for their hides. 

Such are the eflects of the almost total want of roads; 
Among those which do exist, the diflerence, as to ease, 
rapidity, and economy of transportation, caused by the va- 
rious degrees of skill and labor bestowed upon them, is 
much greater than is usually imagined, particularly by 
farmers, whom they most concern. 

* Edinburgfa Review, Lnr. 448. 
2 



18 A MANUAL OF ROAD-MAKING. 

One important difference lies in the grades or longitu» 
dinal slopes of a road. Suppose that a road i^s a.hun- 
dred feet in the distance of two thousand feet. ' Its ascend- 
ing slope is then one in twenty, and (as will be hereafter 
proven) one-twentieth of the whole load drawn over it in 
(Hie direction, must be actually lifted up diis entire height 
of one hundred feet. But upoi\ such a slope a horse can 
draw only one half as much as he can upon a level road, 
and two horses will be needed on such a road to do the 
usual work of one. If the road be intrusted to the care 
of a skilful engineer, and be made level by going round 
hills instead of over them, or in any other way, there will 
be a saving of one half of the former expense of carriage 
on it. ' 

Another great difference in roads lies in the nature of 
their surfaces ; one being hard and smooth, and another 
^oft and uneven. On a well-made road of broken stone, a 
horse can draw three times as much as he can upon a 
gravel road. By making, then, such a road as the former 
(according to the instructions in Chapter IV.) in the place 
of the latter, the expenses of transportation will be re- 
duced to one-third of their former amount, so that two- 
thirds will b0 completely saved, and two out of three of all 
the horses formerly employed can then be dispensed with.* 
If such an improvement can be made for a sum of money, 
the interest of which will be less than the total amount of 
the annual saving of labor, it will be true economy to 
make it, however great the original outlay ; for the de- 

* In the abeeBce of Buoh an improyement, when the Spamsh govem- 
inent required a supply of grain to be transferred from Old Castile to 
Madrid, 30,000 horses and mules were necessary for the transportation of 
480 tons of wheat Upon a broken-stone road of the best sort, one-huH" 
dredth of that number could easily have done the work. 
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Action of all such questions depends oh considerations of 
comparatlire profit. This part of the subject will be more 
minutely examined at the end of Chapter I., in considering 
** What roctds aught to be as to their cost!^ 

The profits of such inrproyements are not confined to the 
proprietors of a road, (whether t6wns, or companies re- 
munerated for these expenditures by tolls) but are shared 
by all who avail themselves of the increased facilities ; 
consumers and prodticers, as well as road-owners. If 
wheat be worth in a city a dollar per bushel, and if it 
cost 25 cents to transport it thither from a certain farming 
district, it will there necessarily command only 75 cents. 
If now by improved roads the cost of carriage is reduced 
to 10 cents, the surplus 15 cents on each bushel is so much' 
absolute gain to the community, balanced only by the cost 
of improving the road. Supposing that a toll of 5 cents 
will pay a fair dividend on this, there remains 10 cents per 
bushel to be divided between the producer and the con-, 
sumer, enabling the former to sell his wh^at at a higher 
price than before, while at the same time the latter obtains 
it at a less cost. 

Agriculture is thus directly, and likewise indirectly, de- 
pendent in a great degree upon good roads for its success 
and rewards. Directly^ as we have just seen, these roads 
carry the productions of the fields to the markets, and 
bring to them in return their bulky and weighty materials 
of fertilization, at a cost of labor which grows less and less 
as the roads become better. Indirectly^ the cities and 
towns, whose dense population and manufacturing indus- 
try make them the best markets for farming produce, 
are enabled to grow and to extend themselves indefinitely 
by roads alone, which supply the place of rivers, to the 
banks of which these great towns would otherwise be ne- 
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cessarily confined.* While, therefore, it would be an in- 
excusable waste of money to construct a costly road to 
connect two small towns which had little intercourse, it 
would be equally wasteful, and is a much more frequent 
short-sightedness of economy, to leave unimproved and 
almost in a state of nature, the communications- between 
a great city and the . interior regions from which its daily 
sustenance is drawn, and into which its own manufactures 
are conveyed. 

Some of the advantages thus to be attained, have been 
Ivell summed up in a report of a committee of the House 
of Commons : 

" By the improvement of our roads, every branch of 
our agricultural, commercial, and manufacturing industry 
would be materially benefited. Every article brought to 
market would be diminished in price ; and the number of 
horses would be so much reduced that, by these and other 
retrenchments, the expense of five millions [pounds 
sterling] would be annually saved to the public. The 
expense of repairing roads, and the wear and tear of car- 
riages and horses, would be essentially diminished ; and 
thousands of acres, the produce of which is now wasted 
in feeding unnecessary horses, would be devoted to the 
production of food for man. In short, the public and 
private advantages which would result from effecting that 
great object, the improvement of our highways and turn- 
pike roads, are incalculable ; though, from their being 
spread over a wide surface, and available in various ways, 
such advantages will not be so apparent as those derived 
from other sources of improvement, of a more restricted 
and less general nature." 

* MeCaUoch, Dictionary of Commerce* 



INTRODUCTION. Si 

The changes in the condition of a country which such 
improvements effect, are of the highest importance. There 
is as much truth as blundering in the famous couplet writ> 
len by an enthusiastic admirer of the roads which Marshal 
Wade opened through the Scottish Highlands : 

** Oh, had you only seen these roads before they were made, 
Yoa would lift up your eyes and bless Marshal Wade !" 

His military road is said to have done more for the civili- 
xation of the Highlands than the preceding efforts of all 
the British monarchs. But the later roads under the more 
scientific direction of Telford, produced a change in the 
state of the people which is probably unparalleled in the 
history of any country for the same space of time. Large 
crops of wheat now cover former wastes ; farmers, houses^ 
and herds of cattle are now seen where was previously a 
desert; estates have increased sevenfold in value and 
annual returns; and the country has been advanced at 
least one hundred years. In Ireland similar effects have 
been produced, and the face of the country in some dis- 
tricts has been completely renovated* The enlarged labors 
of the public works, now undertaken in that country by 
the government, though commenced only for temporary 
relief, will nol fail to produce great permanent benefits. 

The moral results of such improvements are equally 
admirable. Telford testifies that in the Highlands they 
greatly changed for ahe better the habits of the great 
working class. Thus, too, when Oberlin wished to im- 
prove the spiritual condition of his rude flock, he began 
by bettering their physical state, and led out his whole 
people to open a road of communication between their 
secluded valley and the great world without. The won- 
derful moral and intellectual ameUoration which ensued 
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ilF«s an unmistakeable tribute to the civiliziog and eleta- 
ling influence of good roads. 

; Among the most remarkable consequences of the im- 
proTement of roads, is the rapidly increasing proportion in 
which their benefits extend and radiate in every direction, 
as impartially and benignantly as the similarly diverging 
rays of the sun. Around every town or market-place we 
may conceive a number of concentric circles to be drawn, 
enclosing areas from any part of which certain kinds of 
jHToduce may be profitably taken to the town ; while from, 
any point beyond each circumference, the expense of the 
carriage of the particular article would exceed its value. 
Thus the inner circle, at the centre of which is the town, 
may show the limit in every direction from beyond which 
perishable vegetables, or articles very bulky or heavy in 
proportion to their value, cannot be profitably brought to 
market ; the next larger circle may show the limit of 
fruits ; and so on. If now the roads are improved in any 
way, so as in any degree to lessen the expense of car- 
riage, the radius of each circle is correspondingly in- 
creased, and the area of each is enlarged as the square of 
this ratio of increase. Thus, if the improvement enables 
a horse to draw twice as much or to travel twice as fast 
as he did before, each of the limiting circles is expanded 
outward to twice its former radius, and embraces four 
times its former area. If the rate of improvement be 
threefold, the increase of area is ninefold ; and so on. 
All the produce, industry, and wealth, which by these im- 
provements finds, for the first time, a market, is as it were 
a new creation.* 

The number of passengers is governed by similar laws ; 

* Dr. Andenon. 
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and the increaded &cilities of a better road attract them 
from inferior ones, as the digging of a new and deep weU 
often .drains the water from all the shallow ones in its 
neighborhood. The distance to the right and left of the 
new road, from which it will attract passengers, admits of 
a mathematical investigation, which will be foi^nd^at the 
end of Chapter I. ; and the deductions of theory are amply 
corroborated by the observations of experience, and niore 
than reaUzed in the improvement of every old road and the 
opening of every new one ; for not only is the former 
travel attracted from great distances in every direction, 
but a very considerable amount is created. 

Supposing that by these improvements the average 
■speed over a whole country be only doubled, the whole 
population of the country (to borrow a metaphor from an 
accomplished writer) would have advanced in mass, and 
placed their chairs twice as near to the fireside of their 
metropolis, and twice as near to each other. If the speed 
were again doubled, the process would be repeated ; and so 
on. As distances were thus gradually annihilated, the whole 
surface of the country would be, as it were, contracted and 
condensed, till it was only one immense city ; and yet» 
by one of the modern miracles of science wedded to art, 
every man's field would be found not only where it always 
was, but as large as ever it was, and even far larger, esti« 
mating its size by the increased profits of its productions. 
The. more perfect the roads, the more rapidly would this 
result be attained, and therefore most quickly of all by 
railroads. 

But however great the advantages of railroads, as to 
mere speed, and however precious to the hurrying travel- 
ler their triumphs over time and space, common roads will 
always be incomparably more valuable to the community 
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at large. The distinguishing characteristic of a modem rail- 
road, as conapared with a '' tram road/' and that to which 
its peculiar power is chiefly due, is the projecting flanges 
of the wheels of its carriages, by which they are retained 
upon the rails. But this peculiarity, in an equal degree, 
lessens its advantages to the agricultural population ; since 
the vehicles which are adapted to travel on railroads can- 
not be used on the common roads leading to them, nor in 
the ordinary labors of the farm ; while on all other im- 
proved roads the same wagons, horses, and men, employed 
at one season in cultivating the ground, can also be pro- 
fitably employed, in their otherwise idle moments, in con- 
veying the produce to a market. For these reasons, even if a 
railroad came to every man's door, he could more economi- 
cally use a good common road ; but since, on the con- 
trary, the expense of the construction of railroads must al- 
ways restrict them to important lines of communication, 
(where, indeed, their value can scarcely be estimated too 
highly) in every other situation, the greatest good of the 
greatest number, and the most universal benefits with the 
fewest accompanying evils, will be most effectually se- 
cured, by improving (in accordance with the principles 
to be presently set forth) the people's highways — the 
common roads of the country. 

In this analytical examination of the subject of Road- 
making, it will be considered under the fcdlowing general 
heads : 

1 . What Roads ought to be. 

2. Their Location, 

3. Their Construction. 

4. Improvement of their Surface. 



CHAPTER I. 

WHAT ROADS OUGHT TO BE. 

** The art of Road-making must easentially depend for its suoeeoi on 
its being exercised in conformity with certain general principles ; and 
their justness should be rendered so clear and self-evident as not to admit 
of any controversy." 

Sir Henbt Parnbkl. 

Rapidity, safety, and economy of carriage are the ob- 
jects of roads. They should therefore be so located and 
constructed as to enable burdens, of goods and of passen- 
gers, to be transported from one place to another, in the 
least possible time, with the least possible labor, and, con- 
sequently, with the least possible expense. 

To attain these important ends, a road should fulfil cer- 
tain conditions, which the nature of the country over which 
it passes, and other circumstances, may render impossible 
to unite and reconcile in one combination ; but to the union 
of which we should endeavor to approximate as nearly as 
possible in forming an actual road upon the model of this 
ideally perfect one. We will therefore investigate — 

What roads ought to be, 

1. As to their direction, 

2. As to their slopes. 

3. As to their cross-section, 

4. As to their surface, 

5. As to their cost. 
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1. WHAT ROADS OUGHT TO BB, AS TO THBIR DIRBOTXOV. 
IMPORTANCE OF STRAI0HTNE88. 

Every road, other things being equal, should be |ier- 
fectly straight^ so that its length, and, therefore, the time 
and labor expended in travelling upon it, should be the least 
possible ; t. e., its alignemens, or directions, departing 
from one extremity of it, should constantly tend towards 
the other. 

Any unnecessary excess of length causes a constant 
threefold waste ; firstly, of the interest of the capital ex- 
pended in making that unnecessary portion ; secondly, of 
the ever-recurring expense of repairing it ; and, thirdly, of 
the time and labor employed in travelling ovep it. It will 
therefore be good economy to expend, in making topo- 
graphical examinations for the purpose of shortening the 
road, any amount less than not only that sum which the 
distance thus saved would have cost, but, in addition, that 
principal which corresponds to the annual cost of the re- 
pairs and of the labor of draught which would have been 
wasted upon this unnecessary length. 

ADVANTAGES OF CURVING. 

The importance of making the road as level as possible 
will be explained in the next section, and as a road can in 
few cases be at the same time straight and level, these two 
requirements will often conflict. In such cases, ^^ra^A/ne^^ 
should always be sacrificed to obtain a level, or to make 
the road less steep. This is one of the most important 
principles to be observed in laying out or improving a road, 
and it is the one most often violated. 

A straight road over an uneven and hilly country may, 
at first view, when merely seen upon the map, be pro* 
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nounced to be a bad road ; for the straightness must have 
been obtained either by submitting to steep slopes in as- 
cending the hills and descending into the valleys, or these 
natural obstacles must have been overcome by incurring 
a great and unnecessary expense in makipg deep cuttings 
and fillings. 

A good road should wind around these hills instead of 
running over them, and this it may often do without at all 
increasing its length. For if a hemisphere (such as half 
a bullet) be placed so as to rest upon its plane base, the 
halves of great circles which join two opposite points of 
this base are all equal, whether they pass horizontally or 
vertically. Or let an egg be laid upon a table, and it will 
be seen that if a level line be traced upon it from one end 
to the other, it will be no longer than the line traced be- 
tween the same points, but passing over the top. Pre- 
cisely so may the curving road around a hill be often no 
longer than the straight one over it ; for the latter road is 
straight only with reference to the vertical plane which 
passes through it, and is curved with reference to a hori- 
zontal plane ; while the former level road, though curved 
as to the vertical plane, is straight as to a horizontal one. 
Both lines thus curve, and we call the latter one straight 
in preference, only because its vertical curvature is less 
apparent to our eyes. 

The difference in length between a straight road and 
one which is slightly curved is very small. If a road be- 
tween two places ten miles apart were made to curve so 
that the eye could nowhere see farther than a quarter of 
a mile of it at once, its length would exceed that of a 
perfectly straight road between the same points by only 
about one hundred and fifty yards.* 

* SgttDzm, p. 89. 
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But even if the level and curved road were very much 
longer than the straight and steep one, it would almost 
always be better to adopt the former ; for on it a horse could 
safely and rapidly draw his full load, while on the other he 
could carry only part of his load up the hill, and must di- 
minish his speed in descending it. As a general rule, the 
horizontal length of a road may be advantageously in- 
creased, to avoid an ascent, by at least twenty times the 
perpendicular height which is to be thus saved ; that is, to 
escape a hill a hundred feet high, it would be proper for 
the road to make such a circuit as would increase its 
length two thousand feet.* The mathematical axiom that 
''a straight line is the shortest distance between two 
points," is thus seen to be an unsafe guide in road- 
making, and less appropriate than the paradoxical proverb 
that " the longest way around is the shortest way home." 

The gently curving road, besides its substantial advan- 
tages, is also much more pleasant to the traveller upon it ; 
for he is not fatigued by the tedious prospect of a long 
straight stretch of road to be traversed, and is met at each 
curve by a constantly varied view. 

It cannot oe too strongly impressed upon a road-maker, 
that straightness is not the highest characteristic of a good ' 
road. As says Coleridge — 

" Straight forward goes 
The ligrhtning's flash, and straight the fearful path 
Of the cannon-halL" 

But in striking contrast he adds — 

" The ROAD the human being trayels, 
That on which blessing comes and goes, doth follow 
The river's course, the valley's playful windings. 
Curves round the cornfield and the hill of yines."t 

* This proportion depends on the degree of. friction asnmied, a flutjeet 
to be uivestigated in a following section, 
t The PicoolominL L 4. 
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The passion for straightness is the great fault in the 
location of most roads in this country, which too often 
remind us how 

*' The king of France, with forty thousand men, 
Marched up a hill, and then — marched down again ;** 

80 generally do they clamber over hills which they could 
so much more easily have gone around ; as if their ma- 
kers, like Marshal Wade, had ** formed the heroic deter- 
mination of pursuing straight lines, and of defying nature 
and wheel-carriages both, at one valiant eflfort of courage 
and of .science." 

One reason of this is, that the houses of the first set- 
tlers were usually placed on hill-tops, (to escape the poi- 
sonous miasmata of the undrained swamps, and to detect 
the approach of the hostile savages) and that the first 
roads necessarily ran from house to house. Our error 
consists in continuing to follow these primitive roads with 
our great thoroughfares. These original paths were also 
traversed only by men, and therefore very properly fol- 
lowed the shortest though steepest route. Tracks for 
pack-horses came next, and a^ considerable degree of 
steepness is admissible in them also. Wheeled carriages 
were finally introduced and brought into use upon the 
same tracks, though too steep for true economy of labor 
with them — the standard of slope being very difierent for 
foot, horse, and carriage roads. Before sufiUcient attention 
was paid to the subject, the lands on either side of the 
road had been fenced ofi" and appropriated by individuals, 
and thus the random tracks became the legal highways. 

The evil is now perpetuated by the unwillingness of 
farmers to allow a road to run through their farms in a 
winding line. They attach more importance to the square- 
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ness of their fields -than to the improvement of the lines 
of their roads — not being aware how much more labor is 
wasted by them in travelling over these steep roads, than 
there would be in cultivating an awkward comer of a 
field. 

This feeling is seen carried to excess in some of the 
new states of the West, in which the roads now run along 
** section-lines," and as these sections are all squares, with 
sides directed towards the cardinal points of the compass, 
a person wishing to cross ihe country in any other direc- 
tion than North, South, East or West, must do so in rec- 
tangular zigzags. 

PLEASURE DRIVES. 

In roads designed solely for pleasure drives, such as 
those laid out by landscape gardeners in parks, cemeteries, 
&c., curvature is the rule, and straightness only the ex- 
ception. In them the object is to wind as much as possible, 
in Hogarth's " line of grace," so as to obtain the greatest 
development of length which the area of the ground will 
permit, but at the same time never to appear to turn for 
the mere sake of curving. Some reason for the windings 
must always be suggested, such as a clump of trees, a rise 
of ground, a good point of view, or any object which may 
conceal the artifice employed. The visiter must be de- 
ceived into the belief that he is travelling over a large area, 
while he is truly only retracing his steps and constantly 
doubling upon his track ; but he must do it unconsciously, 
or at least without knowing the precise manner in which 
the pleasant deception is effected. Ars est celare artem. 

The map on the opposite page, representing the roads 
and paths in Greenwood Cemetery, will somewhat illus- 
tlrate this principle. 
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Every road should be perfectly level. If it be not, a 
large portion of the strength of the horses which travel it 
will be expended in raising the load up the ascent. When 
a weight is drawn up an inclined plane, the resistance of 
the force of gravity, or the weight to be overcome, is such 
a part of the whole weight, as the height of the plane is of 
its length If, then, a road rises one foot in every twenty 
of its length, a horse drawing up it a load of one ton is 
compelled to actually lift up one-twentieth of the whole 
weight, t. e., one hundred pounds, through the whole 
height of the ascent, besides overcoming the friction of 
the. entire load. 

Fig. 2. 




erpendicukr to the horizon, and OB petpen- 
dicntai to the satfs.ce of the hill. Let CA repreeent the force 
of gmvitj, or the weight of the wagon and its load. It is 
equivalent, in magnitude and direction, (o its two reecangulttr 
component forces, CB and BA. CB will then represent the 
force with which the wagon presses on the surface of the road, 
and AB the resisting force of gravitj, i, e., the force (inde- 
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pendent of friction) which resists the ascent of the wagon, or 
which tends to drag it down hill. 

To find the amount of this force, from the two similar tri- 
angles, ABC and DEF, we get the proportion 

CA : AB : : DE : EF. 

Representing the length of the plane hy /, its height hy A, 
and the tpeight of the wagon and load hy W, this proportion 
becomes 

W : AB : : / : A, 

whence AB=W y ; that is, the resistance of gravity due to 

the inclination, is equal to the whole weight, multiplied by the 
height of the plane and divided by its length. If the inclina- 
tion be one in twenty, then this resistance is equal to ^ W. 

In this investigation, we have neglected three trifling sources 
of error : arising from part of the weight being thrown from 
the front axles to the hind ones, in consequence of the inclina^ 
tion of the traces ; from the diminution of the pressure of 
the weight, owing to its standing on an inclined surface ; and 
from the hind wheels bearing more than half of the pressure, 
in consequence of the line of gravity falling nearer them. 

The results of experiments fully confirm the deductions 
of theory as to the great increase of draught upon incli- 
nations. The following table exhibits the force required 
(according to Sir Henry Parnell) to draw a stage coach 
ovcir parts of the same road, having different degrees of 
inclination : 



Inclination. 


FORCE OF DRAUGHT REQUIRED. 


At 6 milM per boor. At 8 milM per hour. At 10 mitoi per hour. 


lin 20 
lin 26 
1 in 30 
lin 40 
1 in 600 


268 
213 
165 
160 
111 


296 
219 
196 
166 
120 


318 
225 
200 
172 
128 
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Putting into a different form the results of these and other 

experiments, we establish the following data : 

Calling the load which a horse can draw on a level, 1.00, 

in 100 a horse can draw only .90* 
a (( ii 8i« 



on a rise 


of 1 in 100 


<( 


lin 50 


it 


lin 44 


u 


lin 40 


K 


lin 30 


ir 


lin 26 


i( 


lin 24 


»i 


1 in 20 


it 


lin 10 



t( i( (( 

tt it Ci 

ti M (( 

it ti ti 

ti ti ti 



.76t 
.•72t 
.64t 
.64t 
.60t 
.40t 



tt ti ii 25* 

In round numbers, upon a slope of 1 in 44, or 120 feet 
to the mile, a horse can draw only three-quarters as much 
as he can upon a level ; on a slope of 1 in 24, or 220 feet to 
the mile, he can draw only half as much ; and on a slope 
of 1 in 10, or 528 feet to the mile, only one quarter as 
much. 

This ratio will, however, vary greatly with the nature 
and condition of the road ; for, although the actual re- 
sistance of gravity is always absolutely the same upon the 
same inclination, whether the road be rough or smooth, 
yet it is relatively less upon a rough road, and does not 
form so large a proportional share of the whole resist- 
ance. 

Thus, if the friction upon a road were such as to require, 
upon a level, a force of draught equal to ^ of the load, the total 
force required upon an ascent of 1 in 20, would be iV+iV^f^' 
Here, then, the resistance of gravity is two-thirds of the 
whole. 
If the road be less perfect in its surface, so that its friction 

* Oayffier. Experiments on a French road. 

t ParneU. Experiments on an English road at average of the three 
velocities. 
t Interpolationa. 
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£= ^, the total force upon the ascent will be ^V "^ 2V > &^^ 
here, then, the resistance of gravity is one-half of the whole. 

If the friction increase to 1^, the total resistance is 
tV"^"A^^A» and here, gravity is only one-third of the whole. 

We thus see that on a rough road, with great friction, 
any inclination forms a much smaller part of the resist- 
ance than does the same incHnation on a smooth road, on 
which it is much more severely felt, and proportionally 
more injurious ; as the gaps and imperfections which 
would not sensibly impair the value of a common knife,, 
would Tender a fine razor completely useless. 

The loss of power on inclinations is indeed even greater 
than these considerations show ; for, besides the increase 
of draught caused by gravity, the power of the horse to 
overcome it is much diminished upon ' an ascent, and in 
even a greater ratio than that of man, owing to its ana- 
tomical formation and its great weight. Though a horse, 
on a level, is as strong as five men, yet on a ^teep hill it 
is less strong than three ; for three men, carrying each' 
100 lbs., will ascend faster than a horse with 300 lbs»* 

Inclinations being always thus injurious, are particularly 
so, where a single steep slope occurs on a long line of 
road which is comparatively level. It is, in that case, 
especially important to avoid or to lessen this slope, since 
the load carried over the whole road, even the level por- 
tions of it, must be reduced to what can be carried up the 
ascent. Thus, if a long slope of 1 in 24 occurs on a level 
road, as a horse can draw up it only one half of his full 
load, he can carry over the level parts of the road only 
half as much as he could and should draw thereon. 

This evil is sometimes partially remedied by putting on 
a full load and adding extra horses at the foot of the steep 

* Emerson. Mechanics. 
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dope. Oxen are thus employed to assist carriages up the 
high hills, on the summits of which, for safety in time of 
war, the Etruscans built their cities of Perugia, Cortona, 
&:c. But this is an inconvenient, as well as expensive 
system, and the truest economy is, to cut down, or to go 
around such acclivities, whenever this is possible.* 

The bad effects of this steepness are especially felt in 
winter, when ice covers the road, for the slippery surface 
causes danger in descending, as well as increased labor in 
ascending. The water of rains, also, runs down the road 
and gullies it out, destroying its surface, and causing a 
constant expense for repairs, oftentimes great enough to 
pay for a permanent improvement. 

The loss of power on inclinations being so great as has 

been shown, it follows that it is very important never to 

allow a road to ascend or descend a single foot more than 

is absolutely unavoidable. If a hill is to be ascended, the 

road up it should nowhere have even the smallest fall or 

descent, for that would make two hills instead of one ; but 

it should be so located and have such cuttings and fillings, 

as will secure a gradual and uninterrupted ascent the 

whole way. 

Id this point engineering skill can make wonderfal improve- 
ments. Thus, an old road in Anglesea, laid out in violation of 
this rule, rose and fell between its extremities^ 24 miles apart, 
a total perpendicular amount of 3,540 feet ; while a new road 
laid out by Telford between the same points, rose and fell only 
3,257 feet ; so that 1,283 feet of perpendicular height is now 
done away with, which every horse passing over the road had 
previously been obliged to ascend and descend with its load. 
The new road is, besides, more than two miles shorter. Such is 

• In Chapter IV., under the head of « Roads with Trackways," will be 
dMicribed a valuable palliation of the evils of steep ascents in cases where 
thsy eannot be avoided. 
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•ne oi tke resalto of the labors of a skilfal road-maker, and iMay 
•och improYements might be made in oar American roads. 

UNDULATING ROADS. 

There is a popular theory that a gently undulating road 
is less fatiguing to horses than one which is perfectly level. 
It is said that the alternations of ascent^ descent, and levels, 
call into play different muscles, allowing some to rest while 
ihe others are exerted, and thus relieving each in turn. 

Plausible as this speculation appears at first glance, it 
will be found on examination to be untrue, both me- 
chanically and physiologically ; for, considering it in the 
former point of view, it is apparent that new ascents are 
formed which offer resistances not compensated by the 
descents ; and in the latter, we find that it is contradicted 
by the structure of the horse. The question was submitted 
by Mr. Stevenson* to Dr. John Barclay of Edinburgh, 
** no less eminent for his knowledge, than successful as 
a teacher of the science of comparative anatomy," and 
he made the following reply : — " My acquaintance with 
the muscles by no means enables me to explain how a 
horse should be more fatigued by travelling on a road uni- 
formly level, than by travelling over a like space upon one 
that crosses heights and hollows ; but it is demonstrably 
a false idea, that muscles can alternately rest and come 
into motion in cases of this kind Much is to be as- 
cribed to prejudice originating with the man, continually 
in quest of variety, rather than with the horse, who, con- 
sulting only his own ease, seems quite unconscious of 
Hogarth^s Line of Beauty." 

Since this doctrine is thus seen^ to be a mere popular 



* Report on the Edinburgh Rsiiway. 
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error, it should be utterly rejected, not only because false 
in itself, but still more because it encourages the making 

« 

of undulating roads, and thus increases the labor and cost 
of carriage upon them. 

GREATEST ALLOWABLE SLOPE. 

A perfectly level road is thus seen to be a most desira- 
ble object ; but as it can seldom be completely attained, 
we must next investigate the limits to which the slopes of 
a road should be reduced if possible, and determine what 
is the steepest allowable or maximum slope. 

This depends oh two different considerations, according 
as the slope is viewed as a descent or as an ascent, each 
of which it alternately becomes, according to the direction 
of the travel. 

Viewed as a descent, it chiefly concerns the safety of 
rapid travelling, and applies especially to great public 
roads. 

Viewed as an ascent, it chiefly concerns the draught of 
heavy loads, and relates particularly to routes for agricul- 
tural and other heavy transportation. 

MAXIMUM SLOPE, CONSIDERED AS A DESCENT. 

The slope should be so gentle, that when a heavy ve- 
hicle is descending, its gravity shall not overcome its 
friction so far as to permit it to press upon the horses. 
This limiting slope corresponds to the " angle of repose" 
of mechanical science ; i. e., the angle m£ule with the 
horizon by the steepest plane down which a body will not 
slide of its own accord, its gravity just balancing its fric- 
tion, so that the least increase of slope would overpower 
the resistance of the friction, and make the body descend. 
This " angle of repose" should therefore be the limit of 
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the slope of a road, for on such an inclination a vehicle 
once set in motion would descend with uniform, unaccel- 
erated velocity. This angle varies with the smoothness and 
hardness of the road, and also with the degree of friction 
of the axles of the carriage. On the very best class of 
broken-stone roads, kept in good order, and with a good 
carriage, it is considered by Sir Henry Pamell, from his 
experiments, to be 1 in 35, (or 151 feet to the mile) 
which should therefore be the maximum slope upon the 
best roads.* On such a slope a coach may be driven 
down, with perfect safety and complete control, at the 
speed of twelve miles per hour. 

If the inclination be steeper than this, the danger of the 
descent is greatly increased, and the speed must be less- 
ened. If it be so steep that a carriage cannot be safely 
driven down at a greater speed than four miles per hour, 
on every' mile of such a slope there will be a loss of ten 
minutes of time, equivalent to two miles upon a level. 
To avoid such an inclination, a . road-maker would 
therefore be justified, by considerations of time-saving, 
in adopting a level route three times as long as the 
steep one. 

When incHnalions are reduced to this limit of 1 in 35, 
there is little loss of power, compared with a perfect level, 
in either direction of the travel ; for the increased labor of 
ascending is compensated in a great degree by the in- 
creased ease of descending, while on a steeper slope this 
advantage is nullified by the necessity of the horses holding 
back the carriage to resist the excess of the force of gravity. 



* On sQch roads Dr. Lardner considera the angle of repose to be as 
small as 1 in 40 ; while 'on roads not well freed from mad and dost, the 
frictiou increases the angle to 1 in 30 ; and on an inferior class of roads it 
is 1 ID 20, or even steeper. 
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MAXIMUM SLOPE, CONSIDERED AS AN ASCBMT. 

Suppose that a road is to be carried over a hill, which 
rises 100 feet in a horizontal distance of 500 feet, (t. e.^ 
1 in 5) and which cannot be avoided by any horizontal 
circuit within the limits of distance indicated on page 28. 
The question which presents itself is, how steep can the 
slope of a road up the side of this hill be most advanta- 
geously laid out, since, by adopting a zigzag line, the road 
may be made as long and therefore as gentle in the ascent 
as may be desired ? The shortest Hne would run straight 
up the face of the hill, and this line would give the least 
amount of labor ; but then this labor for horses would be 
impossible : and even if possible, the horses could not 
draw up the whole load which they had been drawing on 
the other parts of the road, nor could they descend it with 
safety. But, on the other hand, the road should approach 
this shortest line as nearly as other considerations will 
permit, since, if it should zigzag excessively for the pur- 
pose of lessening the steepness, it would be so long as to 
increase unnecessarily its cost and the time and labor of 
travel upon it. A medium and compromise between these 
two evils must therefore be found. What shall it be ? 

Supposing the load of a horse on the level portions of 
the road to be as much as he can regularly and constantly 
draw, his power of drawing it up an ascent will depend 
upon how much extra exertion he is capable of putting 
forth. This is not very accurately ascertained or defined, 
ahd depends very much on the length of the ascent,*but 
may be assumed at double his usual exertion.* Now a 
horse drawing a load pn a level road of the best character, 



• Gayffier, p. 9. 
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such as has been previously considered, is obliged by the 
resistance of the friction to exercise against his collar a 
pressure of about one thirty-fifth of the load. If he can 
just double this exertion, he can lift one thirty-fifth more, 
and the slope which would force him to lift that proportion 
would be (as was shown on page 32) one of 1 in 35. On 
this slope he would therefore be compelled to double his 
ordinary exertion, and on this supposition it would be the 
maximum slope allowable, considered as an ascejit. 

These two methods of determining the maximum slope 
(by considering it as an ascent and as a descent) are en- 
tirely independent of each other.* If they give different 
results, the smallest one, or the least slope obtained, must 
be adopted ; for, if it be disadvantageous to employ a 
slope steeper than 1 in 35, it must a fortiori be still more 
so, to employ one steeper than 1 in 30, or 1 in 20 ; though 
even greater slopes are too often met with. 

Upon most of our American roads the resistance of 
friction would be found to be nearer ^V ^^^^ "sj* *^^ ^ ^^ 
20 would therefore be their maximum slope with their 
present condition of surface. * But as it is to be hoped 
that in this respect they will, before long, be greatly im- 
proved, in which case tliey would demand more and more 
gentle slopes, we should anticipate this desirable consum- 
mation, by giving in advance to all new lines of road at 
' least, if not to the faulty old ones, slopes not exceeding 1 
in 30, which seems to be a just medium. 



* They give identical rasolts in this case, only because the extra exer- 
tion happened to be taken as doubled. Suppose it to be tripled. The 
hone can lift ^j more, which corresponds to a slope of 1 in 17^. Hones 
can indeed for a short time exercise a tension of nx times the OMial 
amount, but the above assumption of double is more dependable, thongh it 
cannot be fixed with the precision which is desirable. 
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The maximum established by U administration des Fonts §i 
Chaussees, the French government board of engineers of roadt 
and bridges, is 1 in 20. This, however, was fixed at a time 
when the usual surface of roads was much inferior to its pres- 
ent condition. 

The great Holyhead road, made by Telford through the 
very mountainous district of North Wales, has 1 in 30 for its 
maximum, except in two cases, (one of 1 in 22, and a very 
short one of 1 in 17) and in them the surface of the road 
was made peculiarly smooth and hard, so that no difficulty is 
felt by loaded vehicles in ascending. On the old line of road, 
the inclinations had been sometimes as great as 1 in 6, 1 in 7, &c. 

On the great Alpine road over the Simplon pass, (which 
rises to a height of a mile and a quarter above the level of 
the sea) the slopes average 1 in 22 on the Italian side, and 1 
in 17 on the Swiss side, and in one case only become as steep 
as 1 in 13. 

In the state of New York several turnpike companies are 
limited by law to a maximum slope of " eighteen inches to a 
rod," ». e. 1 in 11. But this limit ought not to be even ap- 
proached in practice. 

On our " National" or " Cumberland" road the slopes 
in many places are much too great, and its superinten- 
dent, Capt. Wever, writes* that " if the road had been 
very considerably elongated in order to effect a graduation 
at angles not exceeding three degrees, or 1 in 19, (and for 
the maximum, two degrees, or I in 29, would be belter) 
the road could be travelled in as short a space of time as 
it now is, and the power used could move double the bur- 
den it now can ; thus rendering the road, for commercial 
purposes, doubly advantageous." 

If the ascent be one of great length, it will be advan- 
tageous to make steepest the lowest portion of it, upon 
which the horses come with their full strength, and to 



Report to United States Chief Engineer, 182a 
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make the slopes gentler towards the summit of the as- 
cent, to correspond to the continually decreasing strength 
of the fatigued horses. * 

• 

MINIMUM SLOPE. 

A true level has been thus far considered to be a most 
desirable attribute, and one to be earnestly sought for, in 
establishing a perfect road. This principle must be qual- 
ified, however, by the announcement that there is a mtnu 
mum, or least allowable slope, which the road must not 
fall short of, as well as a maximum one, which it must not 
exceed. If the road were perfectly level in its longitu- 
dinal direction, its surface could not be kept free from 
water without giving it so great a rise in its middle as 
would expose vehicles to the danger of overturning. But 
when a road has a proper slope in the direction of its 
length, not only do the side-ditches readily discharge the 
water which falls into them, but every wheel-track that is 
made, becomes also a channel to carry off the water. 

The minimum slope (flatter than which the road should 
hot be) is assumed by an experienced EngHsh engineer 
to be one in eighty, or 66 feet to the mile. The minimum 
established in France by the Corps des Fonts et Chaus- 
sees is .008, or one in a hundred and twenty-five, or 42 
feet to the mile. An angle of. one-half a degree is often 
named in this connection ; it equals one in a hundred and 
fifteen. In a perfectly level country the road should be 
artificially formed into genlje undulations approximating 
to the minimum limit. 

Finally, then, we arrive at this conclusion, that the Ion-, 
giiudinal slopes of a road should be kept, if possible, be- 
tween 1 in 30 and 1 in 125, never steeper than the former ^ 
nor nearer to a level than the latter. 
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TABLES OF INCLINATIONS. 

Theii being three different methods of specifying de- 
grees of inclination, (viz. by the angle made with th^ 
horizon, by the proportion between the ascent and the 
boriaontal: distance^ and by the ascent per mile) it is fre- 
quently desirable to compare the different qxpres/sioofiu 
The following tables show tlie values which correspond to 
each other. 



Angles. 



i 



o 

lio 

2 <> 
2i° 

3 ° 

4 « 
6 <> 



Inclinations. 



in 115 

in 76 

in 57 

in 38 

in 29 

in 23 

in 19 

in 14 

in 11 



Feet per mile. 



46 
69 
92 
138 
184 
231 
277 
369 
462 



T1 
.1 



Inclinations. 



in 10 

in 13 

in 15 

in 20 

in 25 

in 30 

in 35 

in 40 

in 45 

in 50 

in 100 

in 125 



Angles. 



5° 

4° 
3° 
2° 
2^ 

1° 
1° 
1° 
1° 
0° 
0«> 



43' 
24' 
49' 
52' 
18' 
55' 
38' 
26' 
16' 
«' 
35' 
28' 



Feet per mile. 



528 
406 
352 
264 
211 
176 
151 
132 
117 
106 
53 
42 
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8. WHAT ROADS OUGHT TO BE AS TO THEIR OROSS-SEOTION. 

The crass-section of a road is the view which it would 
present if cut through at right angles to its length, one of 
the portions being removed. It comprises the following 
subjects of* investigation : 

1. The width of the road, 

2. The shape of the road-bed. 

3. Foot-paths^ <^c. 

4. Ditches. 

5. The side-slopes of the cuttings and fillings. 

Fig. 3. 
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WIDTH. 



The proper width for a road depends, of course, upon 
its importance, and the amount of travel upon it. Its 
minimum is about one rod, or 16^ feet, sufficient to enable 
two vehicles to pass each other with ease. For ordinary 
town roads a good width is from 20 to 25 feet. A width 
of 30 feet is fully sufficient for any road, except one which 
forms the approach to a very populous city. 

Any unnecessary width (such as is often adopted in a 
spirit of public ostentation) is injurious, not only from its 
waste of land, but from its increase of the labor and cost of 
keeping the road in repair } each rod in width adding two 
acres per mile to the area covered by the road. 

In the state'of New York, by the revised statutes, "All 
public roads, to be laid out by the commissioners of high- 
ways of any town, shall not be less than three rods wide.'* 

This is to be the width between fences ; and no more 
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of it need be worked, or formed into a surface for travel- 
ling npon, than is deemed necessary. 

The same laws declare, " It shall be the duty of the 
commissioners of highways to order the overseers of high* 
ways to open all roads to the width of two rods at leasts 
which they shall judge to have been used as public high- 
ways for twenty years." 

It is also ordered that "all private roads shall not be 
more than three rods wide." 

Turnpike-roads are obliged by the statute to be ** laid 
out not less than four rods wide," and " twenty-two feet 
of such width to be bedded with stone," &c. When a 
precipitous locality renders the full width impracticable, 
" twenty-two feet^^ is the minimum width permitted. 

Where a road ascends a steep hillside by zigzags, 
it should be wider on the curves connecting the straight 
portions. The width of the roadway may be increased 
about one-fourth, when the angle between the straight 
portions of the zigzags is from 120° to 90° ; and the in- 
crease should be nearly one-half, when the angle is from 
90° to 60°.* 

The Roman military roads had their width established, by 
the laws of the Twelve Tables, at twelve feet when straight, 
and sixteen when crooked ; barely sufficient for the army, bag- 
gage, and military machines. 

The French engineers make four different classes of roads.f 

The first class comprises sach as pass from the capital of 
one country to that of another. Their width is 06 feet, of 
which 22 in the middle are stoned or paved. 

Those of the second class pass from the metropolis of a 
country to its other great cities. Their width is 52 feet, of 
which 20 in the middle are stoned. 

Those of the third class connect large towns with each other 



• Mahan, p. 282. t CTayffier, p. 90. 
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and with first-class roads. Their width is 33 feet, with 16 
feet iD the middle stoned. 

The fourth class contains conunon town roads. Their width 
is 26 feet, with the same middle causeway as the last. 

In England, the prescribed width for turnpike-roads at the 
approach to populous towns is 60 feet. The limits of by-roads 
are, for carriage-roads, 20 feet ; for horse-roads, 8 feet ; and 
for foot-paths, 6| feet.* 

Telford's Holyhead road, a model road for a hilly country, 
has the following width in the clear within the fences : 32 feet 
on flat ground ; 28 feet when there are side-cuttings less than 
three feet deep ; and 22 feet along steep ground and precipices. 

The United States National or Cumberland road has 80 
feet in width cleared, but the road itself is only 30 feet. 

The broken-stone road between Albany and Troy is 32 feet 
wide, besides two sidewalks of 8 feet each. 

The " Third Avenue" of the city of New York is 60 feet 
wide between the sidewalks, each of which occupies 20 feet : 
26 feet of its middle are stoned. 

Broadway, New York, is 80 feet wide between the houses, 
of which 19 feet on each side are occupied by the foot-pave- ■ 
medts, leaving 42 feet for the carriage-way. • 

When broken-stone roads are adopted, it is usual, for 
the sake of a saving in the first cost, to make only a cer- 
tain width or ** causeway,'* in the middle of the road, of 
the harder material, and to form the sides, or " wings," of 
the natural earth, (or of broken stone, if the causeway be 
a pavement) which will be preferable in summer and for 
light vehicles and horsemen. t Sixteen feet for the mid- 
dle and twelve for the sides is a common proportion. 

If the stoned part be made narrower than just wide enough 
for two carriages to pass upon it, it should be made only wide 

* Roada and Railroads, p. 73. * 

t A serious objection to this plan is, that the wheels which cross the 
road, and are alternately oa the stone and on the earth, will deposite earth 
upon the stone surface, to the great deterioration of its advantages. 
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enough for one ; for any intermediate width will be a waste of 
all the surplus beyond what one requires. 

If the road is to be made wider than two vehicles require, 
(which strictly is only 12 feet) it should be enlarged at once to 
23 feet ; for any intermediate width will cause unequal and ex- 
cessive wear, and therefore be false economy : an unexpected 
conclusion, which results from an investigation of Gayffier, 
pages 184--8. 

It would be preferable to place the harder material on 
the sides of the road, instead of on the centre ; for tbe 
drivers of heavily-laden vehicles v«ill generally keep them 
on the sides of the road, so that they can walk on the foot- 
paths ; and if this part be not of the hardest material, it 
will soon be cut up and rutted by the heavy wagons fol 
lowing each other in the same track.* 

SHAPE OF THE ROAD-BED. 

In forming the road-bed, or travelled part of the road, 
the first and most important point, in a flat country, is to 
raise it above the level of the land through which it passes, 
so that it may be always perfectly free from water; a 
precaution which is one of the most essential requisites 
for keeping a road in good condition. Roads are often 
placed in a hoUow-way, (or even a trench is dug, when 
better materials are to be added) and their surface is 
allowed to remain so low, that they form excellent gutters 
to drain the adjacent fields, at the expense of the comfort, 
labor, and time of all who travel them. Even the best 
ditches cannot always secure them from the land-springs, 
(which will sometimes pass under the ditches by fissures 
which form inverted siphons) and the only effectual means 
will be the raising of the surface by an embankment of 

• Pamell, p. 129. 
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two or three feet. The excavations for the ditches should 
iDTariably be thus applied. 

Tlie necessary devotion having been estabhshed» .the 
shape of the road-bed, at right-angles to its length, or its 
'' transverse profile," must be decided upon. 

The road must not be flat, but must '* crovni," or be 
higher in its middle than at its sides, so as to permit the 
water of rains to rapidly run ofi* into the side ditches. If 
originally flat, it is soon worn concave, and its middle 
becomes a pool, if it be on level ground ; or a water- 
course, if it be on an inclination. In the former case, the 
road becomes mud ; in the latter, the smaller materials 
are washed away, and the larger stones left bare. Both 
these evils are of continual occurrence on our country 
roads, but may be easily prevented, by shaping the road 
according to the instructions to be presently given. 

The usual, though improper, shape given to a road in 
order to make it crown, .has been a convex curve, ap- 
proaching a segment of a circle, or a fiat semi-ellipse. 

Fig. 4. 




Though recommended by high authorities, it is very 
faulty, in consequence of its slope not being uniform, 
(the proportion between arcs and versed sines constantly 
changing) and giving too little inclination near the middle, 
and too much at the sides. From this peculiarity the 
following evils result : — 

1. The water stands on the middle of the road, and 
washes away its sides. 

2. It is worn down very unequally : foPtall carriages, to 

avoid the danger of overturning on the steep sides, will 

4 
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take the middle of the road, which is the only part of it 
where they can stand at all upright ; while the road ought, 
on the contrary, to be so formed as to induce vehicles to 
traverse it equally and indifferently in every part. 

3. This excessive travel on the middle soon wears it 
into ruts and holes, so that more water will actually stand 
upon such an originally convex road than on one reason- 
ably flat. 

4. When carriages are forced to travel on the sides, 
they cause great additional wear to the road, from their 
constant tendency to slide d(fwn the sides, owing to the 
oblique angle at which the direction of gravity meets the 
surface. 

5. As this sliding tendency is at right-angles to the line 
of draught, the labor of the horses and the wear of the 
vttheels are both greatly increased. 

6. Whenever vehicles are obliged to cross the road, 
and mount the central ridge, they must overcome the 
same resistance of gravity, as when they are drav^rn up a 
longitudinal hill. 

The best transverse profile for a road on level ground, 
is that formed by two inclined planes, meeting in the 

Fig. 5. 




centre of the road, and having their angle slightly rounded 
by a connecting curve. The inclinations thus formed will 
be uniform, and the road will thus escape most of the 
evils incident to the curved profile. 

The degree of inclination of these planes will depend 
on the surface of the road ; being greatest where the road 
is rough, and lessening with its improvement in smooth- 
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ness. It may also be somewh&t less on a narrow road, 
as the water will: have a less distance to pass over. Its 
maximum is limited by the inconvenience which an ex- 
cessive transverse slope would cause to carriages. A 
proper medium for a road with a broken-stone surface, is 
1 in 24, or half an inch to a foot. Telford, in his Holy- 
head road, adopted 1 in 30, or 6 inches crown in a road 
of 30 feet ; and Mc Adam 1 in 36, and even 1 in 60, or 3 
inches in a 30 feet road. On a rough road the inclination 
may be increased to 1 in 20 ; and diminished on a paved 
road to 1 in 40, or 1 in 50. 

Up to these limits the transverse slope should increase 
with the longitudinal slope of the road, which it should 
always exceed, in order to prevent the water running 
too far down the length of the road, and gullying it out ; 
for the water of rains runs off from the middle of a road 
in the diagonal of a rectangle, the sides of which are pro- 
portioned to the steepness of the two slopes, longitudinal 
and transverse. 

If these slopes be equal, the rectangle becomes a square, 
and the direction of the escaping waters makes an angle of 
460 with the direction •of the road. Y\g, 6. 

If the transverse slope be double the 

longitudinal, the waters in their di- 
agonal course make an angle of 63Jo ^___^_^ 
with the road, as in the figure. If 
the road be level longitudinally, they ^ 

run off at right angles. 

On a steep side-hill, the transverse profile should be a« 
single slope, inclining inwards from the outer edges of the 
road to the face of the hill. The ditch should be on the 
side of the hill, and its waters be carried at proper inter- 
vals under the road to its outside. This form is particu- 
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Rg. 7. 




larly advantageous when the road curves rapidly around 
the hill, since it counteracts the dangerous centrifugal 
force of the vehicles. It may, therefore, be also adopted 
on the curves of a road in embankment. 

Through villages, where space must be Bconomized, 
and the side ditches dispensed with, the middle portion 

Fig. 8. 




of the road is made to descend each way from the centre 
as usual, but the sides slope upwards towards the houses. 
Two furrows, or shallow water-channels, are thus formed, 
which should be paved to a width of two feet on each 
side of their middle. . This form may also be used on a 
hill-side. 

A frequent, but very bad shape, is hollow in its middle, 
in which the waters run. Its faults are, that carriages 
slide d9wn towards each Fig. 9. 

other, especially in frosty 
weather, and that the 
large stream in the mid- 
dle washes away the road. It should never be used ex- 
cept when the width is greatly contracted, and when it is 
absolutely impossible to obtain room for ditches. 
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FOOTPATHS, dec. 

On each side of the carriage-way should be flat mounds, 
raised six inches above the road. Sods, eight inches wide 
and six inches thick, should be laid against these mounds in 
such a manner as to form a sloping edge. The water which 
falls on the surface of the road runs along the bottoms of 
the3e sods, in the " side channels" formed by them, till it 
passes ofif under the mounds into the ditches. These 
mounds, in a great road of thirty feet width, should be six 
feet wide, and their surfaces should be inclined 1 inch in 
a yard. One of them should be covered with gravel for 
a footpath, and the other be sown with grass-seed. Their 
general adoption would greatly increase the safety of night- 
travelling, the accidents in which often occur from running 
on high banks or into ditches. They are not high enough 
to overturn a coach when one wheel runs upon them, but 
they indicate at once that the carriage is leaving the road. 

Outside of the footpaths should be fences^ (or hedges, 
where the climate will permit) and outside of the fences 
should be the ditches. These mounds, ditches, &c., are 
shown in Fig. 3. 

DITCHES. 

The drainage of a road by suitable ditches is one of the 
most important elements in its condition. All attempts at 
improvement are useless till the water is thoroughly got 
rid of, and a bad road may often be transformed into a 
good one, by merely forming beside it deep ditches, suffi- 
ciently inclined to carry off immediately all the water 
which falls upon it. Even if the water does not stand on 
the surface so as to form mud, if it filtratesVrom the 
higher land beside it, and from springs under it, and is not 
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well drained off, it will weaken the substratum of the road 
so as to render it incapable of bearing heavy loads, and 
will be absorbed into the upper stratum by capillary attrac- 
tion. If the road have a covering of broken stones, the 
water penetrating into it makes them wear away very rap 
idly by assisting the vibrating motion of their fragments, 
as lapidaries grind down the hardest stones by their own 
dust, with the aid of water. 

The ditches should lead to the natural water-courses of 
the country; and should, if possible, have a minimum slope 
of one in a hundred and twenty-five, corresponding with 
the '^ minimum slope" of the road, though less will suffice 
if the bottom be truly cut and kept free from grass. They 
should generally be sunk to a depth of three feet below 
the surface of the road. Their size will be regulated by 
their situation, being greater where they intercept the wa- 
ter from side-hills rising above the road, and also where 
the country is humid, A width of one foot at bottom, 
with side^slopes depending on the nature of the soil, will 
generally suffice. In wet soils the ditches should be so 
wide and deep, that the earth taken from them may be 
sufficient to raise the bed of the road between them three 
feet higher than the natural surface. 

There should be a ditch on each side of the road on 
level ground, or in cuttings, and on the upper side of the 
road, where it is on a hill-side. The water from the side 
channels must be carried into these, and the contents of 
the ditches must pass under the road to the natural water^^ 
courses by means of drains^ culverts^ &c., as will be ex- 
plained in Chapter III. under the head of " Mechanical 
Structures." 
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8IDE-8L0PES OF THE CUTTINOS AND FILLINGS. 

These are designated by the proportion between the 
base and perpendiculsur of the right-angled triangle, of 

Fig. 10. 





which the slope is the hypothenuse, the base being al- 
ways named first, and the peipendicular being the unit 
of measure. Thus, if a cutting of ten feet in depth 
goes out twenty feet, as in the figure, its slope is said 
to be 2 to 1 ; if it goes out but five feet, it is said to be 
i to 1. 

The Slopes of Cuttings or Excavations vary with the 
nature of the soil, being made for economy as steep as 
its tenacity will permit. Solid rock may be cut vertically, 
or at a slope of j^ to 1. Common earth will stand at 1 to 
1, or at 1 1 to I ; the latter is safer. Gravel requires 1| 
to 1.^ Some clays, will stand at 1 to 1 ; while some, 
originally sloped 2 to 1, have slipped till they have as- 
sumed a slope of 6 to 1 . The proper degree of slope is 
best determined by observing that at which the earth in 
question naturally stands. Heavy clayey earth will as- 
sume a slope of f to 1 , and very fine dry sand of nearly 
3 to 1 ; these are the extremes in ordinary cases. 

Deep cuttings should not, however, be made with less 
slopes than 2 to 1, (even though they would stand steeper) 
80 that the sun and wind may freely reach the road to 
keep it dry. The south side o^ excavations may be made 
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even 3 lo 1, when the extra earth can be profitably used 
in a neighboring embankment. 

When the lower part of a cutting is in rock, and has a 
steep slope, and 

the upper portion *^* 

in earth has a 
much flatter one, 
a wide " bench," 
or offset, should 
be made, where 
the change of 
slope takes place. 

The following Table shows the angle with the horizon 
made by slopes of various proportions of base to height. 




Slopes. 


Angles. 


i to 1 


75*^ 58' 


i to 1 


63*^ 28^ 


1 to 1 


53*^ 8' 


1 to 1 


45*^ 


IJ to I 


38*^ 40' 


H to 1 


33*^ 42^ 


1| to 1 


29*^ 44^ 


2 to 1 


26*^ 34^ 


3 to 1 


18<' 26^ 


4 to 1 


140 2' 


5 to 1 


n^ 19^ 


6 to 1 


90 27/ 



Fillings or Embankments have less variety than cuttings 
in the nature and condition of their materials, and there- 
fore have less variety of slope, which is usually 1| to 1, 
or 2 to 1 ; though some clays (which should, howeyer, 
never be employed, if their use can be avoided) require 
3 or 4 to 1, when more than four feet high. 
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CURVED SIDE-SLOPES. 

The customary form of the side-slopes of cuttings and 
fillings — ^that of an inclined plane — is not the form of 
most perfect equilibrium and stability. To secure this, 
the slope may be steep near its top, with its upper angle 
rounded off, but must widen out at its bottom, where the 
pressure is the greatest. This is the natural face which 
an excavation assumes when left to itself, as shown in 

Fig. 12. 



the figure. Its top, or salient angle, becomes convex ; 
and its bottom, or re-entering angle, is filled up into a 
concavity, thus forming a curve of contrary flexure. If 
side-slopes were originally formed into this shape, they 
would be much more permanent, and the elements, rain, 
gravity, &c., would then work with man, and assist the 
labors of art, instead of destroying them, as when the 
usual form is employed. This curve of stability is more- 
over that of beauty, coinciding with Hogarth's " line of 
grace." 

This plan is not known to have been ever put into 
practice, though the walls supporting a bank, particularly 
for a quay, aie sometimes made concave outwardly ; and 
the dam of the Croton Aqueduct has, for its outer profile, 
somewhat such a curve as has been above recommended. 
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4i WHAT ROADS OUaHT TO BE AS TO THEIR SURFAOB. 

1. 

QUALITIES DESIRABLE. 

'the surface of a road ought to be as smooth and as 
HARD as possible, so as to reduce to their smallest possible 
degree the resistances o{ elasticity, collision, and friction. 

Smoothness is not only essential to comfort, but even 
more so to economy of labor, of carriage-wear, and of road* 
wear. Carriages passing over a smooth road are not only 
drawn more pleasantly, and with less exertion of animal 
strength, but also do much less damage to the road, than 
when it has hollows into which the wheels fall with the 
momentum of sledge-hammers, each blow deepening the 
hole and thus increasing the force of the next blow. 

Hardness is that property of a surface by which it re- 
sists the impression of other bodies which impinge upon 
it. It is essential to the preservation of smoothness, ex- 
cept in the case of elastic surfaces. . 

resistances to be LESSENED. 

Elasticity. — A road may be perfectly smooth, both be- 
fore and after a vehicle has passed over it, but if it sink 
in the least under the passage of a wheel, this yielding 
presents before the wheel a miniature hill, up which the 
vehicle must be raised with all the loss of power demon- 
strated on page 32. If the depression were one inch, and 
the wheel four feet in diameter, an incHned plane of 1 in 
7 would be formed, and one-seventh of the entire weight 
would need to be lifted up this inch. A road surface of 
atoutchouc, or India-rubber, of the most ptrfect smooth- 
less, would therefore be the worst possible for traction, 
hough very pleasant for passengers. The wheels would 
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always be in depressions, and the horses would be always 
pulling up hill. An elastic bottom for a road, such as 
a boggy substratum, would for this reason cause great 
waste of draught. , A. solid, unyielding foundation is 
therefore one of the first requisites for a perfect road* 

Collision. — The resistance of collision is occasioned 
by the hard protuberances, inequalities, stones, and other 
loose materials of a road against which the wheels strike, 
with great loss of momentum and waste of the power of 
draught ; for the carriage must be lifted over them by the 
leverage of the wheels. It is, therefore, most important 
that such obstacles should be as few and as small as pos- 
sible, the i-esistance being proportional to their size, as 
appears in the investigation which follows. 



The power required tp draw a wheel over a stone or any obsta- 
cle, such as S in the figure, may be thus calculated. Let P repre- 
sent the power sought, i?; iq 

or that which would 
just balance the weight 
on the point of the 
stone, and the slightest 
increase of which would 
draw it over. This 
power acts in the di- 
rection CP with the 
leverage of BC or DE. 
Gravity, represented by 
W, resists in the direction CB with the leverage of BD. The 
equation of equilibrium will be P X CB = W X BD, whence 

' Bp_ VCD' — BC* 

^~^CB~^ CD — AB- 

Let the radius of the wheel =: CD = 26 inches, and the 
height of the obstacle = AB = 4 inches. Let the weight W 
== 500 lbs., of which 200 lbs. may be the weight of the wheel, 
and 300 lbs. the load on the axle. The formula then beoomet 




60 WHAT ROADS OUGHT TO BB« 

' ^676 — 484 13,86 „ ^. 

P = 500 TT — 7— = 500 -7r^«c= 314.3 lbs. The prw- 

06 — 4 23 ^^ • *^ 

sure at the point D is compounded of the weight and the 

CD Qfi 

power, and equals W ^-= = 500 X -- = 591 lbs., and therefore 
'^ ^ CB 23' 

acts with this great effect to destroy the road in its collisioa 

with the stone, in addition to its force in descending from it. 

For minate accuracy, the non-horizontal direction of the 

draught, and the thickness of the axle, should be taken into 

the account. 

The power required is lessened by proper springs to yehi- 
cles, by enlarged wheels, and by making the line of draught 
ascending. 

The resistance produced by the hollows between the stones 
of a pavement is of a different nature. According to the in- 
vestigations of M. Gerstner, the resistance arising from such 
a surface is directly proportional to the load, to the square of 
the velocity, and to the ratio of the width of the cavity to the 
radius of the wheel ; and inversely proportional to the width 
of the paving stones. 

Friction. — The resistance of friction arises from the 
rubbing of the wheels against the surfaces with which 
they come in contact, and will always exist, however the 
surface may be improved. Its two extremes may be 
seen on a road of loose gravel, and on a railroad. It is 
greatly increased when the surface is covered with mud, 
or other loose material, into which the wheel may sink, 
and thus give a wider contact. The degree in which 
it is influenced by the surface, may be shown by rolling 
an ivory ball successively over a carpet, a fine cloth, a 
smooth floor, and a sheet of ice ; the distances to which 
the same force will impel it over these surfaces increasing 
in the order in which they have been named. 

The surface of a road may be improved by the various 
methods of diminishing the friction, to be examinSd in 
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Chapter IV., such as " Macadamizing" the road, or cov- 
ering it with a layer of finely broken stones ; paving with 
smooth stone blocks; covering with planks; or laying 
wheel-tracks of stone, wood, or iron. 

The friction on all these surfaces is different, and can 
be determined only by experiment. The instrument used 
for measuring it is called a Dynamometer, It resemblls 
in principle and general construction the ^* spring-balan- 
ces" in common use, in which the application of a weight 
compresses a spiral spring, the shortening of which, as 
shown by a properly graduated scale, indicates the 
amount of weight applied. In the dynamometer the 
power takes the place of the weight of the spring-balan- 
ces, one end of the instrument being connected with the 
carriage, and the other with the horses, and the force 
which they exert to overcome the friction being shown by 
the index. 

Sir John Macneill has greatly improved the instrument, by 
adapting to it a piston working in a cylinder full of oil, which 
lessen^ the vibrations of the index, and enables its indications 
to be read with more ease and precision. He has also added 
to it a contrivance for making the instrument itself record the 
degree of force exerted at each moment of motion. It likewise 
registers the distance passed over, and the rises and falls of 
the road.* 

This valuable instrument affords a means of ascertaining 
the exact power required to draw a carriage over any line of 
road ; it will thus enable one line of road to be compared with 
another, and their precise amount of difference in ease of 
draught, to be determined ; it will show the comparative value 
of the different methods of improving the surface ; and it will 
enable a registry to be kept from year to year of the state of a 
road, showing where and bow much it has improved or de- 



• t'or a fall description of this iBstrument, see PcmmU, pp. 327-347. 
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teriorated, and therefore how judiciously, or the contrary, the 
fiiDds expended on it have been applied. 

The following are the results of experiments made with this 
instrument on various kinds of road. The wagon employed 
weighed 21 cwt., and the resistance to draught was as fol- 
lows : — 

* On a gravel road, laid on earth — per 21 cwt., 1471b8.= yV 

* On a broken-stone road, '' *^ 65 = ^ 

* " on a paved foundation, ^ 46 = ^y 

* On a well-made pavement, " 33 = if j 
f On the best stone track-ways, per gross ton, 12^ = j}^ 
X On the best form of railroad, ^* 8 = ^(^ 

From the above experiments we infer, in round num- 
bers, taking the maximum load on a gravel road for the 
standard, that a horse can draw — 

On the best broken-stone road, 3 times as much^ 
On a well-made pavement, 4 J times as much. 

On the best stone track-ways, 1 1 times as much. 
On the best railways, 18 times as much. 

Poncelet^ gives the following relations of the friction to 
the pressure, for wheels with iron tires rolling on different 
surfaces ; — 

On a road of sand and gravel, ^ 

O. . broke„-e.ooe road, } « J^t'SSr t 

On a pavement in good order, ^ „ * « trot ' 

On oak planks not dressed, ^ 

The most complete series of experiments upon the friction 
of vehicles have been recently made by M, Morin.\\ Some of 
the most important results are given below, in a tabular form. 
The fractions express the relation of the force of draught to 
the total load, vehicles included. 
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* PameU, pp, 43, 73. t Ibid. p. 107. 

t Lecount, p. 219. ^ M^canique Industrielle, p. 507. 

il Aide-M^moire de M^cauique, p. 337. 



CHARACTEB OF 
THE BOAD. 


CHAEACTER OP THE VEHICLE. | 


c. 


H 


„-«=:, 


•«S- 


New road, covered 
with grave) five 
inches thick, 


tV 


{ 


1 




Solid causeway of 
earth, covered with 
gravelij in. thick, 


A 


A 


A 


A 


Causeway of earth 
in very good con- 
dition, 


tV 


iV 


A 


A 


Oaken platform, 


•/• 


A 


A 


A 


Brokenstoite road. 

Very dry and smooth, 
Moist or dusty. 
With ruts and mud, 
Deep ruts and thick ) 
mud, \ 


A 


A 
A 


wm. 


T^«. 


WUl. 


'- 


tV 


ft 

tV 
A 


1 

A 


A 
A 


Pavement, j ^^^^^^ ^ 


A 

A 


A 
A 


A 

A 


A 
A 


A 
A 



From the above table it ia apparent how impoitant ie 
the condition in which the best-made road is kept, and 
how greatly the labor of draught is increased by mud or 
dust on its surface. The character of the vehicle is also 
seen to have great influence on the degree of friction. 

It is also found that on compressible roads, such as 
earth, sand, gravel, &c., the resistance is independent of 
(he velocity. On roads of broken stones and on pavements, 
the resistance increases with the velocity ; but the in- 



64 WHAT ROADS OUGHT TO BE. 

crease is less in proportion as the road is smoother and 
the vehicle is better suspended. 

On roads of broken stones and on pavements, the resist- 
ance is sensibly proportional to the pressure, and inversely 
proportional to the radius of the wheels. It is independent 
of the number of the wheeM, and nearly so of the breadth 
of the tire. On compressible roads the resistance decreases 
when the breadth of the tire increases. 
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& WBAT ROADS OUaHT TO BE AS TO THEIR OOST. 

A minimum of expense is, of course, highly desirable ; 
but the road which is truly cheapest is not the one which 
has cost the least money, but the one which makes the 
most profitable returns in proportion to the amount which 
has been expended upon it. 

To lessen the cost of the construction of a road, while 
striving to attain the attributes which we have found to be 
desirable, we should endeavor to avoid the necessity of 
making high embankments, or deep excavations, or any 
rock-cuttings ; the cuttings through the hills should just suf- 
fice to fill up the valleys crossed ; the line of the road should 
be carried over firm ground and such as will form a good 
surface if no artificial covering be used ; or if it is to be 
Macadamized, it should pass near some locality of good 
stone ; and it should be so located as to require but few 
and small mechanical structures, such as bridges, culverts,, 
retaining walls, &c. 

COMPARISON OF COST AND REyENUE. 

The more nearly, however, the road is made to ap- 
proximate towards " what it ought to be," the more diffi- 
cult will it be to satisfy the demands of economy. Some 
medium between these extremes must therefore be adopt- 
ed, and the choice of it must be determined by the amount 
and character of the traffic on the road which it is pro- 
posed to make or to improve. For this purpose an accu- 
rate estimate is to be made of the cost of the proposed 
improvement, and also of the annual saving of labor in 
the carriage of goods and passengers which its adoption 
will produce. If the latter exceed the interest of the for- 

5 
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mer, (at whatever per centage money for the investment 
can be obtained) then the proposed road will be " whcU 
it ought to be as to its cost^ From these considerations 
it will appear that it may be truly cheaper to expend ten 
thousand dollars per mile upon a road which is an impor- 
tant thoroughfare, than one thousand upon another road in 
a different locality. 

" How to estimate the cost ot a road" will be considered 
at the end of Chapter II., which treats of its " Location." 
Under the present head, we will examine how we may 
estimate the probable profits of a road, and from the com- 
parison of the two estimates determine how much the 
projectors of an improved road would be justified in ex 
pending upon it. 

AMOUNT OF TRAFFIC. 

Let us suppose that it is proposed to improve a road in 
any way, whether by Macadamizing its surface, by short- 
ening it, or by carrying it around a hill which it now goes 
over. The first point to be ascertained is the quantity 
and nature of the traffic which already passes over the 
line. This may be most accurately found by stationing 
men to count and note down all that passes in a given 
time of average activity ; and from a sufficient number of 
such returns, well classified, deducing the annual amount. 

COST OF ITS TRANSPORTATION. 

The cost of conveying this amount of traffic is next to 
be calculated. To simplify the question, we will neglect 
the gain in speed, and consider only the saving in heavy 
transportation. Assume that over the road, thirty miles 
in length, 50,000 tons of freight are annually carried, and 
that the average friction of its surface (as determined by 
a dynamometer) is ^V o^ ^h® weight. The annual force of 
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draught required is therefore 2500 tons, or 5,000,000 lbs. 

If the average power of draught of a horse at 3 miles an 

hour for 10 hours a day be taken at 100 lbs.,* there would 

, . , 5,000,000 - ^^^ , , . . ' ., 

be required — -^ — =50,000 horses working at 3 miles 

lOU 

per hour. At this rate they would traverse the road in 
10 hours, or a working day, and the total amount of labor 
would equal 50,000 days' work of a horse, or $37,500, 
taking 75 cents for the value of one day's work. 

PROFIT OF IMPROVINO THE SURFACE. 

Suppose now that the road is to be macadamized, or 
planked, or in any way to have the friction of its surface 
reduced to ^V* The total force of draught will then be 

— ^ = 2,000,000 lbs. = 20,000 horse power, at 

50 

3 miles per hour, for 30 miles, or 10 hours = 20,000 days' 
work of a horse. This is a saving from the fornier amount 
of 30,000. Taking the value of the day's work of a horse 
at 75 cents, $22,500 would be the actual saving of labor 
in each year, by the improvement proposed, which amount 
the carriers could afford to pay, (either in tolls, or in ma- 

* The power of a horse at difierent velocities is very variable, and, ui 
spite of many experiments, is not yet ascertained with the precision de- 
sirable. The osnal conventional assumption is 150 lbs. moved 20 miles a 
day at the rate of 2^ miles per hour. This is equivalent to Watts' horse- 
power of 33,000 lbs. raised 1 foot in 1 minute. Tredg^ld^s experiments 
give 125 lbs. moved ^0 miles a day at 2^ miles per hour. Sraeaton gives 
100 lbs. moved at same rate ; and Hachette 128 lbs. Numerous careful 
experiments on an English railway (detailed in ** Laws of Excavation 
and Embankment on Railways," page 105) give 110 lbs. moved 19.3 
miles per day at the rate of 24 miles per hour. Gayffier (page 178) fixes 
the power for a strong draught-horse at 143 lbs. for 22 miles per day at 
2} miles per hour ; and for an ordinary horse, at 121 lbs. for 25 miles per 
day at 2^ miles per hour. As the speed of a horse increases, his power of 
dnogfat diminishes very rapidly, till at last he can only move his own weight 
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king the improvement themselires) for their diminished 
expenditure on horses. If money were borrowed at 6 per 
cent*, $375,000 would be the amount which could be 
expended in making the improvement, supposing the data 
to have been correctly assumed. If the improvement can 
be made for any amount less than this, the difference will 
be so much clear gain. 

PROFIT OF LESSENING THE LENGTH. 

Next, suppose that the improvement is only shortening 
the road a mile, by a new location of part of it. One- 
thirtieth of the original distance, and therefore labor, is 

60,000 , , , r , 

saved, or — kf^~ ^^^'^ days work of a horse =f 1,250 

= interest of $20,833. Add to this the amount which the 
construction of this extra mile would have cost, and if the 
proposed improvement can be made for the sum of the 
two, or even a little more, it should be at once carried into 
effect ; for, besides the saving in the original cost and in 
the annual labor, there is also that of time, and of the for- 
mer cost of repairs of the extra mile, which is now dis- 
pensed with. 

PROFIT OF AVOIDING A HILL. 

If the improvement be avoiding a hill, the resistance 
of gravity is to be compared with that of friction. Sup- 
pose that a certain road ascends a hill which is a mile 
long, and has an inclination of 1 in 10, and descends the 
other side which has the same slope, and that a level route 
can be obtained by making the road a mile longer. It is 
demanded how much may be expended for this purpose. 
Suppose that the friction on this road is yV> ^^^ ^^^^ 
50,000 tons, as before, pass over it annually. On the 
original road of two miles, the force of draught required 
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^ . - . 50,000 X 2000 ^, ^^ ^ 
to overcome fnctum is — -r^ — -— r — = 25,000 horse 

40 X 100 

*« 1 u 25,000X2 ,^^^^, 

power, at 3 miles per hour, or = 16,667 hours 

3 

for the 2 miles = 1667 days' work of a horse. To over- 
come the gravity of the loads on the inclination of 1 in 10 

50,000 X 2000 , ^ ^^^ ^^^ „_ r , ., 
requures— ^ — — = 10,000,000 lbs. for 1 mile = 

10 g 

333,333 lbs. for 30 miles = 3333 days' work of a horse. 
The descent of a mile on the other side of tho hill is not 
a compensation, for a horse will have no more to take 
down the descent than he had dragged up the ascent. 
The total annual labor to overcome both friction and 
gravity on these two miles is therefore 1667+3333=5000 
days' work of a horse. 

Upon the new road proposed, there is no incUnation* to 
overcome, but an extra mile of length. The force of 

J u J /v. • • 50,000x2000 ^^^^^^^ 
draught upon it due to friction is — ^ — — = 2,500,000 

lbs. for 3 miles = 250,000 lbs. for 30 miles = 2500 days' 
work of a horse. The saving of labor is therefore 
5000 — 2500 = 2500 days' work of a horse = $1 875 = in- 
terest of $31,250, which amount (deducting cost of repairs 
of the extra mile) may be expended in making the new road. 
These calculations have been made for extreme cases, 
in order to make the principle more striking, but the ad- 
vantages deduced from them have fallen short of the truth, 
since only the original amount of traffic has been consid- 
ered, while all experience shows that this is very greatly 
increased by any improvement in the means of transport, 
particularly by the increased speed, which is an inciden- 
tal advantage which we have not taken into account. 
This increase of traffic cannot, however, be determined 
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in adTance, by mathematical cdculation, though we can 
readily see from how wide a belt of country the inhabit- 
ants might profitably avail themselves of the improved 
road, and will do so eventually ; but how many, of 
them will at once profit by it depends on consideraticms 
of taste, feeling, and prejudices, which are beyond the 
power of numbers. 

CONSEQUENT INCREASE OF TRAVEL. 

To ascertain from what distances to the right or left on 
either margin, the improved road might expect to attract 
travel to itself from other thoroughfares by the cross- 
roads, the following course of reasoning may be employed. 

Let AB be a portion of the improved yiz. 14k 

load, connecting the points A and B. g 
Let C be a town connected with the 
other two points by the old unimproved 
roads CA and CB. It is required to de- 
termine whether the travel from C to A 
can with the least cost (the cost being 
compounded of time and labor) go to A 
by the old road CA, or take the old cros»- 
road CB to the nearest point B of the 
improved road, and then follow the latter 
to A. 

The first point is to ascertain the ratio of improvement of 
the new road compared with the old, or its ratio of diminution 
of cost of travel. For simplicity of calculation let us call 
this ratio two. Denote the miles in AC by m, in AB by », and 
in BC by a. The relative cost of travel over the line AC will 

also be m, over BC it will be x, but over AB it will be only -. 

If, then, X + — ^m, it will cost less to make the circuit 
from C to A through B ; and both routes will be equal in cosi 

when X'{'j-=:m, In this calculation, therefore, the hjrpotha- 

nose equals the perpendicular and half the base I 
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The preceding method will decide the question for any 
one place, but the following plan may be resorted to for 
the purpose of marking out on the map the entire area, 
from within which travel may be expected to be attracted 
to make use of the improved road. 

Let AB repre- 
sent a portion of 
the improved 
road, lying be- 
tween the two 
points A and B, 
at which cross- 
roads come in. 
It is required to 
&x the points 
C, C, D, D, so 
that lines drawn ~D~ 
from C and C to A, and from D and D to B, shall define this 
tribntary area. BC or AD is to be fonnd in terms of AB ; 
i. e. X in terms of n. 

By the preceding investigation, 

n 
dp -r g = m. 

But in the right-angled triangle ABC» 

m = ^/ (a?* -f n*.) 
Substituting in first equation, we get 

a.-|-|=^(jj».f.n«;) 

whence is obtained the value, 
x:=in. 

Therefore from A and B set off, at right angles to AB, BC, 
and AD, each equal to J AB ; join AC and BD ; and the area 
included will be that within which it would cost less for the 

ft 

inhabitants to use the improved road, though with increased 
distance, than to pursue the direct but unimproved road.* 

* LeetnaU, Treatise on Railways, p. 13. 
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CHAPTER II. 

THE LOCATION OF ROADS. 

" I do not know that I coald suggest any one problem to be proposed U 
an engineer, which would require a greater exertion of scientific skill and 
practical knowledge, than laying out a road." — Dr. L^ownbr, in 1836. 

The location, or laying out, of a road, consists in de- 
termining and marking out on the ground those points 
through which the road should pass, in order to satisfy, 
as nearly as possible, the requirements of '' what a road 
ought to be." 

These requirements, so far as they affect the location 
of a road, are, in recapitulation, as follows : 

As to direction-^xhdX the road should be as straight as 
possible, but that straightness should be considered sub- 
ordinate to easiness of grade. 

As to slopes — that the road should be as level as possi- 
ble ; that it should avoid unnecessary undulations ; and 
that its slopes should not exceed 1 in 30, nor fall below 
1 in 125. 

As to cost — that the amount of excavation, embank- 
ment, mechanical structures, &c., should be the least 
which will make the road " what it ought to be," in refer- 
ence to the quantity of traffic upon it. 

If the country through which the road is to pass should 
be a plain of uniform surface, a straight line joining the 
two termini, and running along the surface of the ground, 
would satisfy all these conditions at once. In most cases. 
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however, the ground is so uneven, hilly, and undulating, 
as to present very great difficulties in the way of a proper 
location. The shortest line would pass over the tops of 
hills Rnd the bottoms of valleys, and would thus be often ' 
80 steep as to be impassable. The most level line would 
often increase the distance too much by its necessary 
windings ; as would also the cheapest line, which seeks to 
avoid all cuttings and fiUings. It is generally impossible 
to unite all these requirements, and to secure all the good 
qualities and 'valuable attributes of the ideally perfect 
road ; and the best line will therefore be a compromise 
between them all. Great skill is consequently required 
to select the best possible hne among these conflicting 
claims, and this skill is more often needed in our new and 
rapidly expanding country than in England and other 
long-settled regions, where the lines of all important roads 
have been long since established ; though even there 
many miles of old roads are yearly abandoned, and new 
lines substituted for them, in order to make a slight saving 
of distance, of to diminish the height to be overcome. 

Two distant points of departure and arrival being 
given, it is required to determine the best line for a road 
connecting them. 

In many cases the best general route for the desired 
road can be determined with perfect certainty without 
going upon the ground, by simply examining a map of 
the district upon which merely the courses of the streams 
are laid down. From them an instructed and skilful eye 
can deduce all the elevations and depressions of the coun- 
try with great precision and accuracy. To do this, how- 
ever, requires a knowledge of so much of Physical Geog- 
raphy as explains the manner in which nature has dis- 
posed the inequalities of the surface of the earth. 
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1. ABRANOEMSHT OF HIZXS, VALLEYS, AND WATBRpOaaBSB& 

Hills and valleys at first glance appear to the ignorant, 
and even to the better informed, to be utterly without 
system, order, or arrangement ; but they have in reality 
been disposed by nature with a great degree of symmetry, 
and their forms and positions are found to be the result 
of the uniform action of natural laws, and to be capable 
of being traced out and understood with comparative 
ease. 

Hills being the great antagonists and natural enemies 
of the road-maker, he must endeavgr to find out their weak 
points, and to learn where he can best attack and pene- 
trate them, and most easily overcome their opposition to 
his improvements. Water-courses being his guides and 
chief assistants, he must study their habits and principles 
of action, and learn what are the causes which produce 
their seeming vagaries of direction. 

Hills are most usually found constituting chains^ or 
ridges, though sometimes collected in groups, and at 
others detached, or isolated. The chains are usually 
made up of several parallel ranges, and often send forth 
branches or spurs in transverse directions. Sometimes 
they are merely the slopes of a table-land in which their 
summits merge. To form a proper conception of a range 
of hills, imagine in the midst of a plain an elongated mass 
of the form of the roof of a house. The two faces of 
this represent the slopes of the range ; their intersection 
is the ridge, their bases are the/cei, the distance from one 
foot to the other is the breadth, and from one extremity to 
the other the length ; the vertical elevation of the ridge 
* above either foot is its relative height, and above the sea 
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its absolute height. All water which falls upon the slopes 
descends thence in a well-defined track which corresponds 
with the line of greatest slope, the direction of which it is 
therefore important to determine. 




LINE OF GREATEST SLOPS. 

Fig. 16. 

If the ridge AB of a 
rauge of lulls be horizontal, 
and its opposite slopes in- 
clined planes cutting each 
other in that horizontal line, 
a spherical body, allowed to roll down freely from any point 
C of the ridge, will descend in the line CD at right angles to 
the horizontal line AB ; this line CD being its nearest pos- 
sible approach to the vertical line in Vhich it tends to move 
in obedience to the law of gravity. CD is therefore the line 
of greatest slope, and consequently of quickest descent. It is 
this line which water tends to follow in its search for the short- 



Fig. 17. 




est path of descent. 

If the ridge AB be in- 
clined, the path down which 
the. sphere will roll is no 
longer CD at right angles to 
AB, but another line CE, 
diverging in the direction of 
the slope of the ridge. To 
' determine its precise posi- 
tion, from any point *C, Fig. 
18, let fall a vertical line CY, 
and, from any point F of this 
vertical, raise a perpendicu- 
lar to the plane of the slope, 
meeting it in E. Draw CE, 
and it will be the line of 
greatest slope required ; for 
it is at the least possible distance from the vertical line CY. 



Fig. 18. 
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The Bftme result might be otherwise obtained by raising at 
C a perpendicular to the plane of the slope, and from any point 
therein letting fall a vertical line, which will intersect the 
slope at some point E, which is to be joined to C as before. 

When the slopes are not planes, the constructions are more com- 
plicated, as the '* lines of greatest slope'* then become curves.* 

The waters which have fallen upon the mountain-tops 
from time immemorial, have hollowed out for themselves, 
Or have adopted for their passage, channels which follow 
the lines of greatest slope^ whose directions we have just 
investigated. In descending the slopes of a range of hills, 
they thus form " principal" valleys, the directions of which, 
as we have seen, are perpendicular to the ridge when it is 
horizontal, and, when it is inclined, share its general in- 
clination. These streams thus divide the range or chain 
into ramifications or branches, having approximately the 
same direction as themselves. The line in which the 
opposite slopes of two of these adjoining " branches" in- 
tersect each other, and which thus marks out the lowest 
line of a valley, is called a thalweg, \ The foot of one of 
.the opposite slopes which enclose a valley is generally 
parallel to the foot of the other in all its sinuosities, a 
projecting point of the one corresponding to a receding 
cavity in the other. This symmetry is, however, some- 
times replaced by alternate widenings and contractions. 

The main ridge is cut down at the heads of the streams 
into depressions called gaps, or passes ; the more ele- 
vated points are called peaks. They are respectively the 
origins of the valleys and of the branches on both sides of 
the principal slope. In the gaps are often found swamps, 

• Gayffier, p. 3. 

t A German word, (signifying " the road of the valley*') which has been 
naturalized in the French language, and might be conveniently added to 
our engineering vocabulary in English. 
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fed by ihe rain which fall^ on the peaks between which 
they lie. In these the streams take their rise, and thence 
run in contrary directions down the opposite slopes of the 
ridge. The intermediate point, from which they start and 
diverge, is called the culminating point of the ridge. 

Thus the " Notch" of the White Mountains is the " cul- 
minating point" from which diverge the Saco and the Am- 
monoosuc, the one emptying into Long-Island Sound and 
the other into the Atlantic. So, too, from the various cul- 
minating points in the Alleghany chain, streams run, on 
the one side towards the Atlantic, and on the other to the 
great lakes and to the Mississippi. From the culminating 
points of the Rocky Mountains, the slightest impulse would 
turn the nascent stream either into the head-waters of the 
Missouri and thence into the Gulf of Mexico, or into the 
head-waters of the Columbia and thence into the Pacific 
Ocean. The same phenomena, on a miniature scale, are 
repeated on every ridge after every shower. 

A river of the largest class marks the lowest points (or 
the thalweg) of a " principal" valley. On each side of it is 
a bounding ridge, which is itself pierced by " secondary" 
valleys, through each of which runs a stream of less mag- 
nitude, its waters emptying into the first-named river, of 
which it is a tributary. The ridges which form the val* 
leys of each of these lateral streams are in their turn fur- 
rowed by valleys of the third class ; their banks by the 
valleys of streams of still less importance ; and so on. 

The " principal" valley is a trunk, from which, and 
from one another, the lesser valleys and streams ramify, 
like the branches of a tree, or like the veins of the body ; 
meeting it at angles approaching more nearly to a right 
angle in proportion as the ridge of the slope which they 
furrow approaches to a horizontal line. 
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Fig. 19. 




INFERENCES FROM THE WATER-COURSES. 

We thus see how an accurate map of the streams of any 
district may enable us to deduce from them the position 
of the valleys, their lowest points, and the lines of greatest 
slope ; for with these the water-courses coincide. The 
position of the ridges which form the valleys is.a pecessary 
corollary, as well as their lines of greatest slope. 

Having determined these, we can profit by the follow* 
ing fundamental principles : 

1 . If a principal ridge is met by two secondary ridges at 
the same point, the point of meeting is a maximum of height. 

2. If a principal ridge is met by two thalwegs at the 
same point, the point of meeting is a minimum of height* 

3. If a principal ridge is met at the same point by a 
secondary ridge and a thalweg, nothing can be inferred.* 

The following examples! show more in detail some, of 
the inferences which may be drawn from the map : 

If, on any portion of a map, the Fig. 20. 

streams appear to diverge from any 
point, asr A, that point must be the 
common source of the streams, and 
therefore the highest part of that re- 
gion. 

The converse is likewise true : if 
the streams all converge towards some 




;?- 
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• Jullieu, ii. ^93. 



t Maban, p. 27a 
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point, as B, that will be the lowest 
spot of the district embraced with- 
in the map. 

If two streams are seen to flow in 
opposite directions from the same^ 
point, as C, it may be inferred that 
this spot is at the head of the respec- 
tive valleys of these streams, and 
supplies them with water, and that it 
must be fed by higher ground beside 
it ; or, in other words, that there is a 
ridge of hills separating the heads of 
the two streams, and that there is a 
depression or indentation in this ridge 
at the point C, which is therefore the 
natural and proper location for a road 
connecting the two valleys. 

If two streams are parallel to each 
other, and flow in the same general 
direction, this circumstance simply 
indicates that the ridge which divides 
them has the same general inclina- 
tion and direction as the streams. 
But if any of their smaller tributaries 
approach each otlier at their sources, 
as at D, this indicates a depression 
of the main ridge at that point, and 
marks it out as the lowest and easi- 
est spot for the crossing of a road, 
as in the preceding case. 

If two streams have been flowing 
in parallel courses, but at a certain 
point E diverge from each other, 



Fig. 21. 




Fig. 22. 




Fig. 23. 




Fig. 24. 
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that spot is the lowest point of the ^»?' 25. 

ridge between them. 

If two streams are generally par- 
allel in their courses, but flow in 
opposite directions, the low points in 
the ridge between them will still be 
shown by the approach to each other, 
as at F, of the branches or secondary 
streams ; or by the principal streams approaching each 
other at any point, as at G. 

Having thus become acquainted, by the aid of the 
map, with the principal features of the ground, we are 
prepared to plan, if not the precise location of tlie road, at 
least the proper course for the prehminary explorations 
upon the ground. * Long lines of road usually follow the 
valleys of streams, and thus secure moderate grades and 
find the lowest passes of the ridges to be crossed. In this 
way the Simplon road crosses the Alps, by ascending the 
valley of the Saltine to its head, and then descending that 
of the Doveria. So, too, the Boston and Albany railroad 
finds an easy grade from Worcester to Springfield in the 
valley of the Chickapee river, and then winds through 
the mountains, up the valley of the Weslfield, till it 
reaches the head-waters of the Housatonic upon the other 
side of the ridge. The lltica and Schenectady railroad 
never quits the valley of the Mohawk. In short, all roads 
strive to avail themselves of such facilities. If they can- 
not, and if the map shows that their general course is 
transverse to the directions of the streams, instead of with 
them, it may be at once predicted that they will be steep 
in their ascents and descents, or exceedingly expensive 
in their construction. 

These principles having been established, and all pes- 
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sible infonnation obtained from the map, the RecannaU' 
sance may be commenced. 



SL REOOmrAISSANOE. 

This is a rapid preliminary survey of the region through 
which the road is to pass, and is generally made by the 
eye alone without instruments. It is intended to be only 
an approximation to accuracy, and to serve to determine 
through what points routes should be instrumentally sur- 
veyed. The road-maker must examine the country, map 
in hand, visit and identify the points selected on the map, 
and see whether his closet decisions have been correct. 
He must go over the ground backward and forward in op- 
posite directions, for it will often appear quite different, and 
convey very dissimilar impressions, according to the point 
from which it is viewed. Thus, a hill which one is de- 
scending may seem to have a very easy slope, while it 
may appear very steep to one ascending it. No time or 
labor should be spared in these first explorations, as they 
will save much expense in the subsequent surveys, which 
in their turn should be thoroughly executed, to secure the 
route most economical in construction. Indeed, the sur- 
veyor should become as perfectly acquainted with the 
face of the country as if he had passed his hand over 
every foot of it. 

Certain points, called "ruling" or "guiding" points, 
will be found, through which the road must pass ; such 
as a low gap in a range of hills, a narrow part of a river 
suitable for a bridge, a village, &c. But a road which is 
to be a thoroughfare between two places of great trade, 
should not be turned from its direct course to accommo- 
date a small town, taxing for its benefit all who travel upon 

6 
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the road. " The greatest good of the greatest number'* 
is here the rule. Still less should individual interest be 
allowed to operate, and the general interest of the com- 
munity be sacrificed to the convenience or caprice of a 
single person. The permanent benefits to future genera- 
tions should never be made subordinate and subservient 
to temporary and personal advantages. 

Between these " ruling'* points, the straight line joining 
them is to be marked out. The route adopted must vi- 
brate on .each side of this line, hke an elastic cord, con- 
tinually tending to coincide with it, except when deflected 
to the right or to the left by weighty reasons, such as the 
jaccidenls of the ground supply. Thus, a swamp, which 
would render necessary an expensive causeway, is a suf- 
ficient cause for a wide deviation of the road to avoid it. 
The disadvantages of straight lines, which encounter and 
run over hills, have been explained in the preceding chap- 
ter. In the accompanying Fig. 26. 
figure the upper sketch 

shows a plaUf or map- a. ^^^^^^ ^ ^^^^ "1^ 
view, of two roads, the 
one ACB o^er a hill, and 
the other ADB around it ; 
and the lower sketch 
shows a profile, or side- 
view, of the respective 
heights of the same lines. 

When there are many small valleys or ravines, with 
projecting spurs and ridges intervening, instead of making 
the road wind on the level ground, and follow all its sinu- 
osities, as, ACCCCB, in the next figure, it will be better 
to make a nearly straight line, as ADDDB, cut through the 
projecting points in such a way that the earth dug out 
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shall just suffice to fill the hollows. The gain by saving 
of distance may balance the cost of cutting and filling. 




When the route follows the valley of a stream, it may 
conform to its siDuosities, if the turns are not too abrupt, 
and if the cuttings and fillings on a straighter line would 
be too expensive, but should approximate to the latter 
plan, if the importance of the road and the funds at com- 
mand will justify the increased cost. .The former plan, 
however, generally gives the cheapest and most level 
route ; and guided by this principle a blind man was for a 
long time the very beat layer out of roads in the hilly re^ 
gions of Yorkshire and Derbyshire. He followed the 
streams closely, and when they made too sharp bends, 
be sought in these arcs the straightest chords which 
passed over practicable ground. 

When a valley is to be crossed, the route should gen- 
erally deviate from the straight line ACB, (Fig. 28) and 
curve towards the head of the valley ADB, which there is 
luually shallower and narrower. If it deviated in the other 
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direction, as AEB, itwould 
increase the depth and ig^ 
width to be filled up, as ia 
shown by the correspond- 
ing profiles. 

But sometimes the two * r 
sides of the vaUey ap- 
proach each other at some 
point lower down, so as 
to render the space be- 
tween their bonks narrow- ^ 
ei though deeper; and if 
on measurement this area 
IS found on the whole to be lessened, so as to require less 
embankment, the road should cross at that point instead 
of higher up. 

Another case in *"» ***■ 

which a valley may, 
with advantage, be 
crossed down stream, 
is when in that part 
of the valley are found 
detached or isolated 
hills and ridges, as E 
and F, which may 
cause a great saving 
of embankment, on 
the line AEFB, com- 
pared with either the 
straight route ACB, or the up-stream one ASB, as is 
shown in the accompanying plan and profile, in which the 
■ame letters refer to corresponding lines. 

When a road is to Join two places on the opposite sides 
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of a ridge^ we can profit by the observatioii that the 
streams, by the apjHroach of their sources, show the low- 
est points of the ridge ; and of the various passes thus 
indicated, we sboidd choose that one, the raUeysof th^ 
streams from which run as nearly as possible in the di* 
rection of the required line ; and that one, also, which 
has the most uniform inclination — not easy at the foot 
and steep towards its summit, as is often the case. 

When a road is to join two places situated on the same- 
side of a mountain ridge, but halfway down its side, a 
straight line between them would cross, in their deepest and 
widest parts, all the '* principal" valleys which run down 
from every gap. One of two other plans must then be 
adopted ; either to ascend, and carry the road, with neces- 
sary windings, at the level of the culminating points of 
the gap, where the valleys have only begun to be hollowed 
out ; or to carry it at the foot of the ridge, where the val- 
leys have run out to nothing, and merged themselves un- 
distinguishably in the plain. Either plan, in spite of the 
initial and final ascent and descent, is preferable to the 
direct line. 

Fig. 30. 




T 

The respective profiles of the three plans would be 
somewhat as represented in the figure, in which ACB is 
the first plan, ADB the second, and AEB the last. The 
last line is generally taken, because there are more inhab- 
itants at the foot of the ridge. It would properly run near 
the line of separation between the uncultivated slopes and 
the ploughed fields. 
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The location of a road is also influenced by the geology 
of a district, which must therefore be carefully studied. 
This science will make known the probability of finding 
rock on cutting deep into a hill proposed to be crossed ; 
in which case the cutting should be avoided, if possible, 
by a different location of the line. It will also determine 
the dips of the strata to be cut into, the angle at which 
they will stand, and their liability to slip ; and therefore 
through which the line may best pass. If ^the road is to 
be covered with broken stone, or to be paved, a know- 
ledge of the locality of the best materials might cause a 
line approaching it to be preferred to one which left it at 
a distance. 

The Reconnaissance is to be made in accordance with 
the principles jvhich have been enunciated, obtaining all 
needful information from the residents of the region to be 
examined, and the details of its general course are to be 
marked out on the ground, thus establishing '* Approxi- 
mate" or " Trial" lines. In a wooded country this is done 
by " blazing" the trees in the line selected, (removing a 
chip from their sides with an axe ;) and in a cleared coun- 
try by driving stout stakes at the most important points of 
. the line, such as all changes in its direction, and in the 
slope of the ground. 

3. SDSVST OF ▲ ZJNB. 

When the different portions of a proposed line have 
been thus marked out, in order to form an accurate opin- 
ion of its merits, it is necessary to measure-— 

1. Its distances, 

2. Its directions, 

3. Its heights. 
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MEASUREMENT OF DISTANCES. 

The length of* a straight line, that is, the distance be- 
tween its extremities, may be approximately estimated in 
a variety of ways, without the delay of actual measure- 
ment in detail. 

Sound is a well-known means. Its velocity is 1100 
feet per second at the temperature of freezing..* If a gun 
be fired by an assistant at one end of a line, an observer 
at the other end, by counting the seconds which intervene 
between seeing the flash and hearing the report, and mul- 
tiplying their number by 1100, can estimate the distance 
with considerable accuracy. If he have not a watch with 
a second-hand, he can at once make a portable pendulum, 
by fastening a pebble to a string, and making it swing in 
regular vibrations, each of which will be "performed in an 
exact second, if the string be 39| inches long ; in half a 
second, if it be 9f inches long ; and in a quarter second, 
if its length be 2^ inches. 

This method is best adapted for considerable distances, 
in which there are good points for observation, such as 
the hills on the two opposite sides of a wide valley. 

For shorter distances, the distinctness with which dif- 
ferent objects can be seen, is an approximate guide. Thus 
the windows of a large house can generally be counted at 
the distance of 3 miles ; men and horses can just be per- 
ceived as points at about 1 i miles ; a horse is clearly dis- 
tinguishable at I mile ; the movements of a man at 
i mile ; and a man's head is plainly visible at i mile.f 

* For each degree of Fahrenheit above 32®, add one-half foot, and for 
each degree below, subtract one-half foot A temperature of 60® would 
therefore gtye 1100 -fV — ^^^^ ^^^ P^ second. 

t Frome, pu 60. 
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The Arabs of Algeria define a mile as ** the distance at 
which you can no longer distinguish a man from a wo- 
man." These distances of visibility will of course vary 
somewhat with the state of the atmosphere, and stUi m(»e 
with individual acuteness of sight, but each person can 
modify them for himself. 

For still less distances, an easy method is to prepare 
a scale, by marking oflf on a pencil what length of it, whea 
it is held off at arm's length, a man's height appears to 
cover at different distances (previously measured with ac- 
curacy) of 100, 500, 1000 feet, &c. To apply this, when 



Figr. 31. 




1^ 



a man is seen at any unknown distance, hold up the pen- 
cil at arm's length, making the top of it come in the line 
from the eye to his head, and placing the thumb nail in 
the line from the eye to his feet. The pencil having been 
previously graduated by the method above explained, the 
portion of it now intercepted between these two lines will 
indicate the corresponding distance. 

If no previous scale have been prepared, and the dis- 
tance of a man be required, take a foot-rule, or any meas- 
ure minutely divided, hold it off at arm's length as before, 
and see how much a man's height covers. Then know- 
ing the distance from the eye to the rule, a statement by 
the Rule of Three (on the principle of similar triangles) 
will give the distance required. Suppose a man's height, 
of 70 inches, to cover 1 inch of the rule. He is then 70 
times as far from the eye as the rule ; and if its distance 
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be 2 feet, that of the man is 140 feet. Instead of a man 8 
height, that of an ordinary house, of an apple-tree, the 
length of a fence-rail, ifcc, may be taken as the standard 
of comparison. 

Quite an accurate measurement of a line of ground may 
be made by walking over it at a uniform pace, and counts 
ing the steps. It is better not to attempt to make each 
of the paces three feet, but to take steps of the natural 
length, and to ascertain the value of each by walking 
OTei^ a known distance, and dividing it by the number of 
paces required to traverse it. An average length is 32 
inches. An instrument, called a pedometer, has been 
contrived, which counts the steps taken by one wearing 
it, without any attention on his part. It is attached to the 
body, and a cord, passing from it to the foot, at each 
step moves a toothed wheel one division, and some inter- 
mediate wheelwork records the whole number upon a dial. 

T4iese methods are all approximations. For more ac- 
curate measurements a. chain is employed. The usual sur- 
veyor's or Gunter's chain, is 66 feet or four rods long, and 
is divided into 100 links; but for the measurement of 
distances only, without reference to areas in acres, a chain 
of 50 or 100 feet is much preferable. 

When obstacles are encountered on the line, rendering 
a direct measurement impossible, such as a house, a 
pond, a river, &c., resort must be had to some of the 
many ingenious contrivances to be found in the special 
treatises on surveying and engineering field-work. Two 
only of the best, which have the advantage of requiring 
no calculations, will be here given. 

When the obstacle is one around which we can pass, 
such as a house or a pond, the following plan may be 
adopted. Let AB be the distance required. Measure 
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from A obliquely to some point C, Fig. 32. 

past the obstacle. Measure on- 
ward in the. same line, till CD is as 
long as AC. Place stakes at C 
and D. From B measure to C, 
and from C measure onward in the 
same line, till C£ is equal to CB. 
Measure ED, and it will be equal 
to AB, the distance required. 

When the obstacle is a river, the following is the method 
to be employed. Let AB be Fig. 33. 

the required distance. From 
A measure any line diverging 
from the river, as AD, and 
set a stake in its middle point 
C. Take any point E, in the 
line of A and B. Measure from 
E to C, and onward in the 
same line, till CF equals CE. 
Then find by trial the point 
G, which shall be at the same 
time in the line of C and B, and in the line of D 

m 

and F. Measure the distance from G to D, which 
will equal the required distance from A to B. The 
lines which it is not necessary to measure are dotted 
in the figure. 




MEASUREMENT OF DIRECTIONS. 

Having measured the lengths of the various portions of 
the line, by whatever method will give the degree of ac- 
curacy required, tlieir directions are also to be examined, 
determined, and recorded. 
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These directions may be accurately determined, with 
reference to the adjoining portions of the lines, and there- 
fore to any given line, by simple measurement» with 
the chain, without the use of my of the usual complicated 
angular instruments. 

Let AB and BC rep- Fig. 34 

resent two lines on the -|^ 

ground, meeting at any 
angle. It is required to 
determine the change 
in the direction of the line BC from that of AB, i. e., the 
angle CBD, or the ** angle of deflection." Set off from B 
equal distances, BC on the new Une, and BD on AB pro- 
duced, and measure DC, which is the chord of the angle 
required. To find the angle numerically, take half this 
measured chord, (which equals the sine of half the angle 
to radius BC) and divide it by BC. Find in a table of 
natural sines the angle corresponding to the quotient. 
Twice this is the angle CBD required. But even this 
brief calculation is needless for putting down the line 
upon paper, as it is only necessary to describe an arc 
from B as centre with BC as radius, and to set off CD of 
the proper length, the distances being taken from any one 
scale. 

If the direction of a line be required independently of 
any other line upon the ground*, it is usually referred to 
the direction of the meridian, i. e., the line which passes 
through the north and south poles of the earth. The 
compass is the readiest means of obtaining this, although, 
in addition to its other inherent defects, it gives the angle 
made by the given line with only the magnetic meridian, 
which is constantly changing, and from which the true 
meridian in most places varies considerably. 
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To determine the true meridian (and therefore the 
angle which any line makes with iH) without the use of 
the compass, the following is a simple and sufficiently 
accurate method. On the south side of any level surface, 
erect an upright staff, shown, Fig. 35. 

in horizontal projection, at A. 
Two or three hours before 
noon mark the extremity, B, 
of its shadow. Describe an 
arc of a circle with A, the 
foot of the staff, for centre, 
and AB, the distance to the 
extremity of the shadow, for 
radius. At about as many 
hours after noon as it had been before noon when Ae 
first mark was made, watch for the moment when the end 
of the shadow touches the arc at another point C. Bisect 
the arc BC at D. Draw AD, and it will be the true me- 
ridian, or north and south line, required. 

For greater accuracy, describe several arcs, mark the 
points in which each of them is touched by the shadow, 
bisect each, and adopt the average of all. The shadow 
will be better defined, if a piece of tin with a hole through 
it be placed at the top of the staff, as a bright spot will 
thus be substituted for the less definite shadow. Nor 
need the staff be vertical, if from its summit a plumb- 
line be dropped to the ground, and' the point which this 
strikes be adopted as the centre of the arcs, through which 
the meridian line AD is finally to be drawn.* 



* For the method of determining the trae meridian by the north star, 
flee Davies' Surveying, p. 127. 
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MEASUREMENT OF HBIOHTS. 

The relative heights of the different points, at which 
the line changes its slope, are next to be determined. 
The operation required for this purpose is called level- 
ling. It consists in finding how much each of- these 
points is below any level line. The difference of their 
distances below it (measured perpendicularly to it) is the 
difference of their heights. The first step, then, is to 
discover means of getting a level line at any point desired. 

The principle, that a level line is everywhere perpen- 
dicular to the direction of gravity, furnishes the first 
method. Upon it depends the well-known ^^ MasorCs 
level" in which a 
straight edge AB is 
" level," or horizontal, 
when a line CD, ex- 
actly at right angles 
to it, is covered by a 
plumb-line attached to 
its upper extremity C. 

As this position of the level line is inconvenient, in 
practice, for long sights, by inverting the instrument we 
get the " Plumb-line level," To construct it, at the mid- 
dle of a straight edge, at- Fig. 37. 
tach a bar, so that a line ^-^ 
drawn through its middle 
is exactly at right angles to 
the straight edge. From 
the point of meeting sus- 
pend a plumb-line. Turn 
the instrument till the. ' 
plumb-line covers the line drawn on the bar. Then will 



^ 
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ihe straight edge be a level line, and by looking oyer its 
surface, or across sights, placed at equal heights above its 
ends, this level line may be produced by the eye, so as to 
pass over any point to which the straight edge is directed. 

A modification of the Fig. 38. 

plumb*-line level) which 

has the advantage of be- ^n '—--■•-/ /j[t\ \ •^•""f T' 

ing self-adjusting, is call- 
ed the " Pendulum lev- 
eV^ As before, a straight 
edge and a bar are fixed 
at right angles to each 
other, but a heavy weight at the lower extremity of the 
bar keeps it always vertical, and, consequently, the 
straight edge always horizontal. The whole apparatus 
is suspended by a ring from the junction of three legs 
which move on pivots, so as to form a steady support on 
the most uneven ground. A " tripod^^ of this sort is gen- 
erally employed for the support of all the instruments of 
surveying. 

The " A lever is a Fig. 39. 

portable and conveni- 
ent modification of the 
mason's level. The 
legs AB, AC turn on a 
hinge at A, as does the 
bar DE af E, st) that all 
three may be folded up 
into a stout rod. When 
the plumb-line corre- ® 
spends with the middle of the bar DE, the feet of the in- 
strument are on the same level At F and G are fixed 
two sights, at equal distances from the feet, so that 
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\vhen the latter are level, tlie line, obtained by looking 
through these sights, is level also. The use of the other 
divisions on the bar D£ will be explained under the head 
of " Grades."* 

Another simple instrument depends upon the principle 
that " water always finds its level." If a tube be bent up 
at each end, and nearly filled with water, the surface of 
the water in one end will always be at the same height as 
that in the other, however the position of the tube may 
vary. On this truth depends the ^^ Water levelP It 
may be easily con- Fig. 40. 

«tructed with a /^^^^ 1 — -fr — 

tube of tin, lead, " y " 

copper, &c., by ^j^ 

bending up, at right /A 

angles, an inch or // 

two of each end. // 

In these ends ce- /^ 

ment thin vials, // 

with their bottoms y 

broken off, so as to leave a free communication between 

them. Fill the tube and the vials, nearly to their topj 

with colored water. Cork their mouths, and fit the instru- 

ment, by a steady but flexible joint, to a tripod. 

To use it, set it in the desired spot, place the tube by 
eye nearly level, remove the corks, and the surfaces of 
the water in the two vials will come to the same level. 
Looking across them, we get the level line desired. 
Sights of equal height, floating on the water, and rising 
above the tops of the vials, would give a better-defined line. 

The ** Spirit leveF consists essentially of a curved glass 

* See Simms on Drawing Instruments, 3d edition, p. 146. 
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tube filled with alcohol, but Fig. 41. 

with a bubble of air left ^^ r.i% — /ur 

within, which always seeks 





the highest spot in the tube, and will therefore by its 
moyements indicate any change in the position of the 
tube. To prepare the tube for use, it is placed with its 
convexity uppermost, and supported either in a block, or by 
suspension ; and when the bottom of the block, or the 
sights at each end of it, coincide with some level line 
previously established, marks are made on the tube at the 
extremities of the air bubble. The instrument is then 
ready for use ; for whenever the bubble, by raising or 
lowering one end, has been brought to stand between the 
original marks, (or; in case of expansion or contraction, at 
equal distances on either side of them) the sights will be 
on the same level line. 

When, instead of the sights, a telescope U made parallel to 
the level, and various contrivances to increase its delicacy and 
accuracy are added, the instrument becomes the engineer's 
spirit-level, and is out of the reach of the unprofessional read- 
ers for whom this volume is chiefly designed.* The same is 
the case with the " French reflecting level." 

By whichever of these various means a level line has 
been obtained, the subsequent operations in making use 
of it are identical. Since the " water level" is easily 
made and tolerably accurate, we will suppose it to be em- 
ployed. Let A and B represent the two points, the differ- 
ence of the heights of which is required. Set the instru- 
ment on any spot from which both the points can be seen, 
and at such a height that the level line will pass above the 
highest one. At A let an assistant hold a staff graduated into 
feet, tenths, &c. Turn the instrument towards the staiST, 

• For its description and adjustments, see Davies* Surveying, p. 140. 
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look along the lerel 
line, and note what 
cUrision on the staff 
it strikes. Then 
send the staff to B, 
direct the instru- 
ment to it, and note 
the height observed 
at that point. If 
the level line pro- 
duced by the eye passes 2 feet above A and 6 feet 
above B, the difference of their heights is 4 feet. The 
absolute height of the level line itself is a matter of 
indifference. If the height of another point, C, not visible 
from the first station, be required, set the instrument so as 
to see B and C, and proceed exactly as with A and B. 
If G be found to be 3 feet above B, it will be 4 — 3 = 1 
foot below A. If C be 1 foot below B, as in Fig. 43, it 
will be 4 + 1 = 5 feet below A. The comparative heights 

Fig. 43. 




of a series of any number of pcnnts, can thus be found in 
reference to any one of them. 

The beginner in the practice of levelling may advan- 

7 
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tageously make in his ''field-book" a sketch of the heights 
noted, and of the distances, putting down each as it is 
observed, and imitating, as nearly as his accuracy of eye 
will permit, their proportional dimensions.* But when 
the observations are numerous, they should be kept in a 
tabular form, such as that which is given below. The 
names of the points, or " stations," whose heights are de- 
manded, are placed in the first column ; and their heights, 
as finally ascertained, in reference to the first point, in the 
last column. The heights above the starting point axe 
marked +, and those below it are marked — . The back- 
sight to any station is placed on the line below the point 
to which it refers. When a back-sight exceeds a fore- 
sight, their difierence is placed in the column of. ''as- 
cents ;" when it is less, their difference is a " descent.* 
The following table represents the same observations as 
the preceding sketch, and their careful comparison will exr 
plain any obscurities in either. 



Stations. 


Distances. 


Back-sighUi. 


Foie-sichtB. 


Ascents. 


Descents. 


Total Heights 


A 












0.00 


B 


100 


2.00 


6.00 




— 4.00 


— 4.00 


C 


60 


3.00 


4.00 




1.00 


— 6.00 


D 


40 


2.00 


1.00 


-f-1.00 




— 4.00 


E 


70 


6.00 


1.00 


-f-6.00 




+ 1.00 


F 


60 


2.00 


6.00 




— 4.00 


-3.00 


15.00 


18.00 


— 3.00 



* 

The above table shows that B is 4 feet below A ; that 
C is 5 feet below A ; that E is 1 foot above A ; and so 
on. To test the calculations, add up the back-sights 



* In file figure, the limits of the pa^ have made it necesBary to con- 
tnd the horizontal distances to one-tenth of their proper ptpopprtioaal size. 
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ind f(»re'»sight8. Th& difiereoce of the sums shonld equal 
the last " totel height."* 

The level line obtained by any of these instrunieiits 
is a tangent to the surface of the earth, and theref(»re di- 
verges from the surface of standing water, which {nesents 
a curve corresponding to that of the earth. The differ* 
ence between the hues of true and apparent level, is 8 
inches at the distance of a mile ; but since it varies as die 
square of the distance, it is very insignificant in sights of 
ordinary length, (one-eighth of an inch for a sight of one- 
eighth of a mile) and may be completely compensated by 
setting the instrument midway between the points whose 
difference of level is desired ; a precaution which should 
always be taken, when possible. If the ground renders 
sights pf unequal length unavoidable, a balance should be 
struck as soon as possible, by adopting corresponding 
inequalities in the contrary direction. 

The heights observed along the length of the road, which 
give its " longitudinal section," should be taken at every 
change of slope ; and at every hundred feet, when the line 
is finally located. 

It is also necessary to take them at right angles to its 
length, in order to obtain the " transverse" or ** cross seo- 
tionsJ* These are required for the subsequent calcula- 
tions of the ''cutting and filling," and to enable the engi- 
neer to see what would Fig. 44. 
be the effect upon these, 

of moving the line to the ELj^::'^^ ^ 

right or to the left. The ^^^^^^^^ ST 

right page of the note- ^^'^"^^^^ 8[ 
book is usually devoted, 

* For a fall development of the details of tiiese operations, Be% Daviei^ 
Sunreying, and " Simms on Levelling," Alexander's Anrarioan edition. 
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in party to the cross-sections, taken in reference to any 
station, as B. In this example, on the right, the ground 
rises 10 feet in going out 30 ; on the left, it fiedls 20 in a 
" distance out** of 50. 

These cross-sections should be taken at erery change 
of longitudinal slope. At every change of slope trans- 
Tersely, single heights and '* distances out" should be 
taken. The future calculations of cubical contents will 
be facilitated by observing the following rules : — 

1. Take a cross-section whenever either edge of the 
road passes from excavation to embankment, or vice 
versa. 

2. When the road is partly in excavation and partly in 
embankment, ascertain the ** distance out" at which the 
grade, or level of the base, cuts the surface of the ground. 

3. Take heights at each edge of the base, i. e. at dis- 
tances on each side of the centre line, equal to the half 
width of the base of the road. 

4. Take the intermediate cross-sections at some deci- 
mal division of 100 feet. 

The Mountain Barometer is an iostroment of great Tahie 
for the rapid determination, with approximate accuracy, of the 
heights of the leading points in an extensive district of coantrj.* 
The temperature of boiling water supplies another easy 
means of approximation. The degree of heat at which water 
boils diminishing as the height increases, tablet have been 
constructed from observation, with the aid of which the height 
of a place may be calculated from the temperature at which 
water there boils.f 
—^ — — ■ — • V. 

* See Simms on Mathematical Instnimeiit& 
t See SaUman's Journal, 1846, pp. 134-^ 
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'4. MAPPING THE SURVET. 

The lengths, direetionSj and heights of the differctnt 
portionB of the line having been ascertained, they are next 
to be represented on paper, in such a way as to convey to 
an instructed eye a complete idea of the ground over which 
the route passes. This idea will be as accurate as could be 
obtained from actual examination, and much more easily 
embraced by the mind ; the details being made subordinate 
to the leading features. 

The mapping of a line comprehends two distinct 
branches : 

1. The plot. 

2. The profile. 

THE PLOT OF A LINE. 

This represents the lengths and directions of the differ- 
ent portions of a line, projected on a horizontal plane, as 
they would be seen by an eye looking down upon them 
firom a great height directly above them. If the lengths 
have been measured horizontally, as is usual, they will 
require no farther reduction. Before commencing the 
plot, its ** scale^^ must be detern^ined, i. e., what propor- 
tion the representation is to bear to the reality, or how 
many feet of the line each foot of the plot is to represent. 
If one foot of the plot represent 1000 feet of the line, 100 
feet of the latter will occupy one tenth of a foot on the 
plot, and so on. Any convenient scale may be assumed, 
but mudt be carefully preserved unchanged in the san^e 
plot. The changes in the direction of the line, or the 
angles of deflection of its adjacent parts, may be most 
easily laid down, as explained on page 91, by describing 
an arc firom the angular point with the same .radius used 
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on the ground, (taken to the proper scale) and setting off 
on the arc, as a chord, the proper distance measured in 
like manner. 

If the deflection had been measured by an angular in* 
strument, (which, however, the preceding method dis- 
penses with) it would have been laid down on the paper 
by a " protractor," the most usual form of which is a 
small brass semicircle, divided into degrees similar to 
those on the instrument. 

Upon the plot, it is usual to represent the hills and val- 
leys in the vicinity of the line ; but since they are supposed 
to be seen horizontally projected in a " map-view," as they 
would appear to an eye looking down upon them from an 
infinite height, they cannot be drawn with the rises and falls 
of the front view in which we usually see them, but must 
be represented by some artificial and conventional method. 
They are accordingly supposed to be cut by a number of 
equidistant horizontal planes, and the horizontal ^' contour 
curves" of intersection to be drawn upon the map, the in- 
tervals between them being filled up by short hatchings 
perpendicular to the curves.* Hills, represemted on these 
principles, are indicated by numerous diverging lines, 
shorter, nearer, and heavier, in proportion as the hill is 
steeper, and vice versa. See the examples bn pages 83-4. 

All water-courses must also be carefully represented on 
the plot ; and the nature of the surface, whether pasture, 
ploughed land, swamp, woods, &;c., together with the de- 
tached objects upon it, such as houses, mills, churches, 
&c., be indicated by certain arbitrary signs. For our 
purposes they are not necessary, but may be found, if 
desired, in any topographical manual. 

* For fuller details, see Daviee' Surveying, Eastman's Topography, 
Williams's Practical Geodesy, &c. 
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THE PROFILE OF A LINE. 

Thk represents, to any desired scale, the heights and 
distances of the Tarious points of a line, projected on a 
vertical plane. It thus gives a *' side-view" of its ascents 
and descents. Any point on the paper being assumed for 
the first station, a horizontal line is drawn tl^oughit; the 
distance to the next station is measured along it to the 
xequired scale ; at the termination of this distance a verti- 
cal line is drawn ; and the given height of the second sta- 
tion above or below the first is set off on this vertical line. 
The point thus fixed determinoB the second* station, and a 
line joining it to the first station represents the slope of 
the ground between the two. The process is repeated 
for the next station, &c. 

But the rises and falls of a line are always very small 
in proportion to the distances passed over ; even moun- 
tains being merely as the roughnesses of the rind of an 
orange. If the distances and the heights were represent*' 
ed on a profile tp the same scale, the latter would be 
hardly visible. To make them more apparent it is usual 
to *^ exaggerate the vertical scale" tenfold, or more, i, e,, 
to make the representation of a foot of height ten times as 
great as that of a foot of length. Take, for instance, the 
exanaple on page 98, Let one inch represent one hun- 
dred feet for the distances, and ten feet for the heights. 

From A draw a horizontal Une. Measure on it one 
inch, representing one hundred feet of length. Thence 
draw downwards a vertical line. Measure on it four-tenths 
of an inch, representing four feet of height. This fixes the 
point B. Join A to B. This line AB represents the 
slope of the ground. Next, along the horizontal line, 
measure six-tenths of an inch farther, representing sixty feet 
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Fig.45. 




of length. Measure on a vertical line thence drawn, five- 
tenths of an inch, representing five feet of height. This 
fixes C. Join C to B. Proceed in like manner for all 
the levels. 

The distances may be written horizontally in their ap- 
propriate places, and the heights or depths of the grotmd 
(above or below the datum line) vertically, along the 
lines which represent them, as in the figure. 

5. ESTABLISHING THE GRADES. 

The grade of a line is • its longitudinal slope, and is 
designated by the proportion between its length and the 
difference of height of its two extremities. The ratio of 
these two quantities gives it its name, as we have seen ; 
the road being said to have a grade of one in thirty when 
it rises or falls one foot in each thirty feet of length. 
When the " profile" of a proposed route has been made, 
a ** grade-line" is drawn upon it (usually in red) in such 
a manner as to follow its general slope, but to average its 

Fig. 46. 




irregular elevations and depressions, as in the figure. The 
ratio between the whole distance and the height is then to 
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be calculated. If, as in the figure, it rise 100 in 4000, the 
grade is one in forty, flatter than our assutned limit of one 
in thirty, and the hne will be a satisfactory one, if on cal- 
cination it be found that .the cuttings about equal the fill- 
ings. If either be much in excess, the grade is altered to 
equalize them, as will be explained under the next head. 
But if the grade be found steeper than the limit, as when 
it ascends the face of a hill with a rise of 100 feet in 
1600, or a slope of one in fifteen, either the hill must be 
cut down, or, which is generally preferable, the length of 
the line must be increased so as to equal 100 x 30 = 3000. 
The best method of obtaining this increased length, or 
" development," (whether by a zigzag or by a single 
oblique line), will depend upon the manner in which the 
line meets the face of the hill, whether at right angles or 
obliquely, and should be determined by geometric con- 
Btnictions upon the plot, such as those which follow, 
modified if necessary by the features of the ground. 

Proilem. To 6x the poaitiM of a line Joining two gijen 
poiots, so that it shall uceod with a given grade a alopa 
Keeper thtn tbis grade, and ahsll also be the ahorteit pooaible 
line wbioh will fulfil Ihig eondilion.* 

Case 1. Wlien the ttraight line joining the two pointt meets 



tke tiopt at right angle* 
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Let A and B ba the gireo poiote, end let the lop uti botfaan 
line* of the slope to he sacended be eoneideied parallel. iM 
mn lepieaeDt the length which the road np the hill mau haxe 
to uoend with the propei gnde. Join the given pointB by a 
straight line, aod between the points C and D, at whioh Uiia 
line meeta the top and bottom line, eatabUsh a aigxag, of« 
■uffioient nombei of tuina to make it« entiie length equal to 
mn, the " developmeot" required ; which in the inetanee lait 
eopposed would be 30OO feet, the straight line CD being only 
1500.' 

The road which ascends the CatabiU moantain makes seTOn 
such aigzags or tacba. Their aogles should he ronndBd offbj 
ouFTea, as explained in a faUowing attiole on ** Final Loeation," 
At these curves the width of the Toad should be inoKeaed, as 
directed on page 46. 

Cate 3. When the straight lim meets the tlcpe oUiqtubf, 
and the tvio given points are very distantfrom each other. 




Let A and B be the given points. Between the top and 
bottom lines of (he slope draw a line mn at auch a degree of 
obliquity aa will make its length equal to the development re- 
quired, which, in the instance auppoaed, is 3000 feet. The 
straight line AB would be too ateep between C and E. There- 
fore from (he point C draw a line CD, paralld and therefore 
equal to mn. Join DB, and tiie line ACDB will be the one 
deeiied. 
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' ■'' A ligug betwera C and E wodd give a Imgn li&a ; for, 
' oanparing the pttt* of tbe line thna obuined with thoae of the 
oAer, m find AC oonMnoa to both ; the sigiag C£ equal to 
CD b)' coaetnjction ; and EB 4<mgtr than DB, becaoae &rtbei 
fimn the perpendicular. 

Tbe oonKniotion abore direol«d ia merely approxiniat^ 
trne, beconiiog perfectly so only when the pointa A and B are 
infinitely distant fiom each Atfaoi. The strict conatruction ta 
tiwt which follows. 

Catt 3. Wktn Ike ilraighi lint mteli the slope oili^dy, and 
the (wo given pointa are near tack other. 

From the giTeo pointB A and B draw perpendicalara to the 
neareat edgea of the slope. The line joiniDg the feet of these 
perpendioulara will be less thaa, equal to, or greater than, the 
dereloped hne mn, according to the steepness of tbe slope, 
and the degree of obliquity with which it is met by tbe straight 
line which joins the given points. Threa sub-oases, reqaiiing 
different constnctioas, are thua formed. 

Sub-ca*e I. When Iht line joining th* perptndinilara it 
thorter than the developed lint mn. 



From A and B draw AC and BD perpendieotsi to the edge* 
of tbe slope. Join and D by a ligsag line, eqoal in length 
to the dereloped line ntn. Then wiU the liae thua obtained 
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fnlBI the eonditioiia nqnirod ; tbe laagth of tha ligsig being 
«qiu] to Uie Doeearary leagth m», Mid the line* AC uid BD 
being perpendicular to the top and bottom of the hill, aad there- 
fore the Bhoiteat posaible dutancea to it. 

Sub-cote 3. When the line joiniitg the perpaidietdart U 
tjual l» tke dtedoped line mil. 




Draw the perpendicular* AC and BD, as before, and join 
their feet bj the line CD. Then will the line ACDB be 
shorter than any other line, (aa AC'D'B, obtained by the oon- 
Elrnction oTCase 2) for AC and BD, being perpendiculaiB, are 
the shortest possible, and CD haa a oonatant length, wherever 
it may be placed. 

A liga^f line from C to B wonld not produce the ehort«et 
line, for the same reasons as in Case 2. 

Sub-east 3. Whtn iht line joiitmg the ftrpendteuUtn u 
longtr than the deatloped line mn. 

From A, Fig. St, draw AE parallel and equal tonw. Join EB. 
From the point D (where thia line intersects the edge of the 
slope) draw DC parallel and eqnal to AE. Join CA. Then 
wiQ ACDB be the shortest line leqairsd. 

For, AE, being equal to mn, cannot be shortened, and EB 
la a Btmigfat line, and tberefbre the ahoTtMl ponible liBe< as ia 
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eonMqaentty the nhole line AEDB. But this line is in the 
wrong plftce, smd ita parts lequiie to be transported parallel to 
themselTH. By this operation ia fonned the line ACDB, 
which h^s all its paita equal to those of the foimei line, and 
which ia therefore the ihorteat poeaible. 

It might seem prererable to adopt the cTirect line AB, and to 
■aeend the hill by a zigzag from F to G ; but this would not 
give the shorteat line ; for AF and GB are longer respBCtirelf 
tlito AC and DB, beeanae farther from the perpendiculars. 

Wben the lines AC sod DB, obtained bj the constraetion 
iboTQ directed, fall bejond the perpeudicul&ra let &I1 from A 
■nd B upon the top and bottom of the slope, this result shows 
Aat this coDstmetion ia inapplicable, and that the ease is one 
in which it is proper to adopt the perpendiculars, and to join 
Ibem by a ligzag of the proper length. 

Com 4. When tieo neighBoring ilopet are teparated by a 
level ipaee ; whether a valley, or a table-land on the lidga of 
ft hill. 

Between the top and bottom lines of one slope draw the line 
mn, equal in length to the dereloped line with which that alope 
mast be crossed ; and in like manner on the second slope, draw 
the line pq. 

Then from A draw AE, parallel and eqnal to nui. From.E 
dnwEP parallel and eqoal to ;^. JoinFB. The line A£FB- 




is Ibe ahoTtesl line posaible, for the eame reaaons m wu AEB 
ID the preceding sub-cue 3. But iu part* tequire to be differ' 
entij airanged without changing their length, whinh is «fi^ted 
thus. From H draw HG parallel and equal to FE. From O 
draw GD parallel to HF, and terminating at the edge of tb« 
next alope. From D draw DC parallel aod equal to EA. Join 
CA by a line which will bo parallel to FH. This new line 
ACDGHB is equal to the former line AEFB, and therefore ii 
the ahortest tine required. 

If the apace between the two slopes was a valley, in which 

there was a given point to be paaaed through, aa a bridge, the 

pteUem woold divide Itaelf into two otheT*, sach as haTe been 

solved in the preceding cases. 

Grades may be approximately eetimated upon the 

ground, (without measuring distances and heights) by a 

slight addition to the " plumb-line level," described on page 

93. Connect the horizonul and vertical bars by oblique 

braces. To prepare it for use, depress or elevate the 

aighte, so that their line coincides with an a«cent«r de- 
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■cent of one in thirty, or any other grade pierionsly estab- 
lished by tevelhng. Mark the point at which the [^umb- 
line now cuts the oblique braces. Do the same for other 
grades, the more varied the better, and the instrument 
will thus become a clinometer, or grade-measurer. When 
it is placed upon any slope, and its sights directed to any 
object (such as a target on a rod, or a paper in a cleft 
stick) at the same height above the surface as its uf^r 
edge, that division on the brace which is cut by the plumb- 
line will indicate the inclination of the slope. The A level 
described on paga 94, may be used in a similar manner, a 
scale having been in the same way formed on the bar DE. 
An extempore clinometer may be made with a sheet of 
paper, a thread, and a pebble. Sig. 53. 

Take a sheet of paper of any "^^ 
shape, doable it, and a straight 
line is foimed; double it again 
along the straight line, and 
four right angles are obtained. 
Cut out one of the right an- 
gles, and double it so as to 
bring the sides of the right 
angle together, and it will be 
bisected, forming two angles of 
45°. Fold this in three equal parts, and anglee 
will be formed ; repeat the last operations, and a 
5° will be obtained. The subdivision may be carried as 
far as deured. To use the instrument, fonn a plumb-line 
by tying a pebble to the end of a thread, and attach it at 
the centre of the angles. Holding the right angle to the 
eye, if the grade be descending, or the opposite corner if 
it be ascending, turn the paper till its edge is in the line 
which passes from the eye to some object at the saaM 




! of 15° 
ingles of 
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height above the surface. The plumb-line will then indi- 
cate the angle of the slope. In the figure it strikes 5^, 
equivalent, by the table on page 44, to 1 in 11. . 

0. OALOULATINa EZOAVATION Aim EMBAVB3lCBirr 

The proper grade-line having been thus determined, 
and drawn on the profile, (which shows the heights of the 
ground over which the line passes) the difference between 
the height of the ground and that of the grade-line at any 
point, will of course represent the depth of cutting, (or ex- 
cavation) or the height of filling (or embankment) as the 
case may be, at that point. This depth, or height, in 
feet and decimal parts of a foot, should be written in red 
figures {cotes rouges) at the proper points of the profile. 
With these, knowing also the intended width of the road 
and the inclination of the side-slopes, the cubical contents 
of the excavations and embankments, or the amount of 
" earth- work," may be accurately calculated. 

The cost of the road will depend in a great degree 
upon the quantity of the " earth-work" to be done, and 
may be greatly lessened by making the amount of exca- 
vation precisely equal to that of embankment, so that 
what is dug out of the hills may just suffice to fill up the 
hollows. It is therefore very important for economy to 
calculate these amounts with accuracy before the final 
location of the line, so that if they are found to be unequal, 
the position and grades of the line may be changed to 
produce the equality desired. 

This accurate calculation is necessary, after the final 
location, for another reason ; inasmuch as the contractors, 
who usually perform the work, are paid, not by the day^ 
nor in the lump, but by a certain price per cubic yard, the 
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exact determination of the number of which is therefore 
required to ascertain their just dues. 



PRELIMINART ARRANGEMENTS. 



For calculating the cubical contents of the solid mass 
of earth cut out or filled in, four dififerent methods are in 
common use. All four, however, require the same pre- 
liminary arrangements and preparations, which will there- 
fore be now given. 

Figure 54 is a plan (on a scale of 800 feet to the inch) 
and figure 55 a profile (on a vertical scale of 80 feet to 
the inch) of an old line of road, which it is desired to im- 
prove by cutting down the hill and filling up the hollow, 
so as to form a single slope, with a uniform grade, from 
A to B.* The distances between the stations are written 
horizontally ; the heights of the ground above the datum 
line are written along the vertical lines which represent 
them ; and at the extrenfkities of these vertical lines are 
placed the numbers which represent the depths of cutting 
or filling at those points, and which are equal to the dif- 
ferences between the heights of the ground and of the 
" grade-line," or new road. 

SECTIO-PLANOORAPHY. 

A method of representing the cuttings and fillings upon 
the plan, devised by Sir John Macneill, has been named 
" Sectio-planography" Usually the plan and the profile 
are drawn separately, and when the former varies much 
from a straight line, rt is difiScult for an unpractised 



on LeyeUing, Am. edition, p. 81. 
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Fig. 55. 
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BXCATATION AMD BMBANKMBMT. 

eye to discover the corresponding points 
of the plan and profile ; as the latter 
is formed by placing all the distances 
along a straight base line, and therefore 
fills a longer space than the winding plan ; 
and as the two are also frequently drawn 
fax apart, 5r even on different sheets. 
In the improved method, the depths of 
catting and of filling at each station are 
set off on one side or the other of the 
plan of the line, as laid down upon the 
map, so that all the information desired, 
with regard to any portion of the line, 
may be found on that very spot. The 
accompanying figure shows its applica- 
tion to the preceding example, the '' plan" 
of which has been intentionally made 
very winding. 

To make the distinction more striking, 
the cuttings may be shaded with lines 
perpendicular to the line of the road, and 
the fillings with lines parallel to it; or 
the former may be colored red, and the 
latter blue.* 
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Fig. 56. 



TABULAR INTRIE8. 



The dcUa of the profile, with those 
deduced therefrom, should be presented 
ip a tabular form, such as that which fol- 
lows, and which refers to figure 55. 



• See Smuiie on Seotio-FUnogrqihy. 
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36.0 







The first column conlaina the number of the Bttttion, or 
point, the height of which above the datum line is coo- 
tamed in the third column. The second column recoida 
the distances between the stations. 

The fourth column shows the rise or fall for each di»- 
tance, which is obtained by a simple fu'Dportion, the whole 
distance and difference of height being known. That, 
4S19 : 561 : : 36 : 4.6. 

The fifth column shows the height of the grade line, 
f. e. of the road as improved, above the datum line at each 
station. The numbers in it are obtained by sulMiacting 
successively the &11 between two stations, as recorded in 
the fourth column, from the height of the grade line at the 
preceding station. Thus, 46 — 4.8 = 41 .2. 

The sixth and seventh columns show the depths of cut- 
ting or filling at any station. They are the differences 
between the height (from column 3) of the ground at any 
station, and Uie height of the grade-lioe (from ODlumn^^ 
for the same station. 

The station (No. 4) at which the cutting ends, and tfae 
fiUing begins, is called a " Point of Passage." 
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CUBICAL CONTENTS. 

With these data the calculation may be commenced, 
and the end areas — or middle areas, or both, according 
to the method adopted — be sought, and the cubical con- 
tents thence deduced. The details of these calcuUtions 
are of ^reat importance to the practical engineer, but oc- 
cupy so much space, that they have been transferred to 
the Appendix. The following are their results. 

'* Averaging end areas*^ is the most usual method of 
calculation in this country, but gives a result which al- 
ways exceeds the correct amount, in a greater or less de- 
gree, according to the inequality of the end areas. In the 
present example, its error in excess is 10,000 cubic yards, 
which amount, beyond what was justly due for the work 
done, would be paid by a company or town by which 
this improvement should be made, if their engineers 
should adopt this method of calculation. 

The calculation by *^ Middle areas^^ giv6s an am6unt 
which /aZb short of the true one, by a deficiency equal to 
exactly half of the excess of the preceding method. 

" The Prismoidal fofinula^^ alone gives the correct 
amount ; which, in this example, is 2,200,968 cubic feet 
of excavation, and 1,541,152 of embankment. 

The fourth method, by " Mean Proportionals^^ gives 
a result always less than the true one, and exceedingly 
erroneous when one of the end areas is nothing. 

The substitution of the correct Prismoidal method for 
the erroneous ones which are so frequently employed, is 
demanded by every consideration of accuracy, economy, 
honesty, and justice ; and the full calculations in the Ap* 
pendix show that the additional labor required is too tri- 
fling to be a reasonable obstacle. 
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BALANCING THE EXCAVATION AND EMBANKMENT. 

When the quantity of excavation on any given portion 

« 

of the road exceeds that of the embankment, the excess 
is called ** Surplus,^^ and must be deposited, upon the 
adjoining land, in masses called " Spoil-banks.^^ ^ 

When the excavation is insufficient to make the em- 
bankment) the deficiency is called ** Wantage^^ and must 
be supplied from extra " Side^cuttings*^ in the neighbc^- 
ing fieldsi 

Both these cases are expensive and otherwise objection- 
able ; it is therefore very desirable to make the excavation 
and embankment ** balance*' each other, so that the earth 
dug out may just suffice to fill up the hollows. If the 
calculations show much disparity in the two amounts, the 
location of the line must be changed in some way, so as 
to effect the desired equality. 

This equalization must, however, be restrained within 
certain limits ; for it should evidently be abandoned, when, 
in order to find sufficient excavation to make the embank«> 
ment, it would be necessary to go to such a distance that 
the cost of transport would exceed the cost of making 
side-cuttings for the embankment, and of depositing the 
distant excavation in spoil-banks. The comparison of 
the price of transport with that of excavation and of land, 
will therefore determine the distance within which the 
balancing must be established. 

SHRINKAGE* 

The equality.recommended must be taken with an im- 
portant qualification, dependent on the fact that earth 
transferred from excavation to embankment shrinks, or is 
compressed, so as to occupy, on the average, one'tenth 
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less space in bank than it did in its natural state, 100 cu- 
bic yards " shrinking" into 90. 

Rocky on the contrary, occupies more space when bro- 
ken, its bulk increasing by about one-half. 

In experiments made on a large scale, by Ellwood 
Morris, C. E.,* the shrinkage of light sandy earth was 
\ of id volume in excavation ; of yellow clayey earth 
yVj and of gravelly earth jV* The increase of hard 
sandstone rock, quarried in large fragments, was ^^ of its 
volume in excavation ; and of blue slate-rock, broken into 
small fragments, tV* 

Upon some of the public works of the state of New * 
York, the usual allowance has been for the shrinkage of 
gravel and sand 8 percent.; for clay 10 per cent.; for 
loam 12 per cent.; for mucking, or surface soil, 15 per 
cent. ; and for clay ** puddled" 25 per cent. The in- 
crease of bulk of rock was taken at one-third, or some- 
times at one-half; though some experiments showed that 
one yard of slate-rpck made from 1.75 to 1.8 cubic yards 
of embankment. 

These considerations lead us to modify the require- 
ments of equality in the excavations and embankments, 
and to adjust them so that the former shall exceed the lat- 
ter by about 10 per ceijt. 

CHANGE OF GRADE. 

We will now take up the example on page 114, in 
which we find the excess of the excavation over the em- 
bankment, or its ''surplus," (according to the correct cal- 
culation, of which the result is given, on page 117) to be 
659,816 cubic feet. We must therefore change the grade, 

• Journal of the Franklin Institute, October, 1841. 
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SO as to lessen the excavation, and increase the embank- 
ment, till the former exceeds the latter by only one-tenth of 
itself. The grade line AB (figure 55) might be raised either 
at A or at B. The latter is preferable, since it will increase 
the gentleness of the slope. The height which it should 
be raised at B might be calculated in advance, but the 
complication of the resulting formula is so great, that it 
will be better to assume some height, (which an expe- 
rienced eye can do with considerable accuracy) and hav- 
ing found, by a simple proportion, the changes in the cut- 
tings and fillings at each station, to recalculate the whole 
cubic contents. If the desired difference has not been 
attained in the result, it will at least be a guide by which 
a second assumption can be made with a very close ap- 
proximation to precision. 

Consider the grade to be raised three feet at station 7. A 
proportion between the sum of the distances from station 1 to 
7, and that to any other station, will give the change of cutting 
or filling at that station. 



For station 2, 


4319 : 561 : : 3 : 0.4 


a (( 


3, 


4219 : 1419 : : 3 : 1.0 


a u 


4, 


4219 : 3344 : : 3 : 1.6 


(t (( 


6, 


4319 : 3064 : : 3 : 3.3 


(( (( 


6, 


4319 : 3889 : : 3 : 3.8 



The place of station 4, t . e. the '* Point of passage,*' is 
changed by the elevation of the grade line AB, and removed 
towards station 3, to some new station 4' ; see Fig. 57. A 
problem here presents itself, to find the distance between the old 
and new points of passage, knowing the slope of the grade and 
that of (he ground. Call the former m to 1, and the latter 
n to 1. Let the elevation of the new grade line above the old 
point of passage = h feet ; and the distance required = d. 

An inspection of the figure shows that the heights of the 
two right-angled triangles, whose bases are if, are respectively 
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Fig. 57. 




d d d d 
— and — . It is also evident that - = \- h\ whence is ob- 
it m n m 

tained the general formula, 

d=:h 



mn 



m 



n 



In the present case (see table on page 1 10) m = 



4319 
36-3 



= 138; 



835 



fi = 



138 X 31 
= 31 ; and rf = 1.6 X Tx:r — =t = 65. 



63.9 — 36.9 ' 138 — 31 

The new station 4' is therefore distant from station 3, 
835 — 65 = 760 feet, and from station 5, 830 + 65 =: 885 feet. 
Adopting these new distances, and changing the cuttings and' 
fillings in accordance with the elcTations of grade obtained by 
the proportions on the preceding page, they will stand thus : 



Station. 


Distance. 


Elevation 
of grade. 


New Cut 


NewFUl. 

• 


1 




0.0 







3 


561 


0.4 


17.6 




3 


858 


1.0 


19.0 




4' 


760 


1.6 








5 


885 


3.3 




31.3 


6 


835 


3.8 




1(L8 


7 


330 


3.0 




3.0 



The calculations being repeated with these data, it will bo 
iband that the excavation will amount to 3,047,000 cubic feet. 
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and the embankment to 1,960,000; an apparent sarplns of 
67,000 cubic feet ; but since, in order to allow for the shrink- 
age, there should be an excess of 305,000, it appears that there 
is really a Wantage, and that the grade has been raised too 
much ; so that an elevation of only 3} ^^^ ^^ ^ woold probaUy 
produce the desired balance. 



TRANSVERSE BALANCING. 



When the road lies along the side of a slope, to that it 
is partly in excavation and partly in embankment^ it is ne- 



Fig. 58 




cessary so to place its centre line, that these two parts of 
its cross-section may balance. When the ground has a 
uniform slope, the desired end would be obtaiqed (if the 
side slopes were the same for excavation and embank- 
ment, and if no " shrinkage" existed) by locating the cen- 
tre line of the road on the surface of the ground. In other 
cases, as when the side of the excavation slopes 1 to 1, 
and that of the embankment 2 to 1 , a formula to determine 
the position of the centre line of the road may be readily 
established. 

If earth be wanted for a neighboring embankment, the 

amount of excavation ipay be easily increased by moving 

the road farther into the hill, with the additional advantage 

*. of lessening its liability to slip. The line may be thus 
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changed on the map, according to the notes of cross- 
sections in the level book, and be subsequently moved, by 
a corresponding quantity, on the ground. 

When the slope of the ground is very steep, the trans* 
verse balancing must be disregarded, and the road made 
chiejSy in excavation^ to avoid the insecurity of a. high 
embankment, as will be explained under " Construction." 



DISTANCES OF TRANSPORT. 

The equality of the masses of excavation and embank- 
ment is not the only consideration. The distances to 
which it is necessary to transport the earth which is 
moved, must also be taken into the account. Suppose 
that a mass of earth, whose surface is ABCD, is to be 

Fig. 59. 





Die H [ G 

removed ih the embankment whose surface is EF6H, and 
which has a thickness sufficient to make the two masses 
equal. The mean distance of the transport is required. 
Conceive the mass ABCD divided into a very great num- 
ber of smaller masses. The sum of the products of these 
portions, by the distance which each of them is actually 
moved, will equal the product of the sum of the portions 
(i. e. of the whole mass) by the mean distance. The 
mean distance therefore equals the above sum of products 
divided by the whole mass.* 

In such cases as usually occur on a road, in which the 



« Gayffier, p. 122. 
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cubes of excavation and embankment are comprised be- 
tween two parallel planes, whose horizontal traces are 
ABEF and DCHG, and in which sections m^de by other 
planes, parallel to the first, cut off equal partial volumes, we 
loow, from the principles of mechanics, that the mean 
distance desired is equal to the distance of the centres of 
gravity of the two volumes. In the simple example above, 
the mean distance of transport would be the distance be- 
twdfei the centres of the two rectangles. 

The methods of apportioning the excavations among 
different embankments, which ought to be adopted in more 
complicated cases of various distances of transport, in 
order to attain the minimum of labor and expense, will be 
considered in the next chapter, which treats of actual 
" Construction." 



7. BSTDOATB OF THB 00»T OF A EQAD. 

A minute and careful estimate of every possible source 
of expense in the construction of a road, is a very impor- 
tant element in determining its location. The principal 
items are the Earthwork, Land, Mechanical structures, 
Engineering, and Contingencies. 

EARTHWORK. 

The amount of ** Earthwork," or excavation and em- 
bankment, is supposed to have been determined by the 
preceding calculations. Its cost per cubic yard depends 
on the wages of labor, the quality of the earth, and the 
distance over which it is moved. 

Wages. The daily wages of an ordinary labosng mill 
vary of course with the locality and the season, and range 
from 50 cents to $J.25. In making the estimate, it rouft 
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not be overlodied, that if wages are at that time unusually 
low, they will be likely to rise, if the work be so large" 
in amoiynt As to make Uie demand for labor exeeed the 
supply. ■'*■■■ 

Quality. The amounif of labor required, for breakiq^ 
up and removing any given volimie of earth, will of course 
depend upon its degree of compactness and cohesiveness, 
which is termed its '' quality ^ This is estimated b]gthe 
propoition between the number of picks in use, ana the 
number of shovels which these picks will keep constantly 
employed. Thus, if the earth be so loose that it can be 
shovelled qp without being loosened by the pick, it is 
called " earth of one man." If it be so hard as to require 
one picker, or "getter," to be constantly employed, to keep 
one shoveller, of " filler," at work, it is. called " earth of 
two men." If one " getter" can keep two " fillers" busy, it 
is " earth of 1 J men ;" its nomenclature being formed by 
dividing the total number of men employed by the number 
of volumes of earth removed. The "quality" of earth can 
be accurately determined only by actual experiment, though 
it may be estimated with tolerable precision by an expe- 
^enced eye. In deep cuts, borings should be made, or 
shafts sunk, to ascertain the nature of the lower strata. 
Ih this examination a knowledge of the geological ar- 
rangement of the district will be of great assistance. 

An average laborer can shovel into a cart, in a day of 
ten hours, from 10 to 14 cubic yards, measured^ in the 
embankment^ of earth previously loosened with a pick or 
plough.' Of hard and firm gravelly earth, or gravel andr 
clay mixed, he can load 10 cubic yards ; of loam, (sand 
and clay) 12 cubic yards; and of sandy earth 14 cubic 
yards.* To loosen the earth will cost from 1 to 8 cents 

* Jonnial of Fhmklin Institate, September, 1841. 
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per cubic yard ; the hardest earth requires to be picked ; 
the others may be ploughed ; and some sandy earth does 
not require any loosening, but may be riiofelle^ up at 
once. At wages of one dollar per day, the cost of shoy- 
eUing into a cart would therefore be from 7 to 10 cetHs 
per cubic yard ; to which the cost of loosesing must he 
added. If it were " earth of two men," it would cost 
double. The excavation of rock will cost from 50 cents 
to $1.00, according to its hardness, and the disposition of 
its seams. 

The following table shows the number-' of cubic yards 
which can be loosened, loaded, &c., by an average la- 
borer, in a day of 10 hours.* 



NATURE OP THE 
WORK. 


CHARACTER OF THE MATERIAL. 


OMnmon 
Earth. 


Loose and 
light earth. 


Mad. 


Clay and 
■tony earth. 


Compact 
Gravel. 


Boek, 

(bUsted) 


Digging up, or 
Loosening. 


18 
to 
33 


16 




9 


■7 
to 
11 


8.4 


Excavation ; in- 
j eluding throw- 
! ing 6 to 13 feet. 


8 
to 
13 


8 


7 
to 
16 


4 




8.3 


Loading in bar- 
1 rows. 


33 




8 




19 


. 


Transport by bar- 
rows ; per hun- 
dred feet. 


30 
to 
33 






34 

to 

38 


1 


Loading in carts. 


16 

to 
48 




r 

35 




17 
to 

87:? 


• 

10 

1 


Spreading and 
Levelling. 


44 

to 

88 






30 
to 
80 





* Deduced from the experiments of M. AnoeUii. 
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The cost per cubic yaid of each kind of labor will be 
readily obtained^ by dividing the days' wages by ttie num- 
ber of cubic yards in the table. 

The cost dt throwing with the shqvel is usually one- 
third of that of digging up. v 

From 90 to 120 square yards of surface of embank- 
ment can be '* trimmed'* in a day. 

When the net cost of performing any work has been 
ascertiuned, one twentieth of it should be added for the 
cost of tools, superintendence, &c. ; and one tenth of the 
whole for the profits of the contractor. 

Distance. The third element in the price of earthwork 
is the distance to. which the excavations must be removed. 
If the road be on a side-hill, and be so located that the 
excavation from its upper side can be at once thrown over 
to'make the embankment. on its lower iile, the cost will 
be little more than that of the simple excavation, ^ut 
usually large amounts of earth require to be removed con- 
siderable distances, with great increase of e3q>en8e. The 
methods to be employed will vary with the circumstances 
of the case, as.will be explained under the head of Con- 
^piction." 

The comparative cost, per cubic yard, (according to 
tBperiments made at Fort Adams, Newport, R. I.) of ex- 
cavating earth, and removing it'to various distances, with 
wheo^barrows, one-horse carts, and ox-carts, is given by 
the following table, which includes the cost of loosening, 
filling, and dropping ; and estimates a laborer's wa§es at 
$1.00 flkr day of 10 hours ; a hol^e, cart, and driver, at 
$1.34 per day of 9 hours; and an ox-team and driver 
$1.60 per day of 9 hours, ^he earth wms ploughed up 
at a post of } cent per cubic yard. 
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COST IN CENTS PER CUBIC TAMD, ' 


DISTANCES IN PBBT. 










Whaelbanow. 


OM-honeeaft 


Oi-evt 


30 


5.5 


8.3 


8.6 


60 


6.9 


8.4 


8.8 


90 


8.3 


8.6 


8.9 


120 


9.5 


8.8 


9.1 


150 


10.9 


9.0 


9.3 


180 


13.3 


9.3 


9.4 


310 


13.5 


9.4 


9.6 


340 


14.8 


9.6 


9.8 


300 


17.5 


10.0 


10.1 


450 


34.3 


11.0 


10.9 


600 


30.8 


13.0 


11.8 


900 


44.1 


14.0 


13.4 


1300 


57.4 


16.0 


15.1 


1500 

1 


70.7 


18.0 


16.8 



From the preceding table it appears, that, with its data, 
the cost, after loading, of removing the earth 100 feet, 
was, in barrows, 4.43 cents per cubic yard ; in one-horse 
carts, .66 cent ; and in ox-carts, .56 cent. 

Some accurate experiiyents on the Birmingham and 
Gloucester Railway* make the cost in barrows, per 100 
feet, at 81.00 per day, \Y = 3.4 cents ; the experiment 
of M. Ancelint give VV ^ W = 3 to 6 cents ; the Ameri- 
can translator of SganzinJ *// = 6^ cents. 

It is usual in bairow-work, to consider any vertical 
transport of the earth as costing eighteen times as -mnch 
as the same number of feet of horizontal distance ; though 
from accurate experiments it seems that the ratio should 
be as 24 to 1 for barrows, and as 14 to 1 for horse- 
carts.^ 



* Laws of Excavation and Embankment on Railways, p. 136L 
t Sm page 126. t Page 110. § Gayffier, pi 146L 



XtTIMATS OF COST. 129 
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The cost of transport by any method will be eipressed 

by the formula — ' 

P (2D + d) 

L x'C"' 
n which P = price of day's work of the vehicle and its 

driver. 

D = mean distance of transport. 

d = distance which could have been gone over 
in the time consumed in each filling and 
emptying. 

L = the distance which would be gone over in 
a day by the vehicle, proceeding without 
interruption at its average pace ; usually 
between twenty and twenty-five miles, 
or between 100,000 and 130,000 feet. 

C = the cubic contents of the load, expressed 

in fractional parts of a cubic yard. 

IfP=134,D = 1600,d=1000,L = 100,000,andC = J, 

, . , , 134(3000 + 1000) ,^^ 

the formula becomes — -^ ^ ^^^ — ; — = 10.7 cents.* 

100,000 X \ 

The complete cost, with one-horse carts, of excavating 
earth, transponing it, and forming an embankment, is very 
completely expressed in ^formula enunciated in the Jour- 
nal of the Franklin Institute for September, 1841, by 
Eilwood Morris, C. E. 

The average pace of a horse carting embankment is 
taken at 100 feet of trip, and back, per minute ; and the 
time lost in loading, dumping, &c., at four minutes per load. 

For the variable quantities the following symbols are 
employed : — 

a == number of feet in the average haul, or '* lead,** of 
the embankment. 

* For a table that calculated, see Marietta, |i. 91* 

9 
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b ^ number of hours worked per day. 

c = doily wages of laborer, in cents. ' 

d= ** ** carty including driver and all ex* 

penses of carting. 
e = cost of loosening materials, in cents, per cttMc 

yard ; ranging from one to eight, as stated on 

page 125. 
/ = number of cart-loads required to form a cubic 

yard of bank. Usually 3 on a descending road, 

3^ on a level, and 4 on an ascending road. 
g = number of cubic yards which a medium laborer 

will load into a cart per day, ranging from ten 

to fourteen, as stated on page 125. 
Then the minutes in the day's work = 60 6 ; 

The minutes consumed in each trip - :^ ; 

The number of trips, or loads hauled per day, is 

_ 606 

"-^+4 ' 
100 ^ ^' 

The number of cubic yards hauled per day, is 

606 

The cost of hauling, per cubic yard, is 

^. 606 '^-^(w + ,^^ 

Adding to this the cost of excavation » — , that of 

loosening = e, and that of trimming = 1 cent, we obtain, 
for the total cost of a cubic yard of embankment^ 
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^(w**) 



'*7+ "m ' +■ tB]. 

fjLpplying it to an actual case, in which a = 1000, 
«10, e=125, (£=175, e*=2J, /=3i, ^=18, 
the formula [A] for the cost of hauling, becomes — > 

"*^:Mipo+*) ,,, 

eolTTo = ^*-^ *^*°^ • 

and the formula [B]) for the total cost of a. cubic yard of 
embankment, becomes — 

2.5 + -^ + 14v3 + 1 =ar 28.2 cents. 

The aptual cost, with these data, on an amount of 
82,000 yardS) was 27.9 cents, differing firom the calcula-^ 
tion only three>^tenths of a cent ; an(ifB %■ total andount of 
150,000 yards, the actual and calculiiM costs in^io case 
differed more than one cent. 

An easy approximate rule for the averagp cost of haul- 
ing one cubic yard any distance on a level, with such 
carts and rates of travel as those above referred to, majr 
be deduced from formula A :-^ 

For 300 feet divide the wages of cart and driver by 24 
500 " " '1 19 

, 1000 " " « 12 

1500 " " " 9 

2000 " « « 7 

2500 " " " 6 

3000 " a u 5 

The greater the distance of the haul, the less is the 
proportional cost, in consequence of less time being lost 
in filling and dropping. 



132 THB LOCATION OF ROAD8. 
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In excayation and embankment with the scrogper or 

icoop^ (the use of which will be explained under the head 

of Construction) the number of cubic yards mored per day 

of ten hours, a distance expressed by a feet (adding yeiticai 

4200 
height to horizontal distance) = —* If the waged of 

scraper and driver be denoted by c cents, and cost of loosen- 
ing by d, the cost per cubic yard = d H — Aonn ^ ' ^^^'^^ 

a = 55, c = 275, and d = 1, the cost becomes — 

' , 275(65 + 931) , , ^^ ,^^ 

1 + 42^~^^ = 1 + 9.7 = 10.7 cenU. 

When an embankment is made of earth carried beyond 
a certain distance, (usually 100 feet in the direction of the 
length of the road) it is paid for twice ; once as excava- 
tion and once as embankment, according to prices previ- 
ously stipulated ; but when carried less than this distance, 
(as wh6n thrown from the upper to the lower side of a road 
which is half in cutting and half in filling) only one price, 
that of the excavation, is estimated for ; and the amount 
of embankment in this situation ihust be subtracted from 
the total amount, before multiplying this by the embank- 
ment price. If a portion of an embankment is required 
to be made of some peculiar material, which can be ob- 
tained only from a greater distance than the other materials 
of the bank, a separate and higher price should be estima- 
ted for it. 

In our estimate, thus far, we have determined only the 
cost of the excavation and embankment. 

The land to be occupied by the road is another impor- 
tant item. The quscntity to be taken having been cdca- 
.' — ■ ■ ■ • ■ 

* Journal of Frankliii lostHote, OetobcTf 1841« 
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lated, with due allowance for the, extra width of the 
cuttings and fillings, is to be reduced to acres in agricul- 
tural districts, and to square feet in towns and villages. . 
Its value, if not settled by agreement, must be determined 
by appraisers, who are, however, naturally too much in- 
clined to favor the interests of private individuals to the 
prejudice of Uie company, or public. body, which con- 
stitutes the opposite party, subjecting them to the pay- 
ment of extravagant compensations. 

The cost oi fencing will vary with the locality. 

The mechanical structures^ as bridges, culverts, &c, if 
numerous and large, add greatly to the cost of the road ; 
but, if important, must be confided to a professional engi- 
neer. 

The stonework is usually paid for by the cubic yard, 
but in some parts of the country by the '* perch," of 25 
cubic feet.* Wood is paid for by the cubic foot,, or 
'' solid measure," when no one of its dimensions is as 
small as some conventional limit, which is usually 4 
inches ; but '' board measure" (one-twelfth of the former) 
is employed when the wood is 4 inches, or less, in any of: 
its dimensions. *' Running measure," referring to length 
only, is used for simple constructions, which have small 
and regular cross-sections, as ditches, piles, &c. 

The Engineering expenses, including laying out, super- 
intendence, ofiice-work, &c., are usually estimated at 10 
per cent, upon the amount of the other items. 

Every possible source of expense should be taken into 
the account, and an ample price for each allowed ; but, 
finally, at least 10 per cent., upon the total amount, must 
be added for Contingencies. 

• More preoiMly d4} feet, its eUuidaid being a rabble wall, l^ feet 
long, and 18 inches thick. 
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Even then ^e actual expense will generally exceed tte 
estimate.* For this opprobrium of the engineering pro- 
fession there are many causes. 

The price of labor, m the work proceedsy partionlarly 
if it be one of magnitude, may rise far above what it was 
at the time of the estimate. 

In a deep cutting, rock may be found) where earth was 
^Epected, and the cost of that part of the excavation will 
therefore be increased tenfold. 

Many improvements in the plan of the work are sug- 
gested and adopted as it proceeds ; almost always with an 
increase of cost. 

Finally, it must be confessed that many incidental ex- 
penses, trifling in themselves, but considerable in their 
aggregate, rarely fail to be overlooked in the original es- 
timate. 

& FOfAL LOCATION OF THE ZJNB. 

When the preceding operations of measuring, mapping, 
and calculating, have been performed upon each of die 
various lines of communication between the two extremi- 
ties of the route, which have been considered worth sur- 
veying, their relative merits are to be examined. One 
may be shorter ; another more level ; a third may require 
less earthwork, and so on. The good and hkd points of 
each rbute are to be compared by the principles laid down 
on pages 68 and 69, and that one adopted which will en- 
able the most labor to be performed on it vrith the least 
I III -i^.^^— » 

* On the twenty principal railroads in England, the ayerage proportion 
of the actual cost to the original estimate was as 2} to 1. The least Ta- 
riation was 69 per eent eiwess; ia the greoteit, the ooit ww amxtf mx 
times the estimate. 
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nimdier of horMs, provided the expense of its construe* 
tion &11 within the limits established by calculatuxi, or by 
necessity.* The persons who are to make the selection 
mod decision should have before them, 

1. A general map of the localities. 

d. A profile of each line. 

3. Cross-sections at short intervals. 

4. The calculations of excavation and embankment 

5. Drawings of tlM bridges, culverts, &;c. 

6. Specifications of all the works. 

7. Amounts of stone-work, timber, &;c. 
B. Analysis of the prices of each. 

9. Estimate of cost 

10. Estimate of revenue. 

11. Descriptive memoir. 

The final location of the line adopted is then to be 
made. It consists chiefly in — 

1. Rectification of the straight portions of the line. 

2. Laying out its curves. 

3. Staking out its side-slopes. 

RECTIFICATION. 

The minor irregularities, bends, and zigzags of the line 
(caused in part by the transverse balancing) may often be 
removed by substituting for them one straight line, which 
will be the average of their deviations on either side. A 
flagstaff being placed at one end of the line, an observer, 
at the other end, by signals directs assistants to place ** in 
line** the rods which they bear ; and the points thus found 
are marked by stakes, which are usually driven at every 
hundred feet. In the case of long lines, through a coun- 



• ParneU, pp. 338, 433. ""^X^ 



\ 



136 



THE LOCATION OF ROADS. 



try of forests, the use of the compdss, or some other angu- 
lar instniment, is almost indispensable, for it is still an un- 
solved problem in engineering, how, without the aid of 
these, the Romans attained the wonderful straightness 
with which they carried their roads oyer thickly-wooded 
hills and valleys, with such lofty disdain of the effects of 

gravity. 

Fig. 60. 




When a hill rising between two points, as A and B, pre- 
vents one being seen from the other, two observers C and 
D may place themselves on the ridge, as nearly as possible 
in the line between the two points, and so that each can at 
once see the other and the point beyond. C looks to B, and 
by signals puts D ** in line." D then looks to A, and puts 
C in line. C repeats his operation, and so they alter- 
nately " line" each other, continually approximating to the 
straight line between A and B, till they at last find them- 
selves both exactly in it. 

When a wood, or some such obstacle, intervenes between 
the two points, as in Fig. 61, a different method must be 
adopted. The direction from A to B not being exactly 
known, leaving a rod at A, set up another at C, as nearly in 
the desired line as possible. Go on as far as the two rods 
at A and C can be seen, and set up another at D, ^' in line" 
with A and C. Go on beyond D, and place another rod, 



-^?J>'^' 



E, in lice with D and C ; and so proceed, producing ibe 
suaight line till it airives at Z, opposite B. Measure the 
distance ZB, and move the slakes C, D, E, &c., towards 
the true line by a quantity proportional to IJbeir distances 
from A. Thus if AZ be 1000 feel, and ZB, the final 
diTergence, be ten feet, a stake C, SOO feet from A, 
^ould be moved two feet to C, in order to bring it into 
the Uue tine AB ; and so, proportionally, with the rest 



The angles, which are formed by the meeting of the 
stmiglit lines, established in the approximate location of 
the road, must be rounded by curves, to which the straight 
lines must be tangents at their poiata of junction. 

On every curve there is an unavoidable loss of power 
in the deflection of vehicles from the straight line which 
all bodies in motion tend to follow ; and there is danger 
from the effects of the centrifugal force. The resistance 
is inversely as the radius of the curve, t. e., greater as the 
radius of the curve is smaller ; for the force required to 
draw a carriage around a curve may be considered as 
cwnpoeed of two portions ; one equal to the force which 
would be required to draw it over a straight line of the 
■ame length as the curve, and the other dependent on the 
additional power necessary, at each instant, to draw it 
into the curved line from Uie tangent in which it tends to 
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moye. A certain amount of force being required to pro- 
duce the entire change in direction, the smaller the radius 
of a ^urve, the less space and time is given for the exer- 
cise of this force, and a larger share of it must therefore 
be exerted at each moment, with a great increase of labor 
and danger. 

It is therefore very important that every road-curve 
should have as great a radius as possible. It should 
never be less than one hundred feet 

When a curve is necessary upon a steep grade, the in- 
clination should be flattened at that place in order to com- 
pensate for the additional resistance of the curve. On 
this account a zigzag line up a hill is more objectionable 
than an oblique ascent by a straight line. 

The curves which are employed to unite straight Hoes 
are usually either circular or parabolic arcs. 

CIRCULAR ARCS. 

Having given two 
straight lines meeting 
at C, (or which would 
so meet, if produced) 
it is required to mark 
out on the ground an 
arc of a circle to which 
these lines shall be 
tangents. 

The simplest mode 
for an arc of small ra- 
dius would be to find the centre, by erecting perpendici;- 
lars to the tangent lines at equal distances, A and B> friom 
their point of meeting C. The intersection, O, of the 
perpendiculars would be the centre, from which the ar9 
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niight' ht swept with a coxd of proper length. But 
curres are often employed with a radins of one or more 
mil^s, 80 that this nrethod would seldom be practicable. 
The cutire must tl^refore be traced ind^endently of its 
centre. 

In practice, instead of a' circle, a polygon lis marked 
oaty with sides or chords each one hundred feet long. 
Stakes itte set at the endd of each of these chords, and 
are therefore in the circumference of the desired circle. 
The chords themselves, in circles of large radius, will 
nearly coincide with the arcs. 

The* question is now, in what manner to fix the position 
dt these chords. Two methods are in common use ; one 
by ^'angles of deflection," and the other by 'Wersed 
unes.*^ The' former is generally employed upon railroads, 
but ipequires the use of an angular instrument.* The 
latter dispenses with this, and is therefore the one which 
will be here explained. 




* For Hm dotaili, we CoL Long, Mifflhi, VandegrMf, Johnson, &e. 
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The stations are supposed to be* at equal distances 
(each of which is usually a chain of 100 feet) and the 
versed sine to be given, or to have been found by trial. 
Assume it at two feat, and let station 2 be the point at 
which the curve is to begin. From station 2 measure in- 
ward, towards the centre, half the versed sine (or one 
foot) to 2', and place there a rod. Stretch out the chain 
from 2, and bring its farther extremity into the line of 2' 
and the back station 1, and it will fix station 3, at which a 
stake is to be driven. From 3 measure inward the full 
versed sine to 3' ; draw on the chain till its extremity is in 
line with 3' and 2, and it fixes station 4. So proceed, 
measuring inward the full versed sine, at each station, till 
you arrive at the station (5, in the figure) where it is de- 
sired to end the curve, and to pass off on a tangent. 
There only halfiht versed sine is to be used. Station 6 

is thus foimd, and the Una 5 6 gives the direction of the 

final tangent, as 2 1 gave that of the initial one. The 

stations 2, 3, 4, 5, thus found, will be points in the cir- 
cumference of a circle to which the lines 1 2 and 5 6 

are tangents. 

The versed sine has been thus far supposed to be 
known. To calculate it from the angle of two meeting 
lines, the following problems are required. 

Problem 1. To find the radius of the circular arc which 
unites two straight lines meeting at a given angle, the distance 
from their intersection to the initial and final points of the 
curve being also given. 

In figure 64, ACB is the given angle, and A and B the initial 
and final points, at equal distances from the point of intersec- 
tion. The triangle CBO, right-angled at B, gives 

o^ tan. BCO X BC . 

^^^' — Sd: — ^'*-'-- 
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The required radius is equal to the natural tangent (to radius 
unity) of half the given angle, Fig. 65. 

multiplied by the distance from 
the intersection to the beginning 
or ending of the curve* 

Problem 3. To find the versed 
sine, having given the radius. 

Given the radius OA or OF, 
and any two equal chords, AE, 
and £F, required the versed 
sine ED. \ 

ED« = AE« — AD* 

AD« = AO" — DO* = AO* — (EG — ED)* = 

= AO* — (AG — ED)* = 

= AG* — AG* + SAG . ED — ED* = SAG . ED — ED*. 

.-. ED* = AE* — SAG . ED + ED* 

SAG . ED = AE* 

i. e., the versed sine is equal to the square of the chord, di- 
vided by twice the radius. When AE := 100 feet, the versed 
sine is equal to 6000 feet divided by the number of feet in the 
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radius. When AB = 06 feet) the yeraed sine equals 9178 
feet divided by the radius. 

When the lineS) which are to be onited by a curve, do 
not actually meet, the angle which their directions form 
may be readily calculated ; but after a little practice it 
will be easier to assume some versed sine ; to run a trial 
curve with it ; and after ascertaining whether it be too 
large or too small, to assume another nearer the proper 
one, and so proceed.* 

Compound Curves. The above method supposes that 
the curve has the same radius, or degree of curvature, 
throughout, and that it unites the two tangents at equal 
distances from their intersection. But it is often required 
to increa%3 or to lessen the degree of curvature, and thus 
to form a " compound curve," as in the figure. To effect 
this, at the station where the change Fi^. 66. 

is to be made, use, for measuring 
inward, half the sum of the old and 
new versed sine, and thence pro- 





ceed with the new one only. Thus, \ / 

if 2 feet has been the original I / 

versed sine, and the features of » ^ ** 

the ground which is next to be 

passed over require a curve of 6 

feet versed sine to be employed, at the desired point use 

a versed sine of 4 feet, and thenceforward one of 6 feet* If 

the curvature is to be lessened, the same rule applies* 

Reversed Curves. It is sometimes necessary to reverse 
the direction of a curve, and to commence curving in a 
contrary manner, without allowing a straight line to in- 

* It is often desirable to know how far the curve willdspart irain the 
interaecti^n of the tangent lines. In figure 64, the. dirtanos . required 
» FC =. OC— OF = V (OA" -^ AC«) — OA. 
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tervene. At one chain beyohd the point at which itia 
desired to make the change, place a stake in the Une of 
the two last, and at it begin to use the proper versed sine 
in the contrary direction. 



PARABOLIC ARCS* 



The following method furnishes an easy means of ob* 
taining a Parabolic curve, v 




Divide the two tangent lines 1 ....13, and 1 3....1 2, (whether 
of equal or different lengths) into the same number of equal 
parts, as many as may be thought necessary* Number 
the points of division on one tangent with the odd num- 
bers 1, 3, 5, &c., up to the vertex; and on the other tan- 
gent number them^ from the vertex^ with the even numbers 
2, 4, 6, &;c< Join the points 1 and 2, 3 and 4, 5 and 6, 
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and so on ; and the inner intersections A, B, C, D, E, will 
be points in the curve desired. 

To fix the points of this curve upon. the ground, tall 
stakes must be placed at each of the points of division of 
one of the tangent lines, and two men be stationed on the 
other. One places himself at station 1, and directs his 
eyes to station 2. The other places himself at 3, and 
looks to 4. A third man, holding a rod, is moved, by al- 
ternate signals from each of the others, till he comes to a 
point which is in both their lines of sight at once. This 
will be the point A. The man at 1 now passes to 5, and 
looks to 6, the other remaining at 8. The rodman, being 
again placed in both their lines of sight, thus fixes the 
point B. The remaining points are similarly determined. 

The Parabolic curve, though little used in this country, 
is generally preferred in France, and has the following 
advantages over a circular arc. 

It Approaches nearer to the intersection of Uie tangent 
lines ; and as they are supposed to have been originally 
placed on the most favorable ground, the less the curve 
deviates from them, the less increase of cutting and filling 
will it cause. The more numerous the divisions, the 
nearer does it approach the tangents. 

Its curvature is least at its beginning and its ending, so 
that its deviation from the straight line is less strongly 
marked. 

It can join two straight lines of unequal length, as in 
the figure ; while a circular arc, of constant radius, re- 
quires both the tangents to meet it at equal distances from 
their intersection. 



STAKNO OUT THE SIDE-SLOPES. 145 



STAKING OUT THE SIDE-SLOPES. 

The " line'' which has been so often spoken of, is the 
centre-line of the road — its axis — and the stakes which 
have now been set at every hundred feet, on both straight 
lines and cui^es, have marked out only this centre line. 
Before the " Construction" of the road is commenced, 
other stakes must be tet to show how far on each side of 
the centre line the cuttings and fillings will extend. The 
data required are the width of the road, the depth of the 
necessary cuttings or filUngs, and the ratio of the side- 
slopes to unity. 

Assume that the road is to be 20 feet wide, the slopes 
2 to 1, and the cutting 6 feet. Add half the bottom width 
to twice the depth, and the sum, (10 + 2 x 6) = 22, is the 
"distance out" from the centre stakes, at which the .cut- 
ting stakes must be set. They should be marked " 6.+," 
or " Cut 6," and be driven obUquely, so as to point in the 
direction of the slope. If the road had been in filling, the 
^ distance out," would have been the same, but the stakes 
would have been marked " 6.—," or " Fill 6." 

Staking out the side-slopes is thus seen to be very easy 
when the ground is level in its cross-section. But when 
it is side-long, farther calculations, or repeated trials with 
a levelling instrument, are required to find the *' distance 
out" which will correspond to the height of the ground 
above or below the grade line at that precise distance 
out. 

A general formula for any case may be readily investigated. 
Examining first the up-hill side, and calling the slope of the 
ground m to 1 ; that of the side slopes n to 1 : the desired dis- 
tance from the bottom angle of the cutting, d ; and the height 

10 
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Fig. 69. 




of the ground above that bottom angle A ; we obtain, (as on 

page 121) 

d , d , , , mn 

- = A + — ; whence a=^h, — ' — . 
n m m'-^'n 

20 
If A = 6, n = 2, and m = 10, </ = 6 X g- = 15. Then the 

up-hill cutting stake will be 10 + 15 = 25 feet from the cen- 
tre stake. 

Examining next the down-hill side, and using a symmetrical 

d' d' mn 

notation, we have — = A' — — , whence d' = A'. — ; — . Let 

20 
A' = 4, n = 2, andm= 10, rf' = 4 X ~ = 6.7, and the "dis- 
tance out*' of the down-hill stake will be 10 + 6.7 = 16.7 from 
centre. 

Cases of embankment will be represented by the above figure 
inverted. 
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CHAPTER III. 

THB CONSTRUCTION OF ROADS. 

" The torrent stops it not ; the nigged rock 
Opens, and lets it in ; and on it runs, 
Winning its easy way from clime to clime, 
Throogfa glens lock'd up before." 

^ Roaims. 

CONTRACTS. 

Thb actual ** Construction" of a road, after its ^' Lo- 
cation'* has been completed, may be carried on by days' 
work, under the superintendence of the agents of the com- 
pany, or town, by which it has been undertaken ; but it 
will be more economically executed by contract. A 
*^ Specification!^ is first to be prepared, containing an ex- 
act and minute description of the manner of executing 
the work in all its details. Copies of it, with maps, pro- 
files, and drawings of the proposed road, &c., are to be 
submitted to the inspection of the persons desiring to un- 
dertake it, who are to be invited by advertisement to hand 
in sealed tenders of the prices per cubic yard (or other 
unit of measurement) at which they will agree to perform 
the work. The proposals are opened on the appointed 
day, and the lowest are accepted, other things being equal. 
The ** Contraci^^^ which is to be then signed by the par- 
ties, should contain copious and stringent conditions as to 
the time and manner of performing the work ; stipulating 
idien it is to be commenced, how rapidly to progress, in 
what order of parts, and when to be completed ; which 
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of the incidental expenses are to be borne by the con- 
tractor, and for which he is to be remunerated ; in 
what cases material carried from excavation into em- 
bankment is to be paid for at the united prices of both ; 
what penalties for neglect are to be imposed ; when pay- 
ments for work done are to be made ; and so on ; always 
remembering that every thing must be expressed, and 
nothing left to be inferred.* 

The specification is considered to fona part^pf the con- 
tract) and a " Bond" is appended, by which the contractor 
and his sureties are " holden a^d firmly bound" in a 
penal sum, '' this bond to be null and void, if the said 
parties shall faithfully execute and fulfil the accompany- 
ing Contract." 

Each contract should include such a length of rpad, 
called " a section," (usually half a mile or a mile long) 
that materials for the embankments may be obtained from 
cuttings within its hmits. There should be separate con- 
tracts for the mechanical structures required. The works 
which will need most time for their execution should be 
commenced first ; but no contract should be let, till the 
land which it includes is secured, or exorbitant demands 
will be made. 

It has been said that the lowest bid is usually accepted, 
but this is to be taken with great qualifications. The 



* In the contracts for the public works of the state of New Yoi^, one 
valuable paragraph comprehends every thing, saying, *< To prevent aU 
disputes, it is hereby agreed, that the engineer shall in all cases determine 
the amount or quantity of the several kinds of work which are to be paid 
for under this contract, and the amount of compensation at contract prices 
to be paid therefor ; and also that said engineer shall in all cases decide 
every question, which can or may arise, relating to the execution of this 
contract on the part of the said contractor, and bis estimate anddeeimi 
flhall be final and conclusive*" 
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•kiUy competency^ character, and responsibility of the 
contractor are as. important as the lowness of his prices. 
A skilful and experienced contractor will often make a 
profit on a work, which another has abandoned after con- 
siderable loss. Bids, less than the actual cost of the 
work» are often made, both from ignorance and from kna- 
very. In the former case, if the proposals were accepted, 
the contractor would be ruined, and obliged to leave the 
work unfinished ; in the latter, he would hope to gain 
something by doing first the easy and profitable parts of 
the work, and then abandoning it. In both cases the 
remaining portions would be executed at greatly in- 
creased expense. Six contracts in England amounting to 
$3,000,000 being abandoned, were finished by the com- 
pany, and tout them $6,000,000. The engineer should 
therefore ascertain the lowest amount for whidi the work 
can be done, and not let it for less. 

The work done is usually paid for monthly, according 
to a measurement made by the inspecting engineer. Five 
or ten per cent is generally retained till the completion of 
the contract. 

The two main divisions of the operations necessary in 
the construction of a road, are its earthwork and its 
mechanical structures. 

1. EARTHWORK. 

The term earthwork is applied to all the operations in 
excayation and embankment, whatever the material. 

REMOVAL OF THE EARTH. 

The problem which is to be solved, both in theory and 
practice, is, " To remove every portion of eardi from the 
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excavation to the embankment by the shortest distance, in 
the shortest time^ and at the least expense." 

It must also be deposited so as to form a consolidated 
masS) and so that not a particle of it will need to be again 
moved. 

The problem is very important in practicci for upon its 
mode of solution depends a large portion of the cost of 
the work ; and in theory, it requires the aid of the higher 
Calculus, since, to satisfy its conditions, the sum of the 
products, arising from multiplying all the elementary vol* 
umes of earth into the distances virhich they are carried^ 
must be a minimum. 

We have seen, on page 123, that in the simplest case) 
that in which the whole of one excavation is to be camed 
into one embankment, we may use the product of the 
entire mass multiplied by the distance of the cejitres of 
gravity of its two positions. But when certain portions 
of a cutting are to be deposited in spoiUbanks ; others to 
form part of an embankment, of which the remainder is 
to be obtained from side-cuttings ; &cc,^ it does not appear 
a priori what arrangement would give a minimum ex- 
pense. In a few cases the proper course is evident ; as, 
if a hill is to be cut down^ and its materials serve only to 
fill up a valley, and are in excess, the excavation from its 
summit is clearly the portion to be deposited in spoil- 
bank ; if the materials are insufficient to form the em- 
bankment, it is the part most distant from the hill whicL 
should be formed from a side-cutting ; if the excavation is 
to be carried in two different directions and is in excess^ 
it is the part of the middle which should be rejected and 
deposited in spoil-bank. 

One general principle of transport may be readily de- 
duced. Let ABCD represent the plan of an excavation 
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Fig. 70. 
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DC H G 

from which the embankment EFGH is to be formed. If 
the volume CDik^ instead of being taken to GHZm, should 
be transported to EPon, it follows that the embankment 
GHlm must be obtained from a portion of the excavation 
beyond the line ik, and that the paths of the two volumes 
will cross each other, which is therefore a disadvantageous 
disposition, since it increases the distances passed over. 
Any such crossing of the paths of the volumes trans- 
ferred, either Horizontally or vertically, may be generally 
avoided by conceiving the solids of excavation and em- 
bankment to be intersected by parallel planes, such as 
DCHG, ikf Im, &c., and by transferring the partial solids 
in the manner indicated by the boundaries marked out by 
these planes. 

In maoy cases the most ecoDomical distribution of the earth, 

can be determined only by Yw, 71. 

a special construction. 

Thus in the figure, sup- ^^ 

pose that earth is to be 

taken from. A and B to 

form embankments at C 

and D; it is required to 

know which should form 

the embankment at C, and 

which that at D. To bring 

the case within the ap- 
plication of the principle 
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« 

just enunciated, conceive the triangle A6D to turn around the 
line AB as on a hinge, so that the point D comes to occupy a 
point IV, symmetrical with its former position. 

It is now evident that to avoid the crossing of the paths, the 
earth from A must be taken to D', (i . e, D) and the earth from 
B to C ; AD' 4- BC being less than AC + BD'. If the point 
D' had fallen beyond C the reverse would have been proper. 
If the point D' had fallen within the triangle ABC, there would 
be no crossing in either mode of transport, but the proper one 
would be determined by a similar algebraic condition.* 

The choice would be indifferent, if 

BC — AC = BD — AD, 
orif AD — AC = BD — BC; 

for then, AD + BC = AC -f BD. 

Two points, A and B, Fig. 72, being found which fulfil tho 
condition, other points will be found at the intersection of ares 

Fig. 72. 



described from C and D as centres, with radii of which the dif- 
ferences are respectively equal to the given difference AD— AC, 
or BD — BC. If a great number of these points were found, 
the polygonal line ABEFG would become an hyperbola, pos- 
sessing the remarkable property of so dividing the transporta- 
tiouy that C should receive all the excavation from one side of 
it, and D all from the other. 

Suppose that embankments at C and D, Fig. 73, are to be 
made from a mass of earth mnop^ just equal to them in rolume. 
The minimum of expense will be obtained by finding the enrre 
AG, which shall divide the area mnop into two perte equal to 



• Gayffier, p. 134. 
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Fig. 73. 




GEO. 

those reqoired at C and D, aod which shall also possess the 
properties enunciated in the preceding paragraph. If the line EF 
drawn perpendicular to CD, from its middle E, does not cut off 
a sufficient portion of the area to supply D, this shows that the 
curre will be concave towards C. Then divide geometrically 
the area mnop in the required proportion, by a straight line rs, 
inclined approximately as the eurve would be, and adopt its 
middle point as a point of the curve.' Then will BD — BC be 
the constant difference of radii required to find the other points 
of the dividing curve. 

If the amount of embankment, which might be deposited at 
C and at D, was indefinite, and the only requirement was its 
most economical removal from mnop^then the perpendicular EF 
drawn from the middle of CD, would divide the area into two 
portions, which should be removed to the points C and D re- 
spectively nearest to each of them. 

On similar principles may all such problems be resolved. 
Modifications of them are required, when the paths cannot be 
taken at will, as when a bridge, or an opening in a wall, is a 
point through which all the paths must pass. The number 
of bridges, of openings, of roads, &c., which will be most ad- 
Tftiitageous^ require separate investigations** 



•See Gayffier, pp. 137 to 143. 
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EXCAVATION. 

The excavation and removal of earth is performed, ac- 
cording to circumstances, by ploughs, scrapers, barrows, 
carts, wagons, &c., each of which will be successively 
considered. 

LOOSENING. 

Most earth will require to be loosened with ploughs, 
spades, or picks, before being shovelled into the barrow, 
or cart, in which it is to be removed. The side-hill 
plough possesses some advantages. The picks should 
be two feet from point to point, not more than ten or 
twelve pounds in weight, and very deep and strong in the 
eye, or socket of the handle. Light and loose soil may, 
however, be at once taken up with the shovel. 

When the excavation is deep, the loosening may be fa- 
cilitated, with a great saving of time and labor, by digging 
a narrow channel to a depth of five or six feet, and under- 
mining the face of the bank thus formed, letting it fall at 
once into the barrows, or carts, beneath it Its disruption 
is hastened by wedges driven into its upper surface. The 
concussion of the fall breaks up the mass into small pieces, 
with great economy, but not without danger to the work- 

■ 

men. 

In the ordinary excavation, in which the earth is dug 
up, the united cohesion and weight must both be over- 
<;ome ; in the method just described, the weight assists in 
overcoming the cohesion. Representing tlje force of co- 
hesion by 3, and that of the weight by 2 ; if both are to 
be overcome, as in the usual me^od, their resistance will 
be 3 + 2 = 5 ; while if the weight be made to assist the 
workman, the resistance will be only 3 — 2 = 1. 
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Steam has been applied to excavation, and a machine 

conetructed, which can dig and load 1000 cubic yards per 

day, in favorable soil, at ui annual cost, including inteiv 

est, wear and tear, labor, &c., of $7,500, making the 

,, . «7,500 

cost per cubic yard, gQp ^ jqqq = 2^ cents.' 

eCRAPER OR BCOOP. 

This implement may be used with much advantage, 
when the earth yields readily to the plough, and is not to 
be moved more than 100 feet horizontally, nor to be 
raised lo.venical heights of more than 15 feet; though 
these limits may sometimes be exceeded. The slopes of 
the banks which it forms, should not be steeper than H 
lo*I. It usually contains jV of a cubic yard.f The 



Fig. 74. 




ground, except when soft or sandy, requires to be previ- 
ously i^oughed. The scraper is drawn by two horsei 
managed by a boy. The driver elevates the bandies, ana 
the iron-shod edge runs under the loose earth, rising up 
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again as soon as the handles are released upon its being 
filled. It then runs with slight resistance upon two con- 
vex iron-shod runners, which project slightly beyond its 
bottom, and is thus drawn to the place of deposite. At 
that point the driver raises the handles ; its front edge 
catches in the earth, and its forward motion overturns it, 
and discharges its load. The horses keep moving ; and 
the scoop is dragged back to the place of excavation, in 
its inverted position, the handles resting on the tree. It 
is there loaded, &c., as before. 

BARROW-WHEELINO. 

• 

For excavations of moderate depths, and for distances 
within certain limits, barrows are most conveniently em- 
ployed. To facilitate emptying their contents, the bar- 
rows are made very shallow, with splaying sides, and with 
a very short axis to the wheel. They contain from yV ^ 
yV of a cubic yard. They are wheeled on *' runs" of 
plank, (as long and thick as possible) laid on the ground, 
or supported on trestles, or horses, numerous enough to 
prevent vibration. When the tracks are inclined, as in 
ascending from a deep excavation, they should be laid 
with a slope of one in twelve.* A steeper slope fatigues 
the workman excessively; a flatter one increases too 
much the length of his route. The same man does not 
usually dig, shovel, and wheel, but great advantages are 
obtained by a division of labor. One man picks, (if thai 
be required) a second shovels into the barrow which stands 
on the edge of the excavation, and a third wheels the bar- 
row to the place of deposite, or to the next ** stage," ac- 
cording to the distance. In the latter case, at the end of 



* DupiN. Applications de la Oeometrie, 
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the ^ stagey'^he meets another wheeler, returning with an 
empty barrow. The two there exchange their barrows ; 
the second man wheels on the loaded one over another 
stage^ while the first man returns with: the empty bacrow 
to the excavation, where he finds a loaded one^ which has 
been filled during his absence ; and so the circulation 
continues. 

The length of the " stage*' should be such, that the 
time, taken by the wheeler to travel over it with a loaded' 
barrow, and to return with an empty one, should be just 
sufficient to enable the shoveller to fill the barrow left at 
the excavation* It should vary therefore with the nature 
of the soil ; lessening, if this be easily worieed, and in- 
creasing, if it ofier greater resistance. On a level the 
length of a stage is usually from 60 to 100 feet. On an 
ascent of 1 in 12, it should be diminished by one-third ; 
on a similar descent it should be increased by the same ; 
for with this slope the labor on an ascent of 60 feet ex*- 
actly equals a level stage of 90 feet.* 

If the distance were not divided into stages, and one 
man wheeled his barrow the entire length, a number of 
runs would require to be laid from the excavation. Such 
an arrangement would be inconvenient, from its blocking 
up the work, and expensive, from the cost of the plank. 
At the point where the run terminates in the excavation, 
two planks are placed, diverging like the letter Y> the 
full and the empty barrow being wheeled on each alter- 
nately. At the meeting of two stages, a double track is 
laid, to form a turning-out place for the exchange of the 
barrows. At the place of deposite, several planks should 
radiate from the main track, so that the earth may be at 



* Dupin. Applieatioru de la Oiometrie, 
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once evenly distribuled, by being emptied from each in 
turn, thus saving much subsequent levelling. 

Barrow-wheeUng becomes too expensive after reaching 
a certain limiting distance of transportation. The frequent 
neglect of this consideration leads to much waste of labc»r. 
When earth is to be conveyed great distances, carts or 
wagons should be employed. The limit is determined 
by a combination of the cost of filling and of transporting. 
The table on page 128, makes it 100 feet; the limit in 
France, with barrows containing ^V ^^ ^ cubic yard, should 
be 200 feet ; on English works, with barrows holding j\ 
of a cubic yard, the limit is 300 feet. The limiting dis* 
tance becomes smaller as the height to which the earth 
is moved becomes greater.* 

CARTS, ETC. 

One-horse carts may be advantageously employed for 
distances exceeding the sphere of barrows. For short 
distances, the greater proportional loss of time in filUng 
them more than balances their economy while moving. 
They should be made very light, and their box be bal- 
anced on a pivot, so that when loaded they will tend to 
discharge themselves.! As the distance increases, wag- 
ons, drawn by two horses, become cheaper, and a tempo- 
rary railway may often be constructed with profit. 

When the length of the le(id, (i, e, the distance from 
the face of an excavation to the head of an embankment) 
exceeds 1| miles, and the amount of earthwork is con- 
siderable, a locomotive engine may be advantageously 
employed to draw trains of wagons upon the rails. 

. ^» Gayffier, p. 159. 

/ ' t When hozses draw loads out of au excavation, the inclinatioo of their 
( track should not exceed 1 in 20. Dupui. AppHeotumB de la OeometrU. 
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" Casting vp by stages** is a method sometimes em- 
ployed for removing the earth from deep excavations. A 
scaffold is prepared with a number of platforms, each five 
feet above the other, and each successive one receding, 
like the steps of a staircase. On each platform stands a 
man with a shovel. The laborer in the excavation throws 
the earth upon the first platform ; the man there stationed 
throws it up to the second ; and so on in succession till it 
reaches ^he surface. 

Horse-runs are also resorted to in very deep excava- 
tions, where the banks are necessarily very high and steep. 
Upon the slope of the bank aire placed two plank *' runs,'' 
or tracks, reaching from the top to the bottom of the ex- 
cavation. The distance between them must be a little 
greater than the depth of the excavation. At the top of 
each is a pulley, over which plays a rope, the ends of 
which pass down the runs. Each end of the rope is 
fastened to the front of a barrow, and its length is so ad- 
justed that one barrow will be at the top of one run, while 
the other barrow is at the bottom of the other run. At 
the top of the excavation, a horse, attached to the rope, 
travels horizontally, alternately raising one barrow, which 
has been filled below, and lowering the other, which has 
been emptied at the top. A man has hold of each bar- 
row to guide it in its ascent and descent, the weights of 
the men balancing each other. This method is advan- 
tageous for depths exceeding 20 feet.* The use of bar- 
rows in such cases, with the proper inclinations for the 
runs, would require too great a distance to be travelled 
over. 



• Ganthey, it 197. 
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SPOIL-RANKS. 

The spoil-banks, formed by the deposites of .the miN 
plus earth of an excavation, are usually shaped, as in the 

Fig. 75. 




figure, with side-slopes of 1| to 1. If the land which 
they occupy be of little value, it will be economical to ex- 
tend them along the line AB, making them wider and 
lower within certain limits ; since vertical transport costs 
so much more than horizontal.* The solution of the 
problem of minimum expense shows that for spoil-banks 
made with barrows, (slopes \\ to 1, and employing the 
customary ratio of 18 to 1, for the comparative expense 
of horizontal and vertical transport) the base AB should 
he ff teen times the height.t 



SIDE-SLOPES. 



To preserve the slopes of deep excavations from being 
gullied and washed down into the road, a ditch should be 
made along the upper edges of the cutting, in order to 
prevent the surface water of the neighboring land from 
reaching it. Upon the slopes themselves should be made 
ditches, called " Catch-water drains," running obliquely 
downwards, to receive the water of rains, and conduct it 
into the side ditches. 

The side-slopes may be advantageously sown with 
grass-seed. The roots of the grass will bind the earth 



* See page 128. t Gayffier, p. IGSL 
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together, and prevent its slipping. A covering of 3 or 4 
inches of good soil should be previously spread over the 
side-slopes, but if th^y are steeper than If to 1, the soil 
will not lie upon them. They may also be sodded ; the 
sods being laid on, either with the grass side uppermost, 
or edgewise, with their faces at right angles to the slope. 
The latter, ''Edge-sodding," is the most efficient, but 
most expensive. 

TUNNELING. 

When the excavation exceeds a certain depth, it will 
be cheaper to make a tunnel as a substitute. The amount 
of excavation will be much less, but the cost of each yard 
of it will be much greater. Calculation in each case 
can alone decide at what depth it would be economical to 
abandon the open excavation, and to commence the tun- 
nel. Sixty feet is an approximate limit in ordinary earthi 
The necessity for tunnels seldom occurs, however^ in the 
construction of conunon roads, though frequent in the 
great roads of the Alps, and on railroads ; in the chapter 
devoted to which they will therefore be more fully noticedi 

BLASTING. 

Not only rock, but frozen earth, and sometimes very 
compact clay, are removed by blasting with powder. 
The holes are drilled by a long iron bar of the hardest 
steel, chisel^edged, which is raised and let fall on the de- 
sired point, and at each stroke turned partially around, so 
that the cuts cross each other like the rays of a star *. 
The holes are made from 1 to 3 inches in diameter, and 
from 1 to 4 feet deep. One man can drill in a day 18 
inches, of one 3 inches in diameter, in rock of average 
hardness. When water percolates into the hole, it must 

11 
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be dried with oakum and quicklime, and the' powder eo- 
closed in a water-proof cartridge. The proper proporticm 
of powder being introduced by a funnel and copper tube, 
(so that none may adhere to the side) a wadding, of hay, 
moss, or dry turf, is placed upon it, and the remainder of 
the hole is filled with some packing material. This is 
usually sand, but by far the best, for safety and efficiency, 
is dried clay, rolled into balls or cylinders, and dried at a 
smith's forge, as much as can be, without its falling to 
pieces. The next best material is the chippings and dust 
of broken brick, moistened slightly while being rammed. 
An inch or two of the wadding being simply pressed 
down upon the powder, the filling material is rammed, or 
" tamped," with a copper wire, till it becomes very com- 
pact Through it passes, from the powder to the surface, 
some means of ignition. A straw, filled with priming 
powder, and ignited by a slow match, was formerly 
employed for this purpose. But of late years this has 
been generally, and should be universally, superseded by 
the safety-fuse. This has the appearance of' a common 
tarred rope, and is so prepared that the length of it, which 
will burn any given time, can be exactly known, so that 
no premature explosion need be feared. 

The proper charge of powder, and the direction of the 
holes, are very important, both for efficiency and econo* 
my. The usual charge is one-third of the depth of the 
hole ; but such a rule is evidently irrational, for the 
amount of a charge so proportioned will vary with the 
bore. The proper regulator of the charge is the length 
of " the line of least resistance,^^ i. e. the shortest dis- 
tance from the bulk of the powder to the outside of the 
rock. Thus in the figure, AB being the hole bored, and 
B the powder, BC is the *' line of least resistance,* 
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which should not be in the direction fig. 7fl. 

of the h(^ bored. The proper charge . 
depends on it, and not at all on the ; 
depth AB. To produce similar pro- 
pntional results in different blasts, 
the charges must be as the cubes of 
the respective lines of least resist- 
■nce. Thus, if four ounces of pow- 
der will just suffice to blast a solid rock in which BC is 
3 feet, the charge for another in which BC was 3 feet, 
would be giTcn by the proportion 2" : 4 ; : 3" : 13^ ounces. 
On these data the following table is formed.* 
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The following table will also be found very conrenient. 
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Fowdci In DM 
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Powder In OH 
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1 

J' 


Lta. Oi 
0.410 
0.94g 
1.678 
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3.770 


Lta. Ok. 
5.038 

11.301 

1 4.113 
1 15.416 
3 13.340 


38.197 
16.976 
0.&49 
ft. 1 13 
4.844 



* LoBdon Mechaaics' Maffiiins, uiiii. 597, Dec 1640 ; aud p 
nal pfwi of Royal Military Bn^nBen, vol. 4. 
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When the rock is stratified, 
baring beds and seams, as in 
the figure, holes bored paral- 
lel to the joints will produce 
much greater effect than the 
usual venical ones. 

When a rocky surface is to 
be cut dawn to a line AB, the holes should be oblique, i 





in the figure. In acme cases, a. horizontal one, from B 
towards A would be advantageous. 

On a high face of rock a system of undermining may 
be usefully employed, by blowing out a mass below, and 
removing the remaining overhanging portion by crowbars, 
wedges, &c. 

The crater, or cavity formed by an explosion, is a»- 
aumed to be a tnincated cone, which has its inner or smaller 
diameter equal to half the diameter of the mouth of the 
crater. It has been found by experiment ttiat the outer 
diameter of the crater may be increased, in ordinary soils, 
by excessive charges, to three times the length of the 
" line of least resistance," but not much beyond this ; and 
that within this limit this diameter increases nearly in the 
ratio of the square root of the charge. 

The most unfavorable situation for a charge is where a 
re-entering angle is to be blown out, as the rock all around 
it exerts a powerful resisting pressure. The charge needs 
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to be proportionally increased. This case constantly oc« 
curs in blasting out narrow passages. 

No k)ud report should be heard, nor stones be thrown 
out. The best effect is produced when the report is 
trifling, but when the mass is lifted, and thoroughly frac- 
tured, without the projection of fragments. If the rock 
be only shaken by a blast, and not moved outwardly, a 
second charge in the same hole will be very effective. 

Any kind of compact brush, such as pine or cedar 
boughs, laid on rocks about to be blasted, will almost 
completely prevent the flying of fragments, and thus les- 
sen the danger to persons and buildings in the vicinity. 

The safety of blastmg operations may be greatly in- 
creased by applying galvanism to the ignition of the 
powder, which can then be effected at any distance. 
By its aid a row of blasts can be exploded simultaneously, 
by which their effective power is greatly increased. In 
this way, a single blast, of nine tons of powder, contained 
in three cells, removed one million tons of rock from a 
cliff at Dover, with a saving of $50,000. 

EMBANKMENTS. 

Perfect solidity is the great desideratum in artificial 
road'-making. Every precaution must therefore be em- 
ployed, in forming a high bank, to lessen its tendency to 
slip. From the space which the bank is to occupy, all 
vegetable or perishable matter, and all porous earth and 
loose stones, should be removed. On this space the 
earth is then deposited, to form the embankment, which 
is usually made of full height at its conmiencement, and 
is extended by '* tipping" earth from the extremity, and 
so carried out on a level vnih the top surface. But an 
embankment thus formed will be deficient in compact- 
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II6SS ;= for the particles of earth, which are emptied from 
the top of the bank, will temporarily stop in their descent 
at the point of the slope at which the friction becomes 
sufficient: to balance their gravity ; and when more earth 
comes upon them, they will give way and sUde lower 
down, causing the portions above them to slip and crack, 
and thus delaying for a long time the complete consoli- 
dation. 

This method is, however, cheap and rapid. Its rapid- 
ity will be increasedp by obiafnitf]g more " tipping places," 
which can be effected by forming the bank at first wider 

. Figi7a 





B 



at top, and narrower at bottom, than it is finally to be, 
(t. e. forming abed instead of ABCD) and subsequently 
throwing down the superfluous earth from the top to give 
the proper width at bottom.* 

The solidity of embankments, which are made by 

tipping* from the ends may be increased by forming the 

outside portions of the bank first, and gradually filling up 

"owards the middle, so that the earth may arrange itself 

fHh a tendency to move towards the centre, if at all.f 

To ensure the stability of embankments, they should, 
however, be formed by depositing the earth in successive 
layers or courses, not more than three or four feet thick ; 
and the vehicles, conveying the materials, should be re- 



* Laws of Exeavation and Embankment on Railways, p. 59. 
t Mahan, pi. 387. 
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quired to pass oyer the bank at each trip, so as to comr 
]iress the earth. If the case warranted the expense^ each 
course might with advantage be well rammed. ' To les- 
sen the dan§isr of slips, the layers should be made some- 
Fig. 80. 




what concave, as in Fig. 80. If made convex, as in the 
next figure, and as they are apt to become, in the most 

Fig. 81. 




^^^i^m^^^^m^^^m^^mmm^ 



natural mode of forming them, portions would tend to 
slip off in the direction of the layers, while the arrange- 
ment of concave layers would resist, instead of assisting, 
any slip. A framework of timber has sometimes been 
inserted in a bank to bind it more firmly together. 

An embankment should always be formed at first of its 
iiill width, and not, from a mistaken economy, be at first 
made narrow, to be subsequently increased by lateral ad- 
ditions; for the new portion will never unite perfectly 
with the old. 

At the foot, or *^ toe," of the bank, a slight excavation 
may be made to resist its tendency to spread, or a low 
but massive stone wall may be there erected. 

The slopes, like those of excavations, should be grassed, 
or sodded. If exposed to the action of water, a row 
of planks, grooved and tongued, and sharpened at bottom, 



'^ • 
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sHould be driven at their foot, forming a ^^ sheet-piling f 
and the slopes themselves should be protected with a 
" slope-wally^ composed of rough stones, from one to two 
feet thick, laid without mortar, with their fttces at rigbl 
angles to the slope, and *' breaking joints" as perfectly as 
possible. To prevent their bding thrown out of place by 
the swelling and heaving, which is caused by the freezing 
of the rain-water retained by the clayey material of 
which an embankment may be composed, a layer, one or 
two feet thick, of coarse gravel, should be placed on the 
slope before laying the stone facing, so that the rain-wa- 
ter can at once pass through this porous coating. At the 
foot of the slope, an " apron," or mass of loose stones 
may be deposited. 



SWAMPS AND BOOS. 



When an embankment is to be made through a swamp, 
bog, marsh, or morass, many precautions are necessary. 

If the bog be less than four feet deep, and have a 
solid bottom, all the soft matter should be removed, and 
an embankment raised upon the hard bottom. 

If it be deeper, but not very soft, the surface may be 
covered with two rows of swarded turf ; the lower being 
laid with its grassy face downward, the other with that . 
face upward, and the embankment raised upon them. 

When the swamp is deep and fluid, thorough draining 
is the first and most important point. On each side of 
the road, wide and deep ditches must be cut, to collect 
the surface water, and to carry it off into the natural wa- 
ter-courses. Numerous smaller ditches must be cut, at 
short intervals, across the road-way, from one main drain 
to the other, descending both ways from the centre. This 
operation will consolidate the surface between the main 
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ditches. The cross-drains may be filled with broken 
stones, (or bushes, if they will always remain under wa- 
ter, as otherwise they will decay, and cause the road to 
«nk) and onAis foundation the embankment maybe raised. 
In extreme cases, the lower portions of the embank- 
ment must be formed of brtish-wood, arranged in fascines, 
which are a specific remedy against water. They are 
formed by carefully selecting the long, straight, and slen- 
der branches of underwood, and tying them up in bundles, 
from 9 to 12 inches in diameter, and from 10 to 20 feet 
long. A layer of these fascines is laid across the road ; 
a second layer in the direction of the road'; and so on, to 
as great a thickness as may be required to raise the road- 
bed perfectly high and dry. Sharp stakes are driven at 
intervals to fasten together the layers. Poles, or young 
trees, may be laid across every other course. Upon this 
platform of fascines may be laid large flat stones, and upon 
them a course of earth and gravel. 

SIDE-HILL ROADS. 

When a road runs along the side of a hill, it will be 
most cheaply formed, by making it half in excavation and 
half in embankment. But as the embankment would be 
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liable to slip, if simply depo«ted on tbe natunl Bvataot of 
the ground, the latter should be notched into steps, or off* 
•ets, in Older to retain the earth. In adjusting the height 
of the made ground, an allowance should b» made foi ita 
aubeequent settling. 

If the surface be very much inclined, both the cuttings 
and fillings will need to be supported by "letainiug walla," 



Rg.B3. 




which may be laid dry if composed of large atones, cv 
in mortar. The proper thickness which should be giYen 
to them, will be Investigated under- the head of " Me- 
chanical structures." 

If the side hill be of rock, the steep slope at which that 
material may safely be cut, will enable the upper wall to 
be dispeDsed with. 

When the road is required to pass along the &ce of a 
nearly perpendicular precipice, at a considerable height, 
(a case which aometimes occurs in passing a projecting 
point of the rocky bank of a river in a mountainous dis- 



' Tmimiura un> SHinxe. 

trict) it may rest on a frtune-work I 

fonned of honzoDtal beams, deep- 
ly let into the &ce of tht preci- 
pice, and supported at their outer 
endi by oblique timbers, the low- ^ii 
ei cuds of which reit in notches \ 
formed in the rock. 

TR IKK INS AND 8HAPIN0. 

To form the side-slopes with 
precision, to the proper inclina- 
tion, a simple bevel, " bdtir-ievei" 
or " clinometer," may be em- 
ployed with great advantage. It consists of two strips of 
boaid, AB, AC, fastened to each other at right angles, 

\ connected by a third ns.Ki. 




/* 




one, CB. When the de- ^ 
aired slope is S to 1, make 
AB twice the length of AC. 
Place C, 01 B, at any known 
point of the slope ; make q 
AC vertical by the plumb-hne ; and then will BC coin- 
cide with the slope desired. 

Another implement for the same purpose is formed of 
a simple strip of wood, to which is attached a triangle. 
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with base and height corresponding to those of the de- 
sired slope. When a spirit-level, resting upon the top of 
this triangle, is horizontal, the inclined strip will coincide 
with the slope «ought. 

A more general *' Clinometer'^ is shown in the accom- 
panying figure. It consists of a 8{Hrit-leyely moyeable on 

Fig. 87. 




a pivot, which is the centre of a quadrant divided into de- 
grees. To measure a slope, place the bar upon it, and 
turn the level till the bubble is in its centre. The read- 
ing at the top of the level will indicate the inclination of 
the slope. To increase its portability, the long bar 
doubles up on a hinge in its middle.* 

To shape the tops of the embankments, and the bot- 
toms of the cuttings, in accordance with the desired pro- 
file of the road, attach, to the under side of a common 

* Simiiis on LevelUiig, p. 96. 
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mason's level, a triangle ABC, with its base and height 
so proportioned as to correspond to the ** crowning" of the 
road ; 1 in 24 for example. Or, instead of the triangle, 
gauges of different lengths, moveable on thumb-screws, 
may be made to project below the level, to proper depths* 

ft. BSSOHAinOAL BTHtTOTUBES. 

Under this head are included the bridges, culverts, and 
other works of the mason and carpenter, which are re** 
quired for the purposes of the road. 



BRIDGES. 



The most simple and natural form of a bridge consists 
of two timbers, laid across the stream, or opening, which is 
to be passed over, and covered with plank to form the 
road-way. xWalls should be built to support each end of 
the timbers, and are named the abutments. The width 
of the opening which they cross is termed the stretch, or 
bay. The timbers themselves are the string-pieces. 
Their number and size must of course increase with the 
stretch. For a stretch of 16 feet, they should be about 
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15 inches deep by 8 broad, and be placed at intenrals of 
about 2 feet.* The greatest weight which can come upon 
them is when the surface of the bridge is covered with 
men standing side by side, and is then equal to 120 lbs. 
per square foot of surface, independently of the weight 
of the materials. 

This simple construction is only applicable to short 
stretches » For spaces of greater width, supports from 
the bottom of the opening may be placed at proper inter- 
vals. They may be piers of masonry, or upright props or 
shores of timber, properly braced, and supported on piles, 
if the foundation be insecure. They will divide the long 

1^.89. 
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stretch into a number of shorter ones, and support the 
ends of the timbers by which each of them is spanned. 

But if the opening be deep, or occupied by a rapid 
stream, it is very desirable to avoid the use of any such 
obstructions. Means must therefore be devised for 
strengthening the beams, so as to enable them to span 
larger openings. This may be effected by supports from 
below, or from above. 

Of supports from below, the simplest are shorter tim- 
bers, {bolsters^ or corbels) placed under the main ones. 



* Tredgold'8 Carpentry, p. 148. 
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to which they are ^» ^* 

firmly bolted, and 
projecting about '^^^ 
one-third of, the 
•tretch. This will 
considerably in- 
crease the stiffness. 

Still more effective are oblique braces, or '' struts," 
supporting the middle of the beam, and resting, at their 

Fig. 91. 






lower ends, in " shoulders," cut into the abutments. Sim- 
ilar braces may be applied to the " bolsters" of Fig. 90. 
As the span increased, these braces would become so 

Fig. 92. 





oblique as to lose much of their efficiency. A straining'^ 
piece is therefore interposed between them. Thirty-fire 
feet may thus be spanned. 

For longer stretches, the bolsters, braces, and straining* 
beams may be combined, as in Fig. 93. The principle of 
this method may be extended to very wide openings. 



176 



THE CONSTRUCTION OF ROADS. 



Fig. 93. 





But in many cases supports from below may be objec- 
tionable, as exerting too much thrust against the abut- 
ments, and being liable to be carried away by freshets, 
&c. The beams must in such cases be strengthened by 
supports from above 

The simplest form of such is shown in Fig. 94| in 
which, the horizontal beam is supported by an upright 

Fig. 94. 




"king-post," to which it is attached by an iron strap, 
as in the figure, or by the upright " king-post" being 
formed of two pieces, bolted together, and enclosing the 
beam between them. The king-post itself is supported 
by the oblique braces, or ''struts," which rest against 
notches in the horizontal beam. 

Since the king-post acts as a suspending tie, an iron 
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rod may be advantageously substituted for it. The oblique 
braces may be also stiffened by iron ties, binding them to 
the main timbers, as in Fig. 95. 

For longer stretches, a straining beam may be intro- 

Fig. 96. 




duced between the struts, as in Fig. 96, in which the 
posts are represented as enclosing the beam. 

For bridges of greater span, and more complicated 
structure, the professional assistance of a civil engineer 
should be secured. The subject is therefore not carried 
any farther in this volume. For the same reason, bridges 
of stone and iron are omitted. A comprehensive analysis 
of them may be found in Professor Mahan's " Givil En- 
gineering," and a minute development in Hann and Hos- 
king's *^ Theory, Practice^ and Architecture^ of Bridges." 

12 
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CULVERTS AND SRAtNB. 

These structures are necessary for carrying under a 
road the streams which it intersects. They are also need- 
ed lo carry the waters of the ditches, from the upper side 
of a road, to that side on which lie the natural water- 
courses into which they must finally be discharged. Theic 
simplest form consists of two walls of stone or brick, 
covered with slabs, and having a foundation, either of 
wood (if always wet) or of stone, laid m the form of an 
inverted arch, as shown in pig 97 

cross-section m Figure 97 
Their size must be propor- 
tioned to the greatest quantity 
of water which they can ever 
be required to pass, and should 
be at least IB inches square, 
or large enough to admit a boy 

to enter to clean them out. Their bottoms should be in- 
clined 1 in 120, or 1 inch in 10 feet. When the road 
slopes, the inclination of the culvert may be increased, if 
necessary, by making it cross the road obliquely. At 
each end flat stones should be sunk vertically, or sheet- 
piling driven, to guard against the undermining effects of 
the water. The length of a culvert under an embank- 
ment will be equal to the width of the road, increased by 
the distance on each side, to which the slopes run out, at 
the depth at which the culvert is placed. At each end of 
it should be built wing-walls, their tops having an outward 
and downward slope corresponding to that of the embank- 
ment. Their ground plan may be rectangular, trapezoi- 
dal, or curved. 

In districts where stone is scarce, a small culvert mny 
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Fig. 98. 





Fig. 100. 



be constructed with four ranges of slabs ; 
grooves being cut in the top and bottom [_ 
slabs, to receive the upright ones which 
form the sides. 

A cheap culvert may be built of brick, 
with a semicircular arch, of three feet 
span, and 4 inches thick. Fig. 99. 

One thousand bricks will 
build 26 running feet. If 
the flow of water be small, 
the bottom may be merely 
covered with gravel, over 
which is then poured grout of hydraulic cement, forming 
a superficial concrete. 

To obtain greater strength, the 
arch may rest on abutments, slo* 
ping inward, and the bottom of the 
culvert be a flat inverted arch. 

When a road is in excavation, 
the ditches on either side of it 
will sometimes require to be cov- 
ered, to prevent their being filled 
up by washings from the sides. 
They may then be formed as in 
Fig. 97 ; but spaces of half an inch in width should be 
left between the covering stones. A layer of brushwood 
should be placed over these, and the remainder of the 
ditch filled up to the surface with broken stones, through 
which the water can filler.* 

Similar but smaller drains may be formed at intervals 
under the road, diverging from its centre like the two 




* Pamell, p. 95. 
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branches of ttie letter V* s^d descending from the angb- 
lar point to the side-ditches. They are called "mitre 
drains." In very wet ground, a. deep but nartow drain, 
filled with broken stones, may be carried through the 
n^iddle of the road. 

CATGHWATERS, OR WATER-TABLES. 

These are very shallow paved ditches, formed across 
the road upon a slope, to catch the water which runs 
down its length, (and which would otherwise furrow up 
the road-way) and to tuiTi it off into the side-ditches. 
They are also necessary in the hollows which exist at the 
points where a descent and ascent meet. They should 
be so laid that a carriage will not feel any shock in pass- 
ing over them. Their bottom may be flat, and six feet 
wide, and for tv^elve feet on each side they may rise one 
inch to the foot. The side-slope, down which they dis- 
charge their waters^ should be also paved. Sometimes 
for economy they are used as a substitute for a culvert to 
carry the waters of a small stream across the road ; but 
this is very objectionable, particularly from the ledges of 
ice which will be there formed in winter. They are some- 
times shaped like a V> ^i^^ ^he point directed up the as- 
cent, and will then divide the waters. In mountainous 
situations they should be located obliquely to the axis of 
the road, and the most advantageous position will evident- 
ly be that which has the greatest descent with the least 
length, and may be geometrically determined. 

Let the longitudinal slope of the road descending from A to 
B, be m to 1 ; and let its transverse slope from A to C be n to 
1 ; the former being here supposed steeper than the latter. 
It is required to determine the position of the catchwater AD, 
90 that it may have the i^reatest slope possible. 
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If a line, BC, be ao drawn on the 
snrface of the road as to be horizon- 
tal, the desired line of greatest slope, 
AD, y^iH be perpendicular to it, as ex- 
pliiiined on page 75. The position of 
this horizontal line must therefore be 
first deternri^dd. The t#o points, A 
and B, which it unites, being on the 
same level, the descent from A to B 
equals that from A to C. These de- 
scents are expressed respectively by 



AB 

m 
AB 

m 



and 



AC 



n 



giving the equation. 



AC , ^^ .,> « 

— ; whence AC = AB • — . 
n m 



Hg. 101. 




TherefcMre, to obtain the position AD by a graphical coii- 
ttruction, make AB of any length, and set off AC (as given by 
the equation) at right angles to it ; join CB, and from A draw 
the perpendicular AD, which will be the line requited. 

If it be required to define the position AD, by the aogU 
BAD, it will be seen that BAD = ACB; and that 

AB AB 



- -,_ AB 
am. ACB= 775 = 



CB "■ y/ ( AB" + AC*) 






^ I AB* + AB 






If m = 90 and n = 30, 
83<» 45'. 



sin. ACB = .5555, and ACB 



Care must be taken to avoid placing the catchwat^lr ih 
the direction of the diagonal of the rectangle formed by 
the four wheels of a carriage ; in order to avoid the double 
shock which would otherwise be caused by two wheels 
sinking into it at once. 

A cheap substitute for a catchwater on a steep slope is 
a fldbund of earth, crosising the road obltquiely. This will 
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also serve as a ' 
resting-place on 
the ascent. It 
should be so pro- 
portioned, that 
camagea may pass it without inconvenience. 




BETAININO Wilia. 

Retaining, sustaining, revetment, and breast walls, as 
their various names import, are employed to support 
masses of earth, and to resist their lateral pressure. Their 
use, when a road passes along a ateep hill-side, has been 
akeady explained. In passing through villages also, where 
land is valuable, a oairower space will suffice for a road 
in excavation or embankment, if retaining walle be sub- 
stituted for side-slopes. 

The calculation of the necessary thickness for retain- 
ing walla, to enable them to resist the thrust of the earth 
which they are intended to support, is a problem of con- 
siderable intricacy of investigation, as well as one of much 
uncertainty, in consequence of the numerous and greatly 
varied data required. 

When a wall, of Fig 103. 

which ABCD is a 
transverse section, 
supports a mass of 
earth, there is a 
certain triangular 
portion, ADE, of 
the earth, which 
would slide down- 
ward if the wall 
were removed, and which therefore now presses againit 
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the wall with a force, varying with its height, its specific 
gravity, and the angle, ADE, at which the earth would 
stand if unsupported. The wall may yield to its pressure 
by sliding along its base, or along some horizontal course, 
or by being overturned and revolving about the exterior 
edge of one of its horizontal joints. The latter is the 
only danger to be feared in a well-built wall. 

The most complete investigation of the problem of the proper 
thickneM of retaining walls has been made by M. Poncelet in 
a Memoir,* of which a translation has appeared in the Journal 
of the Franklin Institute for 1843. It contains valuable ta- 
bles as well ZA formula. Let a denote the angle with the ver- 
tical made by the line of the natural slope of the earth, and 
represented by ADE in the figure. It will vary from 70^, as 
in the case of very fine dry sand, to 35^, as in the case of 
heavy clayey earth. Let w denote the weight of any unit of 
the earth, and vo' that of the same unit of the masonry. The 
specific gravity of the former ranges between 1.4 and 1.9, 

and that of the latter between 1.7 and 2.5.t The ratio ■—, is 

therefore usually between \ and 1. For the simplest case, 
that in which the embankment does not rise above the wall, the 
- formula^ for the thickness corresponding to any height H, is 

Tan. J^ a X . 8 \/ ~ * H. 

▼ w 

This gives a stability of 1.93 to 1, or nearly double that of a 
strict equilibrium. 

For the usual assumed mean values of a = 45^, and 

—7=1, the formula gives for the required thickness of 

the wall jVt* or a little over a quarter of the height. 

* Ho, 13 iu Memorial de roffieier du OSnie. See ako Front ; Re- 
cMereheo our la Pouooee deo Terreo; and Navier ; Legono our VApph- 
turn de la Meeanique aux Conotruetiono. 

t Navier. t Poncelet, § 13. 
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The extreme limits in any case »re from tVo-V* ^ one- 
fifth of the height, with compact earth Rnd heavy mason- 
ry* to xVi?T> or not quite half the height, with loose earth 
and light masonry.* The precise thickness can be cal- 
culated by the preceding formula ; after noting the slope 
at which the earth naturally stands, and weighing a cer- 
tain portion of the masonry, and of the earth previously 
thoroughly moistened. 

When there is an embankment rising above the top of 
the wall, the proper thickness (in cases in which the height 
of the superincumbent load does not much exceed the 
height of the wall) may be approximately obtained by 
substituting in the same formula, instead of the height 
of the wall, the sum of the heights of the wall and of the 
earth above it.t 

Thus far both faces of the retaining wall have been 
supposed to be vertical. But the same strength with a 
less amount of material' may be ob- Fig. 104. 

tained by various modifications of its 
section. 

The face of the wall may be advan- 
tageously made to slope with a "ia^zV," 
varying from ^'^, or ^ 'inch horizontal 
to 1 foot vertical, to }, or 2 inches to 1 
foot. 




"'^"^^fW 



To find the mean thickness of such a 
wall, which shall hare the same stabilitj* 
as another wall with vertical faces, and 
of the thickness obtained by the preceding rules, subtract from 
this given thickness four-tenths of the entire projection of the 
bdtir.X Thus, if the given thickness be 4 feet, and the height 
24 feet, and the corresponding mean thickness of a wall with 



• Poncelet, § 34. t Ibid. § 22. \ Ibid § 73. 
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« Witrof yV *» desired, it wiflbe4 . — A>^fl— * • -^'.S^S.S. 
The hdtir is supposed not to etceed one^fifth of the heiifiA* 
From the metm thickness, those of the top and bottom aK9 
leadilj deduced, knowing the height and b(Uir. 

Fig. 105. 



The cleared increase of thick- 
ness towards the bottom of a wall 
is often given by offsets at its 
back. Considerable resistance to 
the overturning of the wall is of- 
fered by the weight of the earth 
which rests upon these offsets. 




Fig. 106. 



Still more economical of 
masonry is a leaning retain- 
ing wall, in which the back 
has a bdtir, which mgty ad- 
vantageously be 1 in 6. In 
this case strength requires 
that the perpendicular let fall 
from the centre of gravity 
of the section upon the base, 
should fall so far within the 
iittier edge of the base, that 
the stone of the bottom course of the foundation may 
present sufficient surface to bear the pressure upon it.* 




• Mahan, p. 143. 
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The strength of a wall may be still farther increased by 
lessening its thickness, and employing the difference of 
the amount of masonry in buttresses or counter-fortSy i^ 
tached to its back at regular intervals, and firmly banded 

Fig. 107. 




with it. The trapezoidal section for them is preferred, as 
giving a broader base of union. Fig. 107 is a ground plan 
of such an arrangement. 

To lessen the pressure of an embankment, that portion 
of it next the wall should be formed in compact layers, 
inclining downward from the wall. Through the wall 
should be left holes (barbacanes) six inches high and three 
wide, disposed, in the quincunx form, at distances of six 
feet horizontally, and four feet vertically, in order to give 
vent to the water which may filtrate through the bank. 

The masonry of a wall which has to sustain great 
pressures, requires much attention. The following is 
part of the specification for such walls of rubble ma- 
sonry on the public works of the state of New York. 
" The stone shall be sound, well-shaped, and durable, 
and of not less than 6 inches in thickness, and three feet 
area of bed. The smoothest and broadest bed shall in 
all cases be laid down, and if it be rough and uneven, all 
projecting points shall be hammered ofi*; and the same 
firom the top bed, so as to give the succeeding stone a 
firm bearing. In all cases the bed shall be properly pre- 
pared, by levelling up, before the next stone is laid, but 
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no levellers shall be placed under a slone by raising it 
from its bed. Ooe-fourth of the wall shall be composed 
of headers, which shall extend through the wall, where 
it is not more than two feet thick, and from 2 to 4 feet 
back for thicker walla. The whole shall be laid in hy- 
draulic mortar, composed of the best quality of cement, 
and clean sharp sand ; and particular care shall be taken 
to have each stone surrounded with mortar, and tho- 
roughly bedded in it." 




188 llCPROVEMBBfT OP THB 8DRFACX. 



CHAPTER IV. 

IMPROVEMENT OF THE SURFACE. 

" Next to the general inflaeace of the Beaaomf, tiiei« is peift&pfr Ho'tAt' 
cumstance more interesting to men in a ci^lized state, than the perfection 
of the means of interior communication." 

Committee of Houee of Commona, 1819. 

• 

The surface of a newly-made road is generally very 
deficient in the important qualities of hardness and smooth- 
ness, and to secure these attributes in their highest at- 
tainable degree, it is necessary to cover the earth, which 
forms the natural surface of the road, with some other 
material, such as stone, wood, &:c. The benefits of such 
a process are twofold, consisting, 

1 . In substituting a hard and smooth surface for the 
soft and uneven earth ; 

2. In protecting the ground beneath it from the action 
of the rain-water, which, by penetrating to it, and remain- 
ing upon it, would not only impede the progress of vehi- 
cles, but render the road too weak to bear their weight. 

Such a covering should be regarded, not as an arch to 
bear the weight of the vehicles, but simply as a roof, to 
protect the earth beneath it from the weather ; not as a 
substitute for the soil under it, but only as a protection to 
that soil to enable it to retain its natural strength. Erro- 
neous views on this point have caused very prejudicial 
practices, particularly in the case of broken stone, or 
McAdam-roads. 
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The various surfaces will be considered in the following 
order ; beginning with the most imperfect, that of the 
unimproved earth, and ending with the most perfect yet 
attained — that of Railroads. 

1. BARTH ROADS. 

2« GRAVEL ROADS. 

3. BROKEir STONE, OR MoADAM ROADS. 

4L PAVED ROADS. 

5. ROADS OF WOOD. 

6. ROADS OF OTHER MATERIALS. 

7. ROADS WXTB TRAOKWAYS. 



1. BARTH R0AP9. 

Roads of earth, with the surfaces of the excavations 
and embankment unimproved by art, are very deficient at 
all times in the important requisites of smoothness and 
hardness, and in the spring are almost impassable. But 
with all their faults, they are almost the only roads in this 
country, (the scantiness of labor and capital as yet pre- 
venting the adoption of better ones) and therefore no pains 
should be spared to render them as good as their nature 
will permit. 

The faults of surface being so great, it is especially ne- 
cessary to lessen all other defects, and to make the road in 
all other respects as nearly as possible " what it ought to 
be." Its grades should therefore be made, if possible, as 
easy as 1 in 30,* by winding around the hills, or by cut- 
ting them down and fiUing up the valleys. Its shape 
should be properly formed with a slope of 1 in 20t each 

* See page 41. t Page 51. 
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way from the centre. Its drainage should be made very 
thorough, by deep and capacious ditches, sloping not less 
than 1 in 125,* in accordance with the minimum road 
slope. Drainage alone will often change a bad road to a ^ 
good one, and without it no permanent improvement can 
be Effected. Trees should be removed from the borders of 
the road, as intercepting the sun and wind from its surface. 

If the soil be a loose sand, a coating of six inches of 
clay carted upon it, will be the most effective and the 
cheapest way of improving it, if the clay can be obtained 
within a moderate distance. Only one-half the width 
need be covered with the clay, thus forming a road for the 
summer travel, leaving the other sandy portion untouched, 
to serve for the travel in the rainy season. 

If the soil be an adhesive clay, the application of sand 
in a similar manner will produce equally beneficial results. 
On a steep hill these improvements will be particularly 
valuable. 

When the road is worn down into hollows, and requires 
a supply of new material, its selection should be made 
with great care, so that it may be as gravelly as possible, 
and entirely free from vegetable earth, muck, or mould* 
No sod or turf should ever be allowed to come upon the 
road, to fill a hole or rut, or in any other way ; for, though 
at first deceptively tough, they soon decay, and form the 
softest mud. Nor should the roadmaker run into the other 
extreme, and fill up the ruts and holes with stones, which 
will not wear uniformly with the rest of the road, but will 
produce hard bumps and ridges. The plough and the 
scraper should never be used in repairing a road. Their 
work is large in quantity, but very bad in quality. The 

* See page 54. 
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plough breaks up the compact surface, which time and 
travel had made tolerable ; and the scraper drags upon 
the road from the side ditches the soft and alluvial matter 
which the rains had removed, but which ihis implement 
obstinately returns to the road. 

A very good substitute for the scraper, in levelling the 
surface of the road, clearing it of stones, and filling up 
the ruts, consists of a stick of timber, shod with iron, and 
attached to its tongue or neap obliquely, so that it is drawn 
over the road " quartering," and throws all obstructions 
to one sidtf. The stick may be six feet long, a foot wide, 
and six inches thick, and have secured to its front side a 
bar of iron descending half an inch below the wood. 

Every hole or rut in a road should be at once filled up 
with good materials, for the wheels fall into them like 
hammers, deepening them at each stroke, and thus in* 
creasing the destructive effect of the next wheel. 

EFFECT OF WHEELS ON THE SURFACE. 

The effects of broad and narrow wheels upon roads 
have been much discussed, and many laws enacted to 
encourage the use of the former. Upon a hard and well* 
made road, (such as one of broken stone) there is little 
difference between them, but on a common earth road, 
narrow wheels, supporting heavy weights, exercise a very 
destructive cutting and ploughing action. This dimin- 
ishes as the width of the felloe increases, which it may 
do to such an extent, that the wheel acts as a roller in ini- 
proving, instead of injuring, the surface. For these rea- 
sons the New York turnpike law enacts that carriages, 
having wheels of which the tire or track is six inches 
wide, shall pay only half the usual tolls ; those with 
wheels nine inches wide, only one-fourth ; and that those 
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with twelve inches shall pay none at all. The proportions 
agree precisely with those deduced from observation by 
an experienced English roadmaker.* The felloe should 
have a flat bearing surface and not a rounded one. The 
benefits of broad wheels are sometimes destroyed by over- 
loading them. To prevent this, when tolls are collected, 
they should be increased, for each additional horse, more 
rapidly than the direct proportion ; thus, if one horse paid 
6 cents, two should pay 1 1, three 17, &c. Narrow wheels 
are particularly injurious when in rapid motion, for having 
less resistance and greater velocity than others, they re- 
volve less perfectly, and drag more, thus producing the 
worst sort of effect. Conical wheels, of which the inner 
is greater than the outer circumference, tend to move in 
a curve, and being forced to proceed in a right line, exerts 
a peculiarly destructive grinding action on the road. On 
McAdam roads, horses' feet exercise a more destructive 
effect than the wheels of vehicles. It has been calcula- 
ted! that a set of tires would run 2700 miles in average 
weather, but that a set of horses' shoes would bear only 
200 miles of travel.^ 

* Penfold, p. 22. t Gordon on Locomotion. 

X The imperfect surface of an earth road makes it douUy important 
to take every precaution to lessen the friction of vehicles upoii it. The 
resbtance decreases as the breadth of the tire increases, on compressible 
roads, as earth, sand, gravel, &c. ; while on paved and broken-stone roads, 
the resistance is nearly independent of the breadth of the tire.* Cylirt' 
drical wheels also cause less friction than conical ones. The larger the 
wheels the less friction have they, and the greater power of leverage in 
overcoming obstacles. The fore-wheels should be as large as the hind ones, 
were it not for convenience of turning. The axles should be atraightt 
and not bent downward at the end, which increases the friction, thoqgb 
it haK the advantage of throwing the mud away from the carriage. The 
load should be placed on the hind wheels rather than on the fore 

* Morio, p. 330. 
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SL OBAVEL BOADS.* 

The roundness of the pebbles, which form the chief 
part of gravel, whether from rivers or pits, prevents them 
from perfectly consolidating, except under ipuch travel ; 
but still a gravel road, properly made, is far superior to 
one of common earth. Gravel from the shores of rivers 
is too clean for this object, and does not contain enough 
earthy matter to unite and bind together its pebbles, which 
are too perfectly water- worn, and freed from asperities. 
On the other hand, gravel dug from the earth contains too 
much earth, which must be sifted from it before use. Two 
sieves should be provided, through which the gravel is to 
be thrown. One should have wires, an inch and a half 
or two inches apart, so that all pebbles above that size 
may be rejected. The other should have spaces of three 
quarters of an inch, and the material which passes through 
jt should be thrown away, or employed for foot-paths. 
The expense of sifting will be more than repaid by the 
superior condition of the road formed by the purified ma- 
terial, and the diminution of labor in keeping it in order. 

The road-bed should be well shaped and drained. If 
it is rock, all projecting points should be broken off, and 
a layer of earth, a foot thick, should be interposed, or the 
gravel will wear away much more rapidly, and consoli- 
date much more slowly. 



hong and pliant springs greatly lessen the shock of passing over obsta- 
€i9B, and their advantage has been stated to be equal to one horse in four. 
The Une of draught should ascend at an angle of 15 degrees, so that 
when the horse leans forward in pulling, his force will be exerted nearly 
horixontally. 
* Pamell, p. 170. Penfold, p. 13. Amer. Railroad Joomal, vol. ii p. 4. 

13 
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A coating oi four inches of gravel should be spread 
over the road-bed, and vehicles allowed to pass over it 
till it becomes tolerably firm, and is nearly, but not en- 
tirely, consolidated ; men being stationed to continually 
rake in the ruts, as fast as they appear. A second coat^ 
ing of 3 or 4 inches should then be added and treated like 
the first ; and finally a third coating. A very heavy roller 
drawn over the road will hasten its consolidation. Wet 
weather is the most favorable time for adding new ma- 
terials. 

A very erroneous practice is that of putting the larger 
gravel at the bottom, and the smaller at the sur&ce ; for, 
from the effects of the frost, and of the vibration of car- 
'riages, the larger stones will rise to the surface and die 
smaller ones descend, like the materials in a shaken sieve, 
and the road will never become firm and smooth. 

3. BROEEN^TONE BOADS. 

Broken-Stone roads have been the subjects of violent 
partisanship on many disputed points, and the most im- 
portant of these questions relates to the propriety or ne- 
cessity of a paved foundation beneath the coating of bro- 
ken stones. McAdam warmly denies the advantages of 
this, while Telford supports and practises it. Broken- 
stone roads may therefore be conveniently divided into 
McAdam roads and Telford roads, 

McADAM ROADS. 

Mr. McAdam, who first brought into general use in 
England roads of broken stone, and from whom they de- 
rive their popular name, is said* to have deduced the 

• MUlington, p. 234. 
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Jjbading principles of his improved system from his obser- 
vation of the passage of a heavy vehicle^ such as a loaded 
stage-coach, oyer a newly-formed gravel road. The wheels 
tfink in to a considerable depth, and plough up the road, 
m consequence of the roundness of the pebbles, which 
renders them easily displaced. Hence ensues great fric- 
tion against the wheels ; which, moreover, are always in 
hollows with Httle hills of pebbles in front of them, which 
they must roll over or push aside. The evil continues, 
until at last, after long-repeated passages of heavy vehi- 
cles, the pebbles have become broken into angular frag- 
ments, which finally form a compact mass. 

But since this is so desirable a consummation, the task 
of breaking the stones ought not to be imposed on the 
carriages, but should be performed in advance by manual 
labor, by which it will be executed far more speedily, 
effectually, and completely. 

Hence is deduced the leading pnnciple of the system, 
viz. : that the stones should be all broken by hand into 
angular fragments before being placed on the road, and 
that no rounded stones should ever be introduced. 

In the next place, whenever a carriage-wheel, or horse's 
hoof, falls eccentrically on a large stone, it is loosened 
from its place, and disturbs the smaller ones for a consid- 
erable distance around it, thus preventing their consol- 
idation. Therefore no large stones should be ever em- 
ployed. 

Small angular stones are the cardinal requisites. When 
of suitable materials of proper size, and applied in ac- 
cordance with the directions which will be presently given, 
they will unite and consolidate into one mass, almost as 
solid as the original stone, with a smooth, hard, and un- 
elastic surface. 
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We will examine successively the proper quality of 
stone to be used ; the size to which they should be bro- 
ken ; the manner of breaking them ; the thickness of the 
coating ; the best method of applying the stone ; of rolling 
the road ; of keeping it in order ; and of repairing it when 
in bad condition. 

THE QUALITY OF THE STONE. 

The materials employed for a broken-stone road (often 
called the *' Road metal'*) should be at the same time 
hard and tough. *' Hardness is that disposition of a soUd 
which renders it difficult to displace its parts among them- 
selves ; thus, steel is harder than iron, and diamond al- 
most infinitely harder than any other sTubstance in nature. 
The toughness of a solid, or that quality by which it- will 
endure heavy blows without breaking, is again distinct 
from hardness, though often confounded with it. It con- 
sists in a certain yielding of parts with a powerful general 
cohesion, and is compatible with various degrees of elas- 
ticity."* 

Some geological knowledge is required to make a 
proper selection of the materials. The most useful are 
those which are the most difficult to break up. Such are 
the basaltic and trap rocks, particularly those in which 
the hornblende predominates. The greenstones are very 
variable in quality.! Flint or quartz rocks, and all pure 
silicious materials, are improper for use, since, though 
hard, they are brittle, and deficient in toughness. Granite 
is generally bad, being composed of three heterogeneous 



• Sir John Herechel. " Discourae on the itudy of Nataral Philoeophy." 
t The greenstone of Bergen and Newark mountain (near New York) 
m good ; that of the eastern face of the Palisades above Weebawken ■ 
too liable to decompojition. (Ren wick, Pract. Mechauics, p. 145.) 
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materials, quartz, felspar, and mica, the iSrst of which is 
brittle, the second liable to decomposition, and the third 
laminated. The sienitic granites, however, which con- 
tain hornblende in the place of felspar, are good, and bet- 
ter in proportion to their darkness of color. Gneiss is still 
inferior to granite, and mica^slate wholly inadmissible. 
The argillaceous slates make a smooth road, but one which 
decays very rapidly when wet. The sandstones are loo 
soft. The limestones of the carboniferous and transition 
formations are very good ; but other limestones, though 
they will make a smooth road very quickly, having a pe- 
culiar readiness in "binding,'' are too weak for liisavy 
loads, and wear out very rapidly. In wet weather they 
are also liable to be slippery. It is generally better econ- 
omy to bring good materials from a distance than to em- 
ploy inferior ones obtained close at hand. Excellent 
materials may be found throughout the primary districts 
of the United States. In the tide-water regions, south of 
New York, boulders, or rolled pebbles, must be employed. 

As the harder stones cost much more to break than the 
softer ones, the lower courses of the road may be formed 
of the latter, and the former reserved for covering the 
surface, which has to resist the grinding action of the 
wheels.* 

In alluvial countries, where stone is scanty and wood 
plenty, an artificial stone may be formed by making the 
clay into balls, and burning them till they are qearly vit- 
rified. The slag, or refuse, of iron furnaces, makes an 
excellent material. The stony or slaty part of coal may 



* This IB tho practice on the avennes of New Yoik ; broken gneisB be- 
ing pat below, and covered with broken boulders, which cost three times 
as much to break. 




198 HfPROYEMENT OF THE SURFACE. 

be used near collieries. Cubes of iron have been im- 
bedded among the stones with some advantages.* 

SIZE OF THE STONE. 

The stone should be broken into pieces, which are as 
nearly cubical as possible, (rejecting splinters and slices) 
and the largest of which, in its longest dimensions, can 
pass through a ring two and a half inches in diameter. 
In reducing them to this size, there will of course Fig. lOB. 
be many smaller stones in the mass. These are 
the proper dimensions, according to Telford and 
PamellA Edgeworth prefers 1| inches. Pen- 
foldX names two inches for brittle materials. If 
smaller they would crush too easily ; but on the 
other hand, the less the size of the fragments, the smaller 
are the interstices exposed to be filled with water and mud. 
The tougher the stone, the smaller may it be broken. 
The less its size, the sooner will it make a hard road ; 
and for roads little travelled, and over which only light 
weights pass, the stones may be reduced to the size of 
one inch. 

McAdam argues that the size of the stone used on a road 
must be in due proportion to the space occupied on a smooth 
level surface, by a wheel of ordinary dimensions ; and, as it 
has about an inch of contact longitudinally, therefore every 
stone in a road exceeding one inch in diameter, is mischievous ; 
for the, one-sided bearing of the wheel on a larger stone will 
tend to turn it over and to loosen the neighboring materials. 
But this argument proves too much ; for however small the 
stone is, there must be a moment, just as the wheel is leaving 
it, when the pressure is one-sided, and therefore tends to over- 
turn it. Subsequently McAdam preferred the standard of 



* PameU, p. 245. t Ibid. p. 133. X Pages 14, 15. 
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weight to that of size, and made six ounces the maximum, 
(corresponding for average materials to cubes of 1^ inches, or 
3| inches in their longest diagonal) directing his overseers to 
carry a pair of scales and a 6-oz. weight, with which to try 
the largest stones in a pile. The weight standard has the ad- 
vantage, that the stones are smaller as they increase in sped- 
fie gravity, to which the hardness is generally proportional. 
He subsequently says that he had " not allowed any stone 
above three ounces in weight (equal to cubes of 1} inches, or 
2 inches in their longest diagonal) to be put on the Bath and 
Bristol roads for the last three years, and found the benefit in 
t)ie smoothness and durability of the work as well as economy 
of repairs."* On examining old roads he found that the aver- 
age size of the stones varied from seven to twenty-seven ounces 
in weight, and that " the state of disrepair and the amount 
of expense on the several roads was in a pretty exact propor- 
tion to the size of the material used.^f The French engineers 
value uniformity of size much less than McAdam, and call it 
'* rather an evil than a good." They therefore use equally all 

sizes from \\ inches to dust.| 

Fig. 109. 



BREAKING THE STONE. 



The weight and shape of the hammer, 
and the manner of using it, are of much 
importance, making a difference of at least 
10 per cent. The head of the hammer 
should be six inches long, and weigh about 
one pound ; and the handle be tough and 
flexible, and 3 feet long, if used standing, 
or 18 inches, if used sitting, which is better. 
The laborer sits before the pile, and breaks 
the stones on it, or on a large concave stone 
as an anvil, on which the stones to be bro- 



* Letter of 1834, la Am. Railroad Journal, Jan. 10, 1835. 
t Syitem of Roadmakiug, 1825. X Gayffier, p. SiOl. 




200 IMPROVEMENT OF THE SURFACE 

ken are placed, resting only on their ends, so that, Im 
struck sharply in their middle, they break into ang 
fragments. Children with smaller hammers can do 
lighter work, so that a whole family may be employ 
The workmen should not be paid by the day, but a 
ii: fij equitable price per cubic yard. A medium laborer 

break in a day from 1 ^ to 2 yards of gneiss ; but on] 
to f yard of hard boulders, or ** cobble-stones.** 
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THICKNESS OF THE COATING. 



Twelve inches of well consolidated materials on a g 
bottom, will be sufficient for roads of the greatest tra 
and will resist all usual weights, and frosts. In the 
mate of France, ten inches is considered enough for 
most frequented roads, and six or eight inches for oth 
./j^l The thickness should vary with the soil, the nature of 

materials, and the character of the travel over it ; it she 
be such that the greatest load will not affect more t 
•f P the surface of the shell ; and it is for this purpose chi 

■^5 that thickness is required, in order that the weight wl 

i- comes on a small part only of the road may be spi 

•jR over a large portion of the foundation. The severe fin 

\\y of our northern states require the maximum of depth.* 

McAdam advocates less thickness than the other £ 
lish constructors. He considers from 7 to 10 inches si 
cient, calling the latter depth of " well consolidated mi 
rials equal to carry any thing." He adds, " some i 
roads of six inches in depth were not at all affected t 



. : i^ - V very severe winter ; and another road having been alloi 



y^l- * Stone broken into fragrments of from 1 to 6 inches occupie* t 

as much space as in the original solid state ; but the broken stone pi 
upon the road is re«luced by the pressure of the wheels to two-tl 
<tf its former bulk, or more exactly seven-tenths. 
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to wear down to only three inches, this was found saffi* 
cient to prevent the water from penetrating, and thus to 
escape any injury by fros^" He earnestly advocates the 
principle that the whole science of artificial road-making 
consists in making a solid dry path on the natural soil, 
and then keeping it dry by a durable water-proof coating. 
*' The broken stone is only to preserve the under road 
from moisture, and not at all to support the vehicles, the 
weight of which must be really borne by the native soil, 
which, while preserved dry, will carry any weight, and 
does in fact carry the stone road itself as Well as the car- 
riages upon it." ..." The stone is employed to form a 
secure, smooth^ water-tight flooring, over which vehicles 
may pass with safety and expedition at all seasons of the 
year." ..." Its thickness should be regulated only by 
the quantity of material necessary to form such a flooring, 
and not at all by any consideration as to its own indepen- 
dent power of bearing weight." ..." The erroneous 
idea that the evils of an undrained wet clayey soil can be 
remedied by a large quantity of materials, has caused a 
large part of the costly and unsuccessful expenditures in 
making broken-stone roads."* 

APPLICATION OF THE MATERIALS. 

The road-bed, having been thoroughly drained, must 
be properly shaped and sloped each way from the centre, 
so as to discharge what water may penetrate to it, and not, 
as is often practised, be made level, and the crowning 
given by a greater thickness of stone in the middle. 
Upon this bed, a coaling of three inches of the clean bro- 
ken stones, free from any earthy mixture, is to be spread 

* Mc Adam — ** System of Road-makiog/' pasnm. 
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on a dry day. The travel is then to be admitted on it, 
men being stationed to rake in the ruts as soon as formed, 
or a heavy roller used, till it becomes almost consolidated, 
but not completely so, (the determination of this time being 
a nice and important practical point) and a second coat of 
three inches is then to be added during a wet time, as 
moisture greatly facilitates the union of the two. A third 
coat is added as was the second, and a fourth if that be 
required. If the stone be very hard, and the wheeling 
very difficult, fine clean gravel, free from earth, may be 
spread over the surface ; but it is better for the future 
solidity of the road to dispense with this, if possible. 

If a thick coat be laid on at once, there is a very great 
destruction of the material before it becomes consolidated, 
if it ever does so. The stones will not allow one another 
to be quiet, but are continually elbowing each other, and 
driving their neighbors to the right and to the left. This 
constant motion rapidly wears off the angular points, and 
reduces the stones to a spherical shape, which, in con- 
junction with the amount of mud and powder produced, 
destroys the possibility of any firm aggregation, and the 
road never attains its proper condition of hardness.* 

The broken stones need not be spread over a greater 
width than from 12 to 16 feet, (except. near large cities) 
and " wings" of earth may be left on each side. For a 
road little used a single track of 8 feet of the " metal" will 
suffice.! 

The perfect cleanliness of the stones is strongly insisted on 
by McAdam. He directs the broken stones to be very carefully 
kept perfectly free from any mixture of earth, or any matter 
which will imbibe water, or be affected by frost ; since roads 



* Penfold, p. 15. t See page 47. 
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made with such a mixture become loese in wet weather, and al- 
low the wheels of carriages to displace the materials, and to out 
through to the original soil, thus making the roads rough and 
rutty, the admission of water being the great evil. He adds 
that nothing must be laid on the clean stone under the pretence 
of ** binding ;" for clean broken stone will combine by its own 
angles into a smooth solid surface, which cannot be affected 
by vicissitudes of weather, nor displaced by the action of 
wheels. 

The French engineers consider this cleanliness as unneces- 
sary, since the travelling on the road very soon pulverizes the 
materials, and fills the interstices with dust and mud ; though 
it might be replied that this took place only on the surface. 
Some of them, observing the large amount of vacant space in 
a mass of broken stone,* have even proposed to combine with 
it in advance a certain proportion of calcareous stone,t or even 
clay and sand4 just sufficient to fill up the existing vacancies. 
This would doubtless make a road tolerably fit for use much 
sooner than the regular plan, but its permeability to water 
would entail on it all the evils mentioned in the preceding par- 
agraph. 

* A cubic metre of broken stones, placed in a water-tight box, 
which they just fill, can receive in the empty spaces between the 
fragments a volume of water s= jYv, or nearly one-half of the whole» 
the actual solidity of the stones beuig therefore only ^^. This does 
not vary for stones from 1 to 8 inches i& size. After prolonged travel 
it increases to i^^, leaving a void of only -^. For rolled pebUes 
and sand the actual solidity may be as much as ^^. For perfect 
qiheres, calculation shows that the solidity of a mass of them in- 
creases as their diameter decreases. Thus, if a cubic metre be filled 
with spheres 4 inches in diameter, their solid volume will be -^^ ; if 
they are 1 inch in diameter their volume is ^^^ ; and if only -^ inch, 
it is 1^^. Pebbles by theory, as well as by the experiment above 
cited, would be intermediate between broken stones and spheres. — 
(Gayfiier, pp. 204 to 214.) 

t M. Polonceau. t M. Girard de Caudemberg. 
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ROLLING. 

The use of a very heavy roller will much facilitate the 
consolidation of the road. A plan highly recommended* 
is to have a roller made of a hollow cylinder, of cast iron, 
or covered with iron bands, seven feet in diameter, and 
five feet long. A strong axle passes through its length. 
Its ends are closed, and two interior partitions, perpendic- 
ular to the axis, divide it into three equal chambers. A 
longitudinal band of the surface, a foot wide, can be de- 
tached, so as to give access to the interior spaces, which 
are filled with gravel, one or all of them, according to the 
weight desired. The empty cylinder weighs 7000 lbs. ; 
each compartment filled with gravel adds 4,000 lbs* to 
the weight ; so that the entire weight may be made suc- 
cessively 7,000 lbs., 11,000 lbs., 15,000 lbs., and 19,000 
lbs. To compress a new road, ten or twelve strong horses 
should be attached, on a wet day in summer, to the empty 
roller, and draw it several times over every part of the 
road, till the materials have been so far compressed as not 
to form a ridge in front of the roller. Then the middle 
division is to be filled with gravel, (moistened, to give it 
solidity) and the rolling resumed till the draught is so much 
lessened that the end divisions can be filled, the middle 
one being emptied at first if necessary. There should be 
an excess of power in the horses, so that they may do 
less injury by the violent pressures of their feet. Every 
part of the road should be passed over from 40 to 100 
times. To increase the stability of the compression ob- 
tained, an inch of gravel should be spread over the surface 
and passed over by the roller a few times. If the weather 

• Gayffier, p. 313. 
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be dry, ihe surface should be watered. The season should 
be summer, that the road-bed may be dry, and the day be 
wet, to ensure a moist surface, which facilitates the bind- 
ing of the materials. 

When the rolling has finished the compression, the 
road is still very different from one which has borne the 
traffic of many years ; for although the materials are 
strongly pressed against one another, and have taken 
a stable position, they have not acquired the adhesion, 
which takes place after a series of years. The new road, 
therefore, needs for some time most careful attention. 
The travel must finish it by being forced to pass over 
every part of it uniformly, heaps of pebbles being placed 
very irregularly, so as to direct the vehicles successively 
on all the points of the road. Every rut, and the slightest 
hollows and elevations, must be promptly removed by a 
liberal supply of laborers, whose work will, however, 
have been greatly lessened by the previous rolling. ^They 
must rake over every inequality of surface the moment 
that it is formed. 

KEEPING UP A ROAD. 

' This is a very different thing from " repairing a road," 
though the two are often confounded. A due attention to 
the former will greatly lessen the necessity for the latter. 
The former keeps the road always in good condition ; the 
latter makes it so only occasionally, after intervals of va- 
rious length, during which it is continually deteriorating 
in a geometrical ratio, so that ihe better the state in which 
the road is kept, the less are the injuries to it, and there- 
fore, tJie less the expense of keeping it in this excellent 
condition. 

" Keeping up the road" requires the daily attention of 
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a permanent corps of laborers. Supposing the road to be 
already in good condition ; that is, in proper shape, and 
free from holes, ruts, mud, and dust ; to keep it so, re* 
quires two fundamental operations : 

1. The continual removal of the daily wear of the ma- 
terials, whether in the shape of mud or of dust ; 

2. The employment of materials to replace those 
removed* 

The first operation requires hoes and brooms. The 
hoes should be three feet long, and of wood, as iron ones 
would be more likely to loosen the stones. The lighter 
dust and more liquid mud must be swept off by birch 
brooms. The detritus between the little projections of 
the stones should not be removed by too thorough sweep* 
ing, as it protects them from immediate crushing, and 
preserves their stability. The broom is also necessary to 
remove every trace of wheels, the moment they have 
passe4» so, as to oppose that habit or instinct of horses 
which leads them to follow in the track of the preceding 
vehicle, and which would soon convert unremoved tracks 
into ruts. The brooni and hoe have then a double end 
to be accomplished by the same operation, viz., effacing 
tracks and removing detritus. Very effective machines have 
also been constructed for accomplishing these purposes.* 

The second operation of applying new materials de» 
mands several precautions. To prevent a weak place 
from being neglected because the materials are not at 
hand, they should be kept in dipots, never more than a 
quarter of^a mile apart, and carried thence in barrows. 
They should be applied after a rain, as then they wiU 
more easily unite, and no coat, thicker than one stone, 



* Roads and Railroads, p. 91. 
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i^uld ever be applied at any one time. A cubic yard to 
a superficial rod will be quite enough at once. They will 
then soon become incorporated without having their angles 
worn out by motion, and will be of as much service as 
double the thickness applied at once. To avoid retarding 
the travel and increasing the draught too much, a new 
coat should not be put on any continuous space larger 
than six or seven square yards. If several depressions 
are found very near each other, cover the worst, and at- 
tend to the next after the first has become solid. The 
ruts which are formed should not be filled with loose 
stone, for this Would make longitudinal ridges of harder 
material, but " the laborer should work the rake back- 
wards and forwards on each side of the rut and across it ; 
and if he do it with his eyes shut, he will do more good, 
than by taking pains to gather all the stones he can find to 
place in it."* 

The number of men required by this system of con- 
atant watchfulness may at first seem an objection to it, 
but the expense will be amply repaid by the advantages 
obtained » Each laborer should have a certain length of 
the road assigned to his especial care, and the most intel« 
ligent and trustworthy among them should be made 
inspectors over the others for a certain distance. At 
times unfavorable for work on the road, they should be 
employed in breaking stone. The labor of one man will 
keep in repair three miles of well-made and well-drained 
road, for the first two years after its formation, and four 
miles for the next two years, by constantly spreading 
loose stones in the hollows, raking them from the middle 
to the sides^ opening the ditches, &c. In the fifth year 

• Penfold, p. 30. 
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some repairs, " with lifting," may be necessary^ as ex- 
plained under the next head.* 

It will be seen by Morin's table, on page 63, that the 
friction or resistance to draught on a road with deep ruts 
and thick mud, is four times as great as on one in good 
order. This shows the importance of very perfecUy 
" keeping up" the road. An incidental advantage is, that 
the prompt removal of the mud after every shower will 
prevent the annoyance of dust, so general an objection to 
McAdam roads, but not at all their necessary concom- 
itant. 

Where the materials of the road are very brittle stone, 
they wear away very rapidly in dry weather, and their 
consumption may be much lessened by watering ihe road 
judiciously ; not so little as to form a crust which adheres 
to the wheel, nor so much as to make the draught heavy. 
A moderate use of the watering cart preserves the mate- 
rials from pulverization, and keeps them settled in their 
places, at the same time that the comfort of the traveller 
is greatly enhanced. This is particularly necessary (mv 
roads in this country during our hot and dry summers ; 
for after a long drought the crust of the road sometimes 
becomes so dried out that it ceases to '' bind," and per- 
mits loose stones to be detached from it, to the great 
injury of the surface. An excess of moisture must, how- 
ever, be avoided, since it increases the grinding power of 
the pulverized stones, as marble is sawn and jewels are 
cut with their own powder combined with water. 

The question may arise, whether the materials thus 
gradually added to the road, for alimentation rather than 
reparation, are sufficient to make up for its annual loss, 

* See Am. Railroad Jouinal, March ISt 1847. 
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and diminution of depth, which is too small for direct 
measurement. Experiments upon this point indicate that 
the amount of materials annually consumed, and therefore 
to be replaced, is one cubic yard per mile* for each " col- 
lar," or beast of burden passing over it. Others consider 
it only two-thirds of a cubic yard.f 

REPAIRING A ROAD. 

A road properly kept up by daily attention, needs no 
repairs ; but if it be put in order only at intervals, the 
injuries to it, which have been increasing in geometrical 
progression, will render very serious repairs necessary. 
It will be found cut into ruts, deep holes, and irregular 
projections; and often lower in the middle than at the 
aides. It must be put into shape, and restored to its 
proper cross-section, by cutting down the sides, and filling 
up the middle part. Only a single thin coat of stone 
should be applied at a time, — not more than a cubic yard 
to a rod superficial. The surface of the old road may be 
lightly picked up, or ** lifted," (with strong short picks) 
merely burying the point of the pick one or two inches 
deep, so that the new materials may be more readily 
united to the old ones. This is especially necessary on 
declivities, to prevent the stones rolling down the slope. 

When the road to be repaired is one which had been 
originally formed of large stones, and of superfluous 
thickness, no new materials should be brought upon it, 
but the old stones should be loosened with picks, gathered 
by strong rakes to the side of the road, and there broken 
to the proper size. The surface of the road having been 
put in proper shape, the broken stone*8 are to be returned 

* Dupun, AfrnaUs des Ponia et Chauseea, 1842. t Gayffier, p. 232. 
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to it, being scattered uniformly and thinly over the sur- 
face. Only a small space of road should be thus broken 
up at once, say six or eight feet in length, but the whole 
width. The old plan of repairing would be to fill up the 
holes with an additional supply of the same large mate- 
rials ; but the method here recommended makes more 
work for men and less for horses, and produces a great 
saving in expense. 

The best season for repairing broken-stone roads is in 
the spring or early summer, when the weather is neither 
very wet nor very dry, for either of these extremes pre- 
vents the materials from consolidating, and therefore pro- 
duces either a heavy or a dusty road. If made at. this 
season, the roads are left in a good state for the summer, 
and become consolidated and hard, so as to be in a condi 
tion to resist the work of the ensuing winter.* 

TELFORD ROADS. 

This name may be given to the roads of broken stone 
which rest on a peculiar pavement, as constructed by Tel- 
ford, on the Holyhead road and elsewhere, and of which 
he has given the following specification for a width of 
thirty feet. Fig. 110 is a section of the carriage-way of 

such a road. 

Fig. 110. 
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'* Upon the level bedt prepared for the road materials, 

- "^ _ 

* James Walker. 

t A bed with the same cross-section as the final road, would certainly 
be preferable, to ensure drainage. The pavement woold then require to be 
■of the same depth at centre and sides. 
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a bottom course or layer of stones is to be set by hand in 
the form of a close, firm pavement. The stones set in 
the middle of the road are to be seven inches in depth ; 
^t nine feet from the centre, five inches ; at twelve from 
the centre, four inches ; and at fifteen feet, three inches^* 
They are to be set on their broadest edges and lengthwise 
across the roady and the breadth of the upper edge is not 
to exceed four inches in any case. All the irregularities 
of the upper part of the said pavement are to be broken 
off by the hammer, and all the interstices to be filled with 
stone chips, firmly wedged or packed by hand with a light 
hammer, so that when the whole pavement is finished, 
there shall be a convexity of four inches in the breadth of 
fifteen feet from the centre. 

" The middle eighteen feet of pavement is to be coated 
. with hard stones to the depth of six inches. Four of these 
six inches are to be first put on and worked in by car« 
riages and horses ; care being taken to rake in the ruts 
•until the surface becomes firm and consolidated, after 
which the remaining two inches are to be put on* The 
whole of this stonQ is to be broken into pieces as nearly 
cubical as possible, so that the largest piece, in its longest 
dimensions, may pass through a ring of two inches and a 
half inside diameter. 

'* The paved spaces, on each side of the eighteen middle 
feet, are to be coated with broken stones, or well cleansed, 
strong gravel, up to the footpath or other boundary of the 
road, so as to make the whole convexity of the road six 
inches from the centre to the sides of iu The whole of 
the materials are to be covered with a binding of an inch 



* The curved section thUd obtained, has been shown, on page SO, to be 
inferior to plane slopes on each side of the centre. 
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and a half in depth, of good gravel, free from clay or 
earth."* 

The propriety of this foundation, {"Bottoming," ot 
" Pitching") has been the subject of earnest controversy 
between the partisans of McAdam and those of Telford. 
The following are the defects imputed to a road of broken 
stones, laid on earth, (especially clay) without any foun- 
dation. 

The weight of vehicles forces the lower stones into the 
earth, which rises up into the interstices and forms a mJX" 
ture of earth and stones which will always be loose and 
open, and never consolidate into a compact mass. In win- 
ter the water, which will penetrate, is frozen and breaks 
up the road. After a thaw and in wet weather, the road 
is a quagmire, the wheels cut deeply into it, and some- 
times through the entire thickness, so that it resembles a 
ploughed field. At the best, after a rain the semi-fluid 
soil will rise up to the surface and form a coat of mud ; 
and after a drought the looseness of the stones will make 
them rub off their angles and soon wear out. Nor will 
any thickness of broken stones thoroughly destroy the elas- 
ticity of the soil, the evils of which were shown on page 58. 

McAdam maintains that thorough draining will prevent 
all these evils, but Telford thinks that they can be re- 
moved only by the ** bottoming," for which he claims the 
following advantages. 

Roads, being in fact artificial structures, which have to 
sustain great weights and violent percussion, the first object 
must be to obtain a permanently firm and stable foundation. 

This is effected by the plan of ** bottoming ;" for by it 
the pressure of the wheels is distributed over a large 

* Parnell, pp. 133-4. 
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space. Suppose that the wheel touches and presses on a 
surface of 2 square inched. This pressure is carried to 
the foundation stones, which rest at their bottom on a broad 
surface, averaging 10 by 5 inches, or 50 square inches, 
80 that each square inch of the soil receives only one- 
twenty-fifth part of the surface pressure, and there is 
therefore no danger of the pavement stones being pressed 
into it, nor of the soil being forced to ooze up between 
them. On a new embankment of soft earth it is best to 
lay brush or fiirze, and place the pavement upon this. 

The advantages of this system are most striking when 
the natural soil is retentive of moisture, as when it is clay. 
The pavement then acts as an under-drain to carry off the 
water which may find its way through the broken-stone 
surface. Even on a rock this pavement may be laid with 
advantage, to. form a clear floor. 

When the stones are properly set, and wedged with the 
stone chippings, they will never rise to the surface.* To 
avoid disturbing them, the carts which bring the broken 
stone must not be allowed to pass over the foundation. 

From the moment that a road thus made begins to be 
used, it becomes daily harder and smoother. The strength 
of the resulting surface admits of carriages being drawn 
over it with the least possible distress to horses. The 
broken stones being on an immoveable dry bed, do not 

* Large stones, placed under a road and not thus wedged down, will 
invariably work up to the surface. Thus, oyer Breslmgton Common, 
England, the whole of the original soil had been covered at great ex- 
pense with large flagnstonee, and the road-covering laid upon them. Their 
motion kept the surface in a loose, open state, till, on the road being dug 
open, they were found almost entirely turned upon their edges, having 
been acting with the force of levers upon the road, which they had made 
to crack and sink, without the cause at such a depth being suspected. — 
MeAdam. 
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mix with the soil, and become perfectly united together 
into one solid mass. 

The parts of the Holyhead road formed with such a 
foundation, were unaffected by a series of unusually se- 
vere frosts, followed by thaws and heavy rains, while the 
parts of it differently made, and other roads in the neigh- 
borhood, were broken up, and " became as bad as a 
bog."» 

A road thus constructed will in most cases cost less 
than one entirely of broken stone ; for the course of foun- 
dation-stones may be of any cheap and inferior stone, as 
sand-stone, &c., which will bear weight, and not be de- 
composed by the atmosphere, but which would not be 
sufficiently hard and tough for the broken-stone covering. 
The cost of hammering and setting this pavement will be 
less than that of breaking up an equal mass, and the total 
amount of stone employed will be no more than would 
have been required for a road entirely of broken stone. 

But even if such a road cost more at first, it would be 
cheaper in the end ; for, beside the saving of draught, 
stones laid on such a pavement last much longer than 
those laid on earth, two courses of the former outlasting 
three of the latter. The expense of scraping is lessened 
In the same or even a greater proportion. 

On the other hand, it is objected that, between the wheel 
above and the foundation-stone beneath, the broken stone 
will be in a situation like that of the grain between two 
millstones, and must therefore be more rapidly ground lo 
powder than if on a soft bottom.t But this will be pre- 
vented by using harder stone for the surface than for the 
foundation. 



* Telford. First Report on Holyhead roads. t Penfold, p. a 
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McAdam also maintains that the materials last longer 
on a soft and elastic bottom than on a hard one ; and in- 
stai^ces a road in Somersetshire, where a part of it is 
" over a morass so extremely soft that when you ride in 
a carriage along the road, you see the water tremble in 
the ditches on each side," and is succeeded by a bottom 
of limestone rock, continuing for five or six miles. An 
exact account of the expenditure on each having been kept, 
it was found that the cost of keeping up the soft was to 
that of the hard only as five to seven ; i. e. five tons of 
stone on the former would last as long as seven on the 
latter. But this seems an exceptional case, being con- 
trary to all other experience. Sir John Macneill testifies 
very strongly that the annual saving of a paved bottom 
will be one-third of the expense in any case, and that if 
the diminished amount of horse labor were considered, it 
would be very considerably more than that.* 

An artificial substitute for a pavement foundation, consist- 
ing of a concrete, or composition of Roman cement and gravel, 
iias been employed with great success on a wet and elastic 
soil, where every thing else had failed, and where stones for 
bottoming would have been very expensive. The locality was 
the Highgate Archway Road near London, in a deep cutting 
between two high banks of clay, where the soil was surcharged 
with water. Many attempts at draining had been made, and 
a great thickness of broken stone had been used, and subse- 
quently relaid on furze and pieces of waste tin. But the stone 
mixed with the wet clay, and rapidly wore away, becoming 
round and smooth, without ever consolidating, and the road 
was almost impassable. The Parliamentary Commissioners 
finally took charge of it, and Sir John Macneill succeeded in 
making a perfect road. Four longitudinal drains were made 
the whole length of the road, cross drains at every 90 feet, and 

* Parnell, p. 163. 
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iotennediate small drains at every 30 feet under the cement.* 
On the prepared centre, of eighteen feet in width, after it had 
been properly levelled, was put a layer, six inches thick, of 
the concrete, formed of one part of Roman cement, one of 
sand, and eight of stones. The sand and cement were mixed 
dry in a large shallow trough ; the gravel was added ; as little 
water as possible was used ; and the whole mixture was then 
cast upon the ground. Before it had set, a triangular piece of 
wood was indented into the surface, so as to leave, at erery 
four inches, a triangular groove for the broken stones to lie 
in and fasten into. These grooves fell three inches from the 
centre to the sides of the road, in order to carry off any water 
which might percolate through the broken stones above it. Six 
' inches of these were laid upon it when it had sufficiently hard- 
ened, (which was in about fifteen minutes) and the sides or 
wings were filled up with flint gravel. The concrete cost at 
that place 50 cents per square yard six inches thick. The 
object was to attain a dry and solid foundation for the broken 
stone. The result was an excellent road, undisturbed by se- 
vere frosts, and on which one horse could draw as much as 
three in its original state. 

4i PAVED ROADS.t 

A good pavement should offer little resistance to wheels, 
but give a firm foothold to horses ; it should be so durable 
as to seldom require taking up ; it should be as free as 
possible from noise and dust ; and when it is laid in the 
streets of a city, it should be susceptible of easy removal 
and replacement to give access to gas and water pipes. 

A common but very inferior pavement, which disgraces 
the streets of nearly all our cities, is constructed of rounded 

* See Pamell, pp. 157 and 160, and plates to Simms on Roads. 

t Gayffier, pp. 193-8 ; Marlette, pp. 104-8 ; Jullien^pp. 316-18 ; Pamell, 
pp. 110-123, 348-359 ; Mahan, pp. 292-5 ; Journal of Franklm Insti- 
tute, Sept Oct 1843. 
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water-worn pebbles^ or " cobble-stones." The best are of 
an elliptical shape, from 5 to 10 inches deep, and of a 
diameter equal to half their depth. They are set with 
their greatest length upright, and their broadest end upper- 
most. Under them is a bed of sand or gravel a foot or 
two deep. They are rammed over three limes, and a layer 
of fine gravel spread over them to fill their interstices.* 

The glaring faults of this pavement are that the stones, 
being supported only by the friction of the very narrow 
space at which they are in contact, are easily pressed, 
down by heavy loads into the loose bottom, thus forming 
boles and depressions ; and at best offer great resistance 
to draught, cause great nois^ cannot be easily cleaned, 
and need very frequent repairs and renewals. t 

The pavement which combines most perfectly all desira^ 
He requisites^ is formed of squared blocks of stone^ rest- 
ing on a stable foundation, and laid diagonally. 

We will examine successively the merits of different 
foundations ; the quality of stone preferable ; their most 
advantageous size and shape ; their arrangement ; the 
manner of laying them ; their borders and curbs ; their 
advantages ; and their comparison with McAdam roads. 



* The following is part of the specification for the New York pavement : 
** The paving stones must be heavy and hard, and not less than six inches 
in depth, nor more than ten inches in any direction. Stones of similar 
nxe are to be placed together. They are to be bedded endwise in good 
elean gravel, twelve inches in depth. They shall all be set perpendicularly, 
and cloeely paved on their ends, and not be set on their sides or edges in 
any cases whatever." 

t The cost of such a pavement for a new street is in New York from 
50 to 75 cents per square yard ; for repairing an old street, about 20 cents. 
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FOUNDATIONS. 

The want of a proper foundation is one of the most 
frequent causes of the failures of pavements. A founda- 
tion should be composed of a sufficient thickness of some 
incompressible material, which will effectually cut off 
all connection between the subsoil and the bottom of the 
paving-stones, and should rest upon a well-drained bot- 
tom, for which in cities a perfect system of sewerage is 
indispensable. The principal foundations are those of 
sand, of broken stone, of pebbles, and of concrete. 

Foundations of sand. — This material, when it fills an 
excavation, possesses the vsiluable properties of incomprips- 
sibility, and of assuming a new position of equilibrium 
and stability when any portion of it is disturbed. To se- 
cure these qualities in their highest degree, the sand 
should be very carefully freed from the least admixture of 
earth or clay, and the largest grains should not exceed 
one-sixth of an inch in diameter, nor the smallest be less 
than one-twenty-fifth of an inch. The bed of the road 
should be excavated to the desired width and depth, and 
be shaped with a slope each way from the centre, corres- 
ponding with that which is to be given to the pavement. 
This earth bottom should be well rammed, and a layer of 
sand, four inches thick, be put on, be thoroughly wetted, 
and be beaten with a rammer weighing forty pounds. 
Two other layers are to be in like manner added, and the 
compression will reduce the thickness of twelve inches to 
eight. The number of layers should be regulated by the 
chal-acter of the subsoil. Two inches of loose sand are 
to be then added to fill the joints of the stones, which may 
be now laid. The pressure of loads upon these stones is 
spread by the incompressible sand over a large surface 
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of the earth beneath. This is the favorite system in 
France.* 

Foundations of broken stone. — ^A bed is to be excava- 
ted, deep enough to allow twelve inches of broken stone 
to be placed under the pavement. A layer of four inches 
is first put on, and the street then opened for carriages to 
pass through it. When it has become firm itnd consoli- 
dated, another layer of four inches is added aiul worked 
in as before ; and finally a third layer ; making in fact a « 
complete McAdam road. Upon it the dressed paving- 
stones are set.f This method, though efiGicient, is very 
inconvenient, from the.^engtb of time which it occupies, 
and the difiiculty of draught while it is in progress. 

Foundations of pebbles, — Such a pebble pavement as 
is described on page 217, resting itself on sand, gravel, or 
broken stones, is strongly recommended to be adopted as 
the foundation of the dressed block pavement, for streets 
in which there is a great deal of travel.^ , 

Foundations of Concrete. — Concrete is a mortar of 
finely-pulverized quicklime, sand, and gravel, which are 
mixed dry, and to which water is added to bring the mass 
to the proper consistence. It mil^t be used immediately. 
Beton (to which the name of Concrete is often improperly 
given) is a mixture of hydraulic mortar with gravel or 
broken stone ; the mortar being first prepared, fine gravel 
incorporated with it, the layer of broken stones subse- 
quently added to a layer of it 5 or 6 inches thick, and the 
whole mass rapidly brought by the hoe and shovel to a 
homogeneous state. Three parts of sand, one of 
hydraulic lime, and three of broken stone is a good pro- 
porti(Hi. A mixture of one part of Roman cement, one of 

• Gayffier» p. 126. t Pamell, p. 117. 

X CommittM) of Franklin Institute, and Pamell, p. 11(L 
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sand, and eight of stone, has also been employed very 
successfully. Beton is much superior to Concrete for 
moist localities.* 

The excavation should be made fourteen inches lower 
than the bottom of the proposed pavement, and filled with 
that depth of the concrete or betouy which sets very rap- 
idly, and becomes a hard, solid mass, on which a pave- 
ment may then be laid. This is, perhaps, the most 
efficient of all the foundations, but also the most costly at 
first, though this would be balanced by its permanence 
and saving of repairs. It admits of access to subterrane- 
ous pipes with less injury to the neighboring pavement 
than any other, for the concrete may be broken through 
at any point without unsettling the foundation for a con- 
siderable distance around it, as is the case with founda- 
tions of sand or broken stones ; and when the concrete is 
replaced, the pavement can be at once reset at its proper 
level, without the uncertain allowance for settling which 
is necessary in other cases. The blocks set on the con- 
crete are usually laid in mortar. We will examine pres- 
ently the propriety of this. 

QUALITY OF STONE. 

The stone should be of a kind which will not wear 
smooth, but which will always remain rough on the sur- 
face. Many varieties of granite are of this character, and 
are therefore very suitable. The hardest stones are the 
best, and their specific gravity is a tolerable test of their 
hardness. The hardest stones will also absorb but j}^ 
of their volume of water ; tender ones will absorb yV« 
The hardest stones also, when struck by a hammer, give 

a clearer and more ringing sound than soft ones. Tender 

1-. 

•Maha]i,p^4a 
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Stones may be made much more durable by plunging 
them in boiling bitumen, which penetrates their pores and 
prevents them from absorbing water, which is the most 
powerful agent in their disintegration. 

SIZE AND SHAPE. 

The size of the stones should be proportioned to the 
number and weight of the vehicles which will pass over 
them, and as each stone is liable to have resting upon it 
the entire weight borne by one wheel, it should be large 
enough to sustain this weight without being crushed, or 
depressed. It should also be no larger than a horse's 
hoof, so as to prevent any slipping upon its surface, even 
where unbroken by joints ; but the fulfilment of the first 
condition will generally make this impossible, and the se- 
lection of a proper quality of stone will render it unneces- 
sary. If stones of difierent dimensions are admitted, they 
should be assorted, and only those of the same size should 
be used near each other, or the small ones will sink be- 
low the rest, and the depressions thus formed will be in- 
creased by every passing wheel. It is therefore very 
desirable that they should be uniform in size. Cubes of 
eight inches in every direction seem to combine most of 
these requisites. They should be very slightly tapering 
towards their lower ends, thus making them truncated 
pyramids.* If they are much larger than this standard, 
the weight of a wheel coming on one end of one of them, 
will tend to depress it and to elevate the other end, so 



* Blocks of this size cost in Philadelphia delivered on the street, (2.75 
per square yard of surface. Laying a bed of gravel 15 inches deep, set- 
ting the stone, &c., cost 50 cents more, making the entire cost of the 
pavement $3.25 per square yard. 



222 lUPROTBHENT OP THE SURFACE. 

that such large stones would be less firm than smallei 
ones. 

Hexagonal blocks have been suggested, and would 
form a more compact mass than those of any other shape ; 
but their superiority in this respect would probably not 
compensate for the extra cost of cutting them. 

ARRANOEMSNT. 

The rectangular stones may Fig. ill. 

be laid in continuous courses 
across the road, but so as to ' ' 
"break joints" in the direction 
of its length, as shown in Fig. 
111. It has been observed, how- 
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ever, that when stones are laid, as is usual, with their 
joints parallel and perpendicular to the direction of the 
road, they wear away most rapidly upon the edges which 
run across the road, since these receive most direaly the 
shocks of the wheels, and that the stones' thus become 
convex. To prevent this, and Rg- ' 

to secure equal wear, they 
should be laid sothat the joints 
cross the road obliquely, ma- 
king an angle of 45° with the 
axis of the roadway. One set 
of joints may be continuous, 
but the others should break 
joints, as in Fig. 112. ^^ 

Oblong stones are preferred by the French engineers, 
with their upper surfaces nine inches by jive and a half. 
They should be laid, (if not diagonally) bo that their great' 
est length is across the street, their narrowest dimension 
being that passed over by the wheels. They thus offer less 




STONE PATEUBNTS. 

nustance to draught th&n cubical 
blocke, according to the experi- 
menta of Morin. 

In the steep streets of Genoa 
the stones are laid in oblique 
courses, pointing up the ascent, 
and meetingalaoangle in the cen- 
tre. The continuous joints, which 
descend to ^e right and to the 
left, facilitate the discharge of the 
rainwater. 




KANNER OF LATINO. 



The top surface of the foundation (of whatever mate- 
rial it may be) which forms the bed for the paving-stones, 
is to be shaped, as directed on page 50) sloping each way 
from the centre, with inclinations ranging from 1 in 50 to 
1 in 100, Salter in proportion to the smoothness of the 
surface. The stones should be so set that the joints be- 
tween them will not exceed one quarter of an inch. But 
as they are not cut regularly enough to touch on every 
part of their surface, some substance must be interposed 
to fill up the vacancies, and to enable them to support 
each other. Mortar is used for this purpose on founda- 
tions of concrete, and even on those of sand and broken 
stone. Sometimes gravel is put between them, and n 
grouting of lime-water poured in. Iron cbippings are 
added to the gravel to increase the adherence. But no 
adherent compound, such as these, can resist tlie con- 
tinual vibrations and play of the pavement. Some other 
substance should therefore be employed, which will 
change its position of equilibrium, and never cease to fill 
up the spaces between the stones, whatever siiocks they 
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may receive. Such a substance is pure sand. The 
quality necessary has been indicated on page 218. A 
coating of an inch should also be spread over the stones. 
When the foundation is any thing but concrete, the paving- 
stones must be rammed, after a certain portion has been 
laid, with a maul vireighing 60 lbs., and those which break 
under this must be replaced, and those, which sink, taken 
up and reset. 

BORDERS AND CURBS. 

When the paved road forms the middle portion, or 
causeway, of a wider road, with wings of earth or broken 
stone on each side of it, its edges must be supported 
against the lateral thrust of the stones, by borders of larger 
blocks, 9 or 10 inches wide, 13 to 18 inches long, and 13 
inches deep. They are laid as headers and stretchers, so 
as to form a bond with the pavement. Their outer edge 
should also have occasional projections into the wings, so 
that a rut may hot be there formed. 

When the pavement is a city street, the curb-stones 
should be long blocks.* 
There should be no gut- ^ 
ter or other channel than 
that formed, as in the 
figure, bythe meeting of 
the inclined pavement with the curb-stone, which should 
rise six inches above the pavement, and be sunk as deep 
into the ground as possible. The foot pavements should 



* In the specifications for the New York pavements, the Cnrb-stones 
are required to be not less than 3 feet long, 5 inches thick, and 20 inches 
wide ; and the Grutter-stones to be not less than three feet long, 6 inches 
thick, and 14 inches wide. 

I 
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incline towards the street at the rate of one inch in ten 
feet, or 1 in 120.* * # 

ADVANTAGES. 

The advantages of such a pavement are its smoothness 
and uniformity of surface, enabling vehicles to be drawn 
over it with ease to the horses, comfort to the passengers, 
and but little wear and tear of the carriages, which can 
be therefore made much lighter than at present. At the 
same time it gives a good foothold to the horses ; causes 
very little noise, yet enough to warn the foot-passengers 
of the approach of a vehicle, and is very easily cleaned 
of the dirt which may collect upon it. It is also very 
durable, thereby rendering unnecessary the frequent stop- 
page of a street for repairs ; and though at first more 
expensive than cobble-stones, is finally far more eco- 
nomical. 

PAVED AND MoADAM ROADS COMPARED. 

McAdam maintains that his roads are preferable to 
pavements, even for the streets of cities. He argues that 
they are cheaper, as requiring no more stone than pave- 
ments, admitting an inferior quality, and costing less for 
repairs ; and that they give greater facility of travelling, and 
cause less annoyance from dust, when properly swept and 
watered. But experience in the streets of London shows 
the cost of broken -slone roads to be far greater than 
pavements, to which they are inferior in every respect.t 
The result of very full discussions at the Civil Engineers' 
Institution was, that a whin or granite pavement, of proper 
form and depth, laid on a sound bottom, is preferable to 



* Pamell, p. 120. t Pamell, p. 136. 
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any other plan for carriageways in the 
other large fities. The objections to the 
roads are that they, cannot resist the pressure riniril fay a 
Tery great intercourse, being liable to be thevdyy 
and ground into dust, which is easily conyerted 
that this hasty and continual destruction and 
wouldy in a great city, prove intolerably troaUesoae 
ezpensiTe^ while the dust in dry weather, and the nmd m 
wet, would greatly incommode the inlercoarae in the 
streets, as well as private dwellings and puUic shop^ 
The surface of broken stone is also more injorioiis to the 
feet of horses than a good pavement, and less easy fx 
their labor ; and the expense of making and maintainisg 
the former would be at least fifty per cent, more than the 
latter /" 

ROMAN ROADS. 

The ancient Roman roads, which, even at the present 
day, after the lapse of nearly two thousand years, may be 
traced for miles, as perfect as when first constructed, 
were essentially dressed-stone pavements, with founda- 
tions of concrete, resting on sub-pavements. The most 
perfect modem constructions thus appear to be only im- 
perfect and incomplete imitations. The direction and 
length of the intended road were marked out by two 
parallel furrows, from the space between which the loose 
earth was removed. The foundation of the road {Statu- 
men) was composed of one or two courses of large flat 
stones, laid in mortar, a bed of which was first spread 
over the earth. Next came a course of concrete {Rudus) 
formed of broken stones mixed with quicklime, and 

^ Telfoitl in Parnell, p. 351. 
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pounded with a rammer. If the stones were freshly 
broken ones, three parts'" of them were mixed with one of 
quicklime ; if they were from old buildings, two parts of 
lime were used to three of the rubbish. The third course 
{Nw)leus) was composed of broken bricks, tiles, and pot- 
tery, mixed with lime, which formed one-fourth of the 
whole. The mixture was spread in a thin layer, and in it, 
were imbedded, so that their top surfaces were perfectly 
level, the large blocks of stone {Summa crusta) which 
formed the pavement. These stones were irregular poly-, 
gons, usually with 5, 6, or 7 sides, rough on their under 
side^ but smooth on top, and so perfectly fitted together 
that the joints were scarcely perceptible. The entire 
thickness of the four strata was about three feet. When 
the road passed over marshy ground, the foundation 
stones rested on a framework of timber, (made of a 
species of oak not subject to warp or shrink) and to pro- 
tect this from the lime, it was covered with a bed of 
rushes or reeds, and sometimes of straw. On each side 
of the road were paved footpaths, and parapets; with 
stones at regular intervals for mounting on horseback. 
Milestones marked the distances to all parts of the empire 
from the Milliarittm aureum^ a gilt colunm in the Forum 
of Rome. 
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The abntuiance, and consequeDt cheapness, of wood 
in oiir new country, renders its employment in Road- 
making of great value. It has been used in the form of 
logs, of charcoal, of planks, and of blocks. 




When a road passes oYcr soft ffg- 1'^ 

swampy ground, always kept moist 
by springs, which cannot be drain- 
ed without too much expense, and 
which is surrounded by a forest, it 
may be cheaply and rapidly made 
passable, by felling a sufficient 
number of young trees, as straight 
and as uniform in size as possible, 
and laying them side by side across 
the road at right angles to iu length. 
This arrangement is well known 
under the name of a " Cordurot^ road, of which the 
figuVe gives a top and end view. Though its auccessire 
hills and hollows offer great resistance to draught, and 
are very unpleasant to persons riding over it, it is never- 
theless a very valuable substitute for a swamp, which in 
its natural state would at times be utterly impassable. 
But necessary and desirable as these roads may be to 
accomplish such an end in the infancy of a settlement, 
their retention upon a great thoroughfare is a disgraceful 
proof of indolence and want of enterprise in those who 
habitually travel over them ; though several such instances 
might be specified. 
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CHARCOAL ROADS. 

A very good road has been lately made through a 
swampy forest, by felling and burning the timber, and 
coTcring the surface with the charcoal thus prepared. 

" Timber from six to eighteen inches through is cut 
twenty-four feet, long, and piled up lengthwise in the 
centra of the road about five feet high, being nine feet 
wide at the bottom and two at the top, and then covered 
with straw and earth in the manner of coal-pite. The 
.earth required to cover the pile, taken from either side, 
leaves two good-sized ditches, and the timber, although 
not split, is easily charred ; and, when charred, the earth 
ia removed to the side of the ditches, the coal raked 
down, to a width of fifteen feet, leaving it two feet thick 
at the centre and one at the sides, and the road is 
completed." 

A road thus made in Michigan cost $660 per mile, 
and is said to be very compact and free from mud or 
dust. At a season when the mud on the adjoining earth 
road was half axletree deep, ** on the coal road, there was 
not the least standing, and the impress of the feet of a 
horse passing rapidly over it was like that made on hard 
washed sand, as the surf recedes, on the shore of the lake. 
The water was not drained from the ditches, and yet there 
were no ruts or inequahties in the surface of the coal 
road, except what was produced by more compact pack- 
ing on the line of travel. It is. probable that coal will 
fully compensate for the deficiency of limestone and gravel 
in many sections of the west, and, where a road is to be 
constructed through forest land, that coal may be used at 
a fourth of the expense of limestone."* 



• Report of the Commiasiouer of Patents for 1845, p. 1168. 
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PLANK ROA108.* 

Roads of plank have been used in Russia for many 
years, and were thence introduced into Canada by Lord 
Sydenham, while Governor-general. Nearly 500 miles of 
them have been there constructed within the last nine years. 
They promise to be of especial value in the long stretched 
of soft vegetable soil, deprived of stone or gravel,* but 
abounding in timber, which occupy so large a portion of 
the surface of our western and southern states. They arc 
considered superior to McAdam roads in cheapness, in 
ease of draught, in speed, and in comfort to passengers. 

For a single track, the planks (usually of hemlock, 
pine, or oak, according to the locality) should be eight feet 
long, and 3 or 4 inches thick, and be laid across the road, 
at right angles to its length. If laid lengthwise of the 
road, horses would be more liable to slip, and the ends 
would sometimes rise up ; if laid obliquely, one end Would 
tend to spring up when the weight of a vehicle pressed, 
unbalanced, upon the other. These planks rest on two 
longitudinal " sills," or " sleepers," four inches square, 
bedded in the earth to their full thickness. The earth 
must be fully up to the planks at every point ; for if any 
empty space be left beneath them, the confined air will 
cause the rapid decay of the plank. It is not now con- 
sidered necessary to pin or spike the planks to the sills, 
their weight being sufficient to keep them firm. Upon 
their upper surface a coating of clean plasterer's sand, an 
inch thick, is to be spread. ' 

A single track requires turning-out places to be pro- 
vided for it. To effect this an earthen road must be 

* G. Geddea, C. E., Am. Railroad Journal, Jan. 16, 1847. Mr. Burn* 
ham'8 Report to the.N. Y. Senate, Feb. 34, 1847. Mis WhittU9ey*9 Rep. 
ill Rochester Democrat, April, 1845. U. S. Patents Rep. for 1843, p. 337. 
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banked up, ten or twelve feet wide on one side, and two 
or three on the other, and made flush with the planks at 
their ends, but thence sloping outwards, so as to carry off 
tbe water* Perfect drainage is all*important. To pre- 
vent a rut being formed by the wheels at the junction of 
the plank and earth roads, the ends of the plank must not 
be iJEiid even, but a part of them should project two or 
three inches beyond the general line. This will facilitate 
the getting on the road, as the wheels of loaded wagons, 
instead of scraping by the side of the plank road, will at 
once, on meeting these projecting ends, rise upon them. 
If the bed on which the planks are to be laid is a new 
embankment, it should be travelled over for one season 
before they are laid upon it. 

One track, with the supplementary earth road, will be 
entirely sufficient^ except for an extraordinary amount of 
travek If the tonnage be chiefly in one direction, as in 
the approach to a town from an agricultural district, the 
track should be laid on that side of the road which will 
enable the loaded teams to keep it, and will compel the 
unloaded ones to do all the turning out. 

If the travel be so great as to require, and therefore to 
make profitable, the construction of a double track, it 
may be formed of two tracks, each eight feet wide, or of 
one track sixteen feet wide. The former plan is preferred. 
For the long plank three or five longitudinal sills are 
recommended, each to be four by six inches, and laid 
edgewise, being imbedded in trenches six inches deep. 
They should be from 15 to 20 feet long. They must not 
be of larger scantling, or they will not settle, and the 
earth will shrink away from the plank. There is con- 
siderable advantage in keeping the road dry by giving the 
road-bed a slight convexity of two or three inches in the 
centre, and springing the plank down to the outside sills. 
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to which they must then be attached by half->inch spikes, 
three inches long. 

The duration of plank r6ads is from eight to twelve 
years. It is regulated by their decay from rot, and not by 
their surface wear, which is very small. The sand which 
is spread upon them protects the wood from the coiks of 
the horses' shoes (which cause most of the wear) and soon 
penetrates the grain of the plank, till, with the woody 
fibres and the deposites on the road, a tough elastic cover- 
ing is formed, which almost entirely protects the plank 
from wear. One half the wear and tear of seven years 
occurs in the first year. The tolls on them should be 
made light enough to encourage such an amount of travel 
as will promote their wearing out rather than rotting. The 
thickness of the plank should be proportioned to the travel. 

The cost of a plank road will' necessarily vary greatly 

with every locality. For one mile of a single track, 8 feet 

wide and 3 inches thick, 8 x 3 x 5280= 126,720 feet, board 

measure, are required. Two sills, 4x4, would add 

2 X 4 X 4 X 5280 , ^^^^ - , . ,1 . .^' ^ 
— =14080 feet, makmg m all 140,800 

feet, and costing, at $5 per M., $704. The laying and 
grading will cost from 30 cents to $1 per rod, or from 
$96 to $320 per mile. Earthwork, sluices, bridges, and 
contingencies, admit of no average estimate. Without 
them, and adding $100 per mile for engineering superin* 
tendence, and $100 for gate-houses, the total cost per mile 
would be from $1000 to $1224. A road 8 feet wide, 4 
inches thick, with 3 sills 5 inches square, and running 
from Rome to Oswego, (where hemlock planks are worth 
$3.50 to $4 per M.) is estimated to cost, for 60 miles, 
$75,000, or $1250 dollars per mile. Being laid on an old 
turnpike road, but little grading will be necessary. 



' UpoD Buch roads great speed can be attained with little ' 
resistance to draught. Stage proprietors think tbem lest 
fiuiguing to horses than McAdam roads at the same rate 
of speed ; and such a road has even been taken up for 
sight feet in width, to mako room for a plank track. The 
motion of a carriage upon the plank is said to resemble 
that <m a road of well-beaten snow. 

Only one plank road has as yet been built in the state 
erf New York, that from Salina to Brewerton, hut a 
number are in progress. " The land over which this road 
runs is generally a low, rich, heavy clay soil, level, or 
nearly so, for most of the distance, rendering it a very 
difficult and expensive matter to keep an ordinary road 
over it in repair for any length of time. Its maintenance 
had become an oppressive burden on the people, while its 
importance and consequent wear was daily increasing. 
Under such circumstances the phtnk road was laid down 
cm it, and meets the anticipations of its most sanguine ad- 
Vocates. The loads carried over it have averaged at least 
double the usual weight carded on the old road ; and the 
value and price of lands contiguous to the road hare been 
enhanced by its operation."* 

WOODEN PAVEMENTS. 

Pavements formed of wooden blocks 
usually hexagonal in shape, possess 
many advantages. They cause little 
resistance to draught ; are almost en 
lirely free from noiae ; are easily 
kept clean ; are easy to a horse's hoof 
lessen very much the wear and tear 
of vehicles ; are pleasant to travel 



Fig IIG. 
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lers ; admit of great speed, and are cheaper in their first 
cost than granite blocks. 

To counterbalance these recommendations, they are 
slippery and therefore dangerous in wet weather ; and are 
very perishable, both from wear and from decay. The 
slipperiness has been obviated by grooving and striating 
their surface, but this lessens their ease of draught and 
noiselessness, and increases their cost.* The rapidity of 
their wear may be lessened by setting them on a founda*' 
tion of broken stone, or of concrete, so shaped as to rap- 
idly drain the water from their bottoms ; and by covering 
their surfaces with a mixture of boiling tar and clean 
gravel. Their decay may be prevented by various chem- 
kal preservatives, of which the principal are, Kyan's, who 
saturates the wood with a solution of bichloride of mer- 
cury or corrosive sublimate (one pound to five gallons of 
water) ; Burnett's, who uses a solution of chloride of zinc, 
(one pound to ten gallons of water) absorbed in a vacuum ; 
Renwick's, with coal tar; and Boucherie's, with the im- 
pure pyrohgnite of iron, absorbed by the vital action of 
the sap vessels. All of these are effective, but expen- 
sive. Another recent invention proposes to mineralize 
the wood, by forming within it an artificial stone. The 
wood is placed in an iron cylinder, from which the air is 
then exhausted. A solution of the sulphate of iron is 
injected and absorbed by the wood. It is followed by 
muriate of lime. A chemical decomposition ensues, and 
a sulphate of lime, or artificial gypsum, is formed within 
the pores of the wood, which thus becomes hard and in- 
destructible. 

* A description of yarioufi foims proposed for wooden pavements may 
be found in the N. Y. American Repository, vol. iii. ; and in London Me- 
chanics' Magazine, and Repertory of Patent Inventions, ptunrn. 
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& BOADB OF OTHSS JtJtTBBlAIM. 

Roads are made in Holland of hard burnt bricks, or 
" clinkers," laid on a firm foundation, and set on edge, 
with their longest dimension across the road. A better 
bond would be obtained by 
such an arrangemeDt as is 
shown in the figure. But 
the pressure of heavy loads 
and the blows of horses' 
feet, are too powerful for 
bricks, which should therefore be reserved for fooUpave- 
ments only. 

CONCRETE. 

Roads of concrete, or b^lon, six to eight inches thick, 
(such as has been described as the best foundation for 
granite blocks) have been warmly advocated in France, 
particularly for the use of steam carriages, in the place 
of the more costly, though more perfect railroads. Con- 
crete will sustain great weights, carried on wheels, wiUi 
litde injury, but has been found (on the towpath of a ca- 
nal aqueduct) to be rapidly destroyed by the feet d 
horses. 

This material has been tried several times, but aban- 
doned in consequence of its wearing so smooth as to 
cause horses to slip. 
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A8PHALTDM. 

This name has been given to a bituminous mastic, of 
which the principal localities are Seyssel in France, and 
Val-de-travers in Switzerland. A limestone is also there 
found, which contains from 3 to 15 per cent, of bitumen. 
The stone is broken into fragments of the size of an egg, 
and ground to powder. A certain proportion, usually 
from 6 to 10 per cent., of mineral tar (obtained by boiling 
in water the bituminous sandstone of the same place) is 
combined with the limestone, by heating the former in 
iron boilers, and gradually addmg and stirring in the 
powdered stone. In this state it is poured upon a level 
surface, and forms smooth cakes, over which gravel is 
spread. It is too weak for carriage-ways, and in this 
climate too soft in summer, and too brittle in winter, for 
even foot-pavements ; but in Paris the asphaltum side- 
walks of the Boulevards are most perfect specimens of 
pavements. The asphaltum is melted on the spot in 
large caldrons, and poured within a moveable frame to the 
desired thickness. The edges of these slabs are united 
with the same material, and the paven^ent before an en- 
tire block of houses is thus made one smooth level sur- 
face, unbroken by a single joint. 



CAOUTCHOUC. 

A pavement, formed by mixing gravel with melted 
caoutchouc, or gum elastic, has been tried in London. A 
specimen in the court-yard of the Admiralty, in 1844, 
was very pleasant to walk upon, but showed permanent 
depressions where heavily loaded vehicles had passed 
over it 
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7. BOAD8 WITH TBAOKWATB. 

When wheeled carriages are drawn by horses, the 
wheels should move on the smoothest and hardest sur- 
face possible, while the horses require one rough enough 
to give them a secure foothold, and soft enough to be 
easy to their feet. These two opposite requirements are 
united only in Roads with Trackways^ on which two 
parallel tracks of suitable materials are provided to re- 
ceive the wheels, while the space between the tracks is 
filled with a different niaterial, on which the horses travel. 
The wheel-tracks are usually of stone, of wood, or of iron. 

STONE TRACKWAYS. 

The Egyptians seem to have first discovered the value 
of stone trackways in moving great weights, for traces of 
such contrivances have been found in the quarries which 
supplied the enormous stones of their Pyramids. In 
modern times they reappeared in the streets of Pisa, and 
are now general in those of Milan. They have of late 
years^l»een used with great advantage in London, upon a 
road over which 250,000 tons annually passed, in wagons 
carrying each five tons. The repairs of this road for 
thirteen years cost less than one hundred dollars. » '^he 
friction upon this stone trackway was so much reduced 
(being only j\-^ of the weight) that a small horse (weigh- 
ing 4^ cwt.) could draw on a level 15 tons ; and a pow- 
erful horse (weighing 14 cwt.) 30| tons, at the rate of 4 
miles per hour. On this road the tracks were blocks of 
granite, 5 or 6 feet long, 16 inches wide, and 12 inches 
deep. The space between them was paved.* 



• ParaeU, p. 106 
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A simitar trackway of stone has been used wilh great 
advantage to facilitate the ascent of a steep hill, as a sub- 
stitute for reducing the incliaation. Upon the Holyhead 
road, two hills, each a mile in length, had an inclination 
of 1 in 20. To reduce this to 1 in 24 would have cost 
•100,000. Nearly the same advantage, in diminishing 
Uie tractire force required, was obtained by moderate 
cutting and embankment, and making stone trackways, at 
a total expense of less than half the former amount. To 
draw one ton over the original hills required a power of 
294 Iba. ; to draw it over the trackways laid on the same 
inclinations required only 132 lbs. ; so that the tractive 
force was reduced more than one-half by this improve- 
ment ; and the effect was the same as if the hill had been 
cut down to a level, its surface remaining unchanged. 
The arrangement of this trackway is shown in Fig. 118. 
Fig. 118. 




The blocks were of granite, twelve inches deep, fouitMD 
inches wide, and not less than four feet long. A foundatioo 
for them wa» prepared by making an eicavation, 8 feet wide 
and SS inches deep. On its lerelled bnltom was laid a rough 
pBTemenl (like that desorihed for the " Telford road," page 
SIO) eight inches deep. The joints were also filled with 
gravel. Upon this paremeDt were laid three inches of broken 
■tones, none exceeding one and a half inches in their lang«tt 
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dimensions. On them was a layer of two inches of the best 
gravel, over which a heavy roller was passed. Upon this the 
stone blocks or *^ trams" were laid to a very accurate level. 
The spaces between and outside of them were filled up to a 
depth of six inches with broken limestone. On each side of 
the blocks was placed a row of paving-stones of granite, six 
inches deep, five inches wide, and nine inches long. The re- 
maining space was filled up with hard broken stone, and the 
whole covered with a top dressing of an inch of good gravel.* 

WOODEN TRACKWAYS. 

In districts where timber abounds, it may be substituted 
for stone in forming tracks, on which the wheels of or- 
dinary vehicles may run. Projections on the sides of the 
tracks may be employed to retain the wheels upon them, 
but the moisture retained in the joints would cause rapid 
decay, and if any such precaution be thought necessary, 
a furrow or gutter in one of the tracks would be prefera- 
ble.t It would of course be necessary in this case, that 
the road should everywhere have sufficient inclination to 
carry ofif the water, which would otherwise fill the 
furrow. 

Fig. 119. 




The road-bed should first be properly shaped, with an 
inclination each way from the centre, and the timbers be 
completely imbedded in it. Two tracks should be laid, 
for the travel in the two directions. A faster vehicle, 
overtaking a slower one, could easily leave the track and 



• Parnell, p. 109. 

t See report of Mr. Jno. S. Williaiiw, Ameriean Mechanics' Maga- 
xine, p. 210. 
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re-enter it after passing. The outside timber of each 
track should be smooth on its upper surface, and the 
inner one have hollowed in it a furrow, about 3 inches 
deep, 4 inches wide at bottom, and twice that at top. 
The flat timber should be wide enough to allow for the 
usual variation in the widths of vehicles. The rise of the 
road between the two timbers should just equal the depth 
of the furrow, so that the two wheels may be on the 
same level. The distance between the centres of the 
timbers should be about 5 feet ; between the two tracks a 
space of four feet should be left ; and on the outside of 
each, nine and a half feet for a summer road, making a 
total width of 33 feet, or two rods. The timber would 
be tolerably durable, being surrounded with earth on three 
sides ; and might be rendered more so by any of the 
preservatives mentioned on page 234, particularly the 
last. 



IRON TRACKWAYS. 

The wooden tracks, adopted more than two centuries ago 
in the coal-mines of England, were before long covered 
with thin plates of irpn to increase their durability and to 
lessen their friction, and subsequently replaced by tracks 
entirely of iron. While a flange on Fig. 120, 

their sides was used to keep c^- 
riages upon them, they were " tram- 
roads," but when the flange was 
transferred from the road to the wheel, 
the trackway became a Railway. 
The extent of this topic demands for 
it a separate chapter. 
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CHAPTER V. 



ItAIL-^ROADS. 



^* Nothingr can do more harm to the adoption of raUroads, than the 
pinm nigation of such rumgense as that we shall see locomotive engines 
travelUiig at the rfite of 12, 16, 18, and 20 miles per hour!" 

Wood, on Railroads, 1825. 

** Ap express train on the Great Western Railway, drawing 59 tons, 
htm travelled, for three hours, at the rate of 63 miles per hour !** 

RiTCHiBi^ on Railways, 1846. 

The great success and rapid extension of railroads, are 
due to that appreciation of the value of time, which is 
the characteristic of the present age. The speed obtained 
,upon them virtually and practically shortens distances in 
the precise ratio in which it abridges the time occupied 
in travelling over them. 

The rapidity of motion and power of traction, which 
are attainable on railroads, depend on their diminution of 
friction. This is the chief element in the improvement 
of the surface of all roads, and in the preceding chapter 
we have considered, in the order of their progressive 
merits, the various means which may be employed for 
that object. In railroads we have arrived at their 
climax. 

The essential attributes of a railroad are two smooth 
surfaces, usudly of iron, for the wheels to run upon. 
These si^rfaces must be made as narrow as possible^ to 
lessen their ^ost, and some contrivance to keep the wheels 

16 
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Upon them is then rendered necessary ; the usual one at 
present being a projection, or " flange," on the inner lim 
of the wheel. 

Since the pecuhar wheels, which are the chief source 
of the superiority of railroads, prevent the vehicles which 
are adapted to run upon them, from being used on ordinary 
roads, railroads pass out of the practical scope of the 
present treatise ; for the details of their construction do 
longer belong to the community at large, but demand the 
highest professional skill of the Civil Engineer. The 
general interest, however, in the subject of railroads 
seems to demand some explanation of the leading princi- 
ples which should govern those engaged in their establish- 
ment, and some account of the ingenious, contrivances 
which have been adopted to overcome the difficulties, 
which have, one after another, risen up in vain efforts to 
stop the progress of the giant. A brief popular view of 
these topics (without the minute practical details with 
which the subject of roads in general has been treated) 
will accordingly be given in the present chapter.* 

Wooden railways were employed as a substitute for 
common roads, in the collieries of England, soon after the 
year 1600.t The earliest record of their existence is in 
the life of the Lord Keeper North, wherein it appears that 
about the year 1670, they were used at NewcasUe-on- 
Tyne, for transporting coal from the mines to the river, 
and enabled one horse to draw four or five chaldrons. 



* The principal authorities consalted have been Leeotmi, "TVeatin 
on Railways,** from the seventh edition of the Encyclopedia Britanniea; 
Ritchie, " On Railways ;'* Professor VignoM Lectures ; and the leporti 
and discussions m the "Civil Engineer and Architect's Joanal;" 
" Journal of the Franklin Institute ;*' " American Railroad Joonul,'' &«• 

t Ritchie on Railways, p. 19. * 
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Subsequently these wooden rails were covered with plates 
of iion ; but the introduction of rails wholly of iron seems 
not to have taken place till 1767.* A projection, or 
flange, on the outer side of the rails, kept the wheels of 
carriages upon them. They were .then called " Tram- 
roads." The objections to them were the broad surface 
of the plate, which collected obstructions upon it, and the 
great friction of the wheels against the side-flange. 

In 1789, was constructed the first public railway in 
England, at Loughborough, by Mr. William Jessop> and 
he introduced cast iron edge-rails, and wheels with the 
flanges cast upon them instead of on the rail. '' Tram- 
roads" were, however, still in use in 1808.t 

In 1803, malleable iron rails were first tried, but not 
approved of. In 1808, they were introduced into some 
coal works in Cumberland^ and used with complete suc- 
ce8$.| Since that time they have become almost univer- 
sal, and have been formed into a great variety of shapes, 
the best of which will be noticed in the section on " Con- 
struction." The progress from the use of horse power to 
locomotives of the present power and speed, will be in- 
cluded in the examination of " Motive powers." 

In our condensed sketch of the extensive subject of 
Railroads, divisions and subdivisions, analogous to those 
of the previously examined topic of roads in general, will 
be employed, and thus the coincidences, and the difier- 
ences, of the principles appropriate to each, will be made 
more prominent and striking. 

The following is an outline of the proposed arrange- 
ment: 



* Homblower's Report to Hoaae of CommoiiB in 1811. 

t Ritchie, p. 23. t R. Steyenson's Report, 181& 
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I. What Railroads ouctht to 

!■ AS TO TKBIR DIBEOTIOV. 

2. AS TO TBBIR ORADBB. 

8. AS TO THBIR OROS84mOT10K 

II. Their Location. 

III. Their Construction. 
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IV. Thbir Motive powers. 

1. HORSB POWBR. 

^ STATIONART BHCIINB8. 
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1. WBEAT RAILROADS OUaBT TO BE AS TO TSBIR DXXBOXSOV. 

Straightness of direction is much more important on 
railroads than on common roads, for two reasons ; the 
economy of straightness, and the resistances and dangers 
of curves. 

BOONOMT :0F STRAIGHTNESS. 

From the great cost of the superstructure of a railroad, 
and the continually increasing expense of keeping it in re- 
pair, it is highly desirable that it should be as straight, and 
consequently as short, as possible. 

As the earthw(»rk of a railroad costs ahnodt nothing for 
repairs, while those of its perishable superstructure are 
very great, and proportioned to its length, as is also the 
cost, in fuel, wages, and wear and tear of the engines, 
of ruimii^the road, it will often be adTantageoas to 
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make large expenditures for the former element of cost, 
in order to lessen the length of the road, and consequently 
the annual expenditures for the latter.* 

Suppose the total cost of a railroad to be $30,000 per 
mile, the interest of which is $1800 1 the annual repairs 
of the superstructure $1000 per mile ; and the expenses 
of engines also $1000 per mile. The total annual ex* 
pense will then be $3800, which is the interest of $63^000, 
which' sum might profitably be expended to shorten the 
road one mile, or $12 to shorten it one foot of length. If 
this:^single foot gained was the only result of a day's labor 
of a locating party, it would be a satisfactory equivalent 
for the. expenses of such a day's work. 

On these grounds, a short route, which has the faults 
of steep grades and curves of small radius, may profitably 
receive an outlay of capital upon it, for the purpose of 
lessening these defects, equivalent to the cost of the dif- 
ference of distance between it and a longer line, which 
hast.belter grades and curves. 

From these considerations it is also seen that a line 
ought not to diverge from the direct course between its 
extremities, and thus increase its distance, for the sake of 
the trade of a small town, for whose benefit the time and 
fare of all the passengers and freight on the whole line: 
would thus be. taxed. It would be preferable to make a 
biaoeh track to the town. 

EVILS OF CURVES. 

Curves are necessary evils on most routes, enabling 
tbem to pass around obstacles, such as projecting, hills; 
deep hollows, houses too valuable to be removed, &c. 

* See Amer. Railroad Journal, August, 1839, for an able deyelopment 
of this poeition, by: W. B. Caiey, C. £. 
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The greatest economy in curving is found when the line 
is located in a narrow and sinuous valley, with rocky 
banks, whose windings can be cheaply followed by suita- 
bly adjusted curves. When the line crosses a series of 
ridges transversely, and nearly at right angles to then: 
general direction, there would be little economy in lateral 
deviation and curvature. 

The evils of curves are the resistances which they ofifeir 
to the motion of cars, and the dangers to which they ex- 
pose them. 

The following are the four principal causes of the resis- 
tances on curves :* 

1. The obliquity of the direction of the moving power; 
i. e. the angle which the line of traction, drawn from the 
engine to each car, makes with the tangent to the curve 
at the middle of each car, in the direction of which the 
cars tend to move. 

2. The pressure and consequent friction of the flanges 
of the wheels against the outer rail, due to the centrifugal 
force. 

This is partially obviated by elevating the outer rail, as 
will be hereafter explained. 

3. The pressure and consequent friction of the flanges, 
due to the parallelism of the axles ; for the directions of the 
tangents at the points of contact of each pair of wheels 
are different, and therefore if one pair of wheels be per- 
pendicular to its corresponding tangent, the other pair 
will be oblique to its tangent. 

This resistance is partly remedied by allowing a " play** 
of an inch or less between the wheels and the rails. It 
diminishes as the axles are placed nearer to each other ; 



* Report of E. F. Johnson, C. E., 1843. 
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and is therefore much lessened by supporting the cars 
on two trucks, each resting on four wheels, the two axles 
of which are very near to each other. 

4. The fastening of each pair of wheels to the same 
axle, with which they turn.* The wheel on the outer 
side of a curve must revolve farther, and therefore faster, 
than the inner one, which must slide (if both are of the 
same diameter) by an amount equal to the difference 
between the lengths of the inner and outer rails of the 
curve. 

To lessen this resistance, the wheels are made conical, 
with their inner diameters greater than the outer, so that 
on curves, the outer wheels run on their greater diameter 
and the inner ones on the less. This cone may be so 
adjusted, that the wheel can run in a circle of 595 feet 
diaqaeter without the flanges touching the rail. It is 
usually 1 in 7. 

The resistance of a curve^ of even a mile in radius, at 
a speed of 25 miles per hour, would equal that of an 
ascending grade of 9^ feet per mile 

That of a curve of half a mile radius =a grade of 19 feet. 
" " 1000 feet " = " 55 " 

<• (I 700 *' '' ^= *^ 77 ** 

When a curve occurs on a slope, the grade should be 
flattened at that place, so as to avoid the double resis- 
tance which would otherwise there oppose the ascent of 
the cars. 

The danger of running ofi" the track is much increased 
by curves, even of large radius, especially at high ve- 

* If they tamed on the axle, as in ordinary carriag;e8, they would 
not have sofficient Bteadineas to run truly at high velocitieB. — Leooumt, 
p. 134. 
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locities. The momentum of the cars impels them onwaid 
in a strai^t line, and they are kept within the rails otij 
by the flanges of the wheels and the firmness of the 
outer rail, the resistance of which gradually niakes them 
follow the curvature of the road. If the momentum 
should exceed the resisting force, the cars mast obey the 
former and leave the track: Curves at the foot of in* 
clinations are therefore especially objectionable, since the 
cars will come upon them with excessfve velocity. The 
rocking and twisting motion thus given to the cars in* 
dicates the dangerous tendency which they thus acquire. 

The increased velocities of the more recent railrowfa 
have greatly lessened the permissible smallness of the 
radii of curves. For the usual speeds employed on the 
English railways, it is recommended,* that the minimam 
radius should be one mile. On the Baltimore and Ohio 
railroad, however, one of the earliest in the Unhed 
States, there are several curves of 400 feet radius, (14}®) 
and one of 318 feet, (18°) over which locomotives pass 
without difficulty at a speed of 15 miles per hour. 

The minimum in France, allowed by " V Administra- 
tion des Fonts et Chaussees,^^ is 2700 feet ; or about 2®. 

It is recommended by an experienced American en- 
gineer, (John Childe) that for a speed of 33 miles per 
hour, (including stoppages) no curve should have a less 
radius than 1800 feet. 

• Ritehitt, fk 154; 
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A. WBJlT railroads OUaHT TO BE AS CO THEIR ORADB& 

Tb^ question of the steepest grade admissible on a 
railroad is not one of practicability, as is often supposed, 
but only one of comparative economy. Locomotive en- 
gines can be made to ascend grades of almost unlimited 
steepness, by a proportionate increase of their power and 
adhesion, but their ascent becomes less tod less useful in 
proportion as the grades become more and more steep. 
On an ascent of 19 feet to the mile, an engine can draw 
only about one-half its load on a level ; at 38 feet to the 
mile, only one-third ; and so on. 

The precise ratio between the power of an engine ont 
an inclination and on a level, is dependent on that resis- 
tance to the motion of the cars on a level which arises 
from friction. This is usually tak6n at 8lbs. to a gross- 
ton* or 1 in 280 ; i, e. it is assumed that a weight- of 
one pound, suspended from a cord passing over a pulley^ 
and allowed to descend by its own gravity, would draw. 
on a railroad a car, attached to the other end of tha cord^ 
and weighing 280lbs. If the railroad rises^ la in 280, or 
19 feet to the mile, an additional force of one pound will 
be required to draw the car up this ascent ;* i, e. double 
the former force will be necessary ; so that the power re- 
quired to draw a load one mile on such an ascent, could 
draw it two miles on a level.t At about 38 feet to 



* See the demonstratioii on pajjne 32. 

t The oiutoniary ratio of the power to* the weight moved on railroadji, 
at alow rates of speed, is as 1 to 380, or 8lbs. to the gross ton ; hat Prof. 
Vignoles thinks that 1 to 200, or lllbs. to the ton, would be fairer; 
while a writer in the Westminster Reyiewv thinks the resistance of 
frietion may bc^ diminished by iroproiiements in<the axles, Slo. to 1 in 
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the mile, triple the former power would be required, and 
so on. 

The cost of draught on a railroad is nearly as the power 
employed, so that it will cost nearly twice as much to 
carry a load on a railroad with an ascending grade of 19 
feet to the mile, as to carry it on a level route. This 
consideration will therefore justify large expenditures 
upon the excavations, embankments, &c., of a railroad, 
with a view of reducing its grades. The propriety of 
such expenditures is to be determined by comparing the 
annual interest of the amount with the annual saving of 
power ever after, in drawing the expected loads over the 
flattened road.* 

But, on the other hand, this principle may be carried to 
excess. These great expenses for graduation should be 
incurred only when maximum loads are to be constantly 
carried at high speeds, as on important leading lines of 
great traffic. Much steeper grades, than would be other- 
wise allowable, may be adopted on roads on which maxi- 
mum loads are not often carried, and on which the trains are 
required for public convenience to go often, and will 
therefore generally go light. The engine may be able to 
draw 400 tons on a level, and may seldom have more 
than 100 to draw. In such cases the true economy is. 



500, or 4^Ib8. to the ton. Dr. Lardner's experiments seem to make it, 
at 30 miles per hour, inclading the resistance of the atmosphere, 1 to 
95, or 23^lbs. per ton. The resistance to a passenger train of 30 tons, 
at a velocity of 60 miles per horn*, has been variously stated at from 18 
to 5011)6. per ton. The recent experiments made by J. Scott Russell in 
1844, under the auspices of the British Association, make the resistance, 
at slow velocities, 81b6. per ton ; and at velocities of from 20 to 36 miles 
per hour, 19 to 221bs. per ton. 

* The principles of this comparison are the same as those employed on 
page 67, 6uc, substituting locomotive for horse power. 
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not to go to great expense in order to tisduce the grades 
below such a degree of steepness as*would permit the 
engines to draw up their usual small loads ; nor to attempt 
to make a very level road, on which the engines could do 
a great deal, but would have very little to do. The 
same reasoning applies to railroads between places fur- 
nishing but a moderate amount of travel, such as the 
thinly settled parts of this country. Should the travel 
subsequently greatly increase, in an unanticipated degree, 
more frequent light trains could be sent. The enormous 
expenditures sometimes made in such situations to make 
a perfect road, have been too great for the scanty travel 
to pay interest upon, and have discouraged the proper 
construction of such as would have been really profitable. 

A great reduction of the first cost of a railroad may often 
be made, without much increasing its subsequent ex- 
penses ; inasmuch as thei capital expended in the gradua- 
tion of a road has averaged, in England, fifteen times the 
cost of the locomotive power ; and as the daily cost of 
transit, due to this last, is also very small . Locomotive pow- 
er forms only about one-third of the whole working expen- 
ses of a road ; and only a part of this, say one-half, is likely 
to be affected by the grades ; so . that there is only one- 
sixth of the whole working expenses, which can be saved 
by making a ;road theoretically perfect in grades ; a small 
consideration for the interest of the extra capital, unless 
the traffic is likely to be continued, regular, and very 
heavy. 

In brief, first determine precisely what is wanted. If 
the best possible road would be justified by the import- 
ance of the traffic, make it as perfect (u e, as straight, 
level, and unyielding) as possible, so that it can accom- 
plish the greatest amount of labor in the least. time and 
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with the smallest expenditure of power. If a cheap 
though inferior road will accommodate the traffic expect- 
ed^ let such a one be made. 

In comparing two roads between the same points, one 
of which is level and the other has a summit, reached by 
an ascending grade, succeeded by a descending one, it 
must not be overlooked that there is a certain degree of 
compensating power in the descent. As to how much of 
the power lost in the ascent, is gained by the assistance 
of: gravity in the descent^ there is great difference of 
of»nion. It was formerly supposed that on descents 
steeper than the angle of repose^ 1 in 280, or 19 feet to 
the mile, the cars would be accelerated by the force of 
gravity, (which is just balanced by friction at that inch* 
nation) and that the brake would then need to be ap: 
plied, so that beyond that limit no more assistance could 
be derived from gravity. But it has been found by recent 
experiments that the resistance of the air to the motion of 
cars is far greater, and increases with the speed much 
faster, than had been imagined. This resistance, there- 
fore^ opposea the accelerating tendency of gravity with a 
force increasing with the velocity, so that trains of cars 
may safely descend inclinations of 60 feet to the mile. On 
planes of 53 feet to the mile, trains have commenced 
the descent at a speed of 40 miles per hour, but instead 
of: this, velocity being increased, it was reduced to 30 
miles per hour. Railroads may therefore be laid out 
witR grades of nearly 60 feet to the mile, with little or no 
loss of power in the descent ; and there is little practical 
los^; of power in the ascent, if the loads are such as do 
notftask the engines to their full power on the level por- 
tions of the road. In England it has been found that 
cheap lines with steep grades have not cost much more to 
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work them than some which had cost two to three hun- 
dred thousand dollars per mile. We may therefore con- 
clude that Navier's maxim, that '* The amount of power 
required to effect the transit of a line of railroad, depends 
entirely on the length of the line and the difference of 
level of its two extremities," is true, if none of the incli- 
nations upon it exceeds 60 feet to the mile, and if the 
engine is not obliged to carry its maximum load on a 
level. 

This principle of compensation on descents was carried 
to such excess a few years ago, that it was sanguinely 
recommended to make all railroads undulating, carefully 
avoiding all levels, and establishing a continual succession 
of ascents and descents. It was argued that the momen- 
tum which the cars acquired in descending one slope, 
would carry them up the next, just as a pendulum swings 
as far to the one side as to the other ; and that having 
received an impelling force at one end of the road, they 
would reach the other end, down one of these slopes and 
up the next in turn, by the assistance of gravity alone. 
Volumes have been written in aittack and defence of 
this theory ; but the most fatal objection to it, even sup- 
posing the undulations all properly arranged, is, that the 
velocity which a train must hav^ acquired when it had 
reached the foot of one slope, to be sufficient to carry it 
up the next, would be too great for safety, and that thie 
irreguldrities of speed would be destructive to the cam 
and to the road. 
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9m WHAT BAXLROAI>S OUGHT TO Bfl AS TO THEIS 0R0S8- 

SEOTION. 

The width of a railroad is the first element of its cross- 
section to be considered, and it depends upon the width 
between the inner sides of the rails, which is called its 
" Gauged 

THE BROAD AND NARROW OAUOE QUESTION. 

The customary gauge is 4 feet 8^ inches ; varying from 
4»8 to 4**9, according to the space deemed necessary for 
the play of the flanges of the wheels. This is called 
the " narrow gauge." The " broad gauge," first intro- 
duced by Mr. Brunei, on the Great Western Railway in 
England, is 7 feet. Between these two gauges is still 
going on the fiercest contest of the many which have 
arisen on the various doubtful points in the construction 
of railroads.* 

The original railroads were made of the same width as 
the tram-roads, on which ran common wagons. This 
width happened to be 4 feet 8^ inches. The new rail- 
roads adopted the same width, for the convenience of 
using upon them the same cars, and thus this width be- 
came almost universal. Our American roads, using at 
first English engines, were necessarily formed with an 
identical gauge. In a few cases exceptional gauges liave 
been adopted. Six feet 2 inches, and also 5 feet 6 inches, 
have been employed in Ireland. The New York and 
Erie Railroad has a gauge of 6 feet ; and the Charleston 
and Augusta Railroad has one of 5 feet. But the great 
controversy is between the partisans of the 4 feet 8^ 
inches, and the 7 feet gauges. 

* Able reports on the subject have been made by £. F. Johnson, C. £., 
and by a committee appointed by the British Grovemraent 
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ADVANTAGES OF THE BROAD GAUGE. 

The track being wider, the cars have a broader base ; 
80 that if the frost, or any other cause, raises or lowers 
one side of the road a certain amount, say one inch, it 
will cause an angular inclination of only 1 in 84 on the 
wide track, but 1 in 56^ on the narrow one. 

The breadth of base being greater, the centre of gravity, 
with equal loads, is lower ; so that there is less danger of 
the cars running off the track. They have also less lat- 
eral motion and greater steadiness, and thus add much to 
the comfort of the traveller. This steadiness may also be 
increased by placing the wheels outside of the cars. 

The broader base permits the wheels of the cars to be 
proportionally increased in size, and thus is obtained great- 
er leverage for overcoming the friction at the axles. 

Instead of letting the cars remain of the same width as 
now, in order to increase the steadiness, their width may 
be increased to correspond with that of the track, (making 
it 10 or 11 feet instead of the present 8 or 9) and then 
they will be as steady as at present, but be much more 
commodious for passengers, (giving space to sleep and 
eat) and more convenient for packing bulky freight, as 
hay, cotton, lumber, barrels, cattle on the hoof, &c. 

The preceding are the advantages belonging to the cars; 
those gained by the engines are still greater. 

The narrow track does not give width enough to make 
sufficiently large, and to arrange to the greatest advantage, 
the various parts of the engine. With their usual con- 
struction, the highest profitable speed for maximum loads 
(at the average working pressure of steam) is about 10 
miles per hour. To carry the same load at twice the 
speed, it would be necessary to double the quantity of 
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steam generated by the boiler, and therefcne to doubk 
either its length or its diameter. The length of its flues 
cannot be advantageovisly increased ; therefore the en- 
largement n^ust be that of its breadth. To effect this, 
more space between the wheels is needed, and to get it, a 
wid^r trfick is required. 

Even if it be nQt required to cigrry great loads at hi^ 
speeds, the surface of the boiler, being larger, may be 
less intensely heated, und will therefore last longer. 

As larger driving wheels may be used on the wide 
track, their adoption will enable greater speed to be at- 
tfSiined without increasing the rate of motion of the piston. 
The expansive force of steam may therefore be employed. 

The larger and more powerful engines will do mote 
work, with no more men, than smaller ones. In them 
there is therefore the same economy as in large ships. 

OBJECTIONS TO THE BROAD OAUOE. 

More ground is required ; and the excavations and em- 
bankments are wider, and therefore more expensive. 

The axles must be heavier to have the same strength as 
before. 

There is an increased resistance on the curves, in coo- 
sequence of the increased sliding of the inner wheels, 
which is equal (as was seen on page 247) to the differ- 
ence between the lengths of the outer and inner rails, and 
therefore proportional to the difference of the respective 
radii of the curves. 

The larger engines of the broad gauge roads have more 
power than is generally needed, and therefore part of it is 
practically wasted. 

But on the whole, for a great road, the advantages of 
the broad gauge would indisputably overpower the objec- 
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tioiiB to ity if it ^ were not for the evfls of '' The break of 
gauge.'* 

THE BREAK OF OAUOE. 

This is the name given to the interruption which occurs 
whenever ^ road of broad gauge meets one of narrow 
gauge, and which renders necessary the change of pas- 
sengers, baggage, and freight, from one set of cars to an- 
other, and prevents the same cars being run through without 
transhipment, or ^' breaking bulk." Passengers thus suffer 
much delay, confusion, and discomfort; and merchandise 
is exposed to damage and risk of loss, in being thus changed 
from one car to another midway in its route, besides in- 
curring much unnecessary expense. The speedy convey- 
ance of troops is also an important consideration ; for 
railroads are one of the most powerful nleans of national 
defence, enabling an army to be concentrated, rapidly at 
any point attacked ; but their value for this purpose would 
be greatly lessened if it were necessary, at some '* break 
of gauge" on the route, to stop and lose the time neces- 
sary for transferring the troops, with their artillery, stores, 
&c., from one set of cars to another. 

Most roads belong to the narrow gauge class. In 
England the proportion is as 7 to 1 ; there being in op- 
eration, in 1846, 1901 miles of the narrow gauge, and only 
274 of the broad. Every new road of broad gauge, con- 
necting with a narrow one, therefore increases the evils 
of the break of gauge. The importance of lessening 
them has given rise to various contrivances for that pur- 
pose. The following are the four principal remedies pro- 
posed. 

1. Telescopic axles. The axles have been so arranged 
that one portion slides in the other, like the joints of a 

17 
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ielea^pe, so that the distance between the wheels can be 
so adjusted as to suit either the broad or the narrow gauge. 
To lessen their gauge, the catch which fastens them is 
loosened, and the carnage is pushed along a pair of rails, 
the space between which gradually narrows from 7 feet 
to 4 feet 6^ inches, and thus the wheels of the carriage 
are gradually forced nearer to each other. To widcR 
their gauge the operation is reversed. But, besides the 
expense (A the alteration, there is a resulting unsteadinessi 
and consequent liability to danger. 

2. Low trucks on the broad gauge roads may have rails 
laid on them 4 feet 8} inches apart, upon which the nar- 
row gauge cars may be run, and thus be carried on the 
broad roads. But this contrivance raises the centre of 
gravity, making the whole top-heavy ; and adds so much 
extra dead-weight to the load. Besides, it does not provide 
for conveying the broad gauge cars on the narrow roads. 

8. Shifting car-bodies for passengers have been pro- 
vided, which could be swung, by powerful cranes, from 
one set of wheels to another ; and Moveable hoxes^ to re- 
ceive merchandise, have been made of such a size, that 
one should be carried on a narrow gauge track, and two 
on a broad one. 

4. Extra rails have been laid, so that the same road 
could be used for both classes of cars ; a pair of narrow 
gauge rails being laid within the broad ones, or only % 
single rail being laid, so as to be 4 feet 8j inches from 
one of the broad gauge rails. But, besides the expense 
of these arrangements, there would be increased danger 
at the crossings. 

All these remedies are imperfect ; and the '* break of 
gauge*' seems to be an evil for which there is no cure, ex- 
cept iti destroying its cause. 
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• 

'' The Royal Gommission, appointpd by the Britisli Par- 
liament, in 1845, to investigate this subject, made an elab- 
orate teport in 1^46, and sum up as follows : 

^•1. As regards the saftV^^ accommodation, and conve- 
mence of the passengers, no decided preference is due to 
eidier gauge ; but on the broad gauge the motion is gen- 
erally more easy at high velocities. 

" ^ In respect of speed, we consider the advantages 
are with the broad gauge ; but we think the public safety 
would be endangered in employing the greater capabili- 
ties of the broad gauge much beyond their present use, 
except on roads more consolidated, and more substan- 
tially and perfectly formed, than those of the existing 
lines. 

** 3. In the t^ommercial case of the transport of^oods, 
we believe the narrow gauge to possess the greater con- 
ventence, and to be the more suited to the general traffic 
of the country. 

** 4. The broad gauge involves the greater outlay ; and 
we have not been able to discover, either in the mainten- 
ance of way, in the cost of locomotive power, or in the 
other annual expenses, any adequate reduction to compen- 
sate for the additional first cost." 

They recomnaend *' that the gauge of four feet eight 
inches and a half, be declared by the legislature to be the 
gauge to be used in all public railways now under con- 
struction, or hereafter to be constructed, in Great Britain.'* 
They add, that *' great commercial convenience would be 
obtained by reducing the gauge of the present broad 
gauge lines to the narrow gauge ;" and ^' think it desirable 
that some equitable means should be found of producing 
mich entire uniformity of gauge, or of adopting such other 
course as would admit of the narrow gauge carriages 
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passing, without intenuption or danger, along the broad 
gauge Unes." 

' The final conclusion seems to be that, if all railroads 
were now to be constructed anew, a gauge of five and a 
half, or six feet, would be considered most desirable ; but 
that the evils of a " break of gauge^ are so great, in the 
present preponderance of narrow gauge roads, as to over- 
balance the disadvantages of the narrow gauge ; which 
should therefore be adopted by all future railroads which 
are to connect with others. 

WIDTH OF ROAD-BED. 

When the gauge has been decided upon, the necessary 
width of the roadway can be determined. When the road 
has a double track, the middle space between the two 
pairs of rails, for convenience and safety, should not be 
less than six feet. THe side-spaces, outside of the rails, 
should, for safety, be a little more than the width of the 
track, particularly on embankments ; so that if the engine 
gets off the track, it may still remain upon the bank. This 
width also gives greater stability to the embankment and 
to the rails laid upon it, diminishing their liability to be 
disturbed by slips. These side-spaces are from 5 to 8 
feet on different railways. They should be greatest on 
roads where great velocity is adopted ; on high embank- 
ments ; and on the outside of curves. They will of 
course be less in tunnels, viaducts, bridges, &c. 

The total width of the road-bed of a railroad, with niyr- 
row gauge and double track, will therefore be 6 + 2 (4|) 
+ 2x6 = 21\ feet. In excavations, the widths of the 
ditches on each side must be added. 

The New York and Albany Railroad is proposed to be 
26 feet wide on embankments, and 34 feet in excavations. 
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The Massachusetts railroads are usually, for a single 
track, 15 feet wide on embankments, and 24 feet in exca- 
vations. 

If it be proposed to lay only a single track at first, and 
subsequently to add a second one, the cuttings and fillings 
should always be made at first of the full width for a 
double track ; for the extra expense of the additional width 
is but a small proportion of the whole, and a narrow cut 
or bank, is, fromthe want of room for the carts, &c. to 
pass, worked much more disadvantageously, and therefore 
much more expensively, than a wide one. If an embank- 
ment be subsequently widened, the new portion will not 
adhere to the side of the old one without forming the lat- 
ter into steps ; and in widening a rock excavation, a single 
blast might render the road impassable for many hours.* 

The other subjects properly belonging to the '' Cross- 
section," such as the elevation of the outer rail on a curve, 
&c., will be more advantageously examined under the 
head of " Superstructure." 

* Gen. McNeill's Report on Maak Western Railroad, 1836-7, pp. 39-44. 
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IL THE LOCATION, OF RAILROADa 

The location of railroads is guided by the same princi- 
ples as that of common roads, and made in similar man- 
ner ; but the greater importance to railroads of straight 
lines and easy grades, as has been shown in the preceding 
section, justifies and requires a much greater expenditure in 
the surveys which. seek the attainment of these, and in 
the excavations, embalmments, and bridges by which they 
are secured. The minor undulations of the country are 
disregarded, for they can be readily overcome by the cut- 
tings and fillings which will be demanded by any traffic 
which is important enough to need a railroad for itd ac- 
commodation ; and straightness is the first object : where 
a common road should* go around a hill, a railroad sboold 
cut through it. For this reason, the ccmipass, or some 
other angular instrument, usually takes the lead in the 
location, and is followed by the level. Upon the rough 
plot of the survey, curves are pencilled in, their centres 
and radii are determined, and then they are laid out on the 
ground, being corrected, if necessary, by calculation (x 
by trial, till they pass through the desired points. The 
important calculations for excavation and embankment are 
identical with those of common roads ; but the estimaU 
must include the new items of superstructure, of engines, 
cars, &c., which are to be presently examined. 
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m. THE CONSTRUCTION OF RAILROAS& 

The two principal divisicms of this part of the aubjed 
-'* Forming the Road-bed,'' (which corresponds to the 
general " Construction" of common roads) ; and the 
/' Superstructure," which includes the Rails, and their 
supports, ties, &c. 

1. FORMDra THE RQAD-RBB. 
EXCAVATIONS. 

. The Excavations on railroads are often of much greater 
depths than are ever necessary on common roads» the 
extra expense being amply repaid by the advantages of 
the easier grades and straighter lines thereby attained. 
There is an excavation (in sand) on one English railway, 
110 feet deep ; and on another, 16,000,000 cubic yards 
of material were removed. The thorough drainage of 
these excavations by ditches, cross-drains, &c., is of the 
highest importance. Their sides often need to be sup- 
ported by retaining walls, in order to make steeper slopes 
possible, and thus to lessen their top width, when they 
pass through valuable ground. Sometimes these retajning 
walls are supported by iron beams, or flat arches, extend* 
ing across the railway at a sufficient height to clear .the 
engines. In one remarkable cutting, $0 feet deep, the 
upper portion of it was rock, but the lower looser matter. 
If the whole cutting had been extended upwards, with 
such side slopes as the looser and lower portion required, 
it would have been more than 200 feet wide at its top, 
and would have involved very great expense in the re* 
moval of so large an amount of rock. The sides of the 
cutting were therefore made nearly perpendicular, and tbc( 



864 RAIL-ROADS. 

loose strata at the bottom were supported by retaining 
walls, carried up till they reached the solid rock. Such 
^are some of the ingenious expedients rendered necessary 
by the gigantic constructions of modem railroads. 

TUNNELS. 

The jlepth of an excavation frequently renders a Tunnel 
more economical. In constructing one, the centre line of 
the road must be set out with very great accuracy upon 
the surface of the ground, (by a Transit instrument) and 
*' shafts" sunk at proper intervals along this line. The 
excavations are made by " headings," or " drifts," from 
shaft to shaft, and to the open ends of the tunnel. The 
material excavated is raised through these shafts, which, 
after the completion of the tunnel, serve as ventilators. 
Their distances apart should be from 500 to 1000 feet. 
If the material be earth, or stratified rock, the crown of 
the tunnel, and its sides, must be supported by a brick 
arch, and the excavation kept only a few feet in advance 
of the completed arch. 

The height of tunnels, in the clear, varies on the Eng- 
lish railways from 17 to 30 feet, and the width, for a 
double track, from 22 to 30 feet. The average sectional 
area in the clear, is 450 square feet : when an arch is 
required, the excavation would contain about 700 square 
feet. The cost per lineal foot of the English railway 
tunnels, has ranged from $30 to $150. If sufficient time 
had been allowed, they could generally have been executed 
for $60 per lineal foot. A nubiber in England are over a 
mile in length, and one is more than a mile and three 
quarters. A gigantic one has been lately projected, which 
is to pass under the heart of London, reaching in one place 
A depth of a hundred feet beneath the surface of the ground. 
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EMBANKMENTS. 



The embankments of railroads demand the use of every* 
possible precaution to ensure their solidity ; not only on 
account of their size, but because the vibrations imparted 
to them by the passing trains, greatly increase their ten- 
dency to slip. The expense and time required to form 
them in layers, as recommended on page 166, often forbid 
the adoption of that method. They are usually con- 
structed by raising them to their full height at one end, 
and so carrying them onward. Temporary rails are laid 
along the bank, and extended with it, and on them wagons, 
containing each about 3 cubic yards, are drawn by horses, 
or by locomotive engines, if the distance, or " lead," be 
great. 

It has been ascertained that, contrary to the usual the- 
ory and practice, the quantity of work which can be done 
on an embankment so made, and, consequently, the time 
which will be required for its completion, does not de- 
pend on the area of the face of the cutting which supplies 
it, or on the number of wagons which can be filled in it 
together ; but on their rate of speed, and on the number 
of them which can be emptied in a given time over the 
head of the embankment, to the top width of which this 
element is proportional. The number of wagons drawn 
together in a " set," should increase or decrease with the 
length of the *' lead," and the breadth of the end of the 
bank ; and the number of *' sets" should be increased at 
certain exact periods in the progress of the work, which 
are susceptible of mathematical determination.* 



* These poinli are very clearly and fully examined in ** Laws of Ex- 
MfttioB and Elmbankment on Railways," London, 1840. 
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When a railroad passes through a wooded swamp^ 
where no materials for embankment are at hand, a cheap 
,and efficient substitute will be formed by a series of tim- 
ber trusses. Piles of 15 inches diameter, not sharpened, 
are driven so as to form two lines, at a distance from each 
other equal to the width of the railroad. Transverse ties 
are fastened across their tops, which are braced by in- 
clined struts, the lower ends of which abut against short 
piles. Longitudinal timbers are laid on the heads of the 
piles to carry the rails. Various combinations of the 
trusses are employed, according to the height of the su- 
perstructure above the surface of the ground. After the 
raibroad has been thus constructed, it may be gradually 
banked up to the level of the rails, by taking advantage 
of its facilities of transportation, to bring earth from a 
distance to the places where it is needed. 

The side-slopes of both the excavations and the em- 
bankments should be sown with grass seed, or sodded, as 
directed in the construction of roads. Some deep cut- 
tings on the English railways, have been planted with 
flowers, shrubs, and trees ; an improvement as delightful 
to the passenger and therefore profitable to the proprietors 
of the road, as it is beneficial to the permanence of the 
slopes. 

BALLASTING. 

The tops of the embankments, and the bottoms of the 
excavations, are brought to a height called the " Forma- 
tion level," about two feet below the intended level of the 
rails, and there shaped with a fall from the middle to each 
side, as in common roads, in order to drain*off the water 
which falls upon them. The remaining space pftwp 
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feet (more or less, according to circumstances) is filled up 
witb '* ballasting," composed of some porous material, 
sach as broken stones, gravel, quarry rubbish, cinders, 
&c., through which the water of rains can readily pass. 
Upon this ** ballast'' are laid the supports of the raila. 
Without this precaution, the water absorbed by the earthy 
materials of the road-bed would render it soft and spongy 
itk ordinary weather, and by freezing in winter would dis- 
turb the position and the levels of the rails. On many 
American railroads, the neglect of this safeguard against 
the effects of our Northern winters, renders them very 
unsafe at high velocities in the early spring, when the 
frost is coming out of the ground. Ships' ballast was 
first used for this purpose on the early railroad at New- 
castle, and from this circumstance the substitutes have re- 
tained the original name. 

• 

BRIDGES AND VIADUCTS. 

The bridges necessary on railroads, when of stone, 
present peculiar difficulties in their construction. Thi^ is 
owing to the frequently unavoidable ^a^new of the arches, 
(a characteristic which it is not easy to unite with suffi- 
cient strength, both in reality and in appearance) and to 
the obliquity with which they often cross other roads, and 
which compels the employment of " skew-arches," which 
require more than ordinary skill in both the engineer and 
the builder. 

In this country timber bridges are the cheapest, and 
therefore almost universally employed, though faulty from 
their elasticity and consequent vibration. The leading 
plans are Col. Long's truss bridge, which has the advan- 
tage of using only timbers of small scantling, any of which 



268 RAIL-kOADS. 

can be safely taken out and replaced; Town's Lattice 
bridge, which is formed of planks crossing each other 
diagonally, like lattice work, and is easily constructed, 
but, though strong, is deficient in stiffness ; and Howe's 
truss bridge, in which an iron rod replaces the usual ver- 
tical posts.* 

Cast iron has been very successfully used, six ribs or 

girders supporting the front rails and the parapet walls ; 
a platform, without ballast, being laid on the girders. 

Viaducts are substitutes for high embankments, and are 
usually composed of a series of arches. They are par- 
ticularly valuable in passing through cities, to save the 
room which would be occupied by side-slopes. Thus 
the London and Greenwich railroad passes for four miles 
above the roofs of the houses, on a series of arches, of 
which there are 878, chiefly semicircular, each of 18 
feet span, and 20 feet high. In similar cases, ircm columns 
have been employed, forming a colonnade under which 
shops have been constructed. 



* For an oatline of these plans, aee Mahan'i Civil Elngineeiinsr, pp. 
173-4 and 343. 
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fta THB SUFEXSTRUOTUBBt 

Under this head will be considered the best forms and 
weights of rails, whether supported at intervals (in chairs, 
on stone blocks or wooden cross-sleepers) or on continuous 
bearings for their whole length ; and their proper arrange 
ment, inclination, elevation, &c., when laid. 

RAILS SUPPORTED AT INTERVALS. 

When rails are supported only at intervals, on props, 
like a bridge on piers, they are liable to be depressed be- 
tween these supports by the heavy loads which pass over 
them. It is therefore very important to give thepi such a 
shape as will secure the greatest strength with the least 
quantity of material. The form indicated by theory, and 
originally adopted in practice, is that called " fishbellied," 
from the rounded profile of its under side. A rail of such 

Fig. 121. 





a form, will have more power to resist deflection than a 
straight one of the same weight, in the proportion of 1 1 
to 9.* But whatever the theoretical advantages of this 
form, its inconvenience in practice, owing to its requiring 
a higher support, which is therefore less steady, has caused 
it to be generally discarded. 

The forms now used are all varieties of the parallel or 
straight rail, in which the top and bottom are parallel, 
and which has the same cross^section at all parts of 



* Leconnt, p. 110. Barlow doubta this. 
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its length. Usually the rail is thinner through its mid- 
dle than at its top.and base. The various forms are named 
the T rail, the H i^il) the hoar-glass rail, &c. from the 
shape of their cross-section. The popular division ai 
rails is into the " Plate rail," and the " Edge rail ;" the 
latter including all the varieties just mentioned. 

The best form of the parallel rail v\ras in- Fig. 122. 
vestigated by Professor Barlow, in behalf of 
the London and Birmingham Railway Com- 
pany, and Fig. 122 shows the section of the 
rail which he found to possess the greatest 
strength with the least material, the bottom web 
being much smaller than the head. 

But a double headed, or H ^^^h ^s shown 
in Fig. 1*23, with its top and base of the same 
size and shape, is now generally preferred in 
England.* Professor Barlow considers this 
shape to be inferior in strength and conve- 
nience in fixing, its broader bearing to be of 
no advantage, and the proposed plan of turn- 
ing it over, when the upper table is worn down, to be im- 
practicable ; but still it is found preferable in practice, as 
enabling the best side to be selected, as being more easily 
keyed in its chair, and as having a broader bearing. 

Figr. 124. 

A favorite form in this country, 
sometimes called the inverted T 
rail, is shown in Fig. 124. It has 
been employed on the Boston and 
Albany railroad, and many others. 





• Ritehie,ik49. 
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_ « 

The form of the rail being decidecT upon, its weighty on 
iHuch its strength depends, is next to be determined. 
The weight'is expressed by the number of pounds in a 
lineal yard. Its minimiim may be determined thus. A 
certain breadth is> necessary for the bearing surface of the 
rail, that the wheel may run upon it without being 
grooved. 2| inches seems the minimum for this. The 
Biinimuin breadth is desired, in order that as much as 
possible of the material may be put in the depth, the 
strength being as the simple breadth, but as the square 
of the depth. The minimum depth, to resist abrasion 
and exfoliation, is 1 ^ inches. This gives a sectional area 
Q(2i K 1^ inches = 3.75, or, say 4 inches, which corre- 
sponds to 36 lbs. to the yard. This is then the minimum 
weight permissible, when tlie rail is supported throughout 
its whole length; but if supported at intervals it must 
have much greater weight and strength, their degree de- 
pending on the distance between its points of support. 

This distance has varied from 3 to 6 feet. It is now 
generally made less than 4 feet. For Professor Barlow's 
form of rail, Fig. 122, with a strength of 7 tons, the 
weight should be 51 lbs. per yard, for a bearing of 3 feet. 
To attain the same strength with a bearing of 6 feet, the 
weight should be 79 lbs. per yard. But the deflection of 
the rail with 3 tons, which in the former case is only .024 
inch, in the latter is .082 inch. Thus the longer bearings, 
when equally strong with the shorter, are much less stiff, 
and therefore much inferior to them. The effect of any 
depression under a passing load is that the engine, at 
slow speeds, after sinking into it, has an inclined plane to 
ascend, and at high speeds it leaps over the hollow, and 
strikes with great violence upon the other side of it. A 
rail having been bent half an inch, and then covered with 
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paint, an engine witK a train of cars was run over it, and 
none of the wheels touched the paint for a space of 28 
inches.* Strength to resist deflection is therefore as im- 
portant to a rail as its strength to bear weights. The 
latter should be double the mean strain or load. The 
former should not admit of a depression under a passing 
load of more than xij of an inch. 

The weight of rails has been yearly increasing* The 
first rails laid on the Liverpool and Manchester railway 
were only 35 lbs. to the yard ; they have been succes- 
sively replaced by rails weighing 50, 65, and 75 lbs. to 
the yard* The rail shown in Fig. 123 weighs 75 lbs. to 
the yard, with bearings 3 feet 9 inches apart. Its whole 
depth is 5 inches ; the top and base are 2| inches ; and 
the thickness of the middle rib is about | of an inch. On 
the Massachusetts railroads the rails weigh froni 56 to 60 
lbs. per yard, and rest on cross-sleepers, 2 feet 6 inches 
apart ; the weight on a driving wheel being from 5,000 to 
8,000 lbs. On the New York and Albany Railroad it is 
proposed to adopt rails of 70 lbs* to the yard, supported 
on cross-sleepers 2 feet 7 inches from centre to centre. 
A double track of such rails would require nearly 250 
tons of iron per mile. 

The rails are usually rolled in lengths of from 12 to 20 
feet. Their ends have received various shapes. Square 
or butt ends, Fig. 125, are generally ^e- 1S5. 
preferred, but cause considerable ^ , II { 
shock to the wheel. The half-lap Fig. 126. 
joints. Figs. 126 and 127, retain r — ^ ( 
their positions better, but weaken the p. ^^7. 
rail. The form shown in Fig. 128 is j be j 



* Lecoont, p. 68» 
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recommended when trains run ^'g- ^^• 

on each track in only one di- LZZZZZZZZSCH 
rection, (as indicated by the ar- 
row) so that they never meet 
tht points of the rails.* 4 . ~7/ J 

Between the ends of two successive lengths of rails, a 
space must be left to allow for their expansion by heat. 
The expansion of a fifteen feet rail may be taken at ^ j^ 
of an inch for each degree of Fahrenheit, or | inch for 
100°. If the rails were laid in the coldest weather, a 
space of one-eighth of an inch should therefore be left 
between their ends. The force with which iron expands 
is from 6 to 9 tons per square inch of section, which cor- 
responds to 10 lbs. to the yard ; so that the rail of 70 
lbs. expands with a force of about fifty tons. 

CHAIRS. 

The rails are not fastened directly to their supports, 
but are inserted in ** chairs," or pedestals, spiked to the 
blocks or cross-sleepers. The chairs are generally of 
cast iron, and weigh from 20 to 30 lbs. They are cast 
in one piece, consisting of a bottom plate, and two side 
pieces, between which the rail passes, its under surface 
being about an inch above the block. The opening of the 
chair must be as wide as the lower part of the rail, in or- 
der that it may be removed and replaced without disturb- 
ing the chair. Keys of wood, or of iron, must therefore 
be employed to fill up this opening, and to hold the rail 
firmly in the chair, but without offering any resistance to 
its longitudinal motion in expansion and contraction. 

Od the Liverpool and Manchester Railway the chair, 

• Lecoant, p. 113. 

18 
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Fig. isa 




Fig. 131. 



shown in Fig. 129, was employ- ^«- ^^• 

ed. The rail has on one side of 

its bottom a projecting rib which 

enters a notch in the chair, and 

another notch on the other side c 

receives an iron pin. To prevent its getting 

end of the pin which enters first rnay be split, and opened 

when driven home. 

Another good form, shown in 
Fig. 130, was invented by Mr. 
Robert Stephenson. In it the rail 
is confined by two bolts with an- 
gular ends, which enter a small 
score in the rail, and are keyed 
home by iron keys with split ends. 

Fig. 131 represents Mr. Barlow's 
patent hollow iron key applied to 
fasten a double-headed parallel 

rail. 

Wooden keys, of similar shape, 
but solid, have been much used, owing to the great facili- 
ty which they offer of being tightened and replaced. They 
should be kiln-dried, cut, and compressed by hydraulic 
pressure, so that by their swelling, after being driven in, 
they may hold the rail very tightly. 

A suitable chair ^8 132. 

for the inverted T 
rail, so much used 
in this country, is 
shown in Fig. 132. 
The rail is confined 
on both sides j;>y wooden keys. 

Sometimes the chairs are placed only at the joinings 
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of the lengths of rails, which are fastened to the interme- 
diate supports by spikes with bent heads. 

When the supports are stone blocks, the chairs are at- 
tached to them by drilling holes in the stone, from 1| to 
2 inches in diameter, and driving into them plugs of oak. 
The chairs being properly placed over these, iron spikes 
with heads are driven through the holes in the base of the 
chair into the wooden plugs. Between the chair and the 
stone, pieces of tarred felt are placed to diminish the con- 
cussion. When the supports are of wood, the chairs are 
nailed down with strong spikes. 

STONB BLOCKS. 

Stone blocks imbedded in the ballasting, have been till 
lately the principal supports employed on the English 
railways. They are usually blocks of granite, or whin 
stone, two feet square and one foot deep. The custom- 
ary distances between their centres have been noticed on 
page 271. They are sometimes placed, as in Fig. 133, 
with their sides parallel to the line of the road ; and some- 
times diagonally, as in Fig. 134. 

Fig. 133. Fig. 134. 

. . ffil jTH rm rj7 |. rm rrTl - ^^^^N/nS/^ ^^^^^ , 

■ iijj LJiJ iJdj iiiJ LiLi iS ^ — ^y^y'^'^'^'^ 

iuiiiji iiii iUjiuriui — ^^ 

Both plans have their advocates. The former position 
offers more resistance to motion in the line of the road.* 
The latter is less stable, but is more convenient for pack- 
ing the ballast around. Circular blocks have been pro* 

• In the propoftioD of 1738 to 1629 For the inyestigatioii, lee Le- 
oooat, p. 93. 
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pooed in order to get equal resistance in all directions, bat 
the gain would not equal the extra expense. 

The blocks must be very carefully set precisely leTel, 
since even a quarter inch difference in 3 feet, would 
create an inclined plane of 1 in 144, or 37 feet to the mile. 

On curves the blocks on each side of the road must be 
connected by iron tie-rods, that the exterior ones may not 
be pressed outward by the centrifugal force of the cars. 

Stone blocks have been also laid transversely, with the 
advantage of preserving the gauge of the road, but with 
the evils of great rigidity, hardness, and jolting. 

WOODEN CROSS-SLCEPERS. 

Transverse or cross^sleepers of wood are now consid- 
ered preferable to stone blocks for many reasons. They 
lie the rails together and preserve their parallelism, and 
also make the road less rigid and more elastic than the 
stone, and tlierefore much more smooth and pleasant to 
travellers. Thus the blacksmith puts his anvil on a block 
of wood to lessen the concussion. The only objection to 
them is their liability to decay, against which, hDwever,. 
there are many preservatives. 

They are usually of chesnut, oak, pitch-pine, or red 
cedar. They may be round sticks, hewn on two sides, 
so as to leave at least six inches thickness, and more if 
possible. The longer they are the better, as the extra 
length on each side of the track lessens the danger of set- 
tling. On the Massachusetts roads they are of second 
growth chesnut, 7 feet long, and 8 inches by 12. They 
are simply laid on the ballasting, except on new embank- 
ments and soft ground, in which cases they are laid on 
longitudinal timbers or sub-sills, which may be of {Jank 
8 inches wide and 3 or 4 thick. 
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1 

** Herron's Railroad track'' is a horizontal lalfice-woik 
of timbers of small scantling, upon the intersections of 
which the rails rest. 
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When rails are supported at intervals, the less the in- 
tervals and the nearer the supports, the less will be the 
yielding and deflection of the rails. Carrying out this 
principle, and continually lessening the intervals, we at 
last arrive at continuous supports. The advantages of 
such solid bearings for the rails would seem to admit of 
no dispute. It is evident that an iron bar, laid on a series 
of points, will be much more easily bent, either laterally 
or vertically, by the heavy blows or jolts of a carriage, 
than when the same bar is made to form a part of the 
solid roadway. The system of continuous supports of 
longitudinal timbers is therefore superior to any other in 
strength, solidity^ and ease of motion. It has been of late 
increasing in popularity in England, in spite of the cost 
of timber in that country, while with us it has been aban- 
doned on our best roads for the system of supports at 
intervals. This has probably arisen from the circum- 
stance that most American roads with longitudinal timbers 
have been laid with plate rails, so thin that their ends 
sometimes spring up so as to form '* snake-heads," and 
have thus received the scarcely caricatured description of 
'* A hoop tacked to a lath." Such roads have the defects 
of instabihty, insecurity, inequality of surfiEu^e, waste of 
power, resistance to speed, and great expense of main- 
tenance. But these faults do not belong to the system it- 
self, but to its imperfect execution. The rails should be 
heavy edge rails, of suitable form, and in contact with the 
timbers for their whole length ; and the longitudinal timbers 
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should W^ed together by cross-sleepen. Tbe best rail- 
load in the world, the " Great Western," bat such c<hi- 
tinuous bearings. The wood may be preseired from 
decay by any of the methods noticed on page 234. 
Fic.l3S. 




In the above figure, A is the ground plan, fi the side 
Tiew, and C the end riew, of such a system of railroad. 

For these longitudinal Fig. 13S. 

bearings, chairs are un- 
necessary, and peculiarly 
shaped rails are preferable. 
A favorite form is that 
shown in Fig. 136, which 
faas been made to weigh 
from 35 to 60 lbs. per yard. 
It is fastened by screws, 4 inches long, the heads of which 
sre countersunk on the inner side, so as to be out of the 
way of the flange of the wheel. At the joints, four screws 
sre employed. Such a rail, of 48 lbs. to the yard, resting 
en continuous sleepers, 9 inches by 4^, is as strong as one 
of 75 lbs. resting on supports al intervals of 3 feel.* 




-^:2m_. , 



• CrMj, 



P.1S74. 
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fiieiBeunnes fhe railB are fastened by spika^^th bent 
faeada, driven just ouuide of them, and clasping (hem 
finuJy. 

Triangular sleepers have ^'t- 13'- 

been employed, with a rail 
forked at bottom, as in the 
figure. The rail can thus 
be very firmly atuched to 
the sleeper, the shape of ^ 

which gives it much eta- ^ J^ 

bility. 

Evans' method of fastening is warmly recommended hy 
Professor Vignoles. The rails are rolled with a slit, or 
groove, of a dove-tailed shape, (in its cross-section) run- 
ning (»i their under side for their whole length. The bolts 
have heads of corresponding shape, and are sUpped into 
the end of the groove, passed along it, and dropped through 
holes made at proper intervals in the longitudinal timbers; 
The lower ends of the bolts are cut into screws, and 
washers and nuts draw the rails close down to the tim- 
bers. They are easily tightened, and not eiposed to in- 
jury, while spii^es and screws get loose, and their heads 
»re in the way. 

Upon the Great Western Railroad, between Bristol and 
London, (on which Mr. I. K. Brunei first introduced into 
England the system of longitudinal bearings) the hollow 
nil, shown in Fig. 138, was Fig. i3tj. 

adopted. The original rails 
weighed only 44 lbs. to the 
yard, and were ]| inch high, 
the head of the inner screw 
being countersunk. The later ones weigh 70 lbs. to the 
yard, and are 3^ inches high ; the increase of height be- 
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ing intended to compensate for not countersinking the not 
of the inner screw. The longitudinal timbers are 15 bf 
9 inches, and the cross-ties bolted to them at intenrals of 
9 or 10 feet, are 5 by 8 inches. With such rails, and the 
broad gauge, this railroad combines speed akid ease of 
motion in the highest degree yet attained. 

INCLINATION OF THB RAILS. 

The wheels having a cQnical shape, they would touch 
a level rail only on a narrow line, and both would soon be 
worn into grooves. To prevent this, the rails are tome- 
times inclined inward, so as to meet the cone of the trheel 
more directly, and to present a broader bearing surface. 
The usual inclination is from 1 in 29 to 1 in 20. It may 
be given by sloping the blocks, or by cutting the steepen 
which support the rails, or may be formed in the original 
rolling of the rail. An objection to this breadth of con- 
tact is that a rubbing and grinding action is constantly 
caused by the unequal velocities with which the outer and 
inner parts of the coned wheels revolve, and produces the 
same effect as if the train was dragged a certain dis- 
tance with its wheels locked. 

ELEVATION OF OUTER RAIL. 

When a railroad car enters upon a curve, the centrifu- 
gal force tends to force the flanges of its wheels against 
the outer rail. To resist this tendency, the outer rail is 
made higher than the inner one, so that an inclined plane 
may be formed beneath the cars, down which they will 
tend to slide in an inward direction, in opposition to their 
centrifugal impulse. The inclination should be such that 
the two antagonist forces may just balance each other. It 
will vary with the radius of the curve, the velocity upon 
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" cone" of th6' wheels. 



it, the gauge of the road, and the 
With ihiese elements it may be readily calculated.* Some 
retults (with' the usual data) are given in the following 
tftble : 



RADIUS or THE 
CURVE. 


ELEVATION OF THE OUTER |IA1L. 


At 10 inllei per hour. 


At 90 miles per hour. 


At 30 miles per hoar. 


Feet 


Inches. . 


Inches. 


Inches. 


1^50 


l.U 


5.60 


12.99 


500 


0.67 


2.83 


6.56 


1000 


0.29 


1.43 


3.30 


2000 


0.15 


0.71 


1.65 


3000 


O.IO 


0.47 


I.IO 


.4000 


0.07 


0.36 


0.83 


5000 


0.06 


0.28 


0.66 



An approximate rule for finding the elevation is this : 
" Multiply the square of the velocity, in feet per second, 
by the gauge of the railroad in inches ; and divide the 
product by the accelerating force of gravity, multiplied 
by the radius of curvature in feet, and the quotient will 
be the elevation in in<jhes." 

For a velocity of 30 miles per hour on a curve of 1000 



feet, this rule gives 



44»x 66i 



= 8.4 inches. 



32 X 1000 

In practice the maximum of elevation is only one inch; 
which is that due to a velocity of 30 miles per hour on a 
curve of two thirds of a mile radius. When the cars go 
faster than the velocity assumed in the calculation, which 
has determined the elevation, their flanges press the outer 
rail ; when slower, they press the inner one. 

SIDINGS, CROSSINGS, ETC. 

On railroads which have only a single track, a second 
one, called a sidings is occasionally laid for a short dis- 



• See Pambour. pp. 277-290 ; and Lecoimt, pp. 135-140. 
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tance, to form a passing-place for meeting tnuns. 0«»- 
ings are the arrangements by which cars pass from om 
track to the other. The angle of their divergence shonU 
not exceed 1|° or 2° for speeds of 20 or 30 miles per 
hour, but when the speed, as in mines, is not more than 
8 miles per hour, the angle may be as many degrees.* 
They are always dangerous, and therefore the fewer of 
them that are employed the better. The misplacing ijf 
them, carelessly or malevolently, causes a large portion 
of the accidents on railways. Their simplest form is that 
of two '* points" or " switches," which are attached atone 
end to the main track, and are moveable at the other, so 
as to continue the principal Une, or to connect it at pleis- 

Ficr. 139. 




ure with the side-track. The switches are usually moved 
by hand, with either a lever or an eccentric. A signal 
plate at the top of the lever, with which it moves, by its 
position shows to the engine-driver, as he approaches, to 
which track it is prepared to turn the train. Self-acting 
switches, kept in place by poVerful spiral springs, and 
moved by the flanges of the engine wheels, have been 
tried ; but the system of manual operation is preferred, 
with all its uncertainties, owing to the self-acting arrange- 
ment rendering it impossible for the conductor to know 
whether the switches are in place or not until he is upon 



* Crwy, Encyclopedia of Civil Engineering, p^ 1576^ 
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ibeniy when any precaution which might be required 
would be too late.* 

Turn-tables, or Turn-plates, are platforms, turning on 
rollers upon an underground circular railroad, and forming 
a very convenient substitute for switches, in transferring 
carriages from one set of rails to another. 

A Hydraulic Traversing Frame has been used instead 
of Turn-tables. It consists of a wrought-iron frame, un- 
der each comer of which is a cast-iron hydraulic press, 
operated by force pumps. The frame is pushed under 
the carriage to be moved, the pumps are worked, and 
raise the Ganges clear of the rails. The carriage is then 
moved to the desired spot and there let down.t 

SINGLE RAIL RAILROAD. 

In this arrangement a single rail is supported on posts 
at a suitable height above the ground, and passes through 
the middle of the cars, which hang from it on each side, 
like two saddle-bags on a horse. The advantages of thus 
lowering the centre of gravity are considerable ; the cars 
can never leave the track ; and the expenses of construc- 
tion are much reduced. In some situations this system 
might be very conveniently employed. 



* Ritchie, p. 115. 

t Crwy, Encyclopedia of Civil Engineering, p. 1283. 
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IV. MOTIVE POWERS. 

' The principal powers which have been employed to 
move carriages on railroaida are Horses, Stationary Ei^ 
gines. Locomotives, and Atmospheric Pressure. 

1. BOBSB POWBB. 

^he power of a horse in moving heavy loads at a slow 
rate, has been given on page 67 ; the usual conventional 
assumption being 150 lbs. moved at the rate of 2^ miles 
per hour for 8 hours a day. At greater speeds his power 
very rapidly diminishes, a large portion of it being ex- 
pended in moving his own weight The following tid>ie 
shows the results obtained by different authors ; those of 
Tredgold being for 6 hours daily labor, and those of Wood 
tor 10 hours. 



YELOGITT. 


FORCE or drauoht; accordimo to 


Miles per hour. 


Leslie. 


Tredgold. 


Wood. 


2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 


100 

81 

64 

49 

36 

25 

16 

9 

4 

1 




166 

125 

104 

83 

62 

42 


125 
83 
62 
60 
49 
36 
31 

' ii8 

25 
23 
21 

! 



From the above table it appears that, according to Wood, 
at 4 miles per hour a horse can draw only half his load 
at 2 miles ; at 8 miles only a quarter ; and so on. 

At 10 miles per hour Tredgold considers the power of 
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a horse to be 37 lbs. moved 10 miles per day. At the 
same velocity Sir John Macneill estimates it at 60 lbs., 
moved 8 miles per day. 

The power of a horise is also very rapidly diminished 
upon an ascent. On a slope of 1 in 7 (8^®) he can carry 
up only his Own weight, without any load. 

It is consequently very desirable to find a motive power 
on railroads, so much of which would not be uselessly 
lost al; the high speeds which their diminution of friction 
renders )36ssible. Steam has been therefore employed, 
through the medium of Stationary Engines, and of Loco- 
motives. 

A. 8TATX0KABT EKaiNB& 

Stationary steam engines were once the rivals of loco* 
motives, as motive powers for railroads, and were recom- 
mended by two distinguished engineers, less than twenty 
years ago> for adoption on the Liverpool and Manchester 
railway. It was proposed to place fixed engines along the 
line, at stations 1^ miles apart. These engines were to 
turn large drums, or cylinders, around which were wound 
ropes, 4 or 5 inches in diameter, stretched along the road 
between the rails, and supported on rollers. The wagons 
were to be hooked to the ropes, and would be drawn on- 
wards with them, as they were wound up on the revolving 
cylinders. An endless rope might also be employed, and 
two trains of cars be drawn at the same time in opposite 

Fig. 140. 




D 



directions, as indicated by the arrows in the figure. When 
the cars had passed over the mile and a half, and reached 
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the end of one rope, they could be detached from it, and 
attached to the succeeding one, without any stoppage* 

The system hais some advantages for short lines over 
which the travel must pass at brief intervals, owing to the 
economy of working stationary engines ; but it is utterly 
unsuited for general use. Its radical defect is, that tbe 
disarrangement of any single length of it, by any acd- 
dent, must stop the travel on the whole line. It is a chain, 
the failure of any link of which will render the whole use* 
less. It is therefore now seldom employed^ except on 
inclined planes. 

A very convenient application of the system is, bow* r 
ever, seen on the London and Blackwall railway. Si fniles 
long, with a fixed engine at each end. In this short dis* 
tance there are five intermediate stations ; but no deten- 
tion is caused by them, for a car is appropriated to each, 
in proper order* — the last of the train being the one be 
longing to the first^station, and so on. On reaching k, the 
sort of pincers by which the car is attached to the rope, is 
opened, and the car there stops, while the others of the 
train move on. 

A railroad worked by a stationary engine, would be the 
most convenient method of relieving the rush of travel 
through Broadway. The railroad track should be sup* 
ported on iron columns, out of the way of carriages, as in 
the figure. These columns might be placed on the edges 
of the sidewalks, where now are the lamp and awning 
posts, and by extending over the gutter they would have a 
base of 3 feet.* Their lower extremities should be set 

* This arrangement of the columns was suggested by Charles EUlett, 
Jun., C. E., in 1844, for an ** Atmospheric Raihnad.*' In 1834, Mr.J. H. 
Patten proposed to use a, secondary street, and to connect the colnmns by 
arche? across the street, forming a flooring on which horses should tniv«i 
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Fig. 141. 
IKOADWAT KAILKOAD. 




in heavy maaties of masonry. At top they should spread 
outward, a foot on each side, which would give sufficient 
width for the railroad track. The columns should he set 
at distances of 15 or 20 feel, and connected by flat arches. 
There would be no flooring over the street, and the rails 
would mtercept no more light than do the boards which 
now connect the awning posts. No locomotives, or even 
horses, would pass over the road ; but an endlesa rope 
wooW continually run over pulleys, and light cars would 
be underlhe most perfect control, and could be attached 
to it, or disengaged, at will, and stopped more easily than 
an ordinary omnibus. At the upper end of Broadway, a 
stationary engine, or the water-power of the Croton, would 
easHy and cheaply keep up the circulation, which would 
pass up one side of the street and down the other. At 
each corner might be a platform, to which there would be 
a short flight of steps from the sidewalk, the ascent of 
which would be very easy ; or a certain number of comer 
houses might be used as depots, so that passengers might 
step into the cars from their second-story windows. Aa 
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these cars would replace the omnibuses, the entire street 
would be left for miscellaneous travel. 

A railroad on the surface of the ground, with its coti- 
tinual stream of cars stopping up the cross-streets eveiy . 
minute, would create a worse evil than that which it vras 
intended to remedy ; and the endless rope could not be 
applied to it. If a railroad were made through a sec- 
ondary street, passengers would not generally leave Broiid- 
way to avail themselves of it. A surface railroad being 
thus out of the question, two alternatives remain. The 
underground one will find few advocates ; and the only 
feasible arrangement seems to be the column and endless* 
rope system. With its cheap construction, economical 
working, and thronged travel, it could scarcely fail to be 
the most profitable railroad ever built, and might be made 
to add largely to the city revenue. 

3i LoooMonvE EiraiNBs. 
When a steam engine is required to move from its 
place, and to travel with its load, as do horses pf flesh and 
blood, its usual weighty appendages of cold-water cistern, 
walking-beam, fly-wheel, &c., must be dispensed with. 
High-pressure steam must therefore be employed in order 
to enable the engine to combine the necessary compact-, 
ness, lightness, and power. 

HISTORY. 

The first locomotive engine was constructed in 1802, 
by Richard Trevithick, who took out a patent in conjunc- 
tion with Andrew Vivian.* Both we)re Cornwall engi- 



-•'-^-■'t+' 



* In 1759, boweyer* Dr. Rotuson, then a student in the UniTentty of 
Glasgow, suggested to Watt the application of the steam engine to moriaf 
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iieert. Tliis engine was tried on common roads, but in 
1804, Trevithick applied a second one to a tram-road in 
South Wales, on which it drew ten tons of iron at thft 
rate of 5 miles an hour. 

Many years elapsed before any considerable improve- 
ments were made, owing in a great degree to useless 
efforts to overcome a difficulty which never had any real 
existence. When steam is applied to propel a wheel 
carriage, each piston-rod, to which the steam gives a back- 
ward and forward motion, is attached to a pin on one of 
the wheels, called the driving-wheel, and turns it by a 
cranky as a man turns a grindstone. If there was no 
friction between the wheel and the road, the wheel would 
turn around, while the carriage would remain stationary. 
But the friction, which does exist, prevents the wheel 
from slipping, and it is enabled to turn only by propelling 
the carriage forward over a distance equal to the circum- 
ference of the wheel for each complete revolution of it. 
The imaginary difficulty referred to, was the notion that 
the adhesion or " bite" between the wheel and the rail» 
was so sUght that with a load, and particularly on an as- 
cent, the wheels would slip, slide, or '* skid," either com- 
pletely or partially, and thus fail to propel the engine. 

Great ingenuity was expended in devising remedies for 
this non-existent evil. Wheels were at first made with 
knobs and claws to take hold of the ground ; in 1811 a 
toothed rack was laid along the road, and a: wheel with 
teeth was attached to the engine and fitted into the rack ; 

wheel oarriagee. In 1782, Murdoch, to whom Trevithick was a pupil, 
made a model of a steam-carriage ; and in 1784 Watt described such an 
application in his patent In 1801,Oliyer Evans in Philadelphia moved a 
steam-dredginf maebine a mile and a half on wheels tamed by its own 
engitte. 
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Mtd in 18IS a chain was stretched between the extreme 
«iids of the road, and passed around a grooved wheel fixed 
to the engine and tamed by it. But the most singular 
and ingenious contriTance was patented in 181S by Mr. 
William Brunton. - He attached to die back of his engine 
two legs, or propellera, which, being alternately raored by 
the engine, pushed it before them. The propellers imita- 
ted 'the legs of a man, or the fore legs of a horse, a» shown 
in the figure. 

Fif.lti. 




The tegs are indicated by HKF, and Hi/ H repre- 
senu the Hip-joint, K and A the Knee-joints, A and a the 
Ankle-joints, and F and/the Feet. 

We will first examine the action of the front leg. The 
knee, K, is attached to the end of the piston-rod, which 
the steam drives backward and forward in the horizontal 
cylinder C. When the piston is driven outward, it 
presses the leg, KF, against the ground, and thns propels 
the engine forward as a man shoves a boat ahead by 
pressing with a pole against the bottom of a river. As 
llie engine advances, the leg straightens, the point H is 
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-carried forward, and the exttemity,. M, of the beoVlever, 
HM, is raised. A cord, MS, being attached to 3t the 
shift of the leg, the motion of the lever tightens the coi^i 
and finally raises the foot from the ground and prepares it 
40 take a fresh step when the reversed action of the piston 
has lowered it again. 

> The action of the other leg is precisely similar, but 
motion is communicated to it from the first one. Just 
above the knee of the front leg, at N, is attached a rod, 
on which is a toothed rack, R. Working in it is a cog- 
wheel, which enters also a second rack, r, below jjt^ 
which is connected by a second rod, with a point, n, of the 
other leg. When the piston is driven out and pushes the 
engine from the knee, the rack, R, is drawn backwairds 
and turns the cog-wheel, which then draws the lower rack^ 
r, forwards, and operates on the hind leg, < precisely 9s 
the piston-rod does on the front one, and thus the two. l^(s 
take alternate steps, and walk on with the engine. 

This locomotive, or ^' mechanical traveller,'! as it wa? 
termed by its inventor, moved on a railway ^t the rale 
of 2jt miles per hour, with the tractive foice of .4 
horses. 

All these contrivances were, however, rendered useless 
by the discovery in 1814, by actual experiment,».tt»ti tile 
adhesion, or friction, of the wheels was ' amply auffi0iei|t 
for propelling the engine, even with a heayy .load aitacbfod 
to it, and up a considerable ascent. Even if the adhesion 
were less than it is, it could be increased Xo an almost un- 
limited extent, by inducing a galvanic action between the 
engine and the rails.* 

The first really successful locomotive was constructed 



* Lecount, p. 352. 
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by Mr. George Stephenson in 1814. By applying the 
" steaai blast/' he doubled its power and enabled it to run 
6 miles per hour, and to draw 30 tons. 

Still no great progress was made in the application ot 
steam to locomotion, until, in 1829, the directors of the 
Liverpool and Manchester railway resolved to employ 
locomotives in preference to stationary engines, and offered 
a premium for the best engine, not heavier than six tons, 
which should be able to draw twenty tons at the rate of 
ten miles per hour, and should fulfil certain other condi- 
tions. Four engines appeared, but the " Rocket" engine, 
made by Mr. Robert Stephenson, won the prize, having 
run at an average speed of 15 miles per hour, and hav- 
ing performed one mile at the rate of 29| miles per 
.hour. 

Since that time the progress of improvement has been 
miward, and one engine has travelled 70 miles per hour ; 
another,* weighing 15f tons, has drawn 1268 tons 
(in a train of 158 coal-cars, 2020 feet long) 84 miles in 8 
hours, over a line of which 40 miles were level, and which 
had curves of only 700 feet radius ; and a third,* weigh- 
ing only 8 tons, has drawn 309 tons on a level, and 16 
tons up an inclined plane which rose 369 feet to the mile. 
The Rocket, however, contained the germs of all the prin- 
ciples which have been so wonderfully developed in its 
successors, and which will now be briefly noticed. 



• Made by WiUiam Nonrb : PhUadelphia. 
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PRINCIPLES. 

The power of an engine is proportional to the quantity 
of steam which it can generate in a given time ; for etch 
revolution of the wheels corresponds to a double stroke 
of each piston, and consequently to four cyUnder-fulls at 
steam. It is therefore necessary to expose the largest 
possible surface of water to the action of heat. This 
is most effectually attained by a tubular boiler^ patented 
by Mr. Seguin in 1828, but perfected by Mr. Stephenson 
in 1 829. Through the boiler, which occupies the principal 
mass of the engine, run a great number of small brass 
tubes, and through them the flame and heated air pass 
from the fire-box to the chimney. The tubes are about 
6 feet long, 2 inches in diameter, and from 90 to 1 20 in 
number. They have been made 150 in number, and 1^ 
inches in diameter.* By this contrivance, and by sur- 
rounding the fire-box with a double casing, containing^ 
water^ all the 'heat is absorbed by the water before it 
reaches the chimney. 

The introduction of such tubes tripled the evaporating 
power of the engine, and caused a saving of 40 per cent 
of the fuel. But the abstraction of all the heat from the 
air, destroyed the draught of the chimney, and therefore 
the activity of the fire. This evil seemed insurmountable, 
in spite of the use of fanners, till George Stephenson 
used the waste steam, which passed from the cylinder 
after working the engine, to create an artificial draught, 
by discharging it into the chimney. This steam blast 
has been termed the life-blood of the locomotive machine. 

To economize heat still farther, the cylinders are some- 

* The tubes being very perishable, the Earl of Dundonald and othera 
have proposed to construct boilers with the water in the tubes to be heslei, 
iDfltead of the fire in the tubes. 



2d4 RAtL-ROABS. - 

times placed within the 8moke*box, or bottom of the 
qWMMMIE^ MO'thnX none^.^f. their steam is condensed by the 
oijpjjimogphere. -In i\M position, besides being nearer 
th^^^nue.of resistance, they act with a less injurious 
strain; although, two pistons being necessary to pass the 
" dead-points" of the crank, their action is unavoidably 
unequal on each side in turn.. Buit^this arrangement gives 
less room for the machinery, and readers necessary a 
double-cranked axle^ which is consequently much weak- 
ened, though cut from a solid mass of iron. Both 
theootside and inside arrangements have their advocates. 
Six wheels are generally employed, the two largest 
being the driviog-wheels to which the power is applied.. 
Theee afefrom 5 to 7 feet in, diameter^ the^others beings 
from 3 to 4^ Sometimes all are made of the same size.^ 
Eight wheels are also used, four large and four small, the 
latter being under a truck, which supports one end of the 
engine, and is. attached to it by a }Hvot.in its central 
around which it can readily turn when on. a curve. 
The springs are so adjusted ^at . the principal part of the 
weight of the engine is thrown upon the driving-wheels. 
Sometimes two pairs of wheels are coupled together to 
obtain greater adhesion in ascending inclined planes, but. 
this arrangement produces an unequal strain. 

• The eccentrics which open and shut tjbe slide-valves to 
admit the steam to: each end of the cylinders in turn, are; 
so adjusted as to shut off the steam from one end of the 
cylinder and admit it to the other a little while before the 
piston has finished its stroke, so as to permit the expan- 
sive action of steam, and to form a sort of steam spring, 
to deaden the jerks of the engine. The degree of open- 
ii^ of the valve in advance is termed the '* lead," and 
is usually from one-eighth to one-fourth of an inch. 
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The above figure is a longitudinal eectioa through ^ 
modern locomotive engine, in one of its very varied form*. 
a represents the fire-box ; from which the flames and 
heated air pass, through the tubes bb, into the smoke-box 
at the other end of the engine. The water of the boiler, 
(which is cased with wood to prevent loss of heat by ra- 
diation) surrounds the fire-box and the tubes, and tb« 
steam generated by the heat thus absorbed, is collected in 
the steam chamber c. Thence it passes, through d, to the 
cyliiKJer e, and being admitted, by the shde-valve, alter- 
nately before and behind the piston, it gives to it the re- 
ciprocaUng motion, which the crank on the axle of the 
driving-wheel converts into the revolution which propeU 
the engine. The blast-pipe,/, conveys the waste steam 
from the cylinders into the chimney, to increase its 
draught. ^ ^ are safety-valves, one of which should be 
locked up, so as to be out of the control of the engine- 
driver, h is one of ihe feed-pipes which conduct the 
water fix>m the tender to the boiler, into which it it 
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pumped by small force-pumps, which are wcH^ked by the 
engine, and the derangement of which has produced se- 
rious accidents. 

SPEED AND POWER. 

The speed of an engine depends on the rapidity with 
which its boiler can generate steam. One cylinder full 
of steam is required for each stroke of each of the pis- 
tons. Each double stroke corresponds to one revolution 
of the driving-wheels, and to the propulsion of the engine 
through a space equal to their circumference. Wheels 
seven feet in diameter pass over twenty-two feet in each 
complete revolution. To produce a speed of seventy-five 
miles per hour, they must revolve exactly five times in a 
second; and to effect, this number of revolutions each 
piston must make double that number of strokes in the 
same time. In this way does this ponderous machine 
divide time into tenths of seconds, almost as precisely as 
the delicate chronometer of the astronomer. 

This rapid reciprocating motion of the pistons is very 
destructive to the machinery, and is too great to attain the 
maximum effect of the power expended. It would there- 
fore be very desirable to lessen this rapidity, and to pro- 
vide some means of multiplying the motion of the pistons, 
as by chams on pulleys, &c. 

High velocities are also very expensive, in consequence 
of the rapidity with which the steam must be generated, 
and rammed, as it were, into the cylinders. The same 
effect might be produced by one quarter of the quantity 
of steam, if time were given it to act expansively. 

The power of an engine in drawing loads, depends on 
the pressure of the steam, which is usually kept at 50 or 
60 lbs. to the square inch. It is also limited by the adhe- 
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sion between the road and the driving-wheels, which is 
prcq^ortional to the^weight pressing upon the latter; so 
that instead of the weight of the engine being an obstacle, 
it is one of the principal elements of power. The aver- 
age adhesion may be considered to be one-eighth of the 
weight.* The tractive power of an engine of 200 gross 
tons weight, with 16 tons resting on the driving-wheels, 
would, on this assumption, be 16 x 2240 -r 8 =4480 lbs. 
If the friction be 8 lbs. to the ton, its gross load, exclu- 
sive of its own weight, would be 4480 ^ 8 = 560 tons* 
If the ratio of the weight of the freight to the joint weight 
of the car and freight be as 6 to 1 0, the quantity of freight 
which such an engine could convey on a level would be 
yV X 560 = 336 tons, inclusive of tender, for which ten 
tons should be deducted. 

The diminution of this power on inclinations has been 
noticed on page 249, but is more fully shown in the fol- 
lowing Table, which is calculated for an engine of 20 tons, 
all resting on the driving-wheels, and for a friction of 8^ 
lbs. to the ton. 



Ascent, in 
feet per mile. 


Tons of fteicht 
transported. 


Fractional part 

of the fall load 

on a leyel. 


Number of engines 
necessary to trans- 
port the ftill load. 


Level 


389 


1.000 


1 


20 


185 


.476 


2f 
2 


30 


145 


.372 


40 


118 


.304 


H 


50 


98 


.252 


4 


60 


84 


.215 


4J ; 


70 


71 


.180 


5i 


80 


63 


.160 


6J 1 

1 



* The greatest adheeion of iron upon iron, is about one-sixth of the in- 
■stent weight ; but in wet and freezing weather it is reduced to almost 
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From the preceding table it appears, that on an ascending 
grade of 20 feet to the mile, two engm^ could not tran»» 
port as much as one on a level ; that at 50 feet to the 
mile, four engines would be needed, and six engines ob a 
grade of 80 feet to the mile, to do the work of one on a 
level.* 

WORKING EXPENSES. ^ 

All the expenses of working the road for any given time 
are usually added together, and divided by the total num- 
ber of miles run in that time by engines drawing trains. 
In this way is obtained the fairest average of working ex- 
penses, which are thus measured by the cost of running 
trains per mile. 

The principal items of expense per mile for a locomo- 
tive engine of fifteen tons, on the leading roads in this 
country, have been found to be as follows : 

Wages of engine-driver, firemen, &c., 6 to 10 cents.- 

Fuel, 8 to 24 

• Oil and cotton waste, . . . 1 to 2 

Repairs of engine and tender, . 5 to 9 

Interest on cost of engines, . . 3 to 4 
Repairs of road — one-fifth — due to 

motive power, . . . 3 to 4 " 

Deterioration of iron — one-half— due 

to the same, . . . . 4 to 6 '* 



it 
it 



Total cost per mile run, 30 to 68 ^* 



nothing. It lessens with the increase of the slope of the road, nearly af 
the sine of the aii|ie of inclination. It would evidently be nothing, if the 
road were vertical. 

* See Report to N. Y. Legislature, 1847, of CommiaBionerB for iooating 
the N. Y. and Erie Railroad. 



The average coH of motiye power is, therefore, 44 cents 
per mile run. To Ais must be added the cost of repairs, 
airi of renewal of ro«l^ ivhich consists of two parts : one 
iiklependent of the trade^ and averaging, xm timber roads, 
$500 per mile annually, ($300 being for repairs^ and 200 
for annual share of renewal) ; and the other proportional 
to the trade, and about one-third of a cent per ton per 
mile. 

The expense of cars (repairing and renewal) is about 
one*half of a cent per ton per mile. 

The wages of agents, conductors, clerks, &c., is about 
two-thirds of a cent )>er ton per mile. 

The annual cost of maintaining in operation a well- 
mani^ed line of railroad, according to these data, is about 
1^ cents for each ton carried over it, and 44 cents for 
each mile run by all the engines, besides $500 for each 
mile of the road. If it be likewise a passenger road, 
add f of a cent per mile for each passenger carried.* 

The complete average expense per train per mile of 
running the principal roads in the United States was esti- 
mated, in 1838,1 at .... 100 cents. 

In England, in 1840,t . . . 72 " 

Utica and Schenectady Railroad, 1839 to 

1841, . . ... . 115 " 

Mass. Western Railroad, 1840 to 1844, 71 '' 

Average of Mass. Raihroads in 1845, . 65 ^^ 

Three new lines in Massachusetts in 1845,^ 40 *' 



* See an able Beries of papers by Charles Ellett, Jun., C. R, in the 
Jonmal of the Franklin Institute, Sept. 1842| &c. 
t Chevalier de Gerstaer. ' t Professor Vignoles. ^ John R Jenria» 
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SAFETY OF TRAVELLING. 

The comparative safety of railroads is one of their 
most valuable attributes, though the one least appreciated 
and most imperfectly realized. The popular impression 
is generally the reverse of the truth, for an accident to a 
stage-coach is seldom heard of beyond the immediate 
scene of its occurrence, while any railroad disaster is 
passed from paper to paper over the whole land. 

There are many reasons why travelling on railroads 
should be safer than on common roads. The former are 
level instead of hilly, and smooth instead of uneven ; and 
all miscellaneous travel is excluded. 

The cars are safer than coaches, because their centres 
of gravity are lower ; their axles are less exposed to vio- 
lent shocks, and therefore are less subject to break ; and 
they are altogether less exposed to be overturned. 

Locomotive engines are safer than horses, because they 
are not liable to take fright, shy, or run away ; and can 
be stopped at once by a brake, tamed down by opening a 
valve, and backed by simply moving a lever. 

The statistics of railroads fully confirm the conclusions 
of theory. On the English railroads, according to the 
parliamentary returns, between 1840 and 1845, both in- 
clusive, more than 120,000,000 of passengers were car- 
ried, and of these only 66 were killed, or one in neariy 
two millions ; and only 324 others were in any way in- 
jured, or one in nearly four hundred thousand. 

On the Belgian railroads, 6,609,215 persons travelled 
between 1835 and 1839, and of these 15 were killed and 
16 wounded. But of these, 26 were persons employed 
on the railroads, and only 3 passengers were killed and 2 
wounded. In 1842, of 2,716,755 passengers, only three 
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were killed, and of these.one was a suicide, and the other 
two met their deaths by crossing the Une. 

On French railroads, 212 miles in length, of 1,889,718 
passengers who travelled over 316,945 miles, in the first 
half of 1843, not one was either killed or wounded, and 
only three servants of the railroad suffered. 

Comparing with this the travelling by horse^coaches in 
die same region, we find that in seven years, from 1834 
to 1840, 74 persons were killed, and 2073 wounded ! 

But few as are the accidents on railways they are still 
much more numerous than they need be. They may be 
diTided into those which arise from mismanagement and 
negligence, and those which are caused by inherent faults 
in the construction and Working of the railroad. 

To the former class belong accidents from collision. 
When two engines and trains meet each other, or when 
one overtakes another, the destructive consequences, 
which so often ensue, are generally due to the careless* 
ness or ignorance of the conductors, or engine-drivers 
of the train ; and are finally attributable to the false econ* 
omy of employing at a low salary incompetent persons. 
The danger of collision would also be much lessened, if 
trains running in different directions were confined inva* 
nmbly to one line of rails. 

Many accidents have arisen from a slow train being 
overtaken by a faster one. There is extreme danger in 
permitting one engine to follow another, except at very 
considerable distances ; and a mile is a very short dis- 
tance when measured by the brief time in wtiich a loco- 
motive can pass over it. 

The practice of attaching an engine behind a train to 
assist the front one in the ascent of a steep grade, is also 
fraught with danger ; for any derangement of either en« 
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gine makes it the anvil on which the othertme falU liketi 
trip-hammer, crushing every thing between them. 

The excessive speed demanded by the impatience of 
the travelling public diminishes the controlling power, and 
l&akes the consequences of any negligence or malicious 
obstruction proportionally destructive. 

Wilful disobedience of orders on the part of engine- 
drivers and conductors, (as to time, turning-out {daces, 
waiting for other trains, &c») reckless exposure to possi- 
biUties of collision, and insane confidence in good^luck, 
are causes df the majority of accidents ; and though no 
Cuthful superintendent would permit such mea lo have a 
second opportunity for similar misconduct, yet the disss- 
trous effects of even the first fauhs might be generally 
avoided by employing only men of undoubted inteUi- 
gence, experience^ sobriety, and self-control^ and securing 
the services of the very best of their class by liberal com- 
pensations. 

The second division of accidents included those caused 
by inherent faults in the construction and working of the 
railroad. These may be in a great degree guarded 
against, by careful and continual inspection of the line of the 
road, and examination of all parts of the engines and cars'. 
, The explosion of the locomotive boiler is often injuri* 
ous, if not fatal, to the engine-men, and by its stoppage 
of the train may cause a collision with a following one*. 

The settling of an embankment may cause a depres- 
sion of one side of the road, which will compel the en- 
gine to run off. The looseness of a rail, its breakage, 
(when supported only at intervals) the misplacing of a 
switch, &c., may produce a similar result. The destruc- 
tive consequences would be much lessened, if means were 
provided for instantly detaching tlie train from the engiiie^ 
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or if they were so coupled that they would foe separated 
by any lateral strain. 

The breakage of the axles of the engine or carriages 
has caused many accidents ; but this danger is greatly 
lessened by the eight wheels of the American cars,* and 
by the appendages of " Safety-beams/* 

: The sparks from the locomotive chimney frequently 
communicate fire to the train, and have thus, in one in-* 
stance, caused great loss of life, increased by the impos- 
sibility of communicating the intelligence to the engine- 
driver in time to arrest the disaster. 

SIGNALS. 

Many of the accidents which occur with the locomotive 
system might be prevented by a uniform, simple, and 
complete plan of signals. Red flags and lights for im» 
minent danger ; green for caution ; and white for safety^ 
are leading features in all the systems. The signals are 
made by the policemen, who are, or should be, stationed 
along the line, to see that the rails are clear, to communi- 
cate intelligence, to work the signals, &c. 

The Danger signal is a red flag by day, or red glass 
lamp by night, waved backwards and forwards. The en- 
gine should be stopped the moment this signal is seen. 
Any signal, violently waved, should also cause an imme- 
diate stoppage. 

The Caution signal is a green flag, or light, and should 
be obeyed by slackening the speed of the engine* When 



* In this respect we are far in advance of European Railroads, and a 
writer in the Westminster Review lately suggested, as an improvement 
of the highest importance, a peculiar style of car, which was almost pre- 
cisely identical with those which have been for many years in general 
use on American Railroads. 
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the green flag is held so as to point upwards, it indicates 
that another engine is less than five minutes in adrance 
of the one to which the signal is made. When held 
pointing downwards, it enjoins a slow rate of speed as 
a precaution against defects in the rails at that place. 

The Safety, or " All-right" signal, is a white lamp at 
night, and by day the upright position of the policeman 
with his flags furled. 

These signals are made by the policemen, either with 
hand flags and lamps, or by arms which are moveable on 
signal posts, and worked by cords. 

In the absence of these conveniences the policeman 
makes the signal " All right," by extending his arm hori- 
zontally ; the Cai^tion signal by holding one arm straight 
up ; and the Danger signal by holding both arms 
straight up, or by waving violently a hat, or any other 
object. 

The Danger signal is always to be made immediately 
after any engine or carriage has passed along the line, 
and is to be continued for five minutes ; it is also to be 
made whenever there is any obstruction on the line, or 
any danger of it. 

The Caution signal is always to follow the Danger 
signal, and to be continued for fiye minutes ; it is also to be 
made wherever there is any reason for slackening the 
speed. 

The All-right signal is to be made only when the signal- 
man has satisfied himself that the line is clear, unob- 
structed, and free from any suspicion of danger. Every 
signal-man should immediately report to his nearest 
superior officer any instance of disobedience to the signals 
which he had made. 

In foggy weather both day and night signals are given ; 
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and in addition, when any emergency requires the imme" 
diate and certain stoppage of any train, a detonating com* 
ponnd, packed in a small box, is fastened to the rail with 
slips of lead, and explodes with a tremendous noise when a 
wheel passes over it, giving an unmistakeable signal for 
instant stoppage. 

White and red lights on the front and back of a train 
at night should be so arranged and combined as to indi- 
cate the direction, speed, &c. of the train. But all these 
precautions are finally dependent for their complete sitc- 
cess upon the character of the persons in the employ of 
the company. 

20 
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The pressure of the atmosphere is usually assumed to 
be 15 lbs. on every square inch of surface, and thou|^ 
the equality of this pressure in all dicections renders it 
generally insensible, it becomes very apparent to the 
senses when the hand is held on one end of a cylinder 
from the interior of which the air is drawn out by an 
air*pump. It is this pressure which is the motive power 
of the Atmospheric Railway. 

The first idea of such a construction seems to have 
originated in 1805, in which year an Englishman, named 
Taylor, proposed to employ atmospheric pressure for 
sending letters and parcels from town to town. His 
plan was to lay a long tube, like a gas or water pipe, be- 
tween the places, and to fit into it an air-tight piston. If 
the air was pumped out from one end of such a tube, the 
pressure of the atmosphere would force forward the pis- 
ton, and any thing attached to it. 

In 1810, Medhurst proposed to make a tube, archway, 
or tunnel, large enough to contain carriages with passen- 
gers, to be propelled in a similar manner. But this scheme 
was never put into practice, for traveUers did not relish 
the idea of being shot through a tube, like pellets in a 
popgun. 

The problem was now to devise some means of com- 
municating the motion of a piston, blown through an air- 
tight tube, to a carriage on the outside of this tube. 

Medhurst, in 1827, proposed to make the desired com- 
munication and application of power, through a channel, 
or groove, on the top of the tube, filled with water lo 
make it air-tight. He also suggested the use of a squtfe 
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iron tube, widi half iU top rising and falling on hinges, 
and an arm coming through the opening to connect the 
piston to the carriage. 

Villlance, in 1824, patented a yariation of the tunnel of 
Medhurst. 

Pinkus, an American residing in London, in 1834 pro- 
pkwed the tiie of a tube with a sUt in its top and a sort of 
rope fctr the covering valve. 

But no substantial success was attained till Clegg, in 
1B99^ invented his flap valve, and, in conjunction with 
Samuda, developed the present system. Fig. 144 is a 

Fig. 144. 




OKMs-sectionctf the pipe, ta}ve,&c. The pipe. A, is of cast 
ifon, and about' eighteen inches in diameter. It is laid 
between the rails on which the carriages are to run. 
Along its top is a continuous slit, or longitudinal opening, 
through which is to pass obliquely the iron bar, or 
arm, D, which connects the piston, C, with the carriage, 
of which HH is an axle. The valve which covers this sKt» 
and which is "shown in cross-section at B, is essentially a 
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Strip of leather, one edge of which is fastened to one ndf» 
of the slit, so that the rest of it can rise and fall, and thu^ 
alternately open and close the slit. In the figure it i$ 
represented as open. To strengthen it, plates of iron, 
each eight inches long, are attached to its upper and under 
sides. The under ones are just wide enough to fit into 
the slit ; the upper ones are a little wider, to prevent the 
valve from being pressed into the pipe. On each side o^ 
the slit is a rib, or projection, cast with the pipe, and 
forming a sort of trough, at the bottom of which the valv« 
lies when shut. This trough is filled with a mixture (^ 
tallow and bees-wax, which, after being melted and cool* 
ed, adheres to the edge of the valve and makes it perfectly 
air-tight 

Fig. 145. 




Fig. 145 is a longitudinal section of the pipe, piston, 
and leading carriage. The same letters of reference aire 
employed as in Fig. 144. 

A steam engine, at the end of a length of 3 miles of the 
pipe, works an air-pump, which draws out a portion of 
the air from the pipe, AA. The air behind the piston, 
(shown at C) being no longer balanced by the air before 
the piston, presses it forward. The small wheels, £££i 



ATM08PHBRIC POWKR. 809 

behind the piston, raise the edge of the yalre in order to 
make Way for the connecting arm, D, which draws the 
carriage (of which HHH are the axles) onward with the 
IHston. The small wheels, FFF, behind the arm, lift 
Qp the valve to admit the air more freely to press on the 
back of the piston. The piston and carriage thus pro* 
eeed as long as there is a greater pressure of air behind 
than before them. 

To re-seal the valve, after the piston has passed, in 
readiness for being again exhausted, the second carriage 
of the train carries under it a small steel wheel which 
presses down the valve, and which is followed by a heater, 
or copper tube, five feet long, and filled with burning 
charcoal, which melts the composition in the trough and 
solders down the edge of the valve. 

To stop the train the brake may be applied ; or the 
lever, shown at G in Figs. 144 and 145, may open a 
valve in the piston, and admit air in front of it to destroy 
the vacuum, and consequently the propelling power. 
V When the carriage has reached the end of one length 
of 8 miles, it passes into the next length of pipe by an 
entrance, or equilibrium valve, ingeniously contrived to 
permit the change without affecting the vacuum. 

The power of this system depends upon the size of the 
pipe, and the perfection of the vacuum in front, of the pis- 
ton. If the pipe be 1*8 inches in diameter, the area of the 
pitton will be 254 square inches, and if a perfect vacuum 
could be attained, the pressure of the atmosphere upon 
this surface would be 254 x 15 = 8810 lbs. Calling the 
friction 10 lbs. to the. ton, this power would be sufficient 
to move 381 tons. In practice, however, the vacuum is 
seldom reduced below 8 lbs. to the square inch, or half 
an atmosphere, there being an unavoidable leakage. 
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The speed is proportioned to the rapiditjr with wUeh 
the air-pump exhausts the pipe, and therefore to the sre^ 
locity with which the air-pump piston moves,, and to the 
ratio between its area and that of the travelling pistoa. 
Air rushes into a vacuum with a velocity of 800 miles per 
hour, and this is therefore the maximum limit of speed. 
It is probable, however, that a raikoad whiciv apprc»xim»* 
ted to this speed would find but few passengers, and a mile 
in 62 Seconds, or 58 miles per hour, is the nearest ap- 
proach to it yet made. 

The vacuum may be made not only by working an anr-* 
pump by a steam engine ot by water-wheels, but by SSk 
ing an air-tight vessel with water, subsequently allowed to 
run out at a depth greater than that at which tl^ atmo- 
sphere will support a column of it. 

The time required to exhaust a 3 mile length of pipe, 
by the usual air-pump, is 4 minutes. Allow 5 minutes 
for the train to pass, and the 4 minutes needed to exhaust 
the pipe again, would give 9 minutes as the least possible 
interval between the starting of trains, since only one 
train at a time can be on any one length of pipe^ The 
application of this system to a Broadway railway, as has 
been suggested by some projectors, would, for this reason, 
be wholly impracticable. 

The principal advantages claimed for the Atmospheric 
Railroad by its advocates are the following : 

Its cars can ascend any inclination however stee|v; 
since the force capable of being applied does not depetid 
at all upon the adhesion of the wheels to the rails^ as iti 
the case of locomotives. At a certain degree of steep* 
ness locomotive engines could not carry up themselves,' 
much less a load ; while tlie piston of an Atmospherib 
Raikoad would exert equal force if it^ pipe were even 
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Yertical^ though of course with much nless- profitable 
effects 

The engine and tender being ;diBpensed with, the force 
which would have been expended in moving their weighjt 
of 90 or .30 tona, is so much clear saving. 

The rails oaay be made much lighter and will, last niiich 
longer, where they have not to sustoia ihe ishocks of ihe 
locomotive, which is the most powerful agent in their de^ 
structton, 

. High speed with locometivea* involves gieat waste -of 
ppweiFi in consequence of the disadvantageous yeiocity 
wi]di;;Which the pistonsi must movew It is not so with the 
atmospheric system. 

But greater safety is one of the most important recom* 
mendations of this system ; for the cars cannot run off 
the track, being securely attached to the pipe ; nor can 
they ever come into collision with each other, for no two 
trains can be on the same length of pipe at once. 

On the other hand, if any obstacle be on the track, 
there is less power of stopping them, and none at all of 
reversing their motions ; and the great objection to the 
stationary engine system — that the failure of one link de- 
ranges the whole chain — applies to this plan also. 

But the comparative economy of the Atmospheric and 
Locomotive systems is the principal element in deter- 
mining their relative merits. Much greater cheapness of 
working is claimed, by its partisans, for the atmospheric 
system, but this is strenuously denied by other engineers, 
and the testimony is so conflicting and varying, in conse- 
quence of the insufficiency of the data, that no satisfac* 
tory conclusion can be arrived at. The balance of argu- 
ment seems, however, to be against the profitable employ- 
ment of the system in ordinary cases. Under some pecu- 
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liar circumstances, however, such as the case of a line 

* 

with steep grades, on which light trains must be run at 
short intervals, it may probably be advantageously ap- 
plied. 

The longitudinal valve being the weak point of the sys- 
tem, several attempts have been made to dispense with it. 
The most successful inventions have been those of Pil* 
brow ; and of Julien and Vallirio. 

Compressed air, Carbonic acid gas. Electro-magnetism, 
&c., have been also proposed as motive powers for railroads, 
but none of them seem likely to rival, in power, speed, or 
economy, that most magnificent and life-like of all human 
creations, the Locomotive Engine. 



h 
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CHAPTER VI. 

THE MANAGEMENT OF TOWN ROADS. 

" Tiie money levied is more than doable of what is neceisary fn eas- 
•oting m the completest manner the work, which is often ezeonted in a 
very dovenly manner, and sometimes not executed at all." 

Adam SmTBr 

A WISE and well-regulated system of managing the re- 
pairs of roads, and of obtaining the greatest degree of 
improvement with the least amount of labor, is as impor- 
tant as their judicious construction. The ** Road4aai^ 
system, of personal service and commutation, though 
nearly universal among us, is unsound in its principte, 
unjust in its operation, wasteful in its practice, and unsat- 
isfactory in its results. Borrowed from the '' statute-Ur 
bor** of England, and the ** Corvee^ or ** PrestiUion en 
nature^^ of France, like them it is a renmant of the times 
of feudal vassalage, when one of the tenures by which 
land was held was the obligation to make the roads passa- 
ble for the troops of the lord of the manor. The evil 
consequences of the system will be examined, when we 
have briefly explained its organization in the state of New 
York, where it has been rendered as perfect as its nature 
permits.* 



* A oonvenient edition of the roTised road act, with commentaries, Ie9.« 
pnUkhed at Rochester in 1845. 
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The directing power is vested in " Commissioners of 
Highways," who are chosen in each town at the annual 
town meeting, and have " the care and superintendence 
of the highways and bridges therein/' Subordinate to 
them are '' Overseers^ of whom are chosen, at the annual 
town-meeting, as many as there are road districts in the 
town. The commissioners hdve the authority to direct 
the overseers as to the grade of the road, how it should be 
shaped and drained, and the Hke. They may also lay out 
pew^road^.. ThepriBcipal dyXi^s.of. tb«..ov.erseeir^.M« to 
sununon the persons subjeet to perfoimiahor.fiii^the iOftd% 
to see that they actually work, and to collect fines and 
commutation money. The commissioners are to estimate 
tj^e cost of improvements necessary: on tbp rpada jand 
bridges of the town, and the board of supexyisprs are to 
cause the amount to be levied, \>wx within, the limit, for any 
pne year, of two hundred and fifty dpllar^^ But,,if ,a legal 
town meeting so vote, the supervisors. may Jevy ''a sum 
p^ /npney, in addition to the sum now allowed by law, aot 
e^ceediog fiY^.bupdr,ecl dollars in any onp yegtr." 
^^ " Every person owning , or occupying lan4 in the town 
in, which he or ^he resides, and every male inhabitant 
|U>ove the age of twenty-onQ years, re;^iding in the town 
wJbere the assessment is made, shall be assessed to work 
Qi^ the public highway? in such tows^" ^The landa.of non- 
i^Qsidents are also to be assessed. The whole numjber. of 
4^ys' work to be assessed shall be at least U^^ee timQS the 
x^umber of taxablje inhabitants in §uch town ; aod maqr- be 
as many as the comniissioners shall think proper*,, 

Persons assessed to work on the highways, upon re- 
ceiving twenty-four hours' notice from the overseers, must 
appear either in person, or by ablerbQdi64-sub8iUti;(;te%>;^Qr 
pay a sum of one dollar for each day's neglect, unleaii 
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•diey afaall have {deviously commutod al the reite of sixty*- 
4^0" and a half cents per day. A team, cart, wagoo^ cnr 
{rfougb^ with a pair of horses or oxen, and a man to nia» 
age them, satisfies an assessment of three days. 
. Such are the principal features of the i^resent -system* 
They are all defectiye in a greater or less degree. 

In-tbe first place, the condition of the roads, which is 
so important an element of the wealth and comfort of the 
whole community, should not be allowed to remain at the 
mercy of the indolence, or £adse economy, of the various 
small townships through which the roads pass. In ode 
Umiii its public spirit, wealth, and pride^ may induce it to 
make a good road ; in the adjoining town, a short-sighted 
policy, looking only to private interest in its narrowest 
sense, may have led the inhabitants to work, upon the roads 
barely enough to put them into such a condition as will 
allow a wagon to be slowly drawn over them. 

In the next {dace,, the ''commissioners" who have the 
fNrimitive direction of the improvements and repairs^ 
should be liberally compensated for the time and atteiH 
tioii which they give -to the. worki Gratuitous services 
are seldom ejQScient ; at best they are temporary and locals 
and dependent ;.on the whims,, continued residence^ and 
Ufe of the party ; and if the compensation be insufiUcient^ 
the same evils exist though in a less degree. Skill, labofv 
and time cannot be obtained and secu^ without being 
adequately paid for. 

The third defect in the system is the annual election 
of the commissioners and overseers. When men of 
suitable ability, knowledge, and experience have been 
once obtained, they should be permanently continued in 
office. On the present system of annual rotation, as doooi 
as the overseer has learned something in his. yeai?« 
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«pprenlice8hi|>, his experience is lost, and another takes his 
place, and begins in his turn to take lessons in repairing 
roads at the expense of their condition. In other occ!i-> 
pations, an apprenticeship of some years is thought ne- 
cessary before a person is considered as qualified to prac- 
tise with his own capital ; while a"* road oVerseer, tlie 
moment that he is chosen, is thought fit to direct a work 
requiring much science, at the expense of the town's cap- 
ital of time, labor, and money. 

In the fourth place, the fundamental principle of the 
Road-tax is a false one. Its contemporary custom of re* 
quiring rents to be paid in kind, has long since been fouiid 
to be less easy and equitable than money rents. Just so 
is work paid for by the piece preferaUe in every respect 
to compulsory labor by the day. Men are now taken firom 
their peculiar occupations in which they are skilful, and 
transferred to one of which they know nothing. A good 
ploughman does not think himself necessarily competent 
to forge the coulter of his plough, or to put together its 
woodwork. He knows that it is truer economy for him to 
pay a mechanic for his services. But the laws assume 
him to be a skilful road-maker — a more difficult art than 
plough-making — and compel him to act as one ; though 
his clumsiness in repairing his plough would injure orAf 
himself, while his road-blunders are injurious to the whole 
community. Skill in any art is only to be acquired by 
practical and successful experience, aided by the instruc- 
tions of those who already possess it. An artisan cannot 
be extemporized. 

Fifthly, labor by the day is always less profitable than 
that done by the piece, in which each man's skill and hi^ 
dustry receive proportionate rewards. Working on the 
roads is generally made a half holiday by those wfaa as^ 
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.iomble at the summons of the overseer. Few of the man 
or horses do half a day's work, the remainder of their 
time being lost in idleness, and perhaps half of even the 
actual working time being wasted by its misdirection. 

Lastly, it follows from the preceding, that the commu- 
tation system operates very unfairly and severely upon 
those who commute; for they pay the price of a full 
day's work, and their tax is therefore doubled. 

Such are the principal defects of the present system 
of managing the labor expended on town roads. But it is 
much easier to discover and to expose, than to remove them. 
In the following plan the writer has endeavored to com- 
bine the most valuable features of the various European 
systems, and to adapt them to our peculiar institutions. 

In each State, a general legislative act should establish 
all the details of construction, and determine definitely 
*' What a road ^ught to be," in accordance with the theory 
and practice of the best engineers. Surveys should be 
made of all the leading roads, and plans and profiles d 
them prepared, so that it might be at once seen in what 
way Uieir lines could be most efficiently and cheaply im- 
proved. 

The personal labor and commutation system should be 
entirely abolished. If the town-meeting would vote a tax 
in money of half the amount now levied in days' woik, its 
9q)enditure under the supervision to be presently de- 
scribed, would produce a result superior to the present 
one. When the road is a great thoroughfare, extending 
far beyond the town, it would be unjust to levy upon it all 
the expense ; and a county tax, or, in extreme cases, a 
state appropriation, should supply what might be necessary. 

In regulating the expenditure of the money raised, the 
fundamental principle, dictated by the truest and moal 
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fiftfHsigkted ooonomy, should be to sacr^ioe ^a p&rti^ af 
the resourocM of the road to ensufetJie good ^nphjfment 
of the remainder. The justice ^f this principle needs no 
argument; itjji best mod6 of application is the onlydiffi* 
culty. The first step should be to place the repairs of 
the roads lunder the chaige of a professional Road-maker 
of science and experience. On his skill will depend the 
condition of die i roads, more than on local circumstances 
Qi expenditures. His quaKficaticas should be tested by 
a competent board of examiiners, if he should^noi haTe re- 
ceived special instructions in the requisite knowledge, 
such as might "well form a peculiar department of educa- 
tion in our Colleges and Normal schools. As each town 
by itself could -not afford to*employ a competent person, 
a number of them (more or less according to their wealth 
and the importance of the roads within their bounds) 
diould unite in an association for that purpose. 

The engineer thus appointed should choose, in each 
township, an active, industrious man, of ordinary educa- 
tion, to act as his deputy in making the expenditures in 
tliat town, smd as foreman of the laborers employed during 
the season of active labor on the roads. This deputy 
might be busily and profitably employed during the en- 
tire remainder of the year, in constantly passing over in 
due rotation the whole line of road under his care, and 
snaking, himself the slight repurs which the continual 
wear and tear of the traffic would render necessary. If 
taken in time, he himself could perform them ; but if left 
unattended to, as is itsual^ till the season of general re- 
pairs, the deterioration would increase in a geometrical 
ratio, and perhaps cause an accident to a traveller, which 
would subject the town to damages tenfold the cost of 
nqpairs. 



vrnmnrwrKU provosbd. 319 

The laborers hired by the deputy in each town should 
be employed by piece-work as far ai^ is possible. This 
can be carried out to a great extent, when the superin- 
tendent is competent to «niea8ure accurately the various 
descriptions of work, and to estimate their comparative 
difficulty. When the work cannot be properly executed 
by portions allotted to one man, it may be taken by gangs 
of four or five, who should form their own associations, 
make a common bargain, and divide the pay. In work 
not susceptible of definite calculation as to quantity or 
quality, and in such only, day-labor may be resorted to 
under a continual and vigilant superintendence. 

In such a system as has been here sketched, the money- 
tax would be found to be not only more equitable than the 
personal-labor system, but even less burdensome. None 
of it would be wasted ; and those who had skill and 
strength for road-work would receive back, in wages, 
more than their share of it ; those who were skilful in 
other work might remain at that which was most profitable 
to them, and pay only their simple share of the road-tax, 
not double, as when they now commute; and the only 
'losers by the change would be the indolent, who were 
useless under the old system, but under this, would be 
obliged to contribute their share ; while great gain in 
every way would ensue to the community at large. The 
subject urgently demands legislative attention. 
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Id the above ubglir view, the fint Mvan cohiauiB u« trutftTemd 
from page 1 16. The remainiiiK eolurou of weu end eobiokl oon- 
teotB are filled up by ttia fnilowing' calcolatiooe, UMtniag a( 60 feet 
the width of road-bed ; which will be the bottom of a cutting, iir 
the toji of an embankment, at a height ju«t sufficient to e<)iialiie the 
alsTBiioiii and depresiiunt nf the final transrene pmfile ef the lur- 
fitce of the road. The aide-alopeB of the exeaTDtionH are anppoMd 
to be IJ to 1, and those of the embankiueDta S to 1. We are now 
prepared to take up, in turn, each of the foar ubus) method* of eal- 
enlatioo. 

SI 
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APPENDIX. 



1. CALCULATION BT AVBRAGING BND-AKBAS. 

At Station 1 there is neither cutting nor filling. The end-area in 
eolumn 8, opposite that station, is therefore 0. 

Fig. 146. 
104 




At station 3, the cross-section of the excavation is shown in the 

fignre. The '* Distances out*^ of the side-slopes are H X 18 = 27 

feet. The top width is therefore 37 + 50 + 27 = 104 feet. The 

104 + 50 
area equals ^— ^ X 18 = 1386 ; or otherwise, since the two 

triangular portions equal a rectangle of the same base and height 
as one of them, the area = (50+ 1} X 18) X 18 = 1386. 

At station 3, the area equals (50 + U X 20) X 20 = 1600. 

At station 4, the Excavation ends, or " runs out," and the area 

= 0, 

Fig. 147. 




50. 



a> 



50. 



/ 



3a 



126. 

At station 5, the section of the embankment is shaped as in the 
figure, and has an area = (50 -f 2 X 19) X 10 = 1672. 

At station 6, the area = (50 + 2 X 8) X 8 = 528. 

At station 7, the area =0. 

The column of End- Areas is thus filled. 

The Cubical Contents are next to be Calculated. 

The mass between stations 1 and 2, has an area of at one end, 
and of 1386 at the other, and is 561 feet long. Its contents, by the 
method which we now employ, will equal the average of the two 

!*• 1- J L . , L . + 1886 
areas, multiplied by the length ; i. e., X 561 = 388,773 



cubic feet. 



2 
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The coDtents of the second mass, that between 2 and 3, equab 

1386 + 1600 

3 X 858 = 1,380,994 cubic feet. 

The third mass = — X 826 = 660,000 cubic feet. 

Here the excavation ends, and the embankment begins. 

+ 1673 
The fourth mass = X 820 =^ 685,520 cubic feet. 

The fifth mass = ^- X 825 = 907,500 cubic feet. 

^ 528 + 

The sixth mass = X330 = 87,120 cubic feet. 

These results, being in cubic feet, should be divided by 27, to 
reduce them to cuHc yards, the denomination in which estimates 
are made and contractors paid. This reduction would be facilitated, 
if the measuring tapes and rods were divided into yards and their 
decimal parts ; or if the distances of the stations were always 
some multiple of 54 feet. 

The results thus obtained, by averaging the end-areas, exceed 
the correct amount, as will appear from an inspection of the figure 
on the following page, from which may also be deduced the cor- 
rection to be appli^. 

This figure presents a perspective view of a tapering prismoidal 
mass, such as is an excavation of unequal size at its two ex- 
tremities ; ABCD being the area of its largest end, and EFGH of 
its smallest. Conceive a plane, parallel to the base of the cutting 
CDH6, to ,be passed through EF. It would cut the larger end in 
the line IJ, leaving below it a quadrangular prism, with equal bases 
EF6H and CDIJ. Subdivide the remaining figure, by raising the 
rertical lines IL and JK, and passing a plane through XL and E, 
and another through JK and F. The interior body thus formed 
appears wedge-shaped, but is a triangular prism, equal to half the 
quadrangular prism, which has IJKL for base, and IE or JF for 
height. There remain two triangular pyramids, — one with base 
A LI and vertex E, and the other with base BJK and vertex F. 

The prismoid being thus dissected, the contents of the quadran- 
gular and of the triangular prisms would be correctly obtained by 
multiplying the sum of the bases or end-areas by one-half the 
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length ; bat to find the contents of the pyramids, their bases should 
bo multiplied by one-third of their length. The method of calcula- 
tion which we baye employed multiplies the sum of the end-areas 
of the„origioal. figure^ (which is composed of |he prisms and pyra- 
mids which we are discussing) by one-half the length ; and there- 
fore gives a result too large by the difference between a half and a 
third — i. «., by a sixth — of the product of the bases of the pyra- 

JK X KB -f-IL X LA ^ JF 
mids by their length : i. c, - — -_ g "6 * 

Representing by d the difference of the depths of the end cut* 
tings, the ratio of the side-slopes by « to 1, and the length of the 
cutting or filling by /, the error in excess will be 

dXsd+dXsd I sd*l 

If this be calculated for each mass, and subtracted from the results 
previously obtained by averagihg end-areas, the remainder will 
equal the result obtained by the correct prismoidal formula, to be 
hereafter examined. Thus, for the mass between stations 1 and 3, 

H X 18* X 561 



the correction is 



6 



= 45,441, — giving a remainder 



= 388,773 — 45,441 = 343,333, which is the correct amount. The 
original and corrected amounts are presented below in a tabular 
form : 



ORIOlffAL ABIOUffTS. 


OORBBCTIOIfS. 


CORRBCTRD AMOVNTS. 


Exc&Tatioii. Embaiikinent 

1 


FormntB. 


Amounts. 


Ezcavation. 


EmbaiikineBl. 


380,773 

1,88D4»M 

060,000 


005,580 

gV7,500 

87,190 


14X18«X561 


45,441 

858 
83,500 


98,673 

33,275 

7,040 


343,332 

1,280,136 

577,500 

■ 


586,847 
874,Sa» 


6 
UX S»X858 


6 
4X20^X885 


6 
8 X19>X830 


6 
« XntX825 


6 
2 X 8«X330 


80,080 I 




6 




2,329,707 


1.680440 


128,799 


138v968 


f.200,968 


1.541.152 ' 

1 



We thus see that the method of calculating excavation and em- 
bankment by averaging the end-areas, though very generally used, 



326 unNDix. 

ia so ineoTrect that in the preaent euiDple its exceia otst the troth 
ia nearly 130,000 cubic feet in the ezeatatioD, and 140,000' Id the 
embaoknient, or 3?0,000 in the whole, eqaiJ to 10,000 cubic jrwdi. 
If this 'method iud been used in estimating the payment dae to ■ 
cvntTsetor at lO cents per yUd, he would have been conBeqamtly 
DTBrpsid tlOOO. 
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llie Mobnd method at calculation is to dedbce the middle ofN 
«f each priemoidal masa froni the arithinetiaal mean of tbo eUreme 
baighta, and multiply it by the length. 

Applying ihis method to the preceding example, and adopting the 
colnmna 1, 3, 6, and 7 of the table on page IIB, we obtain the to- 
■ulta exhibited in the last three columna of the following table. 



S„.on 


DUlttnea. 


CU. 


m. 




Mldiile 


EinivBllon. 




1 




n 




9 


571,5 


390.Q)1 
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6B1 
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11) 


1491.5 


1,279,707 
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536,350 






695 
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537.510 




8ao 




IM. 
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1039.5 




857,587 
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«. 
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232. 




76,560 








u. 














3,136,569 


1.471,657 1 



The following- fbrmnlie show the method of obtainiog the '* : 
die areas" in the sixth column of the abore table. 

Mean height = 9. Middle area = (50+ l^X 9] X B =: G 
" " =19. " " =(50+lJXl9) XI9 ==14 
" " =10. " " ={50+liX10) XIO ^fl 
" " = 9.S " " ={50+3x 9.5)XB.5 = 6 
" =13.5 " " ={50+axi3.5)x]3.6=lfl 
" = 4. " " =(50+2X4) X4 =S 
The eabical contenla are then calculaled as followa : 
571.5 X 601 = 330,611.5 eubie feet 
1491.6X958 = 1,379,707. " " 
6S0. X885= 536.350. " « 
655.5 X 830 = 537,510. " " 
1039.5 X 885 = 857.687.5 " « 
838. X330= 76,660. " " 
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The resulto thus obtained are too small ; their deficiency being 

equal to just half the excess of the first method. This will appear 

by again referring to the figure on page 324. It will be seen that 

the contents of the prisms in that figure will be correctly given by 

this method, but that the deficiency is in the pyramids. Calling 

d d 

their heights in the middle r- ; their widths will be « -r ; their mid- 

sl - . But the true contents of the pyramids is 2 I — ^r — ^ J I 

d" 

= W ^ ; anid the deficiency of the method of middle areas is 

therefore the difierence between a third and a fourth — t. e, a twelfth 

— of the product of the bases of the pyramids by their length, or 

sd^l 

-r^ . Corrections thus calculated, and added to the above results, 

would make them coincide with the true ones given by the pris- 
moidal formula, which we will next consider. 

3. CALCULATION BY THE P&ISMOIDAL FORMULA. 

The mass, of which the volume is demanded, is a true Prismoid, 
and its correct contents will therefore be given by the well-known 
prismoidal formula, which is as follows : 

Find the area of each end of the mass, and also the middle area 
corresponding to the arithmetical mean of the heights of the two 
ends. Add together the area of each end, and four times the 
middle area. Multiply the sum by the length, and divide the pro- 
duct by 6. The quotient will be the. true cubic contents required. 

Applying this method to the original examplei and adopting col- 
umns 1, 2, 6, 7, 8, from page 321, and the middle areas from page 
326, we may prepare the following table : 
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661 

868 
885 
9-20 
8si5 
330 



18 

ao 






19 
8 




1386 

1600 



1673 




671.5 
1401.5 

630. 

655-5 
1039.6 

933. 


3*3J32 
1,280,136 
577,500 

3,3D0,we 
1,641,153 


696^47 
e74,S3S 
BO,OS0 


!MI,15a 






6S9,Bie 





The nwDiMi: of (ibtainiiig the ai 
■a follow! ; 



(13M -I- 1600 -I- IWI S X 4) X ' 



(laOO + 0+B60 X«X-^!= 577J100. 
(0 + 1673 + 6fi5.6 X 4) X -~ = 686^7. 

CW79 + 538 + tOS8.6 X 4) X -^^ = ^74,W&. 

830 
(638 + 0+233 X 4) X -j~ = 80,080. 

Whatever the ih&pe of Ibe inaBa of esrth interoepted betweeg 
two panllel crosS'SectioDB, it may be divided iaio priscaa, pjTuntdi. 
wedgea, or fruslra of pyrsmids, to all wbjch, and (heiefore to tbt 
cotirs maea, the priamoidal formula maj be correctly applied.* 

The labor of the oalculadon may be much lessened by the we 
of tablea, such a« thoae uf Macneill, Bidder, Fourier, Johnson, Ac., 
when Che base and alopes are such u can be found in them. 

The prismoidal fonnuU may be readily deduced from the di» 
aeoted ligure on page 334. Call tha height of the leaaer end k ; of 
the greater end g; (he breadth of base b; the ratio of the side* 
■lopes to Qoiiy s i and the length /. Then we ma; proceed thns : 

■ Joamal i^ the Franklin InMitute, January and June, 1840. 
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A^ of the smaller end EF6H = h {b + sh) — bh + sh\ 
.*. Content of the lower prism = {bh + sk*) X /, . . . [A] 
Area of rectangle IJKL =(fi + 2sh) (g—h) = bg+ 9sgh 

.*: Gontent of the upper prism = <^^ 2sgh — bh — 2sh*) X^, [B] 

Bases of the two pyramids = (g — A) X sig — A) =«^ — 
2sgh + sk\ 

.'. Contents of the pyramids U^ — ^sgk + sh*) X -Zt . . [CJ 

Uniting the expressions for the partial contents [A], [B], and 
[C], and reducing them to a common denominator, we get for tlie 
contents of the prismoid, 

{^h +6sh*+ Ug + %sgh — Uh — e#V + 3i^ — Asgh + ^h*) X ^ 

o 

= (3*A + 3J^-f 3j^A + 3*^+2M») X ^ [D].- 

This expression may be decomposed into the following : 

(M + ^A'+i^'+^^ + ai^ + aw + a^^A+^^+^W x^. 

The first two terms express the area of the smaller end of* the 
prismoid, and the next two the area of the larger end. The re- 
maining five terms may be transformed into 

which is the expression for 4 times the middle area ; thus giTing 
the prismoidtU formula. 

The formula [D], giving thq contents of the prismoid, may be 
transfcurmed into another, more convenient for calculation than the 
usual prismoidal one. By separation into factors, it becomes, 

P*(^A+5^ + «4-3*(A-h^)]xi [El 

which gives the following 

M7LB. 

Add together the squares of the heights at each end, and their 
product. Multiply the sum by twice the ratio of the side-slopes to 
unity. Reserve the product. Multiply the sum of the heights by 
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three times the breadth of base, and add the prodact to the reserred 
product. Multiply their sura by the length or distance between the 
two cross-sections, and divide by six. 

Applying the rule to the mass between stations 8 and 3, we find 
g = 20,h=z 18, 6 = 60, 1= 1|, Z = 868, and tlie calculation is 
made thus : 

18* = 394 

30« = 400 

18 X 20 = 360 



1084 X S X li : 


= 3969 


18 




30 




38 X 3 X 60 : 


= 6700 




8963 




868 



6) 7680816 
Cubical contents = 1280136 

Formula [E] may be also transformed into the following fermule, 
either of which is more convenient for calculation than the usaal 
prismoidal formula. 

[2s(g — hy+3b{g + h)'{'esgh]X^-, . . [F] 



or [2s{g + h)*'{'U{g'{'h)^2sgh]X^ . . . [G] 

o 

When the side-slopes are 1^ to l^ the preceding formule are 
much simplified, for 2« = 3, and the factor three may therefore be 
eliminated from each term, and one-half, instead of one-sixth, of 
the length be used as a multij^er. 

Formula [Q] then becomes 

[ig+h^+b (g+ h)-gh] X ~« 

^[(.i + g + h)(g + k)-gh]X^. . . [H] 
This formul gives the following 
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RULE. 

When the side-slopes are 1^ to 1, add together the breadth of 
base and the heights at each end of the mass. Multiply this sam 
by the sum of the two heights. From the product subtract the pro- 
duct of the two heights. Multiply the remainder by half the length. 

The calculation of the preceding example will then be made thus : 

60 

18 18 

30 20 

88 X 38 = 3344 
18 X 20= 360 



2984 
858 -^ 2= 429 



Cubical contents = 1,380,136 

When the height and therefore area at one end = 0, A TanisliM 
from the formula [£]) which thus becomes 

(2sg» + Ug) X l = {2sg+3b) ^ P] 

giving the following 

RULE. 

Add the product of the height by twice the slope to three times 
the breadth of base. Multiply the sum by the height, and that pro- 
duct by the length, and divide the product by six. 

The calculation of the cubical contents of the mass between st»» 
tions 1 and 2 will accordingly be thus made : 

3 X li X 18 = 64 
3 X 60 = 160 



304 
18 

3673 
661 



6) 2059993 



Cubical contents = 343333 
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4. CALCULATION BY MEAN PROPORTIONALS. 

A fourth method, called that of " Mean proportionals,** is some* 
times, thoagh very iinproperly employed. It assomes implicitly that 
the mass is a frustum of a pyramid, f. e, that all its sides, if pro- 
duced, would intersect in one vertex, a supposition which would 
very seldom be perfectly true. On this assumption the foUowing 
ia the RiUe, 

Add together the areas of the two ends, and a mean proportional 
between them, (found by extracting the square root of their product) 
mad multiply the sum of these three areas by the length of the 
frustum, and divide the product by three. The result is always 
much less than the truth, for it treats as pyramids, or thirds of 
prisms, the wedge-shaped pieces which are really halves of prisms. 
It is farthest from the truth when <Nie of the areas = 0. 

5. IRREGULAR CROSS-SECTIONS. 

t). ,The erost-sectioB of the ground, at right angles to the direction 
of the road, has been assumed to be level. But the height of the 
surface of the ground usually varies considerably within the width 
to be occupied by the future road, and renders necessary the taking 
of levels not merely on the centre line, but also on the sides at the 
points in which the side-slopes, of the cuttings or fillings of the road, 
would intersect the surface of the ground. Other intermediate lev- 
els are also sometimes required. 

The height of the ground above the grade line of the road on the 
centre line is called the '* centre cutting ;" and the heights at the 
intersection of the side-slopes of the cuttings with the ground on 
each side of any station are called the *' right cutting" and " left 
cutting ;" abbreviated into C. C R. C L. C. 

In embankments, the corresponding heights are called " centre 

bank," "right bank," and "left bank;" usually written C. B 

R. B Li. B. 

For greater accuracy,, these cross-sections should be taken at 
distances of 100 feet. If an abrupt change in the level of the ground 
requires a levelling between these regular stations, it is called an 
" intermediate" one. 

The following table presents various examples of irregular cross- 
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We will proceed to aketcb and oote each atoae-eeetion, writin| 
eaob height venicallj id ite appropriate place, and show bow iia 
area ia obtained by diTiding it into triaoglea, of whioh the baie ami 
height are known. 

At atation ) the oattii^ begiaa, with an >Ma = 0. 



^ 



Rg. 149. 



s 



zz\ 



At atatbn 3, Fig. 140, the BaationiaofaiufbnndepCh,aBd: 
ia aimplj (30 + 3 X 3) X 3.0 = 48. 
T%. 150. 



10. X 

At8tation3,Flg. ISO, the lower left-hand trian^e = — - — =|S.' , 

The lower Tigbi-haod triangle := — - — ~ = 17. 

_,. . , , B.6X (6+10+10+6.8) „.. 
Tbe two Tsmammg tnanglee = ' ' ■ = 4S.M 

The entire : 



9M 




6. X 

At station 4, only two levels were thoaght necessarj, Tiz. those 
of the outside cuttings, without the centre one. To find the area, 
oonsider the figure as a trapezoid, minus the right-angled triangles 
at eaeh end. 

Trapezoid = (6 + 20 + 4) X ^"^ ^' 



:— 75. 



Left-hand triangle — - — = — 9 



Right-hand triangle 



8 

4X8 
3 






— 13 



— 13. 



Area of cross-section, - - • 62. 

A simple algebraic expression for this area may be found thus : 
call the breadth of base b, the outside cuttings d and e, the ratio of 
side-slopes to unity s. The area will be 
(b-^-sd+se) (d+e) 
2 



-8— F-*^-+'*- 



The aboTC example would then be 30 X -+ 3X3X2— 50 + 

SI 



13 :* 62. 



Fig. 153. 




10. X 10. 

Between stations 4 and 5, at 60 feet from the former, an interme- 
diate cross-section was made necessary, by the cutting '* running 
out** on one side. The area. Fig. 152, is only the single triangle 
10 X 1.0 



2 



5. 



At station 5, 40 feet farther, the cutting entirely runs out, and its 
area at that point becomes 0. The embankment had commenced. 
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10. 



Fig. 158. 

X la 




with area 0, at the preceding intermediate statidn, and at this sta- 

.10. 



tion ita area, Fig. 153, is 



3 
At station 6, the cross-section resembles that at station 8, in- 

Fig. 154. 
6 X 10. X 10. X la. 




Torted, and is calculated in the same manner by diTision into 
triangles, as is shown in Fig. 154. 

10 X 3 



Left-hand triangle 
Right-hand triangle 
Two remaining triangles 



9 

IPX 

3 
4X (6+10+10 + 13) 



^ 15. 
» SO. 
— 76. 



Entire area, .... a. 131. 
At station 7, the embankment runs out, and the area a^ 0. 



MEAN HEIGHTS. 

To apply the prismoidal formula to cases of irregular cross-see- 
tions, it is necessary to calculate the mean heights of these cross- 
sections, to be subsequently averaged together to find the middle 
height, which produces the middle area. The following proUem is 
therefore to be solved : Given the area of any irregular section, re- 
quired the mean height which would produce the same area, the 
base and slopes remaining the same. 



996 
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Let a repreBent the giren area ; b the breadth of ba8e« or roadr 
bed ; 1, the ratio of side-slopes to unity ; and x the mean height 



Then a » ««* + ^^ ; by solving which equation we obtain 



In all the preceding examples, r- = - — - 



:=6. 



At Station 3, (p. 333) o = 74.6 .•.« = -• (^ + 5*) — 6— 

V69.3 — 5 a- 7.89 — 5s 3.89. If this mean height be verified, it 
will be found to ptoduce the original area. Thus substituting it in the 
above expression for a, we obtain 3 X 3.89*+ 80 X 3.89a- 74.6. 

A similar process* will give the mean heights for the remaining 
eross-sections. They may then be employed, as were the uniform 
heights in the original examples, to find the end areas, middle 
heights, and middle areas required by the prismoidal formula ; or 
as the values of g and h in the easier formule, which have been 
therefrom deduced. 
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